Page 452
Draft prETS 300 ???: Month YYYY


3GPP TSG-RAN WG5 Meeting #65
R5-145511
Venice, Italy, 10th – 14th November 2014
Agenda item:
6.6.6
Source: 
Ericsson
Title: 
MFBI and UTRA to E-UTRA
Document for:
Discussion and decision
1. Introduction
During RAN5#59 meeting [1], it was endorsed by RAN5 to extend test coverage for the MFBI (Multiple Frequency Band Indicator) feature [2]. 

2. Discussion
Test coverage for MFBI UTRA to E-UTRA has not yet been defined in TS 36.523-1. To cover this scenario, a new test case is suggested. 

	
	36.523-1
	6.2.3.xx
	Rel-10
	Inter-RAT cell reselection from UTRA to E-UTRA / MFBI
	To verify that the UE performs inter-RAT re-selection to E-UTRA when SIB19 in UTRA includes ‘Multiple E-UTRA frequency info list’ Indicating the list of frequency bands (where one of the bands is supported by the UE) in addition to the band represented by earfcn for which cell reselection parameters are common.
	Ericsson
	RP#66
	0%
	
	TS 25.331 clause 8.6.7.3c, 10.3.7.115
(Informative: Annex G.3)



3. Proposal

It is proposed to add the suggested test case.        
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