3GPP TSG-RAN WG5 Meeting #65 
R5-145525
Venice, Italy, 10th – 14th of November 2014

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-3
	CR
	CRNum
	rev
	-
	Current version:
	12.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Clarification to TC 5.2.3 EUTRAN FDD to GSM Handover

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	RAN5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2014-11-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Test case 5.2.3 is testing handover delay and interruption times from EUTRAN to GSM.
However there is a bit of an ambiguity on how the HO shall be initiated by the SS. There are essentially two ways, initiating a CS-HO or a PS-HO.

CS-HO (in dedicated mode) is mandatory for the UE’s to support but PS-HO (in packet transfer mode) is an optional feature and later introduced functionality(TS24.008).
CS-HO is indicated in the targetRAT-MessageContainer as “Handover Command”, PS-HO is indicated as “PS Handover Command”. See 36.331, Clause 6.6.2 - MobilityFromEUTRACommand
Since the purpose of the test is independent of the HO type used and the fact that CS-HO is mandatory the usage of CS-HO is needed to be clarified.

	
	

	Summary of change:
	Clarified that the SS shall “use” CS-HO in step 7 in the test procedure.



	
	

	Consequences if not approved:
	Ambiguity remains in the test procedure.

	
	

	Clauses affected:
	5.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


5.2.3
E-UTRAN FDD - GSM handover

Editor’s note: This Test case is incomplete for frequencies above 3GHz

· The Test system uncertainties applicable above 3GHz are undefined

· The Test Tolerances and Test Requirements applicable above 3GHz are undefined

5.2.3.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to GSM in RRC_CONNECTED state by meeting the UE handover delay and interruption time requirements.

< Many lines skipped >

5.2.3.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. The RRC message implying handover to Cell 2 shall be sent to the UE during T2, after the UE has reported Event B1. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover. The requirements are also applicable for a UE not requiring measurement gap, in which case no measurement gap pattern is sent.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.3.5-1 and 5.2.3.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.
5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.3.5-1 and 5.2.3.5-2. T2 starts.
6.
UE shall transmit a MeasurementReport message triggered by Event B1.

7.
SS shall transmit a MobilityFromEUTRACommand message implying a CS based (“Handover Command” indicated in the targetRAT-MessageContainer)  handover to Cell 2.
8.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.2.3.5-2. T3 starts.
9.
If the UE sends access bursts on the new DCCH to Cell 2 less than 100 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.

10.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3. Cell 1 is the active cell.
11.
The SS shall set a different BSIC on Cell 2, as the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop.
12.
Repeat step 2-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
< End of changes >
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