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<<Unchanged sections omitted >>
8.2.1.3.1_A.3
FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (intra-band non-contiguous DL CA)
Editor’s notes: This test case is incomplete. The following items are missing or incomplete:

· Test tolerances are TBD.

· The minimum test time in Annex G.3A is undefined.

8.2.1.3.1_A.3.1
Test purpose

Same test purpose as in clause 8.2.1.3.1_A.2.1.

8.2.1.3.1_A.3.2
Test applicability

This test applies to E-UTRA FDD release 11 and forward UEs of category 3 to 8 that support intra-band non-contiguous DL CA.

8.2.1.3.1_A.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.3.1_A.2.3.

8.2.1.3.1_A.3.4
Test description

8.2.1.3.1_A.3.4.1
Initial conditions

Same initial conditions as in clause 8.2.1.3.1_A.2.4.1 with the following exceptions: 
-
Frequencies to be tested: Low-High Range as defined in TS 36.508 [7] clause 4.3.1.1.
8.2.1.3.1_A.3.4.2
Test procedure

Same test procedure as in clause 8.2.1.3.1_A.2.4.2.

8.2.1.3.1_A.3.4.3
Message contents

Same message contents as in clause 8.2.1.3.1_A.2.4.3.

8.2.1.3.1_A.3.5
Test requirement

Same test requirement as in clause 8.2.1.3.1_A.2.5 with the following exceptions:

-
Instead of Table 8.2.1.3.1_A.2.5-1 ( use Table 8.2.1.3.1_A.3.5-1.

Table 8.2.1.3.1_A.3.5-1: Test Requirement Large Delay CDD (FRC) for CA

	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-gory
	CA capa-bility

	
	
	
	
	
	
	Fraction of maximum

throughput (%)
	SNR (dB)
	
	

	1
	2x10 MHz
	R.11 FDD
	OP.1 FDD (Note 1)
	EVA70
	2x2 Low
	70
	13.7+TT
	≥3
	CL_A-A

	2
	NA

	Note 1:
The OCNG pattern applies for each CC.


8.2.1.3.1A
FDD Soft buffer management test
<<Unchanged sections omitted >>
8.2.1.4.2_A.3
FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (intra‑band non-contiguous DL CA)
Editor’s notes: This test case is incomplete. The following items are missing or incomplete:

· Test tolerances are TBD

· The minimum test time in Annex G.3A is undefined.

8.2.1.4.2_A.3.1
Test purpose

Same test purpose as in clause 8.2.1.4.2_A.2.1.

8.2.1.4.2_A.3.2
Test applicability

This test applies to E-UTRA FDD release11 and forward UEs of category 3 to 8 which supports intra-band non-contiguous DL CA.

8.2.1.4.2_A.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.4.2_A.2.3.

8.2.1.4.2_A.3.4
Test description

Same test description as in clause 8.2.1.4.2_A.2.4 with the following exceptions:

-
Frequencies to be tested: Low-High Range as defined in TS 36.508 [7] clause 4.3.1.1.
-
Instead of Table 8.2.1.4.2_A.2.5 ( use Table 8.2.1.4.2_A.3.5.
8.2.1.4.2_A.3.5
Test requirement

Same minimum conformance requirements as in clause 8.2.1.4.2_A.2.5 with the following exceptions:

-
Instead of Table 8.2.1.4.2_A.2.5 ( use Table 8.2.1.4.2_A.3.5.

Table 8.2.1.4.2_A.3.5-1: Test requirement Multi-Layer Spatial Multiplexing (FRC) for CA

	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-gory
	CA capa-bility

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	
	

	1
	2x10 MHz
	R.14 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.8+TT
	3-8
	CL_A-A

	2
	NA

	Note 1:
The OCNG pattern applies for each CC.


8.2.1.4.3
FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model – Enhanced Performance Requirement Type A
<<Unchanged sections omitted >>
8.2.2.1.1_A.3
TDD PDSCH Single Antenna Port Performance for CA (intra‑band non-contiguous DL CA)
8.2.2.1.1_A.3.1
Test purpose

Same test purpose as 8.2.2.1.1.1.

8.2.2.1.1_A.3.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 11 and forward which support intra-band non-contiguous DL CA.

8.2.2.1.1_A.3.3
Minimum conformance requirements

The same minimum conformance requirements are used as defined in clause 8.2.2.1.1_A.1.

8.2.2.1.1_A.3.4
Test description
8.2.2.1.1_A.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Low-High Range, as defined in TS 36.508 [7] clause 4.3.1.
Bandwidths to be tested: As specified per test number in Tables 8.2.2.1.1_A.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.2.
1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.35 as appropriate.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1, 8.2.2.1.1_A.1.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.2.1.1_A.3.4.3.

8.2.2.1.1_A.3.4.2
Test procedure
1.
Configure SCC according to Annex C0, C.1 and Annex C.3.2 for all downlink physical channels except PHICH.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 8.2.2.1.1_A.3.4.3.

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.1.1_A.1.3-1 and 8.2.2.1.1_A.1.3-2 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
Set the parameters of the reference channel, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 8.2.2.1.1_A.3.5-1as appropriate.

6.
Measure the average throughput per component carrier for a duration sufficient to achieve statistical significance according to Annex G clause G.3A, Table G.3A.5-6 on both PCC and SCC. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest on both component carriers.

7.
Repeat steps from 1 to 6 for each subtest in Tables 8.2.2.1.1_A.3.5-1 as appropriate

8.2.2.1.1_A.3.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6.
In test procedure step 2, for SCC configuration there are no additional message contents.

8.2.2.1.1_A.3.5
Test requirement
Table 8.2.2.1.1_A.1.3-1 defines the primary level settings including test tolerances for all throughput tests.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause 3.3.1 for the throughput test shall meet or exceed the specified value in Tables 8.2.2.1.1_A. 3.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.1.1_A.3.5-1: Test Requirement (FRC) for CA

	Test number
	Bandwidth
	Refe-rence Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Cate-gory
	CA Applicability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	2x20 MHz
	R.42 TDD
	OP.1 TDD

(Note1)
	EVA5
	1x2 Low
	70
	-0.4
	5-8
	CL_A-A

	Note 1:
The OCNG pattern applies for each CC.


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.

8.2.2.1.2
TDD PDSCH Single Antenna Port Performance with 1 PRB in the presence of MBSFN
<<Unchanged sections omitted >>
8.2.2.3.1_A.2
TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (Intra‑band non-contiguous DL CA)
8.2.2.3.1_A.2.1
Test purpose
Same test purpose as 8.2.2.3.1.1.
8.2.2.3.1_A.2.2
Test applicability
This test applies to E-UTRA TDD release 11 and forward UEs of category 5 and onwards which support intra-band non-contiguous DL CA.

8.2.2.3.1_A.2.3
Minimum conformance requirements
Same minimum conformance requirements as in clause 8.2.2.3.1_A.1.3 with the following exceptions:

-
Instead of Table 8.2.2.3.1_A.1.3-2 ( use Table 8.2.2.3.1_A.2.3-1.
Table 8.2.2.3.1_A.2.3-1: Minimum performance Large Delay CDD (FRC) for CA

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA Applicability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	2x20 MHz
	R.30-1 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.7
	≥5
	CL_C, CL_A-A

	Note 1:
The OCNG pattern applies for each CC


8.2.2.3.1_A.2.4
Test description
Same test description as in clause 8.2.2.3.1_A.1.4 with the following exceptions: 
-
Frequencies to be tested: Low-High Range as defined in TS 36.508 [7] clause 4.3.1.1.
-
Instead of Table 8.2.2.3.1_A.1.5-1 ( use Table 8.2.2.3.1_A.2.5-1.

8.2.2.3.1_A.2.5
Test requirement
Same test requirement as in clause 8.2.2.3.1_A.1.5 with the following exception:

-
Instead of Table 8.2.2.3.1_A.1.5-1 ( use Table 8.2.2.3.1_A.2.5-1.
Table 8.2.2.3.1_A.2.5-1: Test requirement Large Delay CDD (FRC) for CA

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA Applicability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	2x20 MHz
	R.30-1 TDD
	OP.1 TDD

(Note 1)
	EVA70
	2x2 Low
	70
	14.6
	≥5
	CL_A-A

	Note1:
The OCNG pattern applies for each CC


8.2.2.3.1_A.3
TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (inter-band DL CA)
<<Unchanged sections omitted >>
8.2.2.3.1A_A.3
TDD PDSCH Soft buffer management test (intra-band non-contiguous DL CA)
Editor’s notes: This test case is incomplete. The following items are missing or incomplete:

· Test tolerances are TBD

· The minimum test time in Annex G.3A is undefined.

8.2.2.3.1A_A.3.1
Test purpose
Same test purpose as 8.2.2.3.1A_A.2.1.
8.2.2.3.1A_A.3.2
Test applicability
This test applies to E-UTRA TDD release 11 and forward UE of category 3 and 4 which support intra-band non-contiguous DL CA.

8.2.2.3.1A_A.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.2.3.1A_A.2.3.

8.2.2.3.1A_A.3.4
Test description

Same test description as in clause 8.2.2.3.1A_A.2.4 with the following exceptions: 
-
Frequencies to be tested: Low-High Range as defined in TS 36.508 [7] clause 4.3.1.1.
-
Instead of Table 8.2.2.3.1A_A.2.5-1 ( use Table 8.2.2.3.1A_A.3.5-1.
8.2.2.3.1A_A.3.5
Test requirement

Same test requirement as in clause 8.2.2.3.1A_A.2.5 with the following exceptions:

-
Instead of Table 8.2.2.3.1A_A.2.5-1 ( use Table 8.2.2.3.1A_A.3.5-1.

Table 8.2.2.3.1A_A.3.5-1: Test requirement Large Delay CDD (FRC) for CA

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA capability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	2x20 MHz
	R.30-2 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.2+TT
	3
	CL_A-A

	2
	2x20 MHz
	R.35-1 TDD
	OP.1 TDD (Note 1)
	EVA5
	2x2 Low
	70
	15.7+TT
	4
	CL_A-A

	Note 1:
The OCNG pattern applies for each CC.


8.2.2.3.2
TDD PDSCH Open Loop Spatial Multiplexing 4x2
<<Unchanged sections omitted >>
Annex G.3A.6.
8.2.2.4.2_A.3
TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (intra-band non-contiguous DL CA)

8.2.2.4.2_A.3.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed-loop spatial multiplexing.

8.2.2.4.2_A.3.2
Test applicability

This test applies to all types of E-UTRA TDD UE release11 and forward which supports Intra-band non-contiguous DL CA.

8.2.2.4.2_A.3.3
Minimum conformance requirements

The same minimum conformance requirements are used as defined in clause 8.2.2.4.2_A.1.

8.2.2.4.2_A.3.4
Test description

8.2.2.4.2_A.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Low-High Range, as defined in TS 36.508 [7] clause 4.3.1.
Channel Bandwidths to be tested: As specified per test number in Tables 8.2.2.4.2_A.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.2
.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group 46 as appropriate.

2.
The parameter settings for the cell are set up according to Tables 8.2.1-1, 8.2.2.4.2_A.1.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.2.4.2_A.3.4.3.

8.2.2.4.2_A.3.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.2 for all downlink physical channels except PHICH.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents for PDSCH-ConfigDedicated-DEFAULT is defined in Table 8.2.2.4.2_A.3.4.3-1, PhysicalConfigDedicatedSCell-r10-DEFAULT is defined in Table 8.2.2.4.2_A.3.4.3-3 , PhysicalConfigDedicated-DEFAULT  is defined in Table 8.2.2.4.2_A.3.4.3-2, CQI-ReportConfigSCell-DEFAULT is defined in Table 8.2.2.4.2_A.3.4.3-5, CQI-ReportAperiodic-r10-DEFAULT is defined in Table 8.2.2.4.2_A.3.4.3-6, CQI-ReportConfigSCell-r10-DEFAULT is defined in Table 8.2.2.4.2_A.3.4.3-7.
3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
For multi-layer spatial multiplexing, SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC according to Tables 8.2.2.4.2_A.1.3-1 and 8.2.2.4.2_A.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS schedules the UL transmission to carry the PUSCH CSI feedback via PDCCH DCI format 0 with CSI request bit set to ‘10’ and I_MCS=29 and N_PRB allocated to be less or equal to 20.

6.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.2.4.2_A.3.5-1 as appropriate.

7.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.2.4.2_A.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.2.2.4.2_A.3.4.3-1: PDSCH-ConfigDedicated-DEFAULT: Additional  TDD PDSCH closed loop spatial multiplexing performance downlink power allocation

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-6 PDSCH-ConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-6
	
	

	}
	
	
	


Table 8.2.2.4.2_A.3.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation Test number 1

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm4
	
	

	    codebookSubsetRestriction CHOICE {
	
	
	

	     n4TxAntenna-tm4
	0000000000000000000000000000000011111111111111110000000000000000
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     Release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.2_A.3.4.3-3: PhysicalConfigDedicatedSCell-r10-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-6A

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated SCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	   nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfo-r10 CHOICE {
	 
	
	

	      antennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	        transmissionMode
	tm4
	
	

	        codebookSubsetRestriction CHOICE {
	
	
	

	          n4TxAntenna-tm4
	0000000000000000000000000000000011111111111111110000000000000000
	
	

	        }
	
	
	

	        ue-TransmitAntennaSelection CHOICE {
	
	
	

	          Release
	NULL
	
	

	        }
	
	
	

	     }
	
	
	

	   }
	
	
	

	 }
	
	
	

	cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	}
	
	
	


Table 8.2.2.4.2_A.3.4.3-4: CQI-ReportConfig-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation 

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


Table 8.2.2.4.2_A.3.4.3-5: CQI-ReportConfig-r10-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-2AA

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	RBC

	  cqi-ReportAperiodic-r10
	CQI-ReportAperiodic-r10-DEFAULT
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10
	Not present
	
	

	}
	
	
	


Table 8.2.2.4.2_A.3.4.3-6: CQI-ReportAperiodic-r10-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-1A

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportAperiodic-r10 ::=CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-ReportModeAperiodic-r10
	rm12
	
	

	    aperiodicCSI-Trigger-r10 ::= SEQUENCE {
	
	
	

	      trigger1-r10
	11000000
	P-Cell, S-Cell report
	

	      trigger2-r10
	00000000
	No report
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.2_A.3.4.3-7: CQI-ReportConfigSCell-r10-DEFAULT: Additional TDD PDSCH closed loop multi-layer spatial multiplexing performance downlink power allocation

	Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-2AB

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	0
	
	

	  cqi-ReportPeriodicSCell-r10
	Not present
	
	

	  pmi-RI-Report-r10
	Not present
	
	

	}
	
	
	


8.2.2.4.2_A.3.5
Test requirement

Table 8.2.2.4.2_A.1.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2 for each throughput test shall meet or exceed the specified value in Tables 8.2.2.4.2_A.3.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.4.2_A.3.5-1: Test requirement Multi-Layer Spatial Multiplexing (FRC) for CA

	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA capability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	2
	2x20 MHz
	R.43 TDD
	OP.1 TDD (Note 1)
	EVA5
	4x2 Low
	70
	12.0
	5-8
	CL_A-A

	Note 1:
The OCNG pattern applies for each CC.


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.

8.2.2.4.3
TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model – Enhanced Performance Requirement Type A

<<Unchanged sections omitted >>
8.7.1.1_A.3
FDD Sustained data rate performance for CA (intra‑band non-contiguous DL CA)

Editor’s note: Test case is incomplete. Following aspects are missing or not yet determined.

8.7.1.1_A.3.1
Test purpose

Same test purpose as 8.7.1.1_A

8.7.1.1_A.3.2
Test applicability

This test applies to E-UTRA FDD release 11 and forward UEs of category 3, 4, 6 and 7 which support intra‑band non-contiguous DL CA.

8.7.1.1_A.3.3
Minimum requirements

Same minimum conformance requirements as in clause 8.7.1.1_A.2.3 

8.7.1.1_A.3.4
Test description

8.7.1.1_A.3.4.1
Initial conditions

Same initial conditions as in clause 8.7.1.1_A.2.4.1 with the following exceptions: 
-
Frequencies to be tested: Low-High Range as defined in TS 36.508 [7] clause 4.3.1.1.
8.7.1.1_A.3.4.2
Test procedure

Same test procedure as in clause 8.7.1.1_A.2.4.2.

8.7.1.1_A.3.4.3
Message contents

Same message contents as in clause 8.7.1.1_A.2.4.3.

8.7.1.1_A.3.5
Test requirement

The requirements are specified in Table 8.7.1.1_A.3.5-1. The PDCP SDU success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.3.5-1: Test requirements for sustained downlink data rate (FDD)

	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI per Codeword
	Measurement channel
	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets]
	Reference value

	
	
	
	
	
	
	TB success rate [%]

	3B
	Category 3
	25456
	R.31-2 FDD
	3
	1054
	95

	4A
	Category 4
	36696 (Note 2)
	R.31-3A FDD
	4
	1141
	85

	6A
	Category 6, 7
	75376 (Note 3)
	R.31-4 FDD
	7
	1341
	85

	6B
	Category 6, 7
	36696 (Note 4) for 10MHz CC

55056 for 15MHz CC
	R.31-3A FDD for 10MHz CC

R.31-5 FDD for 15MHz CC
	4 for 10MHz CC

6 for 15MHz CC
	1141 for 10MHz CC

1142 for 15MHz CC
	85

	6C
	Category 6, 7
	36696 (Note 4) for 10MHz CC

75376 (Note 2) for 20MHz CC
	R.31-3A FDD for 10MHz CC

R.31-4 FDD for 20MHz CC
	4 for 10MHz CC

7 for 20MHz CC
	1141 for 10MHz CC

1341 for 20MHz CC
	85

	6D
	Category 6, 7
	55056 for 15MHz CC

75376 (Note 2) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	6 for 15MHz CC

7 for 20MHz CC
	1142 for 15MHz CC

1341 for 20MHz CC 
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI per component carrier.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.

Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.
Note 5:
For category 6 and 7 UE, select one CA configuration among CA configurations corresponding to largest aggregated CA bandwidth signalled by UE.


Table 8.7.1.1_A.3.5-2: Test Points Selection for UE Category
	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	CL_A_A
	10+10
	-
	-
	3B
	4A
	4A
	4A

	
	10+15
	-
	-
	3B
	4A
	6B
	6B

	
	10+20
	-
	-
	3B
	4A
	6C
	6C

	
	15+20
	-
	-
	3B
	4A
	6D
	6D

	
	20+20
	-
	-
	3B
	4A
	6A
	6A

	Note 1:
If UE can be tested for CA configuration, single carrier in clause 8.7.1.1 test is skipped.

Note 2:
For non-CA UE, test is selected for maximum supported bandwidth.

Note 3:
For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE.


8.7.2
TDD

<<Unchanged sections omitted >>
8.7.2.1_A.2
TDD sustained data rate performance for CA (intra-band non-contiguous DL CA)
8.7.2.1_A.2.1
Test purpose

Same test purpose as in clause 8.7.2.1_A.1.

8.7.2.1_A.2.2
Test applicability

This test case applies to E-UTRA release 11 and forward UEs of category 6 and 7 that support intra-band non-contiguous CA.

8.7.2.1_A.2.3
Minimum requirements

Same minimum conformance requirements as in clause 8.7.2.1_A.1.3 with the following exceptions:

-
Instead of Table 8.7.2.1_A.1.3-4 ‑> use Table 8.7.2.1_A.2.3-1.
Table 8.7.2.1_A.2.3-1: Test points for sustained data rate (FRC)
	CA config
	Bandwidth/ Bandwidth combination 
(MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	Single carrier
	N/A

	CL_C
	N/A

	CL_A-A
	20+20
	
	
	3 (Note 4)
	4 (Note 4)
	6A
	6A

	Note 3:
For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE. 

Note 4:
If CL_C is the only CA configuration supported by category 3 or 4 UE, single carrier test in clause 8.7.2.1 is selected.


The normative reference for this requirement is TS 36.101[2] clause 8.7.2
8.7.2.1_A.2.4
Test description

8.7.2.1_A.2.4.1
Initial conditions

Same initial conditions as in clause 8.7.2.1_A.1.4.1 with the following exceptions: 
-
Frequencies to be tested: Low-High Range as defined in TS 36.508 [7] clause 4.3.1.1.
-
Instead of Table 8.7.2.1_A.1.5-1 ‑> use Table 8.7.2.1_A.2.5-1.
8.7.2.1_A.2.4.2
Test procedure

Same test procedure as in clause 8.7.2.1_A.1.4.2.

8.7.2.1_A.2.4.3
Message contents

Same message contents as in clause 8.7.2.1_A.1.4.3.

8.7.2.1_A.2.5
Test requirement

Same test requirement as in clause 8.7.2.1_A.1.5 with the following exceptions:
-
Instead of Table 8.7.2.1_A.1.5-1 ‑> use Table 8.7.2.1_A.2.5-1.

Table 8.7.2.1_A.2.5-1: Test requirements for sustained downlink data rate for CA (TDD)
	Test
	UE Category
	CA config
	Number of bits of a DL-SCH transport block received within a TTI per codeword for normal/special sub-frame
	Measurement channel
	Number of PDCP SDU per TTI per codeword for normal/special sub-frame
	PDCP SDU size for normal/special sub-frame [Octets]
	Reference value

	
	
	
	
	
	
	
	TB success rate [%]

	6A
	Category 6,7
	CL_A-A
	75376/0 (Note 2)
	R.31-4 TDD
	7/0
	1341/0
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
71112 bits for sub-frame 5.

Note 3:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.


8.7.2.1_A.3
TDD sustained data rate performance for CA (inter-band DL CA) 
<<Unchanged sections omitted >>
9.6.1.1_A.3
FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (intra band non-contiguous DL CA)

9.6.1.1_A.3.1
Test purpose

To verify that the UE reports different CQI indices for Pcell and Scell if each cell experiences a different SNR. 

9.6.1.1_A.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 11 and forward that support intra-band non-contiguous DL CA.

9.6.1.1_A.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.6.1.1_A.2.3.

9.6.1.1_A.3.4
Test description

9.6.1.1_A.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Low-High Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: 10MHz for both carriers, as defined in TS 36.508 [7] clause 4.3.1

1.
Connect the SS and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure group A.45 as appropriate.

2.
The parameter settings for the cell are set up according to Table 9.6.1.1_A.2.3-1.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.6.1.1_A.3.4.3.

9.6.1.1_A.3.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.2 for all downlink physical channels except PHICH.
2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents for RadioResourceConfigDedicatedSCell-r10-DEFAULT are defined Table 9.6.1.1_A.3.4.3-4, PhysicalConfigDedicatedSCell-r10-DEFAULT is defined in Table 9.6.1.1_A.3.4.3-5, CQI-ReportConfigSCell-r10-DEFAULT is defined in Table 9.6.1.1_A.3.4.3-6, CQI-ReportPeriodic-r10-DEFAULT is defined in Table 9.6.1.1_A.3.4.3-7.
3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).
4.
Set the parameters of bandwidth, reference channel, propagation condition, antenna configuration and the SNR according to Table 9.6.1.1_A.2.3-1 as appropriate.

5.
The SS shall start gathering CQI reports. No PDSCH for user data is scheduled for the UE. 
6. 
Continue gathering CQI reports until 2000 wideband CQI reports have been gathered for each P-Cell and S-Cell. For each CSI report calculate the respective difference CQIP-S = wideband CQIPcell – wideband CQIScell.

7.
If more than 1800 values of CQIP-S are ≥ 2 pass the UE. Otherwise fail the UE.

9.6.1.1_A.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 9.6.1.1_A.3.4.3-1: RadioResourceConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated- DEFAULT
	
	RBC

	}
	
	
	


Table 9.6.1.1_A.3.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig- DEFAULT

	
	RBC

	}
	
	
	


Table 9.6.1.1_A.3.4.3-3: CQI-ReportPeriodic-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	setup
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	11
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	widebandCQI
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	NULL
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.1_A.3.4.3-4: RadioResourceConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10
	PhysicalConfigDedicatedSCell-r10-DEFAULT
	
	

	}
	
	
	


Table 9.6.1.1_A.3.4.3-5: PhysicalConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.1_A.3.4.3-6: CQI-ReportConfigSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	0
	
	

	  cqi-ReportPeriodicSCell-r10
	
	
	

	
	CQI-ReportPeriodic-r10-DEFAULT
	
	CQI_PERIODIC

	  pmi-RI-Report-r10
	Not present
	
	

	}
	
	
	


Table 9.6.1.1_A.3.4.3-7: CQI-ReportPeriodic-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	16
	
	

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	    }
	
	
	

	    ri-ConfigIndex
	NULL
	
	

	    simultaneousAckNackAndCQI
	FALSE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.6.1.1_A.3.5
Test requirement

The pass fail decision is as specified in the test procedure in clause 9.6.1.1_A.3.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.
9.6.1.2_A
TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA

<<Unchanged sections omitted >>
9.6.1.2_A.3
TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (intra‑band non-contiguous DL CA)

9.6.1.2_A.3.1
Test purpose

To verify that the UE reports different CQI indices for Pcell and Scell if each cell experiences a different SNR. 

9.6.1.2_A.3.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 11 and forward that support intra-band non-contiguous DL CA

9.6.1.2_A.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.6.1.2_A.2.3.

9.6.1.2_A.3.4
Test description

9.6.1.2_A.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Low-High Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: 20MHz for both carriers, as defined in TS 36.508 [7] clause 4.3.1

1.
Connect the SS and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure group A.45 as appropriate.

2.
The parameter settings for the cell are set up according to Table 9.6.1.2_A.2.3-1.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.6.1.2_A.2.4.3.

9.6.1.2_A.3.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.2 for all downlink physical channels except PHICH.
2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents for RadioResourceConfigDedicatedSCell-r10-DEFAULT are defined Table 9.6.1.2_A.3.4.3-4, PhysicalConfigDedicatedSCell-r10-DEFAULT is defined in Table 9.6.1.2_A.3.4.3-5, CQI-ReportConfigSCell-r10-DEFAULT is defined in Table 9.6.1.2_A.3.4.3-6, CQI-ReportPeriodic-r10-DEFAULT is defined in Table 9.6.1.2_A.3.4.3-7.
3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).
4.
Set the parameters of bandwidth, reference channel, propagation condition, antenna configuration and the SNR according to Table 9.6.1.2_A.2.3-1 as appropriate.

5.
The SS shall start gathering CQI reports. No PDSCH for user data is scheduled for the UE. 
6.
Continue gathering CQI reports until 2000 wideband CQI reports have been gathered for each P-Cell and S-Cell. For each CSI report calculate the respective difference CQIP-S = wideband CQIPcell – wideband CQIScell.  

7.
If more than 1800 values of CQIP-S are ≥ 2 pass the UE. Otherwise fail the UE. 

9.6.1.2_A.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 9.6.1.2_A.3.4.3-1: RadioResourceConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated- DEFAULT
	
	RBC

	}
	
	
	


Table 9.6.1.2_A.3.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig- DEFAULT
	
	RBC

	}
	
	
	


Table 9.6.1.2_A.3.4.3-3: CQI-ReportPeriodic-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	8
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	NULL
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.2_A.3.4.3-4: RadioResourceConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10
	PhysicalConfigDedicatedSCell-r10-DEFAULT
	
	

	}
	
	
	


Table 9.6.1.2_A.3.4.3-5: PhysicalConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	  }
	
	
	

	}
	
	
	


Table 9.6.1.2_A.3.4.3-6: CQI-ReportConfigSCell-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	0
	
	

	  cqi-ReportPeriodicSCell-r10
	
	
	

	
	CQI-ReportPeriodic-r10-DEFAULT
	
	CQI_PERIODIC

	  pmi-RI-Report-r10
	Not present
	
	

	}
	
	
	


Table 9.6.1.2_A.3.4.3-7: CQI-ReportPeriodic-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	13
	
	

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	    }
	
	
	

	    ri-ConfigIndex
	NULL
	
	

	    simultaneousAckNackAndCQI
	FALSE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.6.1.2_A.3.5
Test requirement

The pass fail decision is as specified in the test procedure in clause 9.6.1.2_A.3.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.
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