Page 1



3GPP TSG-RAN5 Meeting #65 
R5-145594
Location, Country, Date

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	34.229-1
	CR
	CRNum
	rev
	-
	Current version:
	12.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	New generic procedure Generic test procedure for MTSI MT speech call for rSRVCC – user reject

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	RAN5

	
	

	Work item code:
	rSRVCC-UEConTest
	
	Date:
	2014-10-31

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	New test cases for CS to PS SRVCC is addded in TS 36.523. In order to avoid duplicating test specification a new generic procedure is added.

	
	

	Summary of change:
	New generic procedure for MTSI MT speech call for rSRVCC – user reject

	
	

	Consequences if not approved:
	Duplication of test spcifications.

	
	

	Clauses affected:
	C.A (new clause)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	 

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


C.33
Generic test procedure for MT release of IMS call
The generic test procedure:

1) SS sends BYE to the UE.

2) SS expects and receives 200 OK for BYE from the UE.

3)-4) Deactivation of a dedicated EPS Bearer during call establishment.

Steps 3 and 4 are applicable for a UE with E-UTRA support (TS 34.229-2 A.18/1) only.

Expected sequence

	Step
	Direction
	Message/Procedure
	Comment

	
	UE
	SS
	
	

	1
	(
	BYE
	The SS sends BYE to release the call.

	2
	(
	200 OK
	The UE sends 200 OK for the BYE request and ends the call.

	3-4
	
	
	EPS Bearer Deactivation procedure according TS 36.508 [94] subclause 4.5A.15.


Specific message contents
C.A
Generic test procedure for MTSI MT speech call for rSRVCC – user reject
Test procedure:

1)
UE sends a CANCEL request to the SS.
2)
SS responds to the CANCEL request with a 200 OK.
3)
SS responds to the INVITE request with a 487 Request Terminated.
4)
SS waits for the UE to send an ACK to acknowledge receipt of the 487 Request Terminated for INVITE.
Expected sequence:

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	CANCEL
	

	2
	(
	200 OK
	SS responds CANCEL with 200 OK. 

	3
	(
	487 Request Terminated
	SS responds INVITE with 487 Request Terminated

	4
	(
	ACK
	UE acknowledges. 


Specific Message Contents

CANCEL (Step 1)

Use the default message “CANCEL” in annex A.2.15 with the following exceptions:

	Header/param
	Value/Remark

	Reason
	

	
reason-value
	SIP; cause=486;text= “Busy Here”


487 Request Terminated (Step 3)

Use the default message “487 Request Terminated” in annex A.2.16 with the following exceptions:
ACK (Step 4)

Use the default message “ACK” in annex A.2.7
