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	Reason for change:
	TC 9.2.3.1.8b in TS 36.523-1 has been rewritten. Extended Access Barring and Override Extended Access Barring is not configured on the UE. It is configured on the SIM card. 
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	Correct the title of 9.2.3.1.8b
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT


>> Skipped part >>

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	
	
	


>> Skipped part >>

	9.2.3.1.6
	Normal tracking area update / UE with ISR active moves to E-UTRAN
	Rel-8
	C27
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, ISR
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	9.2.3.1.8
	UE receives an indication that the RRC connection was released with cause "load balancing TAU required"
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.8a
	Normal tracking area update / low priority override
	Rel-11
	C195
	UEs supporting E-UTRA and LAP and LAP override
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.3.1.8b
	Normal tracking area update / EAB broadcast handling / ExtendedAccessBarring configured in the UE  
	Rel-11
	C197
	UEs supporting E-UTRA and EAB and EAB override
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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