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1. Introduction
In 3GPP Rel-10 the UE supported band combinations were introduced in the UE-EUTRA-Capability signalling which enable UE to report up to 128 supported band combinations. The number of band combinations is continuously growing, both by the introduction of new combinations for different bands, but also due to the introduction of higher number of aggregated bands in downlink and uplink. This cause the number of band combinations in UEs to exceed 128.
To overcome this problem RAN plenary have approved Rel-11 CRs under TEI11 to TS 36.331 ([1],[2]) and TS 36.306 ([3]) introducing a mechanism called Network-requested CA Band Combination Capability Signalling. 
This paper proposes to provide test coverage for Network-requested CA Band Combination Capability Signalling in TS 36.523-1 under WI code TEI11_Test.  

2. Discussion
To provide RAN5 test coverage for Network-requested CA Band Combination Capability Signalling the core specification CRs in [1],[2] and [3] have been analysed and the following test scenarios have been identified: 

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	UE capability transfer
	36.523-1
	[8.5.4.2]
	Rel-11
	Network-requested CA Band Combination Capability Signalling / UE supported CA band combinations fit into supportedBandCombination IE
	1. When UE receives a ‘UECapabilityEnquiry’ message with ‘requestedFrequencyBands’; and the UE’s CA band combinations fits into ‘supportedBandCombination’ IE verify that UE sends a ‘UECapabilityInformation’ message including the  ‘supportedBandCombination’ IE with supported CA band combinations in the correct priority order and indicate in the ‘requestedBands’ IE the same bands and in the same order as included in the received ‘requestedFrequencyBands’ IE.


2. Verify that UE in the ‘UECapabilityInformation’ message is setting ‘freqBand Retrieval’ parameter to 'supported' 

	Ericsson
	RP#67
	0%
	
	TS 36.306 cl 4.3.5.6
TS 36.331 cl 5.6.3.3, 6.2.2, 6.3.6


	UE capability transfer
	36.523-1
	[8.5.4.3]
	Rel-11
	Network-requested CA Band Combination Capability Signalling / UE supported CA band combinations does not fit into supportedBandCombination IE
	1. When UE receives a ‘UECapabilityEnquiry’ message with ‘requestedFrequencyBands’; and the UE’s CA band combinations does not fit into the ‘supportedBandCombination’ IE verify that UE sends a ‘UECapabilityInformation’ message including the ‘supportedBandCombination’ and ‘supportedBandCombinationAdd’ IEs with supported CA band combinations in the correct priority order and indicate in the requestedBands IE the same bands and in the same order as included in the received requestedFrequencyBands IE.


3. Verify that UE in the UECapabilityInformation message is setting ‘freqBand Retrieval’ parameter to 'supported' 
	Ericsson
	RP#67
	0%
	
	TS 36.306 cl 4.3.5.6
TS 36.331 cl 5.6.3.3, 6.2.2, 6.3.6, 6.4


	UE capability transfer
	36.523-1
	[8.5.4.4]
	Rel-11
	UE CA band combination capability enquiry without network-requested frequency bands
	1. When UE receives ‘UECapabilityEnquiry’ message without ‘requestedFrequencyBands’ verify that UE responds with a ‘UECapabilityInformation’ message including ‘supportedBandCombination’ IE with supported CA band combinations in the correct priority order, but not including the ‘supportedBandCombinationAdd’ IE
	Ericsson
	RP#67
	0%
	
	TS 36.306 cl 4.3.5.6
TS 36.331 cl 5.6.3.3



3. Proposal

It is proposed to enhance the RAN5 Rel-11 CA test coverage by adding the test cases for Network-requested CA Band Combination Capability Signalling under WI code TEI11_Test. The test cases above should be seen as the draft work plan to be further refined until next RAN5 meeting. 

Ericsson plans to provide the test cases to RAN5#66 meeting.        
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