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{Start of changes}
A.3.1.1
Overview of DL reference measurement channels

In Table A.3.1.1-1 are listed the DL reference measurement channels specified in annexes A.3.2 to A.3.10 of this release of TS 36.521-1. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for testing are annexes A.3.2 to A.3.10 as appropriate.

Table A.3.1.1-1: Overview of DL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Receiver requirements

	FDD
	Table A.3.2-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD, Receiver requirements

	TDD
	Table A.3.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	{Unchanged sections omitted}

	FDD, Sustained data rate (CRS)

	FDD
	Table A.3.9.1-1
	R.31-1 FDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	FDD
	Table A.3.9.1-1
	R.31-2 FDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3 FDD
	20
	64QAM
	0.59- 0.62
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3A FDD
	10
	64QAM
	0.85-0.90
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3C FDD
	15
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4 FDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4B FDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 4
	

	FDD
	Table A.3.9.1-1
	R.31-5 FDD
	15
	64QAM
	0.85-0.91
	
	
	≥ 3
	

	TDD, Sustained data rate (CRS)

	TDD
	Table A.3.9.2-1
	R.31-1 TDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	TDD
	Table A.3.9.2-1
	R.31-2 TDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3 TDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3B TDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	TDD
	Table A.3.9.2-1
	R.31-5 TDD
	15
	64QAM
	0.87-0.88
	
	
	≥ 3
	

	FDD, Sustained data rate test with EPDCCH scheduling (CRS)

	FDD
	Table A.3.9.3-1
	R.31E-1 FDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	FDD
	Table A.3.9.3-1
	R.31E-2 FDD
	10
	64QAM
	0.59-0.66
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3 FDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3A FDD
	10
	64QAM
	0.85-0.92
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3C FDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 3
	

	FDD
	Table A.3.9.3-1
	R.31E-4 FDD
	20
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.3-1
	R.31E-4B FDD
	15
	64QAM
	0.85-0.90
	
	
	≥4
	

	TDD, Sustained data rate test with EPDCCH scheduling (CRS)

	TDD
	Table A.3.9.4-1
	R.31E-1 TDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	TDD
	Table A.3.9.4-1
	R.31E-2 TDD
	10
	64QAM
	0.59-0.65
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3 TDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3A TDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, EPDCCH Performance

	FDD
	Table A.3.10.1-1
	R.55 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.56 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.57 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.58 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.59 FDD
	10
	EPDCCH
	
	
	
	
	

	TDD, EPDCCH Performance

	TDD
	Table A.3.10.2-1
	R.55 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.56 TDD
	10
	EPDCCH
	
	x
	
	
	

	TDD
	Table A.3.10.2-1
	R.57 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.58 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.59 TDD
	10
	EPDCCH
	
	
	
	
	


{Unchanged sections omitted}
A.3.9.2
TDD

Table A.3.9.2-1: Fixed Reference Channel for sustained data-rate test (TDD)

	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	











	Parameter
	Unit
	Value

	Reference channel
	
	R.31-1 TDD
	R.31-2 TDD
	R.31-3 TDD
	R.31-3B TDD
	R.31-4 TDD
	R.31-5 TDD

	Channel bandwidth
	MHz
	10
	10
	20
	15
	20
	15

	Allocated resource blocks
	
	Note 6
	Note 7
	Note 8
	Note 9
	Note 8
	Note 11

	Uplink-Downlink Configuration (Note 3)
	
	5
	5
	5
	1
	1
	1

	Number of HARQ Processes per component carrier
	Processes
	15
	15
	15
	7
	7
	7

	Allocated subframes per Radio Frame (D+S)
	
	8+1
	8+1
	8+1
	4+2
	4+2
	4

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Coding Rate
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	0.40
	0.59
	0.59
	0.87
	0.88
	0.85

	  For Sub-Frames 3,7,8
	
	0.40
	0.59
	0.59
	n/a
	n/a
	N/A

	  For Sub-Frame 1
	
	n/a
	n/a
	n/a
	n/a
	n/a
	N/A

	  For Sub-Frame 5
	
	0.40
	0.64
	0.62
	0.88
	0.87
	0.87

	  For Sub-Frame 6
	
	0.40
	0.60
	0.60
	n/a 
	n/a 
	N/A

	  For Sub-Frame 0
	
	0.40
	0.62
	0.61
	0.90
	0.90
	0.88

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	10296
	25456
	51024
	51024
	75376
	55056 

	  For Sub-Frames 3,7,8
	Bits
	10296
	25456
	51024
	0
	0
	0

	  For Sub-Frame 1
	Bits
	0
	0
	0
	0
	0
	0

	  For Sub-Frame 5
	Bits
	10296
	25456
	51024
	51024
	71112
	52752

	  For Sub-Frame 6
	Bits
	10296
	25456
	51024
	0
	0
	0

	  For Sub-Frame 0
	Bits
	10296
	25456
	51024
	51024
	75376
	55056 

	Number of Code Blocks per Sub-Frame
(Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	
	2
	5
	9
	9
	13
	9

	  For Sub-Frames 3,7,8 
	
	2
	5
	9
	n/a
	n/a
	N/A

	  For Sub-Frame 1
	
	n/a
	n/a
	n/a
	n/a
	n/a
	N/A

	  For Sub-Frame 5
	
	2
	5
	9
	9
	12
	9

	  For Sub-Frame 6
	
	2
	5
	9
	n/a
	n/a
	N/A

	  For Sub-Frame 0
	
	2
	5
	9
	9
	13
	9

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	26100
	43200
	86400
	58752
	86400
	64800

	  For Sub-Frames 3,7,8
	Bits
	26100
	43200
	86400
	n/a
	n/a
	0

	  For Sub-Frame 1
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a
	0

	  For Sub-Frame 5
	Bits
	26100
	40176
	82512
	58320
	82512
	60912

	  For Sub-Frame 6
	Bits
	26100
	42768
	85968
	 n/a
	 n/a
	N/A

	  For Sub-Frame 0
	Bits
	26100
	41184
	84384
	56736
	84384
	62784

	Number of layers
	
	1
	2
	2
	2
	2
	2

	Max. Throughput averaged over 1 frame
	Mbps
	8.237
	20.365
	40.819
	20.409
	29.724
	25.330

	UE Category
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3
	≥ 3

	Note 1:
1 symbol allocated to PDCCH for all tests
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 3:
As per Table 4.2-2 in TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 5:
Resource blocks nPRB = 0..2  are allocated for SIB transmissions in sub-frame 5 for all bandwidths

Note 6:
Resource blocks nPRB = 6..14,30..49 are allocated for the user data in all subframes

Note 7:
Resource blocks 
nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,3,4,6,7,8,9

Note 8:
Resource blocks 
nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,3,4,6,7,8,9

Note 9:
Resource blocks 
nPRB = 4..71 are allocated for the user data in all sub-frames

Note10:
Given per component carrier per codeword.
Note11:
Resource blocks nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in other downlink sub-frames..


{Unchanged sections omitted}
Table G.3A.5-6: Minimum Test time TDD PDSCH Single Antenna Port Performance (intra-band contiguous DL CA)

	Clause 8.2.2.1.1_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	TDD

	1
	R.42TDD

(2x20 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	100 000

	2
	R.42TDD

(20 MHz,full,QPSK,1/3)

(1x2 Low)

EVA5
	50 000
	100 000

	
	[TBD]
(1x2 Low)

EVA5
	
	


Table G.3A.5-7: Minimum Test time TDD PDSCH Open Loop Spatial Multiplexing 2x2 (intra band contiguous DL CA)

	Clause 8.2.2.3.1_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	TDD

	1
	R.30-1 TDD

(2x20 MHz, full,16QAM,1/2)

(2x2 Low)

EVA70
	10 000
	20 000

	2
	R.30-1 TDD

(20 MHz, full,16QAM,1/2)

(2x2 Low)

EVA70
	10 000
	20 000

	
	[TBD]
(2x2 Low)

EVA70
	
	


Table G.3A.5-8: Minimum Test time TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 (intra band contiguous DL CA)

	Clause 8.2.2.4.2_A.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	TDD

	1
	R.43TDD

(2x20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	100 000

	2
	R.43TDD

(20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	100 000

	
	[TBD]
(4x2 Low)

EVA 5
	
	


{End of changes}
