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1
Introduction

At the RAN#64 meeting in June 2014, a Rel-11 RAN5 work item for conformance testing aspects of single radio voice call continuity from UTRAN/GERAN CS access to E-UTRAN (rSRVCC) was approved [1]. 

The purpose this document is to provide a work plan for the RAN5 work item for rSRVCC. The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status. Section 3 lists the planned test cases and the detailed status. 
At the RAN5#65 the WID was updated in [2].
2
Work item status

The current completeness of the work item is:

	Test specification
	Testing area
	Current

Completeness
	3 month target
	6 month target
	Comments
	History

	TS 34.229-1

TS 34.229-2
	
	100%
	100%
	
	
	RAN5#63: 0%

RAN5#64: 5%

RAN5#65: 95%



	TS 36.508

TS 36.523-1

TS 36.523-2
	Protocol testing area
	100%
	100%
	-
	
	RAN5#63: 0%

RAN5#64: 5%

RAN5#65: 40%




Estimation of WI overall completeness:

	Overall completeness
	100%
	RAN5#64: 5%, Work plan created
RAN5#65: 40%



Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
Test Case Work Plan

3.1
E-UTRA Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments


	36.508

	
	
	
	
	
	
	
	
	
	
	

	36.523-1 / 36.523-2 

	
	36.523-1

36.523-2
	13.4.3.[31]
	Rel-11
	Inter-system mobility / GERAN CS voice to E-UTRA voice / rSRVCC
	1. To verify that the UE with an active GERAN CS call performs a SRVCC procedure to E-UTRA PS voice
	ZTE
	RAN5#66
	100%
	Part 1:

R5-150426
Part 2:
R5-150430
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	
	36.523-1

36.523-2
	13.4.3.[32]
	Rel-11
	Inter-system mobility / UTRA CS voice to E-UTRA voice / rSRVCC
	1. To verify that the UE with an active UTRA CS call performs a SRVCC procedure to E-UTRA PS voice
	Ericsson
	RAN5#65
	100%
	Part 1:

R5-145740
R5-150589
Part 2:
R5-145744
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	
	36.523-1

36.523-2
	13.4.3.[33]
	Rel-11
	Inter-system mobility / GERAN CS voice to E-UTRA voice / alerting / rSRVCC / MO call
	1. To verify that the UE performs a SRVCC procedure while terminating call is in alerting phase in GERAN cell, and continues call set up procedure for MO call in E-UTRA cell.
	ZTE
	RAN5#66
	100%
	Part 1:

R5-150427
Part 2:
R5-150430
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	
	36.523-1

36.523-2
	13.4.3.[34]
	Rel-11
	Inter-system mobility / UTRA CS voice to E-UTRA voice / alerting / rSRVCC / MO call
	1. To verify that the UE performs a SRVCC procedure while terminating call is in alerting phase in UTRA cell, and continues call set up procedure for MO call in E-UTRA cell.
	Ericsson
	RAN5#65
	100%
	Part 1:

R5-145741
R5-150590
Part 2:
R5-145744
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	
	36.523-1

36.523-2
	13.4.3.[35]
	Rel-11
	Inter-system mobility / GERAN CS voice to E-UTRA voice / alerting / rSRVCC / MT call
	1. To verify that the UE performs a SRVCC procedure while terminating call is in alerting phase in GERAN cell, and continues call set up procedure for MT call in E-UTRA cell.
	ZTE
	RAN5#66
	100%
	Part 1:

R5-150428
Part 2:
R5-150430
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	
	36.523-1

36.523-2
	13.4.3.[36]
	Rel-11
	Inter-system mobility / UTRA CS voice to E-UTRA voice / alerting / rSRVCC / MT call
	1. To verify that the UE performs a SRVCC procedure while terminating call is in alerting phase in UTRA cell, and continues call set up procedure for MT call in E-UTRA cell.
	Ericsson
	RAN5#65
	100%
	Part 1:

R5-145742
R5-150591
Part 2:
R5-145744
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	
	36.523-1

36.523-2
	13.4.3.[37]
	Rel-11
	Inter-system mobility / GERAN CS voice to E-UTRA voice / rSRVCC / HO cancelled
	1. To verify that the UE retains the GERAN CS call after handover is cancelled
	ZTE
	RAN5#66
	100%
	Part 1:

R5-150429
Part 2:
R5-150430
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	
	36.523-1

36.523-2
	13.4.3.[38]
	Rel-11
	Inter-system mobility / UTRA CS voice to E-UTRA voice / rSRVCC / HO cancelled
	1. To verify that the UE retains the UTRA CS call after handover is cancelled
	Ericsson
	RAN5#65
	100%
	Part 1:

R5-145743
R5-150592
Part 2:
R5-145744
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	 
	36.523-1
	13.4.3.[39]
	Rel-11
	Inter-system mobility / UTRA CS voice + PS data to E-UTRA voice + PS data / rSRVCC
	1. To verify that the UE with an active UTRA CS + PS call performs a SRVCC procedure to E-UTRA PS voice and continue PS data active
	 Intel
	RAN5#66
	100%
	Part 1:
R5-150715
Part 2:
R5-150721
	1. TS 24.237 12.2B.2 and Annex A.20 (informative)

	 
	36.523-1
	13.4.3.[40]
	Rel-11
	Inter-system mobility /  UTRA CS voice to E-UTRA voice/ rSRVCC /Multiple voice calls with mid-call feature
	1. To verify that the UE performs a SRVCC procedure while terminating call in case SCC AS applies mid-call feature for additional session.
	 Intel
	RAN5#66
	100%
	Part 1:
R5-150740
Part 2:
R5-150721
	1.  TS 24.237 12.2B.3 and Annex A.20 (informative)


3.2
IMS Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments


	34.229-1

	
	34.229-1
	-
	Rel-11
	-
	Addition of default messages contents exchange of ATGW information for rSRVCC
	Ericsson
	RAN5#65
	100%
	R5-145745
R5-150585
	

	
	34.229-1
	-
	Rel-11
	-
	Updates of default message contents for IMS MO call setup for rSRVCC
	Ericsson
	RAN5#65
	100%
	R5-145746
	

	
	34.229-1
	C.39
	Rel-11
	Generic test procedure for setting up MTSI MO speech call for rSRVCC
	Generic procedure for setting up MTSI MO speech call for rSRVCC
	Ericsson
	RAN5#65
	100%
	R5-145747
R5-150586
	

	
	34.229-1
	C.41
	Rel-11
	Generic test procedure for MTSI MT speech call for rSRVCC – user reject
	Generic procedure Generic test procedure for MTSI MT speech call for rSRVCC – user reject
	Ericsson
	RAN5#65
	100%
	R5-145748
	

	
	34.229-1
	C.40
	Rel-11
	Generic test procedure for MTSI MT speech call for rSRVCC in alerting state
	Generic procedure Generic test procedure for MTSI MT speech call for rSRVCC in alerting state
	Ericsson
	RAN5#65
	100%
	R5-145749
R5-150696
R5-150713
	

	
	34.229-1
	C.42
	Rel-11
	Generic Test Procedure – UE receiving the ATGW information for CS to PS SRVCC
	Generic procedure for UE receiving the ATGW information for CS to PS SRVCC
	Ericsson
	RAN5#65
	100%
	R5-145750
R5-150713

	

	
	34.229-1
	-
	Rel-11
	-
	Updates of default message contents for IMS registration for rSRVCC
	Ericsson
	RAN5#65
	100%
	R5-145796
R5-150584
	

	
	34.229-1
	C.43
	Rel-11
	Generic test procedure for MTSI MT speech call for rSRVCC in alerting state
	Generic procedure Generic test procedure for MTSI MT speech call for rSRVCC in alerting state
	Intel
	RAN5#66
	100%
	R5-150750
	

	34.229-2

	
	34.229-2
	-
	Rel-11
	-
	Update of Additional Information table for rSRVCC
	Ericsson
	RAN5#65
	100%
	R5-145751
	


4
Test coverage analysis
The relevant core requirements for the new RAN5 work item are specified in: 

	TS
	Title

	24.008
	Mobile radio interface Layer 3 specification; Core network protocols

	24.301
	Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS)

	24.237
	IP Multimedia Subsystem (IMS) Service Continuity

	44.018
	GERAN; Radio Resource Control (RRC); Protocol specification

	25.331
	UTRA; Radio Resource Control (RRC); Protocol specification

	36.331
	E-UTRA; Radio Resource Control (RRC); Protocol specification


5
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