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	Reason for change:
	The applicability condition for the test case 12.2.1.11 is incorrect. The test procedure mentions that the UE should send Detach Request indicating “GPRS Detach without Switching Off”.  However, the existing test case applicability condition does not check for the UE’s capability to send PS Detach without powering off. Therefore the applicability condition of these test cases needs to be modified to include a check for PICS - pc_UserRequestedPS_Detach (A.20/63 –User requested PS detach without powering off )

	
	

	Summary of change:
	Corrected the applicability condition for the test case12.2.1.11 as given below

TC 12.2.1.11: Changed condition C395 from
       IF A.3/2 AND A.20/66 THEN R ELSE N/A  
          To
              IF A.3/2 AND A.20/66 AND A.20/63 THEN R ELSE N/A
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<<Start of Modified Section>>
[bookmark: _Toc336435220]4	Recommended Test Case Applicability
<<Text Skipped>>
	<<skipped items>>

	12.2.1.10
	PS attach / abnormal cases / Failure due to non integrity protection
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.2.1.11
	PS attach / accepted / follow-on request pending indicator set
	R99
	C395
	UE supporting PS domain services and supports follow-on request procedure (PS) and user requested PS detach without powering off
	1 Execution: PS

	<<skipped items>>



Table 1a: Applicability of tests Conditions
	<<skipped items>>

	C393	IF A.1/1 AND A.3/3 AND A.18a/14 AND (A.2/1 OR A.3/4) THEN R ELSE N/A

	C394	IF (A.1/1 AND A.18c/40) AND (A.1/4 AND [52] A.2/41 AND (A.1/7)) AND A.3/3 THEN R ELSE N/A

	C395	IF A.3/2 AND A.20/66 AND A.20/63 THEN R ELSE N/A

	C396	IF (A.1/1 AND A.18c/26) AND (A.1/4 AND [52] A.2/41) AND A.20/67 THEN R ELSE N/A

	C397	IF A.18a/4 THEN R ELSE N/A

	<<skipped items>>
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