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	Reason for change:
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Table 6.2.3.2-1: Test frequencies for E-UTRA PCell and SCell for CA contiguous Intra-band operation

	E-UTRA CA Configuration
	Width of Operating band

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1C
	60
	100 + 100
	f1
	CC 100
	18300
	1950
	300
	2140

	
	
	
	f2
	CC 100
	18498
	1969.8
	498
	2159.8

	
	
	
	f3
	CC 100
	18102
	1930.2
	102
	2120.2

	CA_3C
	60
	100 + 100
	f1
	CC 100
	19475
	1737.5
	1475
	1832.5

	
	
	
	f2
	CC 100
	19673
	1757.3
	1673
	1852.3

	
	
	
	f3
	CC 100
	19277
	1717.7
	1277
	1812.7

	CA_7C
	70
	100 + 100
	f1
	CC 100
	21000
	2525
	3000
	2645

	
	
	
	f2
	CC 100
	21198
	2544.8
	3198
	2664.8

	
	
	
	f3
	CC 100
	20802
	2505.2
	2802
	2625.2

	CA_27B
	17
	25+25
	f1
	CC_25
	27100
	813
	9100
	858

	
	
	
	f2
	CC_25
	27148
	817.8
	9148
	862.8

	
	
	
	f3
	CC_25
	27050
	808
	9050
	853

	CA_38C
	50
	100 + 100
	f1
	CC 100
	37901
	2585.1
	37901
	2585.1

	
	
	
	f2
	CC 100
	38099
	2604.9
	38099
	2604.9

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_39C
	40
	100 + 75
	f1
	CC 100
	38376
	1892.6
	38376
	1892.6

	
	
	
	f2
	CC 75
	38547
	1909.7
	38547
	1909.7

	
	
	
	f3
	NA
	NA
	NA
	NA
	NA

	CA_40C
	100
	100 + 100
	f1
	CC 100
	39051
	2340.1
	39051
	2340.1

	
	
	
	f2
	CC 100
	39249
	2359.9
	39249
	2359.9

	
	
	
	f3
	CC 100
	38853
	2320.3
	38853
	2320.3

	CA_41C
	194
	100 + 100
	f1
	CC 100
	40521
	2583.1
	40521
	2583.1

	
	
	
	f2
	CC 100
	40719
	2602.9
	40719
	2602.9

	
	
	
	f3
	CC 100
	40323
	2563.3
	40323
	2563.3

	CA_42C
	200
	100+100
	f1
	CC 100
	42491
	3490.1
	42491
	3490.1

	
	
	
	f2
	CC 100
	42689
	3509.9
	42689
	3509.9

	
	
	
	f3
	CC 100
	42293
	3470.3
	42293
	3470.3


