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<Start of modified section>
7.3.5
A-GPS Upper tester, PCO and ASP definitions 

This clause is for A-GPS test model in Release 99, the A-GNSS test model is referred to 3GPP TS 37.571‑4 [64].

<End of modified section>

<Start of modified section>

8.7.2
Specific test suite operation definitions for Multi RAT Handover testing

Table 8.7.2: TSO definitions for Multi RAT handover

	TSO Name
	Description

	
	









	
	









	o_HO_PER_Encoding
	Type of the result: BITSTRING

Parameters:

p_Msg : DL_DCCH_Message

Description:

It returns the unaligned PER encoding (BIT STRING) of the input downlink DCCH message p_Msg (without "Encoder added (1-7) bits padding").

	o_P_CheckClassmark3
	Type of the result: BOOLEAN

Parameters:

p_FromUE : MSCLSMK3;  

p_FDD, p_TDD, p_UTRAN384_TDD, p_CDMA2000, p_EUTRA_FDD: BOOLEAN 

p_EUTRA_TDD, p_P_GSM_900_BAND, p_E_GSM_900_BAND: BOOLEAN 

p_R_GSM_900_BAND, p_DCS_1800_BAND, p_PCS_1900_BAND: BOOLEAN

p_GSM_450_BAND, p_GSM_480_BAND, p_GSM_710_BAND: BOOLEAN

p_GSM_750_BAND, p_T_GSM_810_BAND, p_GSM_850_BAND: BOOLEAN p_Feat_A54, p_DTM_SingleSlotAllocation, p_EOTD_Assist:BOOLEAN

p_A_GPS_Assist, p_A_GPS_Based, p_Conv_GPS : BOOLEAN

p_EOTD_Based, p_GERANFeatPackage1, p_GERANFeatPackage2: BOOLEAN

p_GERANIuModeCapability : BOOLEAN

p_FLOIuCapability, p_DTMEnhancCap, p_TAOffset : BOOLEAN

p_8PSK_Struct, p_EGPRS_8PSK_uplink, p_CipherModeSetCap: BOOLEAN

p_AddPositionCap, p_EUTRA_MeasReporting: BOOLEAN

p_PriorityBasedCellReselection: B1

p_Selective_Ciphering_DL_SACCH: BOOLEAN p_UTRA_CSG_CellsReport : BOOLEAN

p_G_HSCSD, p_ECSD_MultislotClass: B5; p_SMS_Value, p_SM_Value : B4

p_AssociatedRadioCap1, p_AssociatedRadioCap2 : B4

p_GSM400_RadioCapability, p_AssociatedRadioCapGSM750: B4

p_AssociatedRadioCapGSM850, p_AssociatedRadioCapGSM1900 : B4 p_T400_RadioCapability, p_710_RadioCapability, p_T810_RadioCapability: B4

p_RGSM_RadioCapability, p_DTMGPRSHighMultiSlotClass : B3 p_DTMEGPRSHighMultiSlotClass: B3

p_DTMMultislotClass, p_DTMEGPRSMultiSlotSubClass: B2

p_ExtDTM_MultiSlotClass,  p_ExtDTM_EGPRS_MultiSlotClass, p_HighMultiSlotCap : B2

p_8PSKRFPowerCap1, p_8PSKRFPowerCap2, p_GMSKPowerProfile : B2 p_8PSKPowerProfile, p_TGSM400Support : B2 p_DLAdvRxPerformance : B2

p_TIGHTERCap, p_VAMOSLevel : B2

p_ExtMeasCap, p_UCS2Treatment, p_RptACCHCap : B1
Description
This is used when UE sends the MSCLSMK3 PDU in CLASSMARK CHANGE

To check each bit of the received octetstring from the UE against the CSN.1 format constraint.  

Please Note: Due to the shared radio frequency channel numbers between DCS 1800 and PCS 1900, even if both p_DCS_1800_BAND  and p_PCS_1900_BAND are set to TRUE, the UE can only ever indicate support for one of these bands.

The format of the Classmark3 IE is as follows:

<Classmark 3 Value part> ::=


< spare bit >


{
< Multiband supported : { 000 } >




< A5 bits > 


|
< Multiband supported : { 101 | 110 } > 




< A5 bits >




< Associated Radio Capability 2 : bit(4) >




< Associated Radio Capability 1 : bit(4) >


|
< Multiband supported : { 001 | 010 | 100 } > 




< A5 bits >




< spare bit >(4)




< Associated Radio Capability 1 : bit(4) > }


{ 0 | 1 < R Support > }


{ 0 | 1 < HSCSD Multi Slot Capability > }


< UCS2 treatment: bit >


< Extended Measurement Capability : bit >


{ 0 | 1 < MS measurement capability > }


{ 0 | 1 < MS Positioning Method Capability > }


{ 0 | 1 < ECSD Multi Slot Capability > }


{ 0 | 1 < 8-PSK Struct > }


{ 0 | 1 < GSM 400 Bands Supported : { 01 | 10 | 11 } >




< GSM 400 Associated Radio Capability: bit(4) > }


{ 0 | 1 <GSM 850 Associated Radio Capability : bit(4) > }


{ 0 | 1 <GSM 1900 Associated Radio Capability : bit(4) > }


< UMTS FDD Radio Access Technology Capability : bit >


< UMTS 3.84 Mcps TDD Radio Access Technology Capability : bit >


< CDMA 2000 Radio Access Technology Capability : bit >


{ 0 | 1
< DTM GPRS Multi Slot Class : bit(2) >




< Single Slot DTM : bit >




{0 | 1< DTM EGPRS Multi Slot Class : bit(2) > } } 


{ 0 | 1 < Single Band Support > } 







-- Release 4 starts here:

{ 0 | 1 <GSM 750 Associated Radio Capability : bit(4)>}


< UMTS 1.28 Mcps TDD Radio Access Technology Capability : bit >


< GERAN Feature Package 1 : bit >


{ 0 | 1 < Extended DTM GPRS Multi Slot Class : bit(2) >




< Extended DTM EGPRS Multi Slot Class : bit(2) > }


{ 0 | 1 < High Multislot Capability : bit(2) > }




--Release 5 starts here.

{ 0 | 1 < GERAN Iu Mode Capabilities > }

< GERAN Feature Package 2 : bit >


< GMSK Multislot Power Profile : bit (2) >


< 8-PSK Multislot Power Profile : bit (2) >


{ 0 | 1 < T-GSM 400 Bands Supported : { 01 | 10 | 11 } >

-- Release 6 starts here.



< T-GSM 400 Associated Radio Capability: bit(4) > }


0
-- The value '1' was allocated in an earlier version of the protocol and shall not be used.


< Downlink Advanced Receiver Performance : bit (2)>


< DTM Enhancements Capability : bit >


{ 0 | 1
< DTM GPRS High Multi Slot Class : bit(3) >




< Offset required : bit>




{ 0 | 1 < DTM EGPRS High Multi Slot Class : bit(3) > } }


< Repeated ACCH Capability : bit >


{ 0 | 1 <GSM 710 Associated Radio Capability : bit(4)>} 

-- Release 7 starts here.

{ 0 | 1 <T-GSM 810 Associated Radio Capability : bit(4)>}


< Ciphering Mode Setting Capability : bit >


< Additional Positioning Capabilities : bit >

< E-UTRA FDD support : bit >








-- Release 8 starts here

< E-UTRA TDD support : bit >


< E-UTRA Measurement and Reporting support : bit >


< Priority-based reselection support : bit >


< UTRA CSG Cells Reporting : bit >






-- Release 9 starts here

< VAMOS Level : bit(2) >


< TIGHTER Capability : bit(2) >








-- Release 10 starts here

< Selective Ciphering of Downlink SACCH : bit >

< spare bits > ;

< A5 bits > ::= 


< A5/7 : bit > < A5/6 : bit > < A5/5 : bit > < A5/4 : bit >  ;

<R Support>::=


< R-GSM band Associated Radio Capability : bit(3) > ;

< HSCSD Multi Slot Capability > ::=


< HSCSD Multi Slot Class : bit(5) >  ;

< MS Measurement capability > ::=


< SMS_VALUE : bit (4) >


< SM_VALUE : bit (4) > ;

< MS Positioning Method Capability > ::=


< MS Positioning Method : bit(5) > ;

< ECSD Multi Slot Capability > ::=


< ECSD Multi Slot Class : bit(5) > ;

 < 8-PSK Struct> : :=


< Modulation Capability : bit >


{ 0 | 1 < 8-PSK RF Power Capability 1: bit(2) > }


{ 0 | 1 < 8-PSK RF Power Capability 2: bit(2) > }

< Single Band Support > ::=


< GSM Band : bit (4) > ;

< GERAN Iu Mode Capabilities > ::=

< Length : bit (4) >

-- length in bits of Iu mode only capabilities and spare bits

-- Additions in release 6

< FLO Iu Capability : bit >


<spare bits>** ; 

-- expands to the indicated length







-- may be used for future enhancements

	o_PacketPagingGroupCalculate
	Type of the result: INTEGER

Parameters:

IMSI : HEXSTRING

KC_Conf : INTEGER

M : INTEGER

N : INTEGER

SplitPGCycle : B8

Description:

It returns the calculated Packet Paging Group, according to:

PAGING_GROUP (0 ... M-1) = ( ( (IMSI mod 1000) div (KC*N) ) * N + (IMSI mod 1000) mod N + Max((m * M) div SPLIT_PG_CYCLE, m)) mod M


for m = 0, ... , Min(M, SPLIT_PG_CYCLE) -1   

where   

KC = number of (P)CCCH in the cell = BS_PCC_CHANS for PCCCH or BS_CC_CHANS for CCCH   

M = number of paging blocks "available" on one (P)CCCH =   

(12 - BS_PAG_BLKS_RES - BS_PBCCH_BLKS) * 64 for PCCCH   

(9 - BS_AG_BLKS_RES) * 64 for CCCH not combined   

(3 - BS_AG_BLKS_RES) * 64 for CCCH + SDCCH combined

N=1 for PCCCH    

(9 - BS_AG_BLKS_RES)*BS_PA_MFRMS for CCCH not combined   

(3 - BS_AG_BLKS_RES)*BS_PA_MFRMS for CCCH/SDCCH combined   

SPLIT_PG_CYCLE is an MS specific parameter negotiated at GPRS attach (see 3GPP TS 04.60)

IMSI = International Mobile Subscriber Identity, as defined in 3GPP TS 03.03.

	o_PagingGroupCalculate
	Type of the result: INTEGER 

Parameters:

p_IMSI : HEXSTRING

p_CCCH_Conf : B_3

p_N : INTEGER
Description
Calculate the PAGING_GROUP (0 .. N?1) = ((IMSI mod 1000) mod (BS_CC_CHANS x N)) mod N

where :

N = number of paging blocks "available" on one CCCH = (number of paging blocks "available" in a 51-multiframe on one CCCH) x BS_PA_MFRMS.

IMSI = International Mobile Subscriber Identity, as defined in 3GPP TS 23.003 [6].

mod = Modulo.

div = Integer division.

	o_TTCN_HO_CommandToBitstring
	Type of the result: BITSTRING

Parameters:

p_PDU : PDU

Description 

The function of the o_TTCN_HOCommandToBitstring is as the follows:

-
It returns the bitstring representation of the input HANDOVERCOMMAND p_PDU.

	o_BitToOct
	Type of the result: OCTETSTRING
Parameters:

p_Str: BITSTRING
Description 

This TSO is used to convert the given BITSTRING into an OCTETSTRING. If the bitstring length is not a multiple of 8, 1 to 7 padding bits are added at the MSB to fill the final octet.

	o_KeyDerivationFunction_HMAC_SHA_256
	Type of the result: B256
Parameters:

p_Key: B256 

p_String: OCTETSTRING

Description 

This function is used to derive different keys used in authentication used as described in TS 33.102 [25] and TS 33.401 [67]. It is based on the function defined in TS 33.220 [68]. This TSO will always set the first parameter to the key derivation function as KDF = HMAC-SHA-256.


<End of modified section>

<Start of modified section>

B.1.1
BasicM test suite parameter declarations

The following parameters are common to all ATSs.

Table B.1.1: BasicM PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	px_AuthAMF
	Authentication Management Field (16 bits). The value shall be different from '1111 1111 1111 1111'B (AMFresynch).
	B16
	See note 2
	

	px_AuthK
	Authentication Key (128 bits)
	B128
	'01011110010010101011001101011000100100010011011101011101001010101110111010000001001011100110011111000011000010011010011000101001'B
	

	px_AuthN
	Value of n to initialize tcv_Auth_n (length of extended response) 

min 31, max 127 (3GPP TS 34.108 [3], clause 8.1.2)
	INTEGER
	127
	

	px_AuthRAND
	Random Challenge (128 bits)
	BITSTRING
	'01010101…01'B
	

	px_GPRS_CipheringAlgorithm
	Cipher algorithm
	GPRS_CipheringAlgorithm_Type
	'010'B
	Allowed values

gea0 ’000’B,

gea2 ’010’B,

gea3 ’011’B,

gea4 ’100’B

	px_CipheringOnOff
	Security mode - TRUE if ciphering is applicable
	BOOLEAN
	TRUE
	

	px_CN_DomainTested
	CN domain to be tested. This parameter is used in test cases that handle both PS and CS domains.
	CN_DomainIdentity 
	ps_domain
	

	px_DL_MaxCC_TB_bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_DL_MaxCCTrCH
	Maximum number of Simultaneous CCTrCH for downlink 
	MaxSimultaneousCCTrCH_Count 
	8
	

	px_DL_MaxTB_bits
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_DL_MaxTF
	Maximum number of TF for downlink
	MaxNumberOfTF 
	tf1024
	

	px_DL_MaxTFS
	Maximum number of TFC in the TFCS for downlink
	MaxNumberOfTFC_DL
	tfc1024
	

	px_DL_MaxTrCHs
	Maximum number of simultaneous transport channels for downlink.
	MaxSimultaneousTransChsDL 
	e32
	

	px_DL_MaxTTI_TB
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval.
	MaxTransportBlocksDL 
	tb512
	

	px_FRESH
	Value for FRESH
	Fresh
	See note 1
	

	px_FDD_OperationBand
	Applicable for FDD
The operation band under test as defined in 34.108 clause 5.1.1.
	INTEGER
	1, see note 3
	px_UARFCN_D_Mid, px_UARFCN_D_Low and px_UARFCN_D_High shall take the values according to the value of px_FDD_OperationBand.

	px_GuardTimerExtension
	Guard timer extension value (in seconds). A reasonable value shall be used.
	INTEGER
	0
	

	px_IMSI_Def
	Default IMSI value
	HEXSTRING
	'001010123456063'H
	

	px_JapanMCC
	Japan MCC to be used for Band VI
	HEXSTRING
	'442'H
	

	px_PriScrmCode
	Applicable for FDD
Primary scrambling code 
	PrimaryScramblingCode
	100
	

	px_MaxAM_EntityNumberRLC_Cap
	Maximum AM Entity Number for RLC.
	MaximumAM_EntityNumberRLC_Cap 
	am30
	

	px_MaxNoDPDCH_BitsTransmitted
	Part of UL_PhysChCapabilityFDD
	MaxNoDPDCH_BitsTransmitted
	b57600
	

	px_MaxNoDPCH_PDSCH_Codes
	Part of DL_PhysChCapabilityFDD. INTEGER (1..8).
	INTEGER 
	8
	

	px_MaxNoPhysChBitsReceived
	Part of DL_PhysChCapabilityFDD.
	MaxNoPhysChBitsReceived 
	b76800
	

	px_MaxRLC_WindowSize
	Maximum RLC window size.
	MaximumRLC_WindowSize 
	mws4095
	

	px_MS_ClsmkESIND
	default Early Sending Indication
	B1
	'0'B
	

	px_MS_ClsmkRevLvl
	default Revision Level
	B2
	'10'B
	

	px_PTMSI_Def
	default PTMSI
	OCTETSTRING
	'C2345678'O
	

	px_PTMSI_SigDef
	default PTMSI signature (3 octets, 3GPP TS 24.008 [9], clause 10.5.5.8).
	OCTETSTRING
	'AB1234'O
	

	px_RAT
	Applicable for FDD
This parameter is used to specify which radio access technology is being used for the current test execution.  Valid values: fdd and tdd
	RatType
	fdd
	

	px_RRC_CS_ServTested
	CS service to be tested for RRC test cases.
	RRC_ServTested 
	Speech
	

	px_RRC_PS_ServTested
	PS service to be tested for RRC test cases.
	RRC_ServTested 
	ps_Interactive
	

	px_SRNC_Id
	SRNC Id
	SRNC_Identity
	'0000 0000 0001'B
	

	px_SRNTI
	S RNTI
	S_RNTI
	'0000 0000 0000 0000 0001'B
	

	px_TCellA
	TCell value for cell A or 1. Except for the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	256
	

	px_TCellB
	TCell value for cell B or 2. Except for the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	512
	

	px_TCellC
	TCell value for cell C or 3. Except  the  first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	1536
	

	px_TCellD
	TCell value for cell D or 4. Except the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	321
	

	px_TCellE
	TCell value for cell E or 5. Except the  first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	833
	

	px_TCellF
	TCell value for cell F or 6. Except the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	6577
	

	px_TCellG
	TCell value for cell G or 7. Except the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	7253
	

	px_TCellH
	TCell value for cell H or 8. Except the first created cell, the value 0 applied in ts_SS_CellCfg.
	Tcell
	4351
	

	px_TimerDequeuePCO
	Additional time for dequeueing PCO
	INTEGER
	5000 (ms)
	

	px_TMSI_Def
	Default TMSI
	OCTETSTRING
	'12345678'O
	

	px_TotalRLC_AM_BufferSize
	Total RLC AM buffer size for R99. The values are according to TotalRLC-AM-BufferSize defined in 3GPP TS 25.331.
	TotalRLC_AM_BufferSize 
	NA
	

	px_UARFCN_D_Mid
	Applicable for FDD
Mid Range downlink UARFCN value
	INTEGER
	10700
	

	px_UARFCN_D_Low
	Applicable for FDD
Low Range downlink UARFCN value
	INTEGER
	10563
	

	px_UARFCN_D_High
	Applicable for FDD
High Range downlink UARFCN value
	INTEGER
	10837
	

	px_UE_OpModeDef
	Default UE operation mode (either opModeA or opModeC). (For most UEs 

this corresponds class-A or class-C, and can not be changed by the user)
	UE_OperationMode
	opModeA
	

	px_UE_PositioningNetworkAssistedGPS_Sup
	UE positioning capability: supports the network assisted GPS
	NetworkAssistedGPS_Supported
	networkBased
	

	px_UE_PowerClass
	UE_PowerClass value of the band under test (px_FDD_OperationBand or px_TDD_OperationBand).
	UE_PowerClass
	1
	

	px_UL_MaxCC_TB_bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_UL_MaxTB_bits
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant.
	MaxNoBits 
	b163840
	

	px_UL_MaxTF
	Maximum number of TF for uplink.
	MaxNumberOfTF 
	tf1024
	

	px_UL_MaxTFS
	Maximum number of TFC in the TFCS for uplink.
	MaxNumberOfTFC_DL
	tfc1024
	

	px_UL_MaxTrCHs
	Maximum number of simultaneous transport channels for uplink.
	MaxSimultaneousTransChsUL 
	e32
	

	px_UL_MaxTTI_TB
	Maximum total number of transport blocks transmitted within TTIs that start at the same time.
	MaxTransportBlocksUL 
	tb512
	

	px_UL_ScramblingCode
	Applicable for FDD
UL scrambling code value to be used by UE.
	UL_ScramblingCode
	0
	

	px_TDD_OperationBand
	Applicable for TDD
The operation band under test as defined in 34.108 clause 5.1.2.
	INTEGER
	1
	px_UARFCN_Mid, px_UARFCN_Low and px_UARFCN_High shall take the values according to the value of px_TDD_OperationBand.

	px_UARFCN_Mid
	Applicable for TDD
Mid Range UARFCN value
	INTEGER
	9550
	

	px_UARFCN_Low
	Applicable for TDD
Low Range UARFCN value
	INTEGER
	9504
	

	px_UARFCN_High
	Applicable for TDD
High Range UARFCN value
	INTEGER
	9596
	

	px_UARFCN_Mid_S1
	Applicable for TDD
Mid Range UARFCN value
	INTEGER
	9545
	

	px_UARFCN_Mid_S2
	Applicable for TDD
Mid Range UARFCN value
	INTEGER
	9555
	

	px_UARFCN_High_S1
	Applicable for TDD
High Range UARFCN value
	INTEGER
	9591
	

	px_UARFCN_High_S2
	Applicable for TDD
High Range UARFCN value
	INTEGER
	9586
	

	NOTE 1:
No default value can be proposed (Manufacturer defined value).

NOTE 2:
No default value can be proposed, because not enough information is available in 3GPP TS 34.109 [4], clause 8.1.2.

NOTE 3: 
This value shall be set in synchronization with the values that are being set for the 3 other pixits with: px_UARFCN_D_High, px_UARFCN_D_Mid, px_UARFCN_D_Low


<End of modified section>

<Start of modified section>
B.1.2
L3M test suite parameters declarations

The following parameters are commonly used in the RRC and NAS ATSs.

Table B.1.2: L3M PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	px_3G324M_MmediaEnable
	For a Multimedia UE: 

set to TRUE if a multimedia call is enabled;

set to FALSE if a speech call is enabled.
	BOOLEAN
	TRUE
	

	px_BcapDataCompression
	Data compression supported (used in the Bearer Capability)
	B1
	'0'B
	

	px_BcapFNUR
	Fixed Network User rate supported:

'00000'B: Fixed network user rate not applicable

'00001'B: FNUR 9.6 kbit/s

'00010'B: FNUR 14.4 kbit/s

'00011'B: FNUR 19.2 kbit/s

'00100'B: FNUR 28.8 kbit/s

'00101'B: FNUR 38.4 kbit/s

'00110'B: FNUR 48.0 kbit/s

'00111'B: FNUR 56.0 kbit/s

'01000'B: FNUR 64.0 kbit/s

'01001'B: FNUR 33.6 kbit/s

'01010'B: FNUR 32.0 kbit/s
	B5
	'00001'B
	

	px_BcapITC
	Information transfer capability supported (used for the generation of the Bearer Capability)

0 - UDI 

1 - RDI 

2 - 31 kHz Audio

3 - Other
	ItcInt
	2
	

	px_BcapModemType
	Modem type supported (used in the Bearer Capability)
	B5
	'00110'B
	

	px_BcapNumberDataBits
	Number of data bits supported (used in the Bearer Capability)
	B1
	'1'B
	

	px_BcapNumberStopBits
	Number of Stops bits supported (used in the Bearer Capability)
	B1
	'1'B
	

	px_BcapOtherModemType
	Other modem type supported (used in the Bearer Capability)
	B2
	'10'B
	

	px_BcapParity
	Parity supported (used in the Bearer Capability)
	B3
	'011'B
	

	px_BcapSACP
	Signalling access protocol supported (used in the Bearer Capability)
	B3
	'001'B
	

	px_BcapSyncAsync
	Synchronous '0'B or Asynchronous '1'B mode supported by IUT
	B1
	'1'B
	

	px_BcapUeFlowControl
	UE flow control. 

0-outband, 

1-inband, 

2-no flow control. 

3- X.25

4- X.75

Default: 0, outband flow control
	FlowControl
	0
	

	px_CC_CallDiallingDigits
	Dialling digits used to initiate a CC  MO call (used with the AT dial D command).
	IA5String
	"0123456902" 
	

	px_CC_Serv
	Service selected for Mobile Originated calls and Mobile Terminated calls. The possible values are

("Telephony", "EmergencyCall", "31kHz",  "V110",  "V120",   "PIAFS",  "FTM", "X31",  "BTM", "3G324M_Call", "Alternate Speech/Facsimile", "3G324M_SpeechPreferred")
	Services
	"31 kHz"
	

	px_DeltaSS_DelayTime
	Tdelta value (refer to 3GPP TS 34.108 [3], clause 4.2.3) in ms.
	INTEGER
	55 ms
	

	px_EmergencyCallNumber
	Emergency Number used by UE to initiate an emergency call
	IA5String
	"112"
	

	px_IMEI_Def
	Default IMEI value
	HEXSTRING
	See note
	

	px_IMEISV_Def
	Default IMEISV value
	HEXSTRING
	See note
	

	px_IMSI_Diff
	Different IMSI from the IMSI stored in the USIM
	HEXSTRING
	'001010654321063'H
	

	px_SupportOpModeC
	TRUE if UE supports operation mode C, i.e. UE offers PS services only (see 3GPP TS 23.060 [60], clause 4.1 and 3GPP TS 24.008 [9])
	BOOLEAN
	TRUE
	

	px_NwOrgPDP_Support
	This indicates if the UE implementation supports network originated PDP Context.

TRUE indicates, supported 

FALSE indicate, not supported
	BOOLEAN
	FALSE 
	

	px_PDP_IP_AddrInfoDCH
	A string parameter that identifies the MT in the address space applicable to the PDP for DCH.
	IA5String
	"200.1.1.80" 
	

	px_PDP_IP_AddrInfoFACH
	A string parameter that identifies the MT in the address space applicable to the PDP for FACH.
	IA5String
	"200.1.1.90" 
	

	px_PTMSI_2
	Second PTMSI used for testing.
	OCTETSTRING
	'C9876543'O
	

	px_PTMSI_Sig2
	Second PTMSI signature used for testing.
	OCTETSTRING
	'AB1234'O 
	

	px_TMSI_2
	Second TMSI value for testing
	OCTETSTRING
	'09876543'O
	

	px_SMS_IndexOffset
	SMS index offset for the numbering of short messages, value range: (0,1)
	INTEGER
	0
	

	NOTE:
No default value can be proposed (Manufacturer defined value).


<End of modified section>

<Start of modified section>

B.1.20 TTCN-3 test suite parameters declarations

These parameters are used in the TTCN-3 test suites.

Table B.1.20: TTCN-3 PIXIT

	Parameter Name
	Description
	Type
	Default Value
	Supported Value

	px_AnrForUtranMeasLogWaitTime
	Time required by UE to measure, detect and log an ANR cell in idle mode, CELL_PCH and URA_PCH. Value in seconds in the range of 1 to 60 seconds
	integer
	15 s
	

	
	
	
	
	

	
	

	
	
	

	
	
	
	
	


<End of modified section>

