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8.7.1.1_A.4
FDD Sustained data rate performance for CA (3DL CA)
Editor’s notes: This test case is incomplete. The following items are missing or incomplete:

- Test description is FFS.
- Test requirement is FFS.

8.7.1.1_A.4.1
Test purpose

Same test purpose as 8.7.1.1.
8.7.1.1_A.4.2
Test applicability

This test applies to E-UTRA FDD release 12 and forward UEs of category 6, 7, 9 and 10 which support 3DL CA.
8.7.1.1_A.4.3
Minimum conformance requirements

The requirements are specified in Table 8.7.1.1_A.4.3-2, with the addition of the parameters in Table 8.7.1.1_A.4.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C. The test points are applied to UE category, CA capability and bandwidth combination with maximum aggregated bandwidth as specified inTable 8.7.1.1_A.4.3-3. The TB success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.4.3-1: test parameters for sustained downlink data rate (FDD)

	Test
	Bandwidth (MHz)
	Transmission mode
	Antenna configuration
	Codebook subset restriction
	Downlink power allocation (dB)
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	6A
	2x20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	6D
	15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7
	3x20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7A
	15+20+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7B
	10+20+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7C
	15+15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7D
	10+15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7E
	10+10+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7F
	10+15+15
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7G
	5+10+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	Note 1:
For CA test cases, PUCCH format 1b with channel selection is used to feedback ACK/NACK for Test 1-6E, and PUCCH format 3 is used to feedback ACK/NACK for Test 7-7G.


Table 8.7.1.1_A.4.3-2: Minimum requirement (FDD)

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	6A
	75376 (Note 3)
	R.31-4 FDD
	85

	6D
	55056 for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7
	75376 (Note 3)
	R.31-4 FDD
	[85]

	7A
	55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	[85]

	7B
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	[85]

	7C
	55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7D
	36696 (Note 2) for 10MHz CC
55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	[85]

	7E
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	[85]

	7F
	36696 (Note 2) for 10MHz CC
55056 (Note 5) for 15MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC
	[85]

	7G
	18336 (Note 6) for 5MHz CC

36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	[85]

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.
Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.

Note 5:
52752bits for sub-frame 5.
Note 6:
15840bits for sub-frame 0 and 5.


Table 8.7.1.1_A.4.3-3: Test points for sustained data rate (FRC)

	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Cat. 1
	Cat. 2
	Cat. 3
	Cat. 4
	Cat. 6,7
	Cat. 9,10

	CA with 3CCs
	3x20
	-
	-
	-
	-
	6A
	7

	
	15+20+20
	-
	-
	-
	-
	6A
	7A

	
	10+20+20
	-
	-
	-
	-
	6A
	7B

	
	15+15+20
	
	
	
	
	6D
	7C

	
	10+15+20
	-
	-
	-
	-
	6D
	7D

	
	10+10+20
	-
	-
	-
	-
	7E
	7E

	
	10+15+15
	-
	-
	-
	-
	7F
	7F

	
	5+10+20
	-
	-
	-
	-
	7G
	7G

	Note 1:
Void.
Note 2:
For non-CA UE, test is selected for maximum supported bandwidth.

Note 3:
Void. 

Note 4:
If the intra-band contiguous CA is the only CA configuration supported by category 3 or 4 UE, the single carrier test is selecte, i.e., Test 3 for UE category 3 and Test 4 for UE category 4. Otherwise, Test 3B applies for category 3 UE and Test 4A applies for category 4 UE.

Note 5:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


8.7.1.1_A.4.4
Test description

FFS
8.7.1.1_A.4.5
Test requirement

FFS
<< Unchanged sections omitted >>
A.3.9
Reference measurement channels for sustained downlink data rate provided by lower layers
A.3.9.1
FDD

Table A.3.9.1-1: Fixed Reference Channel for sustained data-rate test (FDD)

	Parameter
	Unit
	Value

	Reference channel
	
	R.31-1 FDD
	R.31-2 FDD
	R.31-3 FDD
	R.31-3A FDD
	R.31-3C FDD
	R.31-4 FDD
	R.31-4B FDD
	R.31-5 FDD

	Channel bandwidth
	MHz
	10
	10
	20
	10
	15
	20
	15
	15

	Allocated resource blocks (Note 8)
	
	Note 5
	Note 6
	Note 7
	Note 6
	Note 10
	Note 7
	Note 11
	Note 9

	Allocated subframes per Radio Frame
	
	10
	10
	10
	10
	10
	10
	10
	10

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Coding Rate
	
	
	
	
	
	
	
	
	

	  For Sub-Frame 1,2,3,4,6,7,8,9,
	
	0.40
	0.59
	0.59
	0.85
	0.87
	0.88
	0.85
	0.85

	  For Sub-Frame 5
	
	0.40
	0.64
	0.62
	0.89
	0.88
	0.87
	0.87
	0.91

	  For Sub-Frame 0
	
	0.40
	0.63
	0.61
	0.90
	0.91
	0.90
	0.88
	0.88

	Information Bit Payload (Note 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	10296
	25456
	51024
	36696
	51024
	75376
	55056
	55056

	  For Sub-Frame 5
	Bits
	10296
	25456
	51024
	35160
	51024
	71112
	52752
	52752

	  For Sub-Frame 0
	Bits
	10296
	25456
	51024
	36696
	51024
	75376
	55056
	55056

	Number of Code Blocks
(Notes 3 and 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	2
	5
	9
	6
	9
	13
	9
	9

	  For Sub-Frame 5
	Bits
	2
	5
	9
	6
	9
	12
	9
	9

	  For Sub-Frame 0
	Bits
	2
	5
	9
	6
	9
	13
	9
	9

	Binary Channel Bits (Note 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	26100
	43200
	86400
	43200
	58752
	86400
	64800
	64800

	  For Sub-Frame 5
	Bits
	26100
	39744
	82080
	39744
	57888
	82080
	60480
	60480

	  For Sub-Frame 0
	Bits
	26100
	40752
	83952
	40752
	56304
	83952
	62352
	62352

	Number of layers
	
	1
	2
	2
	2
	2
	2
	2
	2

	Max. Throughput averaged over 1 frame (Note 8)
	Mbps
	10.296
	25.456
	51.024
	36.542
	51.024
	74.950
	54.826
	54.826

	UE Categories
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3
	≥ 3
	≥ 4
	≥ 3

	Note 1:
1 symbol allocated to PDCCH for all tests.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 4:
Resource blocks nPRB = 0..2 are allocated for SIB transmissions in sub-frame 5 for all bandwidths.

Note 5:
Resource blocks nPRB = 6..14,30..49 are allocated for the user data in all sub-frames.

Note 6:
Resource blocks 
nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 7:
Resource blocks 
nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 8: 
Given per component carrier per codeword.

Note 9:
Resource blocks 
nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 10:
Resource blocks 
nPRB = 4..71 are allocated for the user data in sub-frames 0,1,2,3,4,5,6,7,8,9.

Note 11:
Resource blocks 
nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,1,2,3,4,6,7,8,9.


Table A.3.9.1-2: Fixed Reference Channel for sustained data-rate test (FDD)
	Parameter
	Unit
	Value

	Reference channel
	
	R.31-6 FDD
	
	
	
	
	
	
	

	Channel bandwidth
	MHz
	5
	
	
	
	
	
	
	

	Allocated resource blocks (Note 8)
	
	Note 4
	
	
	
	
	
	
	

	Allocated subframes per Radio Frame
	
	10
	
	
	
	
	
	
	

	Modulation
	
	64QAM
	
	
	
	
	
	
	

	Coding Rate
	
	
	
	
	
	
	
	
	

	  For Sub-Frame 1,2,3,4,6,7,8,9,
	
	0.85
	
	
	
	
	
	
	

	  For Sub-Frame 5
	
	0.83
	
	
	
	
	
	
	

	  For Sub-Frame 0
	
	0.83
	
	
	
	
	
	
	

	Information Bit Payload (Note 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	18336
	
	
	
	
	
	
	

	  For Sub-Frame 5
	Bits
	15840
	
	
	
	
	
	
	

	  For Sub-Frame 0
	Bits
	15840
	
	
	
	
	
	
	

	Number of Code Blocks
(Notes 3 and 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	3
	
	
	
	
	
	
	

	  For Sub-Frame 5
	Bits
	3
	
	
	
	
	
	
	

	  For Sub-Frame 0
	Bits
	3
	
	
	
	
	
	
	

	Binary Channel Bits (Note 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	21600
	
	
	
	
	
	
	

	  For Sub-Frame 5
	Bits
	19008
	
	
	
	
	
	
	

	  For Sub-Frame 0
	Bits
	19152
	
	
	
	
	
	
	

	Number of layers
	
	2
	
	
	
	
	
	
	

	Max. Throughput averaged over 1 frame (Note 8)
	Mbps
	17.837
	
	
	
	
	
	
	

	UE Categories
	
	≥ 2
	
	
	
	
	
	
	

	Note 1:
1 symbol allocated to PDCCH for all tests.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit). 

Note 4:
Resource blocks nPRB = 2..24 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..24 in sub-frames 0,1,2,3,4,6,7,8,9.


<< Unchanged sections omitted >>
