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8.16.15
E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth


· 
· 
· 
8.16.15.1
Test purpose

Same test purpose as in clause 8.16.3.1.

8.16.15.2
Test applicability

This test applies to all types of E-UTRA UE FDD release 10 and forward that support CA. Applicability requires support for FGI bit 111.

8.16.15.3
Minimum conformance requirements

 Same minimum conformance requirements as in clause 8.16.3.3.

8.16.15.4
Test description

8.16.15.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 5MHz for cells on both the PCC and the SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

2.
The general test parameter settings are set up according to Table 8.16.15.4.1-1.

3.
 Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.16.15.4.3.

5.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

Table 8.16.15.4.1-1: General test parameters for E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in section A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in section A.2.1

	Channel Bandwidth (BWchannel)
	MHz
	5
	Channel bandwidth for cells on primary and secondary component carriers

	Note 1: 
See Table 8.16.3.4.1-1 for other general test parameters.

Note 2:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.


8.16.15.4.2
Test procedure 

Same test procedure as in clause 8.16.3.4.2 with the following exceptions:

-
Instead of Table 8.16.3.4.3 ( use Table 8.16.15.4.3.

-
Instead of Table 8.16.3.5-1 ( use Table 8.16.15.5-1.
8.16.15.4.3
Message contents

Same message contents as in clause 8.16.3.4.3.

8.16.15.5
Test requirement

Same test requirement as in clause 8.16.3.5 with the following exceptions:

-
Instead of Table 8.16.3.4.1-1 ( use Table 8.16.15.4.1-1.

-
Instead of Table 8.16.3.5-1 ( use Table 8.16.15.5-1.
Table 8.16.15.5-1: Cell specific test parameters for E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T1
	T2
	T1
	T2
	T1
	T2

	BWchannel
	MHz
	5
	5
	5

	OCNG Patterns defined in D.1.20 (OP.20 FDD) and in D.1.16 (OP.16  FDD)
	
	OP.20 FDD
	OP.16 FDD
	OP.16 FDD

	Note: 
See Table 8.16.3.5-1 for other cell-specific test parameters.


8.16.16
E-UTRA TDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth

· 
· 
· 
8.16.16.1
Test purpose

Same test purpose as in clause 8.16.4.1.

8.16.16.2
Test applicability

This test applies to all types of E-UTRA UE TDD release 10 and forward that support CA. Applicability requires support for FGI bit 111.

8.16.16.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.16.4.3.

8.16.16.4
Test description

8.16.16.4.1
Initial conditions 

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 5MHz for cells on both the PCC and the SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

2.
The general test parameter settings are set up according to Table 8.16.16.4.1-1.

3.
 Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.16.16.4.3.

5.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

Table 8.16.16.4.1-1: General test parameters for E-UTRA TDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5 MHz bandwidth 

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.4 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 TDD
	As specified in section A.2.2

	Channel Bandwidth (BWchannel)
	MHz
	5
	Channel bandwidth for cells on primary and secondary component carriers

	Note 1:
See Table 8.16.4.4.1-1 for other general test parameters.

Note 2:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C3.3.1.


8.16.16.4.2
Test procedure

Same test procedure as in clause 8.16.4.4.2 with the following exceptions:

-
Instead of Table 8.16.4.4.3 ( use Table 8.16.16.4.3.

-
Instead of Table 8.16.4.5-1 ( use Table 8.16.16.5-1.
8.16.16.4.3
Message contents

Same message contents as in clause 8.16.4.4.3.

8.16.16.5
Test requirement

Same test requirement as in clause 8.16.4.5 with the following exceptions:

-
Instead of Table 8.16.4.4.1-1 ( use Table 8.16.16.4.1-1.

-
Instead of Table 8.16.4.5-1 ( use Table 8.16.16.5-1.
Table 8.16.16.5-1: Cell specific test parameters for E-UTRA TDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5 MHz bandwidth

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T1
	T2
	T1
	T2
	T1
	T2

	BWchannel
	MHz
	5
	5
	5

	OCNG Patterns defined in D.2.9 (OP.9 TDD) and in D.2.10 (OP.10  TDD)
	
	OP.9 TDD
	OP.10 TDD
	OP.10 TDD

	Note:
See Table 8.16.4.5-1 for other cell-specific test parameters.


<Unchanged Sections Skipped>
F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN

	4.2.2 E-UTRA TDD - TDD cell re-selection intra frequency
	Same as 4.2.1
	

	<Unchanged Items Skipped>

	8.16.1 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX
	Noc1 ±1.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.6 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
Ês2 / Noc2 ±0.6 dB averaged over BWConfig
Ês3 / Noc2 ±0.6 dB averaged over BWConfig

Time alignment error cell 2 rel. to cell 1: Intra-band contiguous CA: ±130 ns (±4Ts)

Intra-band non-contiguous CA: ±260 ns (±8Ts)

Inter-band CA: ±260 ns (±8Ts)
	Note:

Noc1 is the AWGN on frequency 1
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2 is the AWGN on frequency 2

Ês2 / Noc2 is the ratio of cell 2 signal / AWGN
Ês3 / Noc2 is the ratio of cell 3 signal / AWGN
Ês1 / Noc1, Ês2 / Noc2 uncertainty and Ês3 / Noc2 uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Ês / Noc uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	8.16.2 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX
	Same as 8.16.1
	Same as 8.16.1

	8.16.3 E-UTRAN FDD-FDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Noc1 ±1.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês3 / Noc2 ±0.3 dB averaged over BWConfig

Time alignment error cell 2 rel. to cell 1: Intra-band contiguous CA: ±130 ns (±4Ts)

Intra-band non-contiguous CA: ±260 ns (±8Ts)

Inter-band CA: ±260 ns (±8Ts)
	Note:

Noc1 is the AWGN on frequency 1
Ês1 / Noc1 is the ratio of Cell 1 signal / AWGN
Noc2 is the AWGN on frequency 2

Ês2 / Noc2 is the ratio of Cell 2 signal / AWGN
Ês3 / Noc2 is the ratio of Cell 3 signal / AWGN
TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	8.16.4 E-UTRAN TDD-TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Same as 8.16.3
	Same as 8.16.3

	8.16.5 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Same as 8.16.1
	Same as 8.16.1

	8.16.6 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Same as 8.16.1
	Same as 8.16.1

	8.16.7 E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Same as 8.16.3
	Same as 8.16.3

	8.16.8 E-UTRAN TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Same as 8.16.3
	Same as 8.16.3

	8.16.15 E-UTRAN FDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 5MHz+5MHz
	Same as 8.16.3
	Same as 8.16.3

	8.16.16 E-UTRAN TDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 5MHz+5MHz
	Same as 8.16.3
	Same as 8.16.3

	8.20.1 UE Measurement Procedures / RAT Measurements in CA mode / E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Noc1 ±1.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.6 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
Ês2 / Noc2 ±0.6 dB averaged over BWConfig
Noc3 ±1.0 dB averaged over BWConfig
Ês3 / Noc3 ±0.6 dB averaged over BWConfig
	Note:

Noc1 is the AWGN on cell 1 frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2 is the AWGN on cell 3 frequency
Ês2 / Noc2 is the ratio of cell 3 signal / AWGN
Noc3 is the AWGN on cell 3 frequency
Ês3 / Noc3 is the ratio of cell 3 signal / AWGN
Ês1 / Noc1 uncertainty, Ês2 / Noc2 uncertainty, Ês3 / Noc3 uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Ês / Noc uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	<Unchanged Items Skipped>

	9.6.2 GSM RSSI accuracy for E-UTRAN TDD
	E-UTRA Cell

Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
GSM cell BCCH1

Signal level ±0.7 dB

GSM cell BCCH 2 to 6

Signal level ±2.0 dB
	Note:

Noc is the AWGN on cell 1 frequency 

Ês / Noc is the ratio of cell 1 signal / AWGN

GSM cells BCCH 1 to 6 have only the wanted signal, without AWGN

	In addition, the following Test System uncertainties and related constraints apply.

Any additional constraints are defined in the specific tests. 
	

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


F.2
Interpretation of measurement results (normative)

See TS 36.521-1[10] Annex F2.

F.3
Test Tolerance and Derivation of Test Requirements (informative)

See TS 36.521-1[10] Annex F3.

F.3.1
Measurement of test environments
See TS 36.521-1[10] Annex F3.1.

F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	4.2.2 E-UTRA TDD – TDD cell re-selection intra frequency
	Same as 4.2.1
	Same as 4.2.1
	Same as 4.2.1

	<Unchanged Items Skipped>

	8.16.1 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX
	During T1:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: 19dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: 19dB

E-UTRA Cell 3

Ês3 / Noc2: -infinity
During T2:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: 19dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: 19dB

E-UTRA Cell 3

Ês3 / Noc2: 19dB

During T3:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: -3dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: -3dB

E-UTRA Cell 3

Ês3 / Noc2: -3dB
	During T1:

0dB

+0.2dB

0dB

+0.2dB

0dB

During T2:

0dB 

+0.2dB 

0dB

+0.2dB

0dB 

During T3:

0dB 

0dB 

0dB

-0.2dB

0dB
	During T1:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: 19.2dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: 19.2dB

E-UTRA Cell 3

Ês3 / Noc2: -infinity
During T2:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: 19.2dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: 19.2dB

E-UTRA Cell 3

Ês3 / Noc2: 19.0dB

During T3:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: -3.0dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: -3.2dB

E-UTRA Cell 3

Ês3 / Noc2: -3.0dB

	8.16.2 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX
	Same as 8.16.1
	Same as 8.16.1
	Same as 8.16.1

	8.16.3 E-UTRAN FDD-FDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	During T1:

E-UTRA Cell 1

Noc1: -98dBm/15kHz

Ês1 / Noc1: 16dB

E-UTRA Cell 2

Noc2: -98dBm/15kHz

Ês2 / Noc2: 16dB

E-UTRA Cell 3

Ês3 / Noc2: -infinity
During T2:

E-UTRA Cell 1

Noc1: -98dBm/15kHz

Ês1 / Noc1: 16dB

E-UTRA Cell 2

Noc2: -98dBm/15kHz

Ês2 / Noc2: 16dB

E-UTRA Cell 3

Ês3 / Noc2: 16dB
	During T1:

0dB

0dB

0dB

0dB

0dB

During T2:

0dB 

0dB 

0dB

0dB

0dB
	During T1:

E-UTRA Cell 1

Noc1: -98dBm/15kHz

Ês1 / Noc1: 16dB

E-UTRA Cell 2

Noc2: -98dBm/15kHz

Ês2 / Noc2: 16dB

E-UTRA Cell 3

Ês3 / Noc2: -infinity
During T2:

E-UTRA Cell 1

Noc1: -98dBm/15kHz

Ês1 / Noc1: 16dB

E-UTRA Cell 2

Noc2: -98dBm/15kHz

Ês2 / Noc2: 16dB

E-UTRA Cell 3

Ês3 / Noc2: 16dB

	8.16.4 E-UTRAN TDD-TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Same as 8.16.3
	Same as 8.16.3
	Same as 8.16.3

	8.16.5 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	During T1:

E-UTRA Cell 1

Noc1: -104dBm/15kHz

Ês1 / Noc1: 19dB

E-UTRA Cell 2

Noc2: -104dBm/15kHz

Ês2 / Noc2: 19dB

E-UTRA Cell 3

Ês3 / Noc2: -infinity
During T2:

E-UTRA Cell 1

Noc1: -104dBm/15kHz

Ês1 / Noc1: 19dB

E-UTRA Cell 2

Noc2: -104dBm/15kHz

Ês2 / Noc2: 19dB

E-UTRA Cell 3

Ês3 / Noc2: 19dB

During T3:

E-UTRA Cell 1

Noc1: -104dBm/15kHz

Ês1 / Noc1: -3dB

E-UTRA Cell 2

Noc2: -104dBm/15kHz

Ês2 / Noc2: -3dB

E-UTRA Cell 3

Ês3 / Noc2: -3dB
	During T1:

0dB

+0.2dB

-0.1dB

+0.3dB

0dB

During T2:

0dB 

+0.2dB 

-0.1dB

+0.3dB

0dB 

During T3:

0dB 

0dB 

-0.1dB

-0.1dB

0dB
	During T1:

E-UTRA Cell 1

Noc1: -104dBm/15kHz

Ês1 / Noc1: 19.2dB

E-UTRA Cell 2

Noc2: -104.1dBm/15kHz

Ês2 / Noc2: 19.3dB

E-UTRA Cell 3

Ês3 / Noc2: -infinity
During T2:

E-UTRA Cell 1

Noc1: -104dBm/15kHz

Ês1 / Noc1: 19.2dB

E-UTRA Cell 2

Noc2: -104.1dBm/15kHz

Ês2 / Noc2: 19.3dB

E-UTRA Cell 3

Ês3 / Noc2: 19.0dB

During T3:

E-UTRA Cell 1

Noc1: -104dBm/15kHz

Ês1 / Noc1: -3.0dB

E-UTRA Cell 2

Noc2: -104.1dBm/15kHz

Ês2 / Noc2: -3.1dB

E-UTRA Cell 3

Ês3 / Noc2: -3.0dB

	8.16.6 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Same as 8.16.5
	Same as 8.16.5
	Same as 8.16.5

	8.16.7 E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	During T1:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: 16dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: 16dB

E-UTRA Cell 3

Ês3 / Noc2: -infinity
During T2:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: 16dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: 16dB

E-UTRA Cell 3

Ês3 / Noc2: 16dB
	During T1:

0dB

0dB

0dB

0dB

0dB

During T2:

0dB 

0dB 

0dB

0dB

0dB
	During T1:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: 16dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: 16dB

E-UTRA Cell 3

Ês3 / Noc2: -infinity
During T2:

E-UTRA Cell 1

Noc1: -101dBm/15kHz

Ês1 / Noc1: 16dB

E-UTRA Cell 2

Noc2: -101dBm/15kHz

Ês2 / Noc2: 16dB

E-UTRA Cell 3

Ês3 / Noc2: 16dB

	8.16.8 E-UTRAN TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Same as 8.16.7
	Same as 8.16.7
	Same as 8.16.7

	8.16.15 E-UTRAN FDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 5MHz+5MHz
	Same as 8.16.3
	Same as 8.16.3
	Same as 8.16.3

	8.16.16 E-UTRAN FDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 5MHz+5MHz
	Same as 8.16.3
	Same as 8.16.3
	Same as 8.16.3

	8.20.1 UE Measurement Procedures / RAT Measurements in CA mode / E-UTRAN FDD-FDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells
	During T1:

E-UTRA Cell 1

Noc: -98dBm/15kHz

Ês / Noc: 4dB

E-UTRA Cell 2

Noc: -98dBm/15kHz

Ês / Noc: -infinity

E-UTRA Cell 3

Noc: -98dBm/15kHz

Ês / Noc: 4dB

During T2:

E-UTRA Cell 1

Noc: -98dBm/15kHz

Ês / Noc: 4dB

E-UTRA Cell 2

Noc: -98dBm/15kHz

Ês / Noc: 7dB

E-UTRA Cell 3

Noc: -98dBm/15kHz

Ês / Noc: 4dB
	During T1:

0dB

0dB

0dB

0dB

0dB

0dB

During T2:

0dB 

0dB 

0dB

0.7dB

0dB 

0dB
	During T1:

E-UTRA Cell 1

Noc: -98dBm/15kHz

Ês / Noc: 4dB

E-UTRA Cell 2

Noc: -98dBm/15kHz

Ês / Noc: -infinity

E-UTRA Cell 3

Noc: -98dBm/15kHz

Ês / Noc: 4dB

During T2:

E-UTRA Cell 1

Noc: -98dBm/15kHz

Ês / Noc: 4dB

E-UTRA Cell 2

Noc: -98dBm/15kHz

Ês / Noc: 7.7dB

E-UTRA Cell 3

Noc: -98dBm/15kHz

Ês / Noc: 4dB

	<Unchanged Items Skipped>

	9.6.2, GSM RSSI accuracy for E-UTRAN TDD
	Same as 9.6.1
	Same as 9.6.1
	Same as 9.6.1


