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36.523-1 Work Plan for Rel-11
Table 3: List of Protocol test cases

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	Introduction
	
	
	
	
	
	
	

	
	36.523-1
	Introduction
	Rel-11
	Introduction
	Correction to introduction to correct the description on 36.523-3.
	TF160
	RP#60
	100%
	R5-131128
	Correction.

	7.1 MAC
	
	
	
	
	
	
	

	7.1.1 Mapping between logical channels and transport channels
	
	
	
	
	
	
	

	7.1.2 RACH
	
	
	
	
	
	
	

	7.1.3 DL-SCH data transfer
	
	
	
	
	
	
	

	
	36.523-1
	7.1.3.12
	
	TDD additional special subframe configuration / Special subframe pattern 9 with Normal Cyclic Prefix / CRS based transmission scheme
	To split the earlier test cases 7.1.3.12 and 7.1.3.13 into separate test cases for ssp9 with normal cyclic prefix and CRS, ssp7 with extended cyclic prefix and CRS, and ssp9 with normal cyclic prefix and specific reference signals.
	Ericsson, Huawei, CMCC
	RP#64
	100%
	R5-142853
	To split test cases.

	
	36.523-1
	7.1.3.12a
	
	TDD additional special subframe configuration / Special subframe pattern 7 with Extended Cyclic Prefix / CRS based transmission scheme
	To split the earlier test cases 7.1.3.12 and 7.1.3.13 into separate test cases for ssp9 with normal cyclic prefix and CRS, ssp7 with extended cyclic prefix and CRS, and ssp9 with normal cyclic prefix and specific reference signals.
	Ericsson, Huawei, CMCC
	RP#64
	100%
	R5-142853
	To split test cases.

	
	36.523-1
	7.1.3.13
	
	TDD additional special subframe configuration / Special subframe pattern 9 with Normal Cyclic Prefix / UE-specific reference signals based transmission scheme
	To split the earlier test cases 7.1.3.12 and 7.1.3.13 into separate test cases for ssp9 with normal cyclic prefix and CRS, ssp7 with extended cyclic prefix and CRS, and ssp9 with normal cyclic prefix and specific reference signals.
	Ericsson, Huawei, CMCC
	RP#64
	100%
	R5-142853
	To split test cases.

	8 RRC
	
	
	
	
	
	
	

	8.1 RRC connection management procedures
	
	
	
	
	
	
	

	8.2 RRC connection reconfiguration
	
	
	
	
	
	
	

	8.3 Measurement configuration control and reporting
	
	
	
	
	
	
	

	8.4 Inter-RAT handover
	
	
	
	
	
	
	

	8.5 RRC others
	
	
	
	
	
	
	

	8.5.4 UE capability transfer
	
	
	
	
	
	
	

	
	36.523-1
	8.5.4.2
	Rel-11
	Network-requested CA Band Combination Capability Signalling / Number of UE supported CA band combinations less than or equal to 128
	To verify UE behaviour for the Network-requested CA Band Combination Capability Signalling scenario for the case the number of UE supported CA band combinations is less than or equal to 128
	Ericsson
	RP#67
	100%
	R5-150654
	New test case.

	
	36.523-1
	8.5.4.3
	Rel-11
	Network-requested CA Band Combination Capability Signalling / Number of UE supported CA band combinations exceeds 128
	To verify UE behaviour for the Network-requested CA Band Combination Capability Signalling scenario for the case the number of UE supported CA band combinations exceeds 128
	Ericsson
	RP#67
	100%
	R5-150655
	New test case.

	9 EPS mobility management
	
	
	
	
	
	
	

	9.1 EMM common procedures
	
	
	
	
	
	
	

	9.2 EMM specific procedures
	
	
	
	
	
	
	

	9.2.1 Attach procedure
	
	
	
	
	
	
	

	9.2.1.1 Attach procedure for EPS services
	
	
	
	
	
	
	

	
	36.523-1
	9.2.1.1.1
	Rel-11
	Attach / Success / Valid GUTI
	The MME shall assign and include the TAI list the UE is registered to in the ATTACH ACCEPT message. The UE, receiving an ATTACH ACCEPT message, shall delete its old TAI list and store the received TAI list.
	Ericsson
	RP#60
	100%
	R5-131713
	Correction.

	9.2.1.2 Combined attach procedure for EPS services and non-EPS services
	
	
	
	
	
	
	

	
	36.523-1
	9.2.1.2.3
	Rel-11
	Successful combined attach procedure / EPS service only / MSC temporarily not reachable
	The UE shall include a valid GUTI together with the last visited registered TAI in the ATTACH REQUEST message. The SS responds with cause #16 that attach for non-EPS services has failed.
	CATR
	RP#60
	100%
	R5-131827
	Correction.

	10 EPS session management
	
	
	
	
	
	
	

	10.1 Default EPS bearer context activation
	
	
	
	
	
	
	

	10.2 Dedicated EPS bearer context activation
	
	
	
	
	
	
	

	10.3 EPS bearer context modification
	
	
	
	
	
	
	

	10.4 EPS bearer context deactivation
	
	
	
	
	
	
	

	10.5 UE requested PDN connectivity
	
	
	
	
	
	
	

	
	36.523-1
	10.5.1b
	Rel-11
	UE requested PDN connectivity accepted / Dual priority / T3346 override
	To verify that when the UE is configured for dual priority NAS signalling and has sent an EXTENDED SERVICE REQUEST message indicating low NAS signalling priority, when the UE receives SERVICE REJECT message with timer T3346 and EMM cause value #22 "Congestion", the UE sends a PDN CONNECTIVITY REQUEST message with the low priority indicator set to "MS is not configured for NAS signalling low priority” if higher layers in the UE request the activation of such a connection/context.
	CATR
	RP#64
	100%
	R5-142874 
	Correction.

	11 General tests
	
	
	
	
	
	
	

	12 E-UTRA radio bearer tests
	
	
	
	
	
	
	

	13 Multi-layer Procedures
	
	
	
	
	
	
	

	14 ETWS
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