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3A.1
General

Radio Resource Management (RRM) ensures the efficient use of the available radio resources and also provides mechanisms that enable E-UTRAN to meet radio resource related requirements. The requirements that are tested include: 

-
Idle mode, the cell re-selection algorithms that are controlled by the setting of parameters (thresholds and hysteresis values) that define the best cell and/or determine when the UE should select a new cell

-
The configuration of the UE measurement and reporting procedures that are transmitted via dedicated signalling in connected mode

-
Connected mode, the mobility of radio connections that has to be supported

-
Handover decisions that may be based on UE or eNB measurements

-
Inter-RAT RRM, the management of radio resources in connection with inter-RAT mobility, e.g. Inter-RAT handover 

Inter frequency and inter-RAT test cases are performed without frequency overlapping between cells required in the test.

-
For bands with bandwidth not accommodating all the E-UTRAN cells required in the test without frequency overlapping, inter band testing shall be done according to subclause 3A.3.5. If the UE does not support the combination given in subclause 3A.3.5, the relevant tests are applicable only to the bands with the necessary bandwidth.

-
In case when frequency overlapping occurs due to the frequency channel selection defined for the test (i.e. Cell number as per Annex E), other frequency channels which avoid the frequency overlapping shall be selected. If no suitable selection is found the test is not applicable for the affected band.

For test cases in clauses 4, 5, 6, 7, 8, 9 the initial conditions of the downlink physical channels signal levels and downlink physical channels required are specified in Annex C.0.

Unless otherwise mentioned, in those test case where delay is the test criteria, if HARQ or even RLC retransmission happens and is detected by SS, the extra delay due to retransmission shall be excluded in the delay calculation before making a pass or fail judgement on the UE in the test.
3A.2
Requirements Classification for Statistical Testing

The test requirements are expressed as absolute requirements with a single value stating the requirement or expressed as a success rate. The statistical nature depends on the type of test requirement. Some have large statistical variations, while others are not statistical in nature at all. When testing a parameter with a statistical nature, a confidence level is set. This establishes the probability that a Device Under Test (DUT) passing the test actually meets the test requirement and determines how many times a test have to be repeated and what the pass and fail criteria is. The statistical significance shall be set according to Annex G.
3A.3
RRM Test Configurations

The cell configuration of cells described in the test cases shall be set according to TS 36.508 [7] section 4.4.7.

3A.3.1
UE with Single or Multiple Antenna Connector

For testing a UE with more than one E-UTRA antenna connector, the connection diagram configurations are described in TS 36.508 [7] Annex A for the case of 2 E-UTRA RX antennas. For UEs with more than one E-UTRA antenna connector the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective test cases.

For testing a UE with a single E-UTRA antenna connector, the connection diagram configurations are not described in TS 36.508 [7] Annex A. If the E-UTRA UE supports only single RX antenna, the RX diversity connector in the diagram is not applicable.

3A.3.2
Test configuration for Inter band test cases

It is allowed to use separate AWGN generators for the different bands in interband test cases, although the connection diagrams in 36.508 Annex A display one wideband AWGN generator per DUT antenna connector. When interband test cases are also inter RAT, then  it is necessary to use separated AWGN generators per RAT because of different noise density in different RATs. This is displayed accordingly in the connections in 36.508 Annex A.

3A.3.3
Test configuration for Inter RAT test cases

The DUT may employ common antennas for different RATs or separated ones, leading to different connections. The diagrams in 36.508 Annex A display only the connections with common antennas for different RATs without excluding the separate case. Note that in case of separate antennas, also separate AWGNs and faders are necessary, if applicable.

The non E-UTRA RATs are undefined with respect to the RX antenna configuration. The diagrams in 36.508 Annex A display RX diversity with 2 antennas for the non E-UTRA RATs without excluding the single antenna case. If the  non E-UTRA RAT support only single RX antenna, the RX diversity connector in the diagram is not applicable.

For UEs with more than one  non-E-UTRA antenna connector the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective test cases.

With respect to the non E-UTRAN cell and AWGN, the diagrams in 36.508 Annex A  are fully equipped, even if for certain RATs (e.g. GSM) the AWGN generator may be not applicable.

3A.3.4
UE with Multiband Capability

The Radio Resource Management performance of a UE in sections 4 – 8 is considered to be independent from all bands. Therefore, the required performance in the respective test cases can be verified in one of the bands supported by the UE, with the exception of inter-band testing requirements in clause 3A.1. The test cases in section 9 are considered to be band dependant and are therefore applicable in all of the supported bands in the UE.

3A.3.5
E-UTRAN operating band configuration

Inter-band configuration is not affecting the test purpose since the minimum requirements are valid regardless of band. Band combinations defined in table 3A.3.5-1 shall be used for testing.

Table 3A.3.5-1: Inter-band configuration

	Band under test
	Additional band

	31
	7

	5,12,13,14,17
	4

	[23]
	TBD

	11,18,19,21,27
	1

	[34],[37]
	TBD

	Note 1:
The band under test should contain the inter-frequency (neighbour) cell.

Note 2:
The additional band should contain the serving cell of the test. If more than one inter-frequency cell is needed, that cell should be on the additional band.

Note 3:
The bands and cells referred in this table are E-UTRAN bands and cells only.Note 4:
Bands 5, 11, 23, 37 only need inter-band configuration in test cases where 3 cells are required.


3A.3.6
CA configuration
For CA testing, unless otherwise stated, the logical carriers PCC/SCCs are mapped on physical frequencies as defined in Tables 3A.3.6-1 to 3A.3.6-2. 

Table 3A.3.6-1: Definition of CA capability 
	CA Capability
	CA Capability Description

	CA_C
	Intra-band contiguous CA

	CA_A_2
	Inter-band CA (two bands)

	[CA_A_2c]
	Inter-band CA (two bands) with contiguous CA

	[CA_A_2n]
	Inter-band CA (two bands) with non-contiguous CA

	]CA_A_3]
	Inter-band CA (three bands)

	CA_N
	Intra-band non-contiguous CA (with two sub-blocks)

	Note 1:
CA_C corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.4.2A.1-1[10]. CA_A_2, and [CA_A_2c, and CA_A_2n] corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.4.2A.1-2[10]. CA_A_3 corresponds to E-UTRA CA configurations and bandwidth combination sets defined in and Table 5.4.2A.1-2a[10]. CA_N corresponds to E-UTRA CA configurations and bandwidth combination sets defined in Table 5.6A.1-3[10].


Table 3A.3.6-2: PCC/SCC frequency mapping
	PCC/SCC frequency mapping for 2CC

	CA Capability
	Bandwidth combination for PCC-SCCs mapping
	Notes

	
	FDD CA
	TDD CA
	TDD-FDD CA
	

	CA_C
	CC1-CC2 [or CC2-CC1]
	CC1-CC2 [or CC2-CC1]
	N/A
	1

	CA_A_2 
	Bx-By [and By-Bx]
	Bx-By [and By-Bx]
	Bx-By [and By-Bx]
	2

	CA_N  
	CC1-CC2 [or CC2-CC1]
	CC1-w-CC2 [or

CC2-w-CC1]
	N/A
	1

	Note 1:
Notation CCi-CCj means PCC on component carrier CCi and SCC on component carrier CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous / non-contiguous CA band in TS36.508.

Note 2:
Notation Bx–By means PCC on component Band x and SCC on component Band y, with single Band x/y frequencies defined in TS36.508.
Note 3:     Depending on test cases, PCC is configured with each band, where has appropriate uplink, to switch test frequency. For CA_C and CA_N, switching is not required.

	PCC/SCCs frequency mapping for 3CC

	CA Configuration
	Bandwidth combination for PCC-SCCs mapping
	Notes

	
	FDD CA
	TDD CA
	TDD-FDD CA
	

	FFS
	
	
	
	


<< Unchanged sections omitted >>
8
UE Measurements Procedures

When the UE is in RRC_CONNECTED state on a cell, UE reports measurement information in accordance with the measurement configuration as provided by the System Simulator. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), after that the measurement reporting process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is event-triggered as defined in TS 36.331 [5] clause 5.5.3. The measurement reporting succeeds only if the measurement report is sent within the specified measurement reporting delay period.
The reference channels in this section assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Annex A1. The SS sends downlink MAC padding bits on the DL RMC.

Uplink is configured according to Annex A.3.


	
	
	

	
	
	

	
	
	

	



<< Unchanged sections omitted >>
9.1.6
FDD RSRP Accuracy E-UTRA for Carrier Aggregation 

9.1.6.1
FDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation

9.1.6.1.1
Test purpose

To verify that FDD absolute RSRP measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the FDD absolute RSRP accuracy requirements of cells on the primary component carrier and the secondary component carrier.

9.1.6.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward supporting CA.

9.1.6.1.3
Minimum conformance requirements

The FDD RSRP measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.2.1. The FDD RSRP measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.2.1.

The accuracy requirements in table 9.1.6.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.1.6.1.3-1: RSRP FDD Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.6.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.6.1.3-2: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.1, clause 9.1.11.2, clause 9.1.4, and A.9.1.6

9.1.6.1.4
Test description

9.1.6.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to clause 3A.3.6, Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1[10] clause 5.4.2A.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.6.1.4.3.

4. Cell 1 is PCell on the primary component carrier, Cell 2 is SCell on the secondary component carrier and Cell 3 is the neighbouring cell on the secondary component carrier. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.1.6.1.4.2
Test procedure

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Configure SCell according to Annex C.0, C.1 [and C.2] for all downlink physical channels except PHICH.

3. The SS shall configure SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4.

4. SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [11], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133 [4], clauses 8.3.3.2).

5. Set the parameters according to Table 9.1.6.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.

6. SS shall transmit an RRCConnectionReconfiguration message on Cell 1.

7. The UE shall transmit RRCConnectionReconfigurationComplete message.

8. UE shall transmit periodically MeasurementReport messages.

9. SS shall check the reported RSRP values in MeasurementReport messages. The reported RSRP values for Cell 1 and Cell 2 are compared to the actual RSRP values according to Table 9.1.6.1.5-3. This counts respectively as a Pass or Fail for the events “Cell 1” and “Cell 2”.

10. SS shall check the MeasurementReport messages transmitted by the UE until a test verdict has been achieved.

11. If test configuration is Inter-band carrier aggregation, repeat steps 1-10 for switched PCell/SCell scenario according to the UE declared capability for UL support (within CA operation) in the individual bands.

Each of the events “Cell 1” and “Cell 2” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict.
If both events (“Cell 1” and “Cell 2”) pass for each configuration (without and with switched PCell/SCell scenario), the test passes. If one event fails, the test fails.

9.1.6.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.1.6.1.4.3-1: Common Exception messages for FDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.5-3
Table H.4.1-5
Table H.4.2-1


9.1.6.1.5
Test requirement

Table 9.1.6.1.5-2 defines the primary level settings including test tolerances for all tests.

The RSRP FDD absolute accuracy test shall meet the reported values test requirements in table 9.1.6.1.5-3.

Table 9.1.6.1.5-1: Void

Table 9.1.6.1.5-2: RSRP FDD absolute accuracy carrier aggregation test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel 
	MHz
	10
	10
	10

	Timing offset to cell1
	(s
	-
	0
	3(s or 92*Ts

	Time alignment error between cell 2 and cell 1
	
	-
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	-

	Measurement bandwidth
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	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	R.0 FDD
	-

	PDSCH allocation
	
[image: image2.wmf]PRB

n


	13—36 
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote 
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	Bands FDD_A
	dBm/15 kHz
	-117
	(
[image: image4.wmf]oc

N

 for Channel 1 +1dB)

	
	Bands FDD_C
	
	-116
	

	
	Bands FDD_D
	
	-115.5
	

	
	Bands FDD_E, FDD_F Note 6
	
	-115
	

	
	Bands FDD_G
	
	-114
	

	
	Bands FDD_H
	
	-113.5
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	dB
	-4.00
	0.46
	-5.76

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-121
	(RSRP for Cell 1 +8dB)
	(RSRP for Cell 1 +4dB)

	
	Bands FDD_C
	
	-120
	
	

	
	Bands FDD_D
	
	-119.5
	
	

	
	Bands FDD_E, FDD_F Note 6
	
	-119
	
	

	
	Bands FDD_G
	
	-118
	
	

	
	Bands FDD_H
	
	-117.5
	
	

	IoNote3
	Bands FDD_A
	dBm/9 MHz
	-87.76
	(Io for Channel 1 +5.33dB)

	
	Bands FDD_C
	
	-86.76
	

	
	Bands FDD_D
	
	-86.26
	

	
	Bands FDD_E, FDD_F Note 6
	
	-85.76
	

	
	Bands FDD_G
	
	-84.76
	

	
	Bands FDD_H
	
	-84.26
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	dB
	-4
	3
	-1

	Propagation condition
	-
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.
Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: 
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:
The selection of the bands for testing depends on the configuration of the carrier aggregations supported by the UEs.

Note 6: 
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 7:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.

Note 8:
If test configuration is Inter-band carrier aggregation, the frequencies of PCell and SCell shall be switched and tested for each configuration according to the UE declared capability for UL support (within CA operation) in the individual bands.

Note 9:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.

Note 10:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.6.1.5-3: RSRP FDD Carrier Aggregation absolute accuracy requirements for the reported values

	
	Test 1
	

	Band of Cell 1 on Primary Component Carrier
	Bands FDD_A
	Bands FDD_E, FDD_F
	Bands FDD_H
	Bands FDD_D
	Bands FDD_G
	Bands FDD_C

	Normal Conditions

	Lowest reported value (Cell 1)
	RSRP_12
	RSRP_14
	RSRP_15
	RSRP_13
	RSRP_15
	RSRP_13

	Highest reported value (Cell 1)
	RSRP_27
	RSRP_29
	RSRP_31
	RSRP_29
	RSRP_30
	RSRP_28

	Lowest reported value (Cell 2)
	RSRP_20
	RSRP_22
	RSRP_23
	RSRP_21
	RSRP_23
	RSRP_21

	Highest reported value (Cell 2)
	RSRP_35
	RSRP_37
	RSRP_39
	RSRP_37
	RSRP_38
	RSRP_36

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRP_9
	RSRP_11
	RSRP_12
	RSRP_10
	RSRP_12
	RSRP_10

	Highest reported value (Cell 1)
	RSRP_30
	RSRP_32
	RSRP_34
	RSRP_32
	RSRP_33
	RSRP_31

	Lowest reported value (Cell 2)
	RSRP_17
	RSRP_19
	RSRP_20
	RSRP_18
	RSRP_20
	RSRP_18

	Highest reported value (Cell 2)
	RSRP_38
	RSRP_40
	RSRP_42
	RSRP_40
	RSRP_41
	RSRP_39

	Note:
The band of Cell 1 determines the levels for both Cell 1 and Cell 2, so the reported RSRP values depend only on the band of Cell 1, and are not dependent on the band of Cell 2.


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.6.2
FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation

9.1.6.2.1
Test purpose

To verify that FDD relative RSRP measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the FDD relative RSRP accuracy requirements of cells between the primary and secondary component carrier and FDD relative RSRP accuracy between the secondary component carriers.

9.1.6.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward supporting CA.

9.1.6.2.3
Minimum conformance requirements

The FDD RSRP relative measurements of cells on PCC and SCC shall meet relative accuracy requirements defined in TS 36.133 [4] clause 9.1.3.2. The FDD RSRP relative measurements of cells on the SCC shall meet relative accuracy requirements defined in TS 36.133 [4] clause 9.1.2.2.

The accuracy requirements in Table 9.1.6.2.3-1 for PCC-SCC relative accuracy requirements are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band
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Table 9.1.6.2.3-1: FDD RSRP relative accuracy for PCC and SCC

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 6
	dBm/BWChannel

	(2
	(3
	(-3 dB
	FDD_A, TDD_A 
	-121
	-50

	
	
	
	FDD_C, TDD_C 
	-120
	-50

	
	
	
	FDD_D 
	-119.5
	-50

	
	
	
	FDD_E, TDD_E 
	-119
	-50

	
	
	
	FDD_F 
	-118.5 Note 3
	-50

	
	
	
	FDD_G 
	-118
	-50

	
	
	
	FDD_H 
	-117.5
	-50

	(3
	(3
	(-6 dB
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.

NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.


The requirements in Table 9.1.6.2.3-2 for SCC relative accuracy are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex I.3.8 for a corresponding Band.
Table 9.1.6.2.3-2: FDD RSRP relative accuracy for SCCs

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 6
	dBm/BWChannel

	(2
	(3
	(-3 dB
	FDD_A, TDD_A 
	-121
	-50

	
	
	
	FDD_C, TDD_C 
	-120
	-50

	
	
	
	FDD_D 
	-119.5
	-50

	
	
	
	FDD_E, TDD_E 
	-119
	-50

	
	
	
	FDD_F 
	-118.5 Note 3
	-50

	
	
	
	FDD_G 
	-118
	-50

	
	
	
	FDD_H 
	-117.5
	-50

	(3
	(3
	(-6 dB
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.

NOTE 6:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.2, clause 9.1.11.3, clause 9.1.4, and A.9.1.6.

9.1.6.2.4
Test description

9.1.6.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1[10] clause 5.4.2A.

1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.1.6.2.4.3.

4. Cell1 is PCell on the primary component carrier, Cell 2 is SCell on the secondary component carrier and Cell 3 is the neighbouring cell on the secondary component carrier. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.1.6.2.4.2
Test procedure

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Configure SCell according to Annex C.0, C.1 [and C.2] for all downlink physical channels except PHICH.

3. The SS shall configure SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4. 

4. SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [11], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133 [4], clauses 8.3.3.2).

5. Set the parameters according to Table 9.1.6.2.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.

6. SS shall transmit an RRCConnectionReconfiguration message on Cell 1.

7. The UE shall transmit RRCConnectionReconfigurationComplete message.

8. UE shall transmit periodically MeasurementReport messages.

9. SS shall check the reported RSRP values in MeasurementReport messages. The reported RSRP value for Cell 2 is compared to the reported RSRP value for Cell 1 for each MeasurementReport message according to Table 9.1.6.2.5-3. Also the reported RSRP value for Cell 3 is compared to the reported RSRP value for Cell 2 for each MeasurementReport message according to Table 9.1.6.2.5-3. This counts respectively as a Pass or Fail for the events “Cell 1-2” and “Cell 2-3”.

10. SS shall check the MeasurementReport messages transmitted by the UE until a test verdict has been achieved.

11. If test configuration is Inter-band carrier aggregation, repeat steps 1-10 for switched PCell/SCell scenario according to the UE declared capability for UL support (within CA operation) in the individual bands.

Each of the events “Cell 1-2” and “Cell 2-3” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict.
If both events (“Cell 1-2” and “Cell 2-3”) pass for each configuration (without and with switched PCell/SCell scenario), the test passes. If one event fails, the test fails.

9.1.6.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.1.6.2.4.3-1: Common Exception messages for FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.5-3
Table H.4.1-5
Table H.4.2-1


9.1.6.2.5
Test requirement

Table 9.1.6.2.5-2 defines the primary level settings including test tolerances for all tests.

The RSRP FDD relative accuracy test shall meet the RSRP accuracy requirements in table 9.1.6.2.5-3.

Table 9.1.6.2.5-1: Void

Table 9.1.6.2.5-2: RSRP FDD relative accuracy carrier aggregation test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel 
	MHz
	10
	10
	10

	Timing offset to cell1
	(s
	-
	0
	3(s or 92*Ts

	Time alignment error between cell 2 and cell 1
	
	-
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	-

	Measurement bandwidth
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n


	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	R.0 FDD
	-

	PDSCH allocation
	
[image: image10.wmf]PRB

n


	13—36 
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote 
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Note2
	Bands FDD_A
	dBm/15 kHz
	-117
	(
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N

 for Channel 1 +1dB)

	
	Bands FDD_C
	
	-116
	

	
	Bands FDD_D
	
	-115.5
	

	
	Bands FDD_E, FDD_F Note 6
	
	-115
	

	
	Bands FDD_G
	
	-114
	

	
	Bands FDD_H
	
	-113.5
	

	
[image: image13.wmf]ot

s

I

Ê


	dB
	-4.00
	0.09
	-4.96

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-121
	(RSRP for Cell 1 +8dB)
	(RSRP for Cell 1 +4.8dB)

	
	Bands FDD_C
	
	-120
	
	

	
	Bands FDD_D
	
	-119.5
	
	

	
	Bands FDD_E, FDD_F Note 6
	
	-119
	
	

	
	Bands FDD_G
	
	-118
	
	

	
	Bands FDD_H
	
	-117.5
	
	

	IoNote3
	Bands FDD_A
	dBm/9 MHz
	-87.76
	(Io for Channel 1 +5.51dB)

	
	Bands FDD_C
	
	-86.76
	

	
	Bands FDD_D
	
	-86.26
	

	
	Bands FDD_E, FDD_F Note 6
	
	-85.76
	

	
	Bands FDD_G
	
	-84.76
	

	
	Bands FDD_H
	
	-84.26
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N
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	dB
	-4
	3
	-1

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image15.wmf]oc

N

 to be fulfilled.
Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:
The selection of the bands for testing depends on the configuration of the carrier aggregations supported by the UEs.

Note 6:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz

Note 7:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.

Note 8:
If test configuration is Inter-band carrier aggregation, the frequencies of PCell and SCell shall be switched and tested for each configuration according to the UE declared capability for UL support (within CA operation) in the individual bands.

Note 9:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.

Note 10:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.6.2.5-3: RSRP FDD Carrier Aggregation relative accuracy requirements for the reported values

	
	Test 1

	
	All bands

	Normal and Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_x – 1

	Highest reported value (Cell 2)
	RSRP_x + 17

	Lowest reported value (Cell 3)
	RSRP_y – 8

	Highest reported value (Cell 3)
	RSRP_y + 1

	RSRP_x is the reported value of Cell 1
RSRP_y is the reported value of Cell 2


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.7
TDD RSRP Accuracy E-UTRA for Carrier Aggregation

9.1.7.1
TDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation
9.1.7.1.1
Test purpose

To verify that TDD absolute RSRP measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the TDD absolute RSRP accuracy requirements of cells on the primary component carrier and the secondary component carrier.

9.1.7.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward supporting CA.

9.1.7.1.3
Minimum conformance requirements

The TDD RSRP measurements of cells on the primary component carrier shall meet the absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.2.1. The TDD RSRP measurements of cells on the secondary component carrier shall meet the absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.2.1. 

The accuracy requirements in table 9.1.7.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.1.7.1.3-1: RSRP TDD absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.7.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.7.1.3-2: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.1, clause 9.1.11.2, clause 9.1.4, and A.9.1.7.

9.1.7.1.4
Test description

9.1.7.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to clause 3A.3.6, Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1[10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.1.7.1.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.
9.1.7.1.4.2
Test procedure
The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCC is configured and activated.  The absolute accuracy of RSRP is defined as the RSRP measured from the primary component carrier (Cell 1) and the RSRP measured from the secondary component carrier (Cell 2 and Cell 3).
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Configure SCC according to Annex C.0 and C.1 for all downlink physical channels except PHICH.

3.
The SS shall configure SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4. 
4.
The SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.
5.
Set the parameters according to Table 9.1.7.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6.
The SS shall transmit an RRCConnectionReconfiguration message.

7.
The UE shall transmit RRCConnectionReconfigurationComplete message.

8.
The UE shall transmit periodically MeasurementReport messages.

9.
The SS shall check the reported RSRP values in MeasurementReport messages. The reported RSRP values for Cell 1 and Cell 2 are compared to the actual RSRP values according to Table 9.1.7.1.5-2. This counts respectively as a Pass or Fail for the events “Cell 1” and “Cell 2”.
10.
The SS shall check the MeasurementReport messages transmitted by the UE until a test verdict has been achieved.

11.
If test configuration is Inter-band carrier aggregation, repeat steps 1-10 for switched PCell/SCell scenario according to the UE declared capability for UL support (within CA operation) in the individual bands.

Each of the events “Cell 1” and “Cell 2” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict.
If both events (“Cell 1” and “Cell 2”) pass for each configuration (without and with switched PCell/SCell scenario), the test passes. If one event fails, the test fails.

9.1.7.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.1.7.1.4.3-1: Common Exception messages for TDD Absolute RSRP Accuracy E-UTRA for Carrier
<< Unchanged sections omitted >>
Annex E (normative):
Cell configuration mapping

The cells used in TS 36.521-3 do not correspond to the cells defined in TS 36.508 [7] section 4.4.2.  Table E-1 describes the mapping between cells described in TS 36.521-3 and those defined in TS 36.508 [7]. For each test case the cells as defined in TS 36.508 [7] section 4.4.2 are listed in one row. The test case shall apply the RF parameters as defined in TS 36.521-3 according to the column heading.

NOTE:
For example if the second cell in a test case is an inter-frequency cell then Cell3 from TS 36.508 [7] section 4.4.2 is used with the radio parameters as defined for Cell2 in TS 36.521-3.

Table E-1: Cell configuration mapping for RRM testing

	Test Case
	Description
	36.521-3 Cell1
	36.521-3 Cell2
	36.521-3 Cell3
	CA　 capability for 2CC

	4.2.1
	RRC IDLE / E-UTRAN Cell Reselection / FDD - FDD cell re-selection intra frequency case
	Cell1
	Cell11
	
	

	4.2.2
	RRC IDLE / E-UTRAN Cell Reselection / TDD - TDD cell re-selection intra frequency case
	Cell1
	Cell11
	
	

	4.2.3
	RRC IDLE / E-UTRAN Cell Reselection / FDD - FDD cell re-selection inter frequency case
	Cell6
	Cell23
	
	

	4.2.4
	RRC IDLE / E-UTRAN Cell Reselection / FDD - TDD cell re-selection inter frequency case
	Cell1
	Cell31
	Dual mode in single PLMN
	

	4.2.5
	RRC IDLE / E-UTRAN Cell Reselection / TDD - FDD cell re-selection inter frequency case
	Cell31
	Cell1
	
	

	4.2.6
	RRC IDLE / E-UTRAN Cell Reselection / TDD - TDD cell re-selection inter frequency case
	Cell6
	Cell23
	
	

	4.2.7
	RRC IDLE / E-UTRAN Cell Reselection / FDD – FDD Inter frequency case in the existence of non-allowed CSG cell
	Cell23
	Cell6
	Cell3
	

	4.2.8
	RRC IDLE / E-UTRAN Cell Reselection / TDD – TDD Inter frequency case in the existence of non-allowed CSG cell
	Cell23
	Cell6
	Cell3
	

	4.2.9
	RRC IDLE / E-UTRAN Cell Reselection / E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz Bandwidth
	Cell1
	Cell11
	
	

	4.3.1.1
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection / E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA is of higher priority
	Cell3
	Cell9
	
	

	4.3.1.2
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection / E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA is of lower priority
	Cell3
	Cell9
	
	

	4.3.1.3
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection / E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority
	Cell3
	Cell9
	
	

	4.3.1.4
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection / E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority for 5MHz Bandwidth
	Cell3
	Cell9
	
	

	4.3.2
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection / E-UTRAN FDD - UTRAN TDD cell re-selection
	Cell6
	Cell8
	
	

	4.3.3
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection / E-UTRAN TDD - UTRAN FDD cell re-selection
	Cell6
	Cell8
	
	

	4.3.4.1
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection / E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of higher priority
	Cell6
	Cell8
	
	

	4.3.4.2
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection / E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of lower priority
	Cell6
	Cell8
	
	

	4.3.4.3
	RRC IDLE / E-UTRAN to UTRAN Cell re-selection /EUTRA TDD-UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority
	Cell3
	Cell9
	
	

	4.4.1
	RRC IDLE / E-UTRAN to GSM Cell re-selection / E-UTRAN FDD - GSM cell re-selection
	Cell1
	Cell26
	
	

	4.4.2
	RRC IDLE / E-UTRAN to GSM Cell re-selection / E-UTRAN TDD - GSM cell re-selection
	Cell1
	Cell26
	
	

	4.5.1.1
	RRC IDLE / E-UTRAN to HRPD Cell re-selection / E-UTRAN FDD - HRPD cell re-selection: HRPD is of lower priority
	Cell1
	Cell15
	
	

	4.5.2.1
	RRC IDLE / E-UTRAN to HRPD Cell re-selection / E-UTRAN TDD - HRPD Cell Reselection: HRPD is of Lower Priority
	Cell1
	Cell15
	
	

	4.6.1.1
	RRC IDLE / E-UTRAN to cdma2000 1xRTT Cell re-selection / E-UTRAN FDD - cdma2000 1xRTT cell re-selection: cdma2000 1x is of lower priority
	Cell1
	Cell19
	
	

	4.6.2.1
	RRC IDLE / E-UTRAN to cdma2000 1xRTT Cell re-selection / E-UTRAN TDD - cdma2000 1X Cell Reselection: cdma2000 1X is of Lower Priority
	Cell1
	Cell19
	
	

	5.1.1
	RRC CONNECTED / E-UTRAN Handover / FDD - FDD / Intra frequency case
	Cell1
	Cell2
	
	

	5.1.2
	RRC CONNECTED / E-UTRAN Handover / TDD - TDD / Intra frequency case
	Cell1
	Cell2
	
	

	5.1.3
	RRC CONNECTED / E-UTRAN Handover / FDD - FDD / Inter frequency case
	Cell6
	Cell3
	
	

	5.1.4
	RRC CONNECTED / E-UTRAN Handover / TDD - TDD / Inter frequency case
	Cell6
	Cell3
	
	

	5.1.5
	RRC CONNECTED / E-UTRAN Handover / FDD - FDD / Inter frequency case: unknown target cell
	Cell6
	Cell3
	
	

	5.1.6
	RRC CONNECTED / E-UTRAN Handover / TDD - TDD / Inter frequency case: unknown target cell
	Cell6
	Cell3
	
	

	5.1.7
	RRC CONNECTED / E-UTRAN Handover / FDD – TDD / Inter frequency case
	Cell1
	Cell10
	Dual mode in multiple PLMN
	

	5.1.8
	RRC CONNECTED / E-UTRAN Handover / TDD – FDD / Inter frequency case
	Cell10
	Cell1
	
	

	5.1.9
	RRC CONNECTED / E-UTRAN Handover / FDD - FDD / Intra frequency handover for 5MHz Bandwidth
	Cell1
	Cell2
	
	

	5.2.1
	RRC CONNECTED / Handover from E-UTRAN to other RATs / From E-UTRAN to UTRAN / E-UTRAN FDD - UTRAN FDD handover
	Cell3
	Cell9
	
	

	5.2.2
	RRC CONNECTED / Handover from E-UTRAN to other RATs / From E-UTRAN to UTRAN / E-UTRAN TDD - UTRAN FDD handover
	Cell6
	Cell8
	
	

	5.2.3
	RRC CONNECTED / Handover from E-UTRAN to other RATs / From E-UTRAN to GSM / E-UTRAN FDD - GSM handover
	Cell1
	Cell26
	
	

	5.2.4
	RRC CONNECTED / Handover from E-UTRAN to other RATs / From E-UTRAN to UTRAN / E-UTRAN TDD - UTRAN TDD handover
	Cell3
	Cell9
	
	

	5.2.5
	RRC CONNECTED / Handover from E-UTRAN to other RATs / From E-UTRAN to UTRAN / E-UTRAN FDD - UTRAN TDD handover
	Cell6
	Cell8
	
	

	5.2.6
	RRC CONNECTED / Handover from E-UTRAN to other RATs / From E-UTRAN to GSM / E-UTRA TDD - GSM handover
	Cell1
	Cell26
	
	

	5.2.7
	RRC CONNECTED / Handover from E-UTRAN to other RATs / E-UTRAN FDD - UTRAN FDD handover: unknown target cell
	Cell3
	Cell9
	
	

	5.2.8
	RRC CONNECTED / Handover from E-UTRAN to other RATs / E-UTRAN FDD - GSM handover: unknown target cell
	Cell1
	Cell26
	
	

	5.2.9
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	Cell2
	
	

	9.1.8.2
	Measurement Performance Requirements / FDD Relative RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.1.9.1
	Measurement Performance Requirements / TDD Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.1.9.2
	Measurement Performance Requirements / TDD Relative RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.1.10.1
	Measurement Performance Requirements / FDD Absolute RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.1.10.2
	Measurement Performance Requirements / FDD Relative RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.1.11.1
	Measurement Performance Requirements / TDD Absolute RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.1.11.2
	Measurement Performance Requirements / TDD Relative RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.1.13.1
	Measurement Performance Requirements / TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.13.2
	Measurement Performance Requirements / TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.14.1
	FDD Intra Frequency Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Cell1
	Cell2
	Cell4
	

	9.1.14.2
	FDD Intra Frequency Relative RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Cell1
	Cell2
	Cell4
	

	9.1.15.1
	TDD Intra Frequency Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Cell1
	Cell2
	Cell4
	

	9.1.15.2
	TDD Intra Frequency Relative RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Cell1
	Cell2
	Cell4
	

	9.1.16.1
	Measurement Performance Requirements / E-UTRAN / FDD Intra Frequency Absolute RSRP Accuracy for 5MHz Bandwidth
	Cell1
	Cell2
	
	

	9.1.16.2
	Measurement Performance Requirements / E-UTRAN / FDD Intra Frequency Relative Accuracy of RSRP for 5MHz Bandwidth
	Cell1
	Cell2
	
	

	9.1.17.1
	Measurement Performance Requirements / E-UTRAN / FDD Inter frequency RSRP Accuracy / Absolute for 5 MHz
	Cell1
	Cell10
	
	

	9.1.17.2
	Measurement Performance Requirements / E-UTRAN / FDD - FDD Inter Frequency Relative Accuracy of RSRP for 5MHz Bandwidth
	Cell1
	Cell10
	
	

	9.1.18.1
	Measurement Performance Requirements / FDD Absolute RSRP Accuracy for E-UTRA for Carrier Aggregation for 10MHz + 5MHz
	Cell6
	Cell2
	Cell4 Note1
	CA_C CA_N

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.18.2
	Measurement Performance Requirements / FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation for 10MHz + 5MHz
	Cell6
	Cell2
	Cell4 Note1
	CA_C CA_N

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.19.1
	Measurement Performance Requirements / TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 10MHz + 5MHz
	Cell6
	Cell2
	Cell4 Note1
	CA_C CA_N

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.19.2
	Measurement Performance Requirements / TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 10MHz + 5MHz
	Cell6
	Cell2
	Cell4 Note1
	CA_C CA_N

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.20.1
	Measurement Performance Requirements / FDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz bandwidth
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.20.2
	Measurement Performance Requirements / FDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz bandwidth
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.21.1
	Measurement Performance Requirements / TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.1.21.2
	Measurement Performance Requirements / TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	9.2.1.1
	Measurement Performance Requirements / E-UTRAN / FDD Intra frequency RSRQ Accuracy / Absolute
	Cell1
	Cell2
	
	

	9.2.2.1
	Measurement Performance Requirements / E-UTRAN / TDD Intra Frequency RSRQ Accuracy / Absolute
	Cell1
	Cell2
	
	

	9.2.3.1
	Measurement Performance Requirements / E-UTRAN / FDD Inter frequency RSRQ Accuracy / Absolute
	Cell6 
	Cell3
	
	

	9.2.3.2
	Measurement Performance Requirements / E-UTRAN / FDD Inter frequency RSRQ Accuracy / Relative
	Cell6 
	Cell3
	
	

	9.2.4.1
	Measurement Performance Requirements / E-UTRAN / TDD - TDD Inter Frequency RSRQ Accuracy / Absolute 
	Cell6
	Cell3
	
	

	9.2.4.2
	Measurement Performance Requirements / E-UTRAN / TDD - TDD Inter Frequency RSRQ Accuracy / Relative
	Cell6
	Cell3
	
	

	9.2.4A.1 
	Measurement Performance Requirements / FDD - TDD Inter Frequency Absolute RSRQ Accuracy
	Cell1
	Cell10
	
	

	9.2.4A.2 
	Measurement Performance Requirements / FDD - TDD Inter Frequency Relative Accuracy of RSRQ
	Cell1
	Cell10
	
	

	9.2.5.1
	Measurement Performance Requirements / FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.2.5.2
	Measurement Performance Requirements / FDD Relative RSRQ Accuracy E-UTRA for Carrier Aggregation
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.2.6.1
	Measurement Performance Requirements / TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.2.6.2
	Measurement Performance Requirements / TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.2.7.1
	Measurement Performance Requirements / FDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.2.8.1
	Measurement Performance Requirements / TDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.2.9.1
	Measurement Performance Requirements / FDD Absolute RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.2.10.1
	Measurement Performance Requirements / TDD RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Cell1
	Cell2
	
	

	9.2.12.1
	Measurement Performance Requirements / TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.2.12.2
	Measurement Performance Requirements / TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Cell1
	Cell2
	Cell4

Note1
	CA_C

	
	
	Cell1
	Cell10
	Cell30
	CA_A_2

	9.2.15.1
	FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Cell1
	Cell2
	Cell4
	

	9.2.16.1
	TDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Cell1
	Cell2
	Cell4
	

	9.2.17.1
	Measurement Performance Requirements / E-UTRAN / FDD Intra frequency RSRQ Accuracy / Absolute for 5MHz
	Cell1
	Cell2
	
	

	9.2.18.1
	Measurement Performance Requirements / FDD - FDD Inter Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth
	Cell1
	Cell10
	
	

	9.2.18.2
	Measurement Performance Requirements / FDD - FDD Inter Frequency Relative Accuracy of RSRQ for 5MHz Bandwidth
	Cell1
	Cell10
	
	

	9.3.1
	Measurement Performance Requirements / E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy
	Cell3
	Cell9
	
	

	9.3.2
	Measurement Performance Requirements / E-UTRAN TDD- UTRA FDD CPICH RSCP absolute accuracy
	Cell3
	Cell9
	
	

	9.3.3
	Measurement Performance Requirements / E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy for 5MHz bandwidth
	Cell3
	Cell9
	
	

	9.4.1
	Measurement Performance Requirements / E- UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy
	Cell3
	Cell9
	
	

	9.4.2
	Measurement Performance Requirements / E- UTRAN TDD - UTRA FDD CPICH Ec/No absolute accuracy
	Cell3
	Cell9
	
	

	9.4.3
	Measurement Performance Requirements / E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy for 5MHz bandwidth
	Cell3
	Cell9
	
	

	9.5.1
	Measurement Performance Requirements / E- UTRAN FDD - UTRA TDD P-CCPCH RSCP absolute accuracy
	Cell3
	Cell9
	
	

	9.5.2
	Measurement Performance Requirements / E- UTRAN TDD - UTRA TDD P-CCPCH RSCP absolute accuracy
	Cell3
	Cell9
	
	

	9.6.1
	Measurement Performance Requirements / GSM RSSI accuracy for E-UTRAN FDD
	Cell1
	Cell26
	Cell24
	

	9.6.2
	Measurement Performance Requirements / GSM RSSI accuracy for E-UTRAN TDD
	Cell1
	Cell26
	Cell24
	

	Note 1:
Neighbour cell uses same frequency as SCC.


<< End of changes >>
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