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1.
Introduction

Inter-frequency/RAT Measurements in CA mode is specified in cl.8.20 of 36.521-3. In this cl. FDD inter-frequency and inter-RAT test cases are specified as below.
8.20.1 E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading 

8.20.3 E-UTRAN FDD - UTRAN FDD event triggered reporting under fading
For example of 8.20.1, the 3 different frequencies with CA configuration are specified with channel bandwidths for 3x10MHz which have cell 1 of Active cell(cell6 of 36.508), cell2 of Neighbour cell(cell3 of 36.508), cell3 of Configured active S-Cell(cell10 of 36.508). In case of a channel bandwidth for CA band combinations is less than 20MHz, then the test case is not able to configure an inter-frequency cell(cell2 of Neighbour) and not able to test the requirements. Moreover, E-UTRAN operating band configuration in 3A.3.5, Table 3A.3.5-1 is specified for the smaller channel bandwidth for single carrier inter-frequency tests, however not considering with CA mode tests.
2. Discussion and Thoughts/Options
· Not tested with CA band with smaller channel bandwidth.
· Update cl.3A.3.5, and test with cell2 of Neighbour to be inter band that supported by UE, e.g. Band1. 
· Need RAN4 requirements change, but tested with cell2 of Neighbour for smaller channel bandwidth supported by UE, e.g. 5MHz.
· 3DL CA test maybe developed, and test can be done in the new requirements.
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