Page 1



3GPP TSG-RAN WG5 Meeting #66 
R5-150560
Athens, Greece, 9-13 February 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-1
	CR
	CRNum
	rev
	-
	Current version:
	12.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	 Addition of CA_1A-7A-20A to TS 36.521-1

	
	

	Source to WG:
	Keysight Technologies

	Source to TSG:
	RAN5

	
	

	Work item code:
	LTE_CA_Rel12_3DL-UEConTest
	
	Date:
	2015-01-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	 CA_1A-7A-20A is missing in TS 36.521-1

	
	

	Summary of change:
	Addition of inter-band DL CA combination CA_1A-7A-20A to sections 5,6 and 7 of 36.521-1.

	
	

	Consequences if not approved:
	UEs using band combination CA_1A-7A-20A could not be tested

	
	

	Clauses affected:
	5.2, 5.4.2A, 6.2.5, 7.3, 7.3A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR 36.521-2 CR R5-150561 


	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<<  UNCHANGED CONTENT OMITTED >>

5.2A
Operating bands for CA

E-UTRA carrier aggregation is designed to operate in the operating bands defined in Tables 5.2A-1 and 5.2A-2.

Table 5.2A-1: Intra-band contiguous CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz  
	–
	2170 MHz
	FDD

	CA_3
	3
	1710MHz
	–
	1785MHz
	1805MHz
	–
	1880MHz
	FDD

	CA_7
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	CA_23
	23
	2000 MHz
	
	2020 MHz
	2180 MHz
	
	2200 MHz
	FDD

	CA_27
	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	FDD

	CA_38
	38
	2570 MHz 
	–
	2620 MHz
	2570MHz 
	–
	2620 MHz
	TDD

	CA_39
	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	CA_40
	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD

	CA_41
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	CA_42
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


Table 5.2A-2: Inter-band CA operating bands (two bands)

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1-3
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	CA_1-5
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_1-8
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	CA_1-11
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	

	CA_1-18
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	

	CA_1-19
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	CA_1-21
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	

	CA_1-26
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	

	CA_1-42
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	CA_2-4
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	

	CA_2-5
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_2-12
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_2-13
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_2-17
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_2-29
	2
	1850 MHz
	-
	1910 MHz
	1930 MHz
	-
	1990 MHz
	FDD

	
	29
	N/A
	717 MHz
	-
	728 MHz
	

	CA_3-5
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_3-7
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_3-8
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	CA_3-19
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	CA_3-20
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_3-26
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	

	CA_3-27
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	

	CA_3-28
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	

	CA_4-5
	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_4-7
	4
	1710 MHz
	
	1755 MHz
	2110 MHz
	
	2155 MHz
	FDD

	
	7
	2500 MHz
	
	2570 MHz
	2620 MHz
	
	2690 MHz
	

	CA_4-12
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_4-13
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_4-17
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_4-27
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	

	CA_4-29
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	29
	N/A
	717 MHz
	-
	728 MHz
	

	CA_5-7
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_5-12
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_5-17
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_5-25
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	

	CA_7-20
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_7-28
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	

	CA_8-11
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	

	CA_8-20
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_11-18
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	FDD

	
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	

	CA_12-25
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	FDD

	
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	

	CA_18-28
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	
	28
	703 MHz
	–
	733 MHz
	758 MHz
	–
	788 MHz
	

	CA_19-21
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	

	CA_19-42
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	CA_23-29
	23
	2000 MHz
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	CA_39-41
	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	

	CA_41-42
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	


Table 5.2A-2a: Inter-band CA operating bands (three bands)

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-3-19
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	CA_1-19-21
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	

	CA_1-7-20
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	


Table 5.2A-3: Intra-band non-contiguous CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_2-2
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	CA_3-3
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	CA_4-4
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	CA_7-7
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	CA_23-23
	23
	2000 MHz
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	FDD

	CA_25-25
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	FDD

	CA_41-41
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	CA_42-42
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


<<  UNCHANGED CONTENT OMITTED >>

5.4.2A
Channel bandwidth for CA

For intra-band contiguous carrier aggregation Aggregated Channel Bandwidth, Aggregated Transmission Bandwidth Configuration and Guard Bands are defined as follows, see Figure 5.4.2A-1.
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Figure 5.4.2A-1: Definition of Aggregated channel bandwidth and aggregated channel bandwidth edges

The aggregated channel bandwidth, BWChannel_CA, is defined as


BWChannel_CA = Fedge,high - Fedge,low  [MHz].
The lower bandwidth edge Fedge,low  and the upper bandwidth edge Fedge,high of the aggregated channel bandwidth are used as frequency reference points for transmitter and receiver requirements and are defined by


Fedge,low = FC,low - Foffset,low


Fedge,high = FC,high + Foffset,high

The lower and upper frequency offsets depend on the transmission bandwidth configurations of the lowest and highest assigned edge component carrier and are defined as


Foffset,low = (0.18NRB,low + f1)/2 + BWGB [MHz]


Foffset,high = (0.18NRB,high+ f1)/2 + BWGB [MHz]

where f1 = f for the downlink with f the subcarrier spacing and f1 = 0 for the uplink, while NRB,low and NRB,high are the transmission bandwidth configurations according to Table 5.4.2-1 for the lowest and highest assigned component carrier, respectively. BWGB denotes the Nominal Guard Band and is defined in Table 5.4.2A‑1, and the factor 0.18 is the PRB bandwidth in MHz.

NOTE:
The values of BWChannel_CA for UE and BS are the same if the lowest and the highest component carriers are identical.
Aggregated Transmission Bandwidth Configuration is the number of the aggregated RBs within the fully allocated Aggregated Channel bandwidth and is defined per CA Bandwidth Class (Table 5.4.2A-1).
For intra-band non-contiguous carrier aggregation Sub-block Bandwidth and Sub-block edges are defined as follows, see Figure 5.4.2A-2.
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Figure 5.4.2A-2: Non-contiguous intraband CA terms and definitions

The lower sub-block edge of the Sub-block Bandwidth (BWChannel,block) is defined as:

Fedge,block, low = FC,block,low - Foffset,block, low.

The upper sub-block edge of the Sub-block Bandwidth is defined as:

Fedge,block,high = FC,block,high + Foffset,block,high .

The Sub-block Bandwidth, BWChannel,block, is defined as follows:

BWChannel,block = Fedge,block,high - Fedge,block,low [MHz]
The lower and upper frequency offsets Foffset,block,low and Foffset,block,high depend on the transmission bandwidth configurations of the lowest and highest assigned edge component carriers within a sub-block and are defined as:

Foffset,block,low = (0.18NRB,low + f1) /2 + BWGB [MHz]

Foffset,block,high = (0.18NRB,high + f1)/2 + BWGB [MHz]

where f1 = f for the downlink with f the subcarrier spacing and f1 = 0 for the uplink, while NRB,low and NRB,high are the transmission bandwidth configurations according to Table 5.6-1 for the lowest and highest assigned component carrier within a sub-block, respectively. BWGB denotes the Nominal Guard Band and is defined in Table 5.4.2A‑1, and the factor 0.18 is the PRB bandwidth in MHz.

The sub-block gap size between two consecutive sub-blocks Wgap is defined as:

Wgap = Fedge,block n+1,low - Fedge,block n,high [MHz]

Table 5.4.2A-1: CA bandwidth classes and corresponding nominal guard bands

	CA Bandwidth Class
	Aggregated Transmission Bandwidth Configuration
	Number of contiguous CC
	Nominal Guard Band BWGB

	A
	NRB,agg ≤ 100
	1
	a1 BWChannel(1) - 0.5f1 (NOTE 2)

	B
	NRB,agg ≤ 100
	2
	0.05 max(BWChannel(1),BWChannel(2))

 - 0.5f1

	C
	100 < NRB,agg ≤ 200
	2
	0.05 max(BWChannel(1),BWChannel(2)) - 0.5f1

	D
	200 < NRB,agg ≤ 300
	3
	0.05 max(BWChannel(1),BWChannel(2), BWChannel(3)) - 0.5f1

	E
	[300] < NRB,agg ≤ [400]
	FFS
	FFS

	F
	[400] < NRB,agg ≤ [500]
	FFS
	FFS

	NOTE 1:
BWChannel(j), j = 1, 2, 3, is the channel bandwidth of an E-UTRA component carrier according to Table 5.4.2-1 and f1 = f for the downlink with f the subcarrier spacing while f1 = 0 for the uplink.

NOTE 2:
a1 = 0.16/1.4 for BWChannel(1) = 1.4 MHz whereas a1 = 0.05 for all other channel bandwidths.


The channel spacing between centre frequencies of contiguously aggregated component carriers is defined in subclause 5.4.1A.

5.4.2A.1
Channel bandwidths per operating band for CA

The requirements for carrier aggregation in this specification are defined for carrier aggregation configurations with associated bandwidth combination sets. For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class. For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class.

For each carrier aggregation configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.

Requirements for intra-band contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.4.2A.1-1. Requirements for inter-band carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.4.2A.1-2 and 5.4.2A.1-2a. Requirements for intra-band non-contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.4.2A.1-3.

DL component carrier combinations for a given CA configuration shall be symmetrical in relation to channel centre unless stated otherwise in table 5.4.2A.1-1, 5.4.2A.1-2 and 5.4.2A.1-2a.

Table 5.4.2A.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_1C
	15
	15
	40
	0

	
	20
	20
	
	

	CA_3C
	5, 10, 15
	20
	40
	0

	
	20
	5, 10, 15, 20
	
	

	CA_7C
	15
	15
	40
	0

	
	20
	20
	
	

	CA_23B
	10
	10
	20
	0

	
	5
	15
	
	

	CA_27B
	1.4, 3, 5
	5
	13
	0

	
	1.4, 3
	10
	
	

	CA_38C
	15
	15
	40
	0

	
	20
	20
	
	

	CA_39C
	5,10,15
	20
	35
	0

	CA_40C
	10
	20
	40
	0

	
	15
	15
	
	

	
	20
	10, 20
	
	

	CA_41C
	10
	20
	40
	0

	
	15
	15, 20
	
	

	
	20
	10, 15, 20
	
	

	CA_42C
	5, 10, 15, 20
	20
	40
	0

	
	20
	5, 10, 15
	
	

	NOTE 1:
The CA configuration refers to an operating band and a CA bandwidth class specified in Table 5.4.2A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal


Table 5.4.2A.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-5A
	1
	
	
	
	Yes
	
	
	20
	0

	
	5
	
	
	
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-8A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-11A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-18A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	18
	
	
	Yes
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-26A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-42C
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	42
	See Table 5.4.2A.1-1
	
	

	CA_2A-4A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-5A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_2A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	13
	
	
	
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-17A
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-29A
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	29
	
	Yes
	Yes
	Yes
	
	
	20
	0

	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-5A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	
	Yes
	
	
	20
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_3A-8A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	
	Yes
	
	
	20
	1

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3A-19A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-26A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	3
	
	
	Yes
	Yes
	
	
	20
	1

	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-27A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	27
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-28A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-5A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-7A
	4
	
	
	Yes
	Yes
	
	
	30
	0

	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	
	20
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	
	
	20
	3

	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	4

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-13A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	13
	
	
	
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-17A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-27A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	27
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_4A-29A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-7A
	5
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_5A-12A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-17A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-25A
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	40
	1

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-28A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	28
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_8A-11A
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-20A
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	8
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_11A-18A
	11
	
	
	Yes
	Yes
	
	
	25
	0

	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_12A-25A
	12
	
	
	Yes
	Yes
	
	
	30
	0

	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_18A-28A
	18
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-21A
	19
	
	
	Yes
	Yes
	Yes
	
	30
	0

	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_19A-42A
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-42C
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	42
	See Table 5.4.2A.1-1
	
	

	CA_23A-29A
	23
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	23
	
	
	Yes
	Yes
	
	
	20
	1

	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	41
	
	
	
	
	
	Yes
	
	

	CA_41A-42A
	41
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.4.2A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal


Table 5.4.2A.1-2a: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (three bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-19A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-7A-20A
(NOTE 4)
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	
	
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.4.2A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.


Table 5.4.2A.1-3: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_2A-2A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0

	CA_3A-3A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0

	CA_4A-4A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0

	CA_7A-7A
	5
	15
	40
	0

	
	10
	10, 15
	
	

	
	15
	15, 20
	
	

	
	20
	20
	
	

	CA_23A-23A
	5
	10
	15
	0

	CA_25A-25A
	5, 10
	5, 10
	20
	0

	CA_41A-41A
	10, 15, 20
	10, 15, 20
	40
	0

	CA_42A-42A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0


<<  UNCHANGED CONTENT OMITTED >>

6.2.5
Configured UE transmitted Output Power

· Editor’s notes: This clause is incomplete for B2+B4 CA tests and awaiting for RAN4 decision
· CA_2A-4A ΔTIB,c in Table 6.2.5.3-2 is still in square brackets

6.2.5.1
Test purpose

To verify the UE does not exceed the minimum between the PEMAX maximum allowed UL TX Power signalled by the E-UTRAN and the PUMAX maximum UE power for the UE power class.

6.2.5.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

6.2.5.3
Minimum conformance requirements

The UE is allowed to set its configured maximum output power PCMAX,c for serving cell c. The configured maximum output power PCMAX is set within the following bounds:


PCMAX_L,c ≤ PCMAX,c  ≤ PCMAX_H,c
With

PCMAX_L,c = MIN {PEMAX,c – TC,c, PPowerClass – MAX(MPRc + A-MPRc+ ΔTIB,c, P-MPRc)  – TC,c }

PCMAX_H,c = MIN {PEMAX,c, PPowerClass}

Where

-
PEMAX,c is the value given by IE P-Max for serving cell c, defined in [5];

-
PPowerClass is the maximum UE power specified in Table 6.2.2.3-1 without taking into account the tolerance specified in the Table 6.2.2.3-1;

-
MPRc and A-MPRc for serving cell c are specified in Section 6.2.3 and Section 6.2.4, respectively;
-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5.3-2; TIB,c = 0 dB otherwise;

-
TC = 1.5 dB when Note 2 in Table 6.2.2.3-1 applies;

-
TC = 0 dB when Note 2 in Table 6.2.2.3-1 does not apply.

P-MPRc is the allowed maximum output power reduction for

a)
ensuring compliance with applicable electromagnetic energy absorption requirements and addressing unwanted emissions / self defence requirements in case of simultaneous transmissions on multiple RAT(s) for scenarios not in scope of 3GPP RAN specifications;

b)
ensuring compliance with applicable electromagnetic energy absorption requirements in case of proximity detection is used to address such requirements that require a lower maximum output power.

The UE shall apply P-MPRc only for the above cases. For UE conducted conformance testing P-MPRc shall be 0 dB

NOTE 1: P-MPRc was introduced in the PCMAX,c equation such that the UE can report to the eNB the available maximum output transmit power. This information can be used by the eNB for scheduling decisions.

NOTE 2: P-MPRc may impact the maximum uplink performance for the selected UL transmission path.
For each subframe, the PCMAX_L,c for serving cell c is evaluated per slot and given by the minimum value taken over the transmission(s) within the slot; the minimum PCMAX_ L,c over the two slots is then applied for the entire subframe. PPowerClass shall not be exceeded by the UE during any period of time.

The measured maximum output power PUMAX,c shall be within the following bounds:


PCMAX_L,c  –  MAX{TL, T(PCMAX_L,c) } ≤  PUMAX,c  ≤  PCMAX_H,c  +  T(PCMAX_H,c)

WhereT (PCMAX,c) is defined by the tolerance table below and applies to PCMAX_L,c and PCMAX_H,c separately, while TL is the absolute value of the lower tolerance in Table 6.2.2.3-1 for the applicable operating band.

Table 6.2.5.3-1: PCMAX,c tolerance

	PCMAX,c
(dBm)
	Tolerance T(PCMAX,c)
(dB)

	21 ≤ PCMAX,c ≤ 23
	2.0

	20 ≤ PCMAX,c < 21
	2.5

	19 ≤ PCMAX,c < 20
	3.5

	18 ≤ PCMAX,c < 19
	4.0

	13 ≤ PCMAX,c < 18
	5.0

	8 ≤ PCMAX,c < 13
	6.0

	-40 ≤ PCMAX,c < 8
	7.0


For the UE which supports inter-band carrier aggregation configurations with the uplink assigned to one E-UTRA band the ΔTIB,c is defined for applicable bands in Table 6.2.5.3-2.
Table 6.2.5.3-2: ΔTIB,c (two bands)
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A
	1
	0.3

	
	3
	0.3

	CA_1A-5A
	1
	0.3

	
	5
	0.3

	CA_1A-8A
	1
	0.3

	
	8
	0.3

	CA_1A-11A
	1
	0.3

	
	11
	0.3

	CA_1A-18A
	1
	0.3

	
	18
	0.3

	CA_1A-19A
	1
	0.3

	
	19
	0.3

	CA_1A-21A
	1
	0.3

	
	21
	0.3

	CA_1A-26A
	1
	0.3

	
	26
	0.3

	CA_2A-4A
	2
	[0.5]

	
	4
	0.5

	CA_2A-5A
	2
	0.3

	
	5
	0.3

	CA_2A-13A
	2
	0.3

	
	13
	0.3

	CA_2A-17A
	2
	0.3

	
	17
	0.8

	CA_2A-29A
	2
	0.3

	CA_3A-5A
	3
	0.3

	
	5
	0.3

	CA_3A-7A
	3
	0.5

	
	7
	0.5

	CA_3A-8A
	3
	0.3

	
	8
	0.3

	CA_3A-19A
	3
	0.3

	
	19
	0.3

	CA_3A-20A
	3
	0.3

	
	20
	0.3

	CA_3A-26A
	3
	0.3

	
	26
	0.3

	CA_3A-27A
	3
	0.3

	
	27
	0.3

	CA_3A-28A
	3
	0.3

	
	28
	0.3

	CA_4A-5A
	4
	0.3

	
	5
	0.3

	CA_4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-12A
	4
	0.3

	
	12
	0.8

	CA_4A-13A
	4
	0.3

	
	13
	0.3

	CA_4A-17A
	4
	0.3

	
	17
	0.8

	CA_4A-27A
	4
	0.3

	
	27
	0.3

	CA_4A-29A
	4
	0.3

	CA_5A-7A
	5
	0.3

	
	7
	0.3

	CA_5A-12A
	5
	0.8

	
	12
	0.4

	CA_5A-17A
	5
	0.8

	
	17
	0.4

	CA_7A-20A
	7
	0.3

	
	20
	0.3

	CA_7A-28A
	7
	0.3

	
	28
	0.3

	CA_8A-11A
	8
	0.3

	
	11
	0.4

	CA_8A-20A
	8
	0.4

	
	20
	0.4

	CA_11A-18A
	11
	0.3

	
	18
	0.3

	CA_18A-28A7
	18
	0.5

	
	28
	0.5

	CA_19A-21A
	19
	0.3

	
	21
	0.4

	CA_39A-41A
	39
	04

	
	41
	04

	CA_41A-42A
	41
	04

	
	42
	[0.5]4

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 2:
The above additional tolerances also apply in non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
In case the UE supports more than one of the above inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 2DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the 2DL tolerances in Table 6.2.5.3-2, truncated to one decimal place for that operating band among the supported 2DL CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 2DL carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional 2DL tolerance shall be the maximum tolerance in Table 6.2.5.3-2 that applies for that operating band among the supported 2DL CA configurations
NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
NOTE 5:
Tolerances for a UE supporting multiple 3DL inter-band CA configurations are FFS.

NOTE 6:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration.

NOTE 7:
For Band 28, the requirements only apply for the restricted frequency range specified for this CA configuration (Table 5.2A-2).


NOTE 3:
The above additional tolerances do not apply to supported UTRA operating bands with frequency range below 1 GHz that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations when such bands are belonging only to band combination(s) where one band is <1GHz and another band is >1.7GHz and there is no harmonic relationship between the low band UL and high band DL. Otherwise the above additional tolerances also apply to supported UTRA operating bands that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.

NOTE 4:
To meet the (TIB,c requirements for CA_3A-7A with state-of-the-art technology, an increase in power consumption of the UE may be required. It is also expected that as the state-of-the-art technology evolves in the future, this possible power consumption increase can be reduced or eliminated.
Table 6.2.5.3-3: ΔTIB,c (three bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-7A-20A
	1
	0.5

	
	7
	0.6

	
	20
	0.3

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 2:
The above additional tolerances also apply in non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
Tolerances for a UE supporting multiple 3DL inter-band CA configurations are FFS

NOTE 4: 
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration.


NOTE:
The above additional tolerances do not apply to supported UTRA operating bands with frequency range below 1 GHz that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations when such bands are belonging only to band combination(s) where one band is <1GHz and other bands are >1.7GHz and there is no harmonic relationship between the low band UL and high band DL. Otherwise the above additional tolerances also apply to supported UTRA operating bands that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.

The normative reference for this requirement is TS 36.101 [2] clause 6.2.5.

6.2.5.4
Test description

6.2.5.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.5.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.5.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	N/A for Configured UE transmitted Output Power test case
	Mod'n
	RB allocation

	
	
	
	FDD
	TDD

	1.4MHz
	
	QPSK
	5
	5

	3MHz
	
	QPSK
	4
	4

	5MHz
	
	QPSK
	8
	8

	10MHz
	
	QPSK
	12
	12

	15MHz
	
	QPSK
	16
	16

	20MHz
	
	QPSK
	18
	18

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.
Note 2:
For the uplink RB allocation the RBstart shall be RB #0.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, in Figure A.3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1, and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
The UL Reference Measurement channel is set according to Table 6.2.5.4.1-1

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 6.2.5.4.3.

6.2.5.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.2.5.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2.
Send transmit uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms for the UE to reach the Pumax level of the test point.

3.
Measure the mean power of the UE in the channel bandwidth for each test point in table 6.2.5.5-1 according to the test configuration from Table 6.2.5.4.1-1. The period of measurement shall be at least continuous duration of one sub-frame (1ms). For TDD slots with transient periods are not under test.

6.2.5.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions:

Table 6.2.5.4.3-1: SystemInformationBlockType1: Test point 1

	Derivation Path: TS 36.508 [7] clause  4.4.3.2, Table 4.4.3.2-3 SystemInformationBlockType1

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	-10
	
	


Table 6.2.5.4.3-2: SystemInformationBlockType1: Test point 2

	Derivation Path: TS 36.508 [7] clause  4.4.3.2, Table 4.4.3.2-3 SystemInformationBlockType1

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	10
	
	


Table 6.2.5.4.3-3: SystemInformationBlockType1: Test point 3

	Derivation Path: TS 36.508 [7] clause  4.4.3.2, Table 4.4.3.2-3 SystemInformationBlockType1

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	15
	
	


6.2.5.5
Test requirement

The maximum output power measured shall not exceed the values specified in Table 6.2.5.5-1.
Table 6.2.5.5-1: PCMAX configured UE output power
	
	Channel bandwidth / maximum output power 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Measured UE output power test point 1
	For carrier frequency f ≤ 3.0GHz: -10 dBm ± 7.7

For carrier frequency 3.0GHz < f ≤ 4.2GHz: -10 dBm ± 8.0

	Measured UE output power test point 2
	For carrier frequency f ≤ 3.0GHz: 10 dBm ± 6.7

For carrier frequency 3.0GHz < f ≤ 4.2GHz: 10 dBm ± 7.0

	Measured UE output power test point 3
	For carrier frequency f ≤ 3.0GHz: 15 dBm ± 5.7

For carrier frequency 3.0GHz < f ≤ 4.2GHz: 15 dBm ± 6.0

	Note:
In addition note 2 in Table 6.2.2.3-1 shall apply to the tolerances.


For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c in Table 6.2.5.3-2 shall be applied for applicable bands.

In case the UE supports more than one of the above inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 6.2.5.3-2, truncated to one decimal place for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 6.2.5.3-2 that applies for that operating band among the supported CA configurations.

<<  UNCHANGED CONTENT OMITTED >>

7.3.3
Minimum conformance requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.3-1, Table7.3.3-2 and Table 7.3.3-3.
Table 7.3.3-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	1
	-
	-
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-102.7
	-99.7
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-101.7
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	-
	-
	-100
	-97
	
	
	FDD

	7
	-
	-
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	-
	-
	-99
	-96
	-94.2
	-93
	FDD

	10
	-
	-
	-100
	-97
	-95.2
	-94
	FDD

	11
	-
	-
	-100
	-97
	
	
	FDD

	12
	-101.7
	-98.7
	-97
	-94
	
	
	FDD

	13
	
	
	-97
	-94
	
	
	FDD

	14
	
	-
	-97
	-94
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	-
	-
	-97
	-94
	
	
	FDD

	18
	-
	-
	-1007
	-977
	-95.27
	-
	FDD

	19
	-
	-
	-100
	-97
	-95.2
	-
	FDD

	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	21
	
	
	-100
	-97
	-95.2
	
	FDD

	22
	
	
	-97
	-94
	-92.2
	-91
	FDD

	23
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	24
	
	
	-100
	-97
	
	
	FDD

	25
	-101.2
	-98.2
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	26
	-102.7
	-99.7
	-97.56
	-94.56
	-92.76
	
	FDD

	27
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	28
	
	-100.2
	-98.5
	-95.5
	-93.7
	-91
	FDD

	30
	-
	-
	-99
	-96
	-
	-
	FDD

	31
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	33
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	34
	-
	-
	-100
	-97
	-95.2
	-
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	38
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	39
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	40
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	41
	-
	-
	-98
	-95
	-93.2
	-92
	TDD

	42
	-
	-
	-99
	-96
	-94.2
	-93
	TDD

	43
	-
	-
	-99
	-96
	-94.2
	-93
	TDD

	44
	
	[-100.2]
	[-98]
	[-95]
	[-93.2]
	[-92]
	TDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.

Note 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.

Note 6:
6 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

Note 7:
For a UE that support both Band 18 and Band 26, the reference sensitivity level for Band 26 applies for the applicable channel bandwidths.


The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.3-1 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.3-2.

NOTE:
Table 7.3.3-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

For the UE which supports inter-band carrier aggregation configuration in Table 7.3.3-1A with uplink in one E-UTRA band, the minimum requirement for reference sensitivity in Table 7.3.3-1 shall be increased by the amount given in ΔRIB,c in Table7.3.3-1A for the applicable E-UTRA bands.

Table 7.3.3-1A: ΔRIB,c (two bands)
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A
	1
	0

	
	3
	0

	CA_1A-5A
	1
	0

	
	5
	0

	CA_1A-8A
	1
	0

	
	8
	0

	CA_1A-11A
	1
	0

	
	11
	0

	CA_1A-18A
	1
	0

	
	18
	0

	CA_1A-19A
	1
	0

	
	19
	0

	CA_1A-21A
	1
	0

	
	21
	0

	CA_1A-26A
	1
	0

	
	26
	0

	CA_2A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-5A
	2
	0

	
	5
	0

	CA_2A-13A
	2
	0

	
	13
	0

	CA_2A-17A
	2
	0

	
	17
	0.5

	CA_3A-5A
	3
	0

	
	5
	0

	CA_3A-7A
	3
	0

	
	7
	0

	CA_3A-8A
	3
	0

	
	8
	0

	CA_3A-19A
	3
	0

	
	19
	0

	CA_3A-20A
	3
	0

	
	20
	0

	CA_3A-26A
	3
	0

	
	26
	0

	CA_3A-27A
	3
	0

	
	27
	0

	CA_3A-28A
	3
	0

	
	28
	0

	CA_4A-5A
	4
	0

	
	5
	0

	CA_4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-12A
	4
	0

	
	12
	0.5

	CA_4A-13A
	4
	0

	
	13
	0

	CA_4A-17A
	4
	0

	
	17
	0.5

	CA_4A-27A
	4
	0

	
	27
	0

	CA_5A-7A
	5
	0

	
	7
	0

	CA_5A-12A
	5
	0.5

	
	12
	0.3

	CA_5A-17A
	5
	0.5

	
	17
	0.3

	CA_7A-20A
	7
	0

	
	20
	0

	CA_7A-28A
	7
	0

	
	28
	0

	CA_8A-11A
	8
	0

	
	11
	0

	CA_8A-20A
	8
	0

	
	20
	0

	CA_11A-18A
	11
	0

	
	18
	0

	CA_18A-28A7
	18
	0

	
	28
	0

	CA_19A-21A
	19
	0

	
	21
	0

	CA_39A-41A
	39
	0.24

	
	41
	0.24

	CA_41A-42A
	41
	[0.4]4

	
	42
	[0.5]4

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 2:
The above additional tolerances also apply in intra-band CA and non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
In case the UE supports more than one of the above 2DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 2DL inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the 2DL tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported 2DL CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 2DL carrier aggregation configurations involving such band shall be applied
-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum 2DL tolerance in Table 7.3.3-1A that would apply for that operating band among the supported 2DL CA configurations
NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx. 

NOTE 5:
Tolerances for a UE supporting multiple 3DL inter-band CA configurations are FFS

NOTE 6:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration. 

NOTE 5:
Tolerances for a UE supporting multiple 3DL inter-band CA configurations are FFS

NOTE 6:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration.

NOTE 7:
For Band 28, the requirements only apply for the restricted frequency range specified for this CA configuration (Table 5.2A-2).


Table 7.3.3-1B: ΔRIB,c (three bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-7A-20A
	1
	0

	
	7
	0

	
	20
	0

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.

NOTE 2:
The above additional tolerances also apply in intra-band and non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.

NOTE 3: 
Tolerances for a UE supporting multiple 3DL inter-band CA configurations are FFS.

NOTE 4: 
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies  to the same E-UTRA operating bands that belong to a supported lower order CA configuration.


NOTE:
The above additional tolerances do not apply to supported UTRA operating bands with frequency range below 1 GHz that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations when such bands are belonging only to band combination(s) where one band is <1GHz and another band is >1.7GHz and there is no harmonic relationship between the low band UL and high band DL. Otherwise the above additional tolerances also apply to supported UTRA operating bands that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.
Table 7.3.3-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	-
	-
	25
	50
	75
	100 
	FDD

	2
	6
	15
	25
	50
	501
	501
	FDD

	3
	6
	15
	25
	50
	501
	501
	FDD

	4
	6
	15
	25
	50
	75
	100
	FDD

	5
	6
	15
	25
	251
	-
	-
	FDD

	6
	-
	-
	25
	251
	-
	-
	FDD

	7
	-
	-
	25
	50
	75
	751
	FDD

	8
	6
	15
	25
	251
	-
	-
	FDD

	9
	-
	-
	25
	50
	501
	501
	FDD

	10
	-
	-
	25
	50
	75
	100
	FDD

	11
	-
	-
	25
	251
	
	
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	
	
	201
	201
	
	
	FDD

	14
	
	-
	151
	151
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	-
	-
	201
	201
	
	
	FDD

	18
	-
	-
	25
	251
	251
	-
	FDD

	19
	-
	-
	25
	251
	251
	-
	FDD

	20
	
	
	25
	201
	203
	203
	FDD

	21
	
	
	25
	251
	251
	
	FDD

	22
	
	
	25
	50
	501
	501
	FDD

	23
	6
	15
	25
	50
	75
	100
	FDD

	24
	
	
	25
	50
	
	
	FDD

	25
	6
	15
	25
	50
	501
	501
	FDD

	26
	6
	15
	25
	251
	251
	
	FDD

	27
	6
	15
	25
	251
	
	
	FDD

	28
	
	15
	25
	251
	251
	251
	FDD

	30
	-
	-
	25
	251
	-
	-
	FDD

	31
	6
	54
	54
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	33
	-
	-
	25
	50
	75
	100
	TDD

	34
	-
	-
	25
	50
	75
	-
	TDD

	35
	6
	15
	25
	50
	75
	100
	TDD

	36
	6
	15
	25
	50
	75
	100
	TDD

	37
	-
	-
	25
	50
	75
	100
	TDD

	38
	-
	-
	25
	50
	75
	100
	TDD

	39
	
	
	25
	50
	75
	100
	TDD

	40
	
	
	25
	50
	75
	100
	TDD

	41
	
	
	25
	50
	75
	100
	TDD

	42
	
	
	25
	50
	75
	100
	TDD

	43
	
	
	25
	50
	75
	100
	TDD

	44
	
	15
	25
	50
	75
	100
	TDD

	Note 1:
The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

Note 2:
For the UE which supports both Band 11 and Band 21 the uplink configuration for reference sensitivity is FFS.

Note 3:
For Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart=11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart=16.

Note 4:
4 refers to Band 31; in the case of 3 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 9 and in the case of 5 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 10.


Unless given by Table 7.3.3-3, the minimum requirements specified in Tables 7.3.3-1 and 7.3.3-2 shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.

Table 7.3.3-3: Network Signalling Value for reference sensitivity

	E-UTRA Band
	Network Signalling value

	2
	NS_03

	4
	NS_03

	10
	NS_03

	12
	NS_06

	13
	NS_06

	14
	NS_06

	17
	NS_06

	19
	NS_08

	21
	NS_09

	23
	NS_03


The normative reference for this requirement is TS 36.101 [2] clause 7.3.1.

<<  UNCHANGED CONTENT OMITTED >>

7.3A
Reference sensitivity level for CA

7.3A.1
Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)

7.3A.1.1
Test purpose

To verify the ability of UE that support CA to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an e-NodeB.

7.3A.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.
7.3A.1.3
Minimum conformance requirements

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.3-1 and Table 7.3.3-2. The reference sensitivity is defined to be met with both downlink component carriers active and either of the uplink component carriers active. The UE shall meet the requirements specified in clause 7.3.1 with the following exceptions. In all cases for single uplink inter-band CA, unless given by Table 7.3.3-3 for the band with active uplink carrier, the applicable reference sensitivity requirements shall be verified with network signalling value NS_01 (Table 6.2.4.3-1) configured.
Table 7.3A.1.3-0: Void

For the UE that supports any of the E-UTRA CA configurations given in Table 7.3A.1.3-0a, exceptions are allowed when the uplink active in the lower-frequency operating band is within a specified frequency range as noted in Table 7.3A.1.3-0a. For these exceptions, the UE shall meet the requirements specified in Table 7.3A.1.3-0a and Table 7.3A.1.3-0b.

Table 7.3A.1.3-0a: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_3A-8A4
	3
	
	
	
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_4A-12A5,6
	4
	[-89.2]
	[-89.2]
	[-90]
	[-89.5]
	
	
	FDD

	
	12
	
	
	- 96.5
	- 93.5
	
	
	

	CA_4A-17A5,6
	4
	
	
	[-90]
	[-89.5]
	
	
	FDD

	
	17
	
	
	-96.5
	-93.5
	
	
	

	Note 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
Note 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
No requirements apply when there is at least one individual RE within the transmission bandwidth of the low band for which the 2nd harmonic is within the transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.3 apply).

Note 5:
These requirements apply when there is at least one individual RE within the transmission bandwidth of the low band for which the 3rd harmonic is within transmission bandwidth of the high band.
Note 6:
The requirements should be verified for UL EARFCN of the low band (superscript LB) such that 
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Table 7.3A.1.3-0b: Uplink configuration for the low band

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_4A-12A
	12
	2
	5
	8
	16
	
	
	FDD

	CA_4A-17A
	17
	
	
	8
	16
	
	
	FDD

	Note 1:
refers to the UL resource blocks, which shall be centred within the transmission bandwidth configuration for the channel bandwidth

Note 2:
the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.3-2 for the uplink bandwidth in which case the allocation according to Table 7.3.3-2 applies


For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.A.1.3-0c, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3A.1.3-0c. For these exceptions, the UE shall meet the requirements specified in Table 7.3A.1.3-0c and Table 7.3A.1.3-0d.

Table 7.3A.1.3-0c: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A4b
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89 
	

	CA_1A-3A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	

	CA_18A-28A4a
	18
	
	
	-100
	-97
	-95.2
	
	FDD

	
	28
	
	
	-94
	-92.5
	
	
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4a:
These requirements apply when the uplink is active in Band 18 and the downlink channels in Band 28 are confined within the restricted frequency range specified for this CA configuration (Table 5.2A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 18.

NOTE 4b:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.

NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.


Table 7.3A.1.3-0d: Uplink configuration for the low band (exceptions)
	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A1b, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A1b, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_18A-28A1a
	18
	
	
	25
	25
	25
	
	

	NOTE 1a:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 18 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

NOTE 1b:
1 refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.

NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz

NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.


Table 7.3A.1.3-0e: Void

For band combinations including operating bands without uplink band (as noted in Table 5.2-1), the requirements are specified in Table 7.3A.1.3-0f and Table 7.3A.1.3-0g.

Table 7.3A.1.3-0f: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_2A-29A
	2
	
	
	-98
	-95
	
	
	FDD

	
	29
	
	-98.7
	-97
	-94
	
	
	

	Note 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
Note 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


Table 7.3A.1.3-0g: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_2A-29A
	2
	
	
	25
	50
	
	
	FDD

	
	29
	
	N/A
	N/A
	N/A
	
	
	


Table 7.3A.1.3-0h: Void

For intra-band contiguous carrier aggregation the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.3-1 and table 7.3A.1.3-1. Table 7.3A.1.3-1 specifies the maximum number of allocated uplink resource blocks for which the intra-band contiguous carrier aggregation reference sensitivity requirement shall be met. The PCC and SCC allocations follow Table 7.3.3-2 and form a contiguous allocation where TX–RX frequency separations are as defined in Table 5.3-1. For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.3-2 and the downlink PCC carrier centre frequency shall be configured closer to uplink operating band than the downlink SCC centre frequency. Unless given by Table 7.3.3-3, the reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.

Table 7.3A.1.3-1: Intra-band CA uplink configuration for reference sensitivity

	CA configuration / CC combination / NRB_agg / Duplex mode

	CA configuration
	100RB+25RB
	100RB+50RB
	75RB+75RB
	100RB+75RB
	100RB+100RB
	Duplex Mode

	
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	

	CA_1C
	
	
	N/A
	N/A
	75
	54
	N/A
	N/A
	100
	30
	FDD

	CA_3C
	50
	0
	50
	0
	N/A
	N/A
	50
	0
	50
	0
	FDD

	CA_7C
	
	
	N/A
	N/A
	75
	0
	N/A
	N/A
	75
	0
	FDD

	CA_38C
	
	
	
	
	75
	75
	
	
	100
	100
	TDD

	CA_39C
	100
	25
	100
	50
	N/A
	N/A
	100
	75
	N/A
	N/A
	TDD

	CA_40C
	
	
	100
	50
	75
	75
	N/A
	N/A
	100
	100
	TDD

	CA_41C
	
	
	100
	50
	75
	75
	100
	75
	100
	100
	TDD

	CA_42C
	100
	25
	100
	50
	N/A
	N/A
	100
	75
	100
	100
	TDD

	Note 1:
The carrier centre frequency of SCC in the UL operating band is configured closer to the DL operating band.
Note 2:
The transmitted power over both PCC and SCC shall be set to PUMAX as defined in subclause 6.2.5A.
Note 3:
The UL resource blocks in both PCC and SCC shall be confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).
Note 4:
The UL resource blocks in PCC shall be located as close as possible to the downlink operating band, while the UL resource blocks in SCC shall be located as far as possible from the downlink operating band.


For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the throughput of each downlink component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with both downlink carriers active and parameters specified in Table 7.3.3-1 and Table7.3A.1.3-2 with the power level in Table 7.3.1-1 increased by RIBNC given in Table 7.3A.1.3-2 for the SCC. Unless given by Table 7.3.3-3, the reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.

Table 7.3A.1.3-2: Intra-band non-contiguous CA uplink configuration for reference sensitivity

	CA configuration
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_2A-2A
	25RB+25RB 
	30.0 < Wgap ≤ 50.0 
	121
	5.3
	FDD

	
	
	0.0 < Wgap ≤ 30.0 
	251
	0
	

	
	25RB+50RB 
	25.0 < Wgap ≤ 45.0 
	121
	4.4
	

	
	
	0.0 < Wgap ≤ 25.0 
	251
	0
	

	
	25RB+75RB 
	20.0 < Wgap ≤ 40.0 
	121
	4.2
	

	
	
	0.0 < Wgap ≤ 20.0 
	251
	0
	

	
	25RB+100RB 
	15.0 < Wgap ≤ 35.0 
	121
	3.8
	

	
	
	0.0 < Wgap ≤ 15.0 
	251
	0
	

	
	50RB+25RB 
	15.0 < Wgap ≤ 45.0 
	121
	5.9
	

	
	
	0.0 < Wgap ≤ 15.0 
	321
	0
	

	
	50RB+50RB 
	10.0 < Wgap ≤ 40.0 
	121
	4.6
	

	
	
	0.0 < Wgap ≤ 10.0 
	321
	0
	

	
	50RB+75RB 
	5.0 < Wgap ≤ 35.0 
	121
	4.1
	

	
	
	0.0 < Wgap ≤ 5.0 
	321
	0
	

	
	50RB+100RB 
	0.0 < Wgap ≤ 30.0 
	121
	4.0
	

	
	75RB+25RB 
	10.0 < Wgap ≤ 40.0 
	1212
	6.7
	

	
	
	0.0 < Wgap ≤ 10.0 
	361
	0
	

	
	75RB+50RB 
	5.0 < Wgap ≤ 35.0 
	1212
	5.4
	

	
	
	0.0 < Wgap ≤ 5.0 
	361
	0
	

	
	75RB+75RB 
	0.0 < Wgap  ≤ 30.0 
	1212
	4.6
	

	
	75RB+100RB 
	0.0 < Wgap ≤ 25.0 
	1212
	4.2
	

	
	100RB+25RB 
	0.0 < Wgap ≤ 35.0 
	1613
	7.2
	

	
	100RB+50RB 
	0.0 < Wgap ≤ 30.0 
	1613
	5.8
	

	
	100RB+75RB 
	0.0 < Wgap ≤ 25.0 
	1613
	5.0
	

	
	100RB+100RB 
	0.0 < Wgap ≤ 20.0 
	1613
	4.6
	

	CA_3A-3A
	25RB+25RB
	45.0 < Wgap ≤ 65.0
	121
	4.7
	FDD

	
	
	0.0 < Wgap ≤ 45.0
	251
	0
	

	
	25RB+50RB
	40.0 < Wgap ≤ 60.0
	121
	3.8
	

	
	
	0.0 < Wgap ≤ 40.0
	251
	0
	

	
	25RB+75RB
	35.0 < Wgap ≤ 55.0
	121
	3.6
	

	
	
	0.0 < Wgap ≤ 35.0
	251
	0
	

	
	25RB+100RB
	30.0 < Wgap ≤ 50.0
	121
	3.4
	

	
	
	0.0 < Wgap ≤ 30.0
	251
	0
	

	
	50RB+25RB
	30.0 < Wgap ≤ 60.0
	129
	5.1
	

	
	
	0.0 < Wgap ≤ 30.0
	321
	0
	

	
	50RB+50RB
	25.0 < Wgap ≤ 55.0
	129
	4.3
	

	
	
	0.0 < Wgap ≤ 25.0
	321
	0
	

	
	50RB+75RB
	20.0 < Wgap ≤ 50.0
	129
	3.8
	

	
	
	0.0 < Wgap ≤ 20.0
	321
	0
	

	
	50RB+100RB
	15.0 < Wgap ≤ 45.0
	129
	3.4
	

	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	75RB+25RB
	25.0 < Wgap ≤ 55.0
	1210
	6.0
	

	
	
	0.0 < Wgap ≤ 25.0
	321
	0
	

	
	75RB+50RB
	20.0 < Wgap ≤ 50.0
	1210
	4.7
	

	
	
	0.0 < Wgap ≤ 20.0
	321
	0
	

	
	75RB+75RB
	15.0 < Wgap  ≤ 45.0
	1210
	4.2
	

	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	75RB+100RB
	10.0 < Wgap ≤ 40.0
	1210
	3.8
	

	
	
	0.0 < Wgap ≤ 10.0
	321
	0
	

	
	100RB+25RB
	15.0 < Wgap ≤ 50.0
	1611
	6.5
	

	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	100RB+50RB
	10.0 < Wgap ≤ 45.0
	1611
	5.1
	

	
	
	0.0 < Wgap  ≤ 10.0
	321
	0
	

	
	100RB+75RB
	5.0 < Wgap ≤ 40.0
	1611
	4.5
	

	
	
	0.0 < Wgap  ≤ 5.0
	321
	0
	

	
	100RB+100RB
	0.0 < Wgap ≤ 35.0
	1611
	4.1
	

	CA_4A-4A
	Note 6
	Note 7
	Note 8
	0.0
	FDD

	CA_7A_7A
	50RB+50RB
	25.0 < Wgap ≤ 50.0
	321
	0.0
	FDD

	
	
	0.0 < Wgap ≤ 25.0
	501
	0.0
	

	
	75RB+25RB
	20.0 < Wgap ≤ 50.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 20.0
	501
	0.0
	

	
	75RB+50RB
	20.0 < Wgap ≤ 45.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 20.0
	501
	0.0
	

	
	75RB+75RB
	15.0 < Wgap ≤ 40.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	501
	0.0
	

	
	100RB+75RB
	15.0 < Wgap ≤ 35.0
	361
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	501
	0.0
	

	
	100RB+100RB
	15.0 < Wgap ≤ 30.0
	321
	0.0
	

	
	
	0.0 < Wgap ≤ 15.0
	451
	0.0
	

	CA_23A-23A
	Note 6
	Note 7
	Note 8
	0.0
	FDD

	CA_25A-25A
	25RB+25RB
	30.0 < Wgap ≤ 55.0
	101
	5.0
	FDD

	
	
	0.0 < Wgap ≤ 30.0
	251
	0.0
	

	
	25RB+50RB
	25.0 < Wgap ≤ 50.0
	101
	4.5
	

	
	
	0.0 < Wgap ≤ 25.0
	251
	0.0
	

	
	50RB+25RB
	15.0 < Wgap ≤ 50.0
	104
	5.5
	

	
	
	0.0 < Wgap ≤ 15.0
	321
	0.0
	

	
	50RB+50RB
	10.0 < Wgap ≤ 45.0
	104
	5.0
	

	
	
	0.0 < Wgap ≤ 10.0
	321
	0.0
	

	CA_41A-41A
	Note 6
	Note 7
	Note 8
	0.0
	TDD

	CA_42A-42A
	Note 6
	Note 7
	Note 8
	0.0
	TDD

	Note 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
Note 2:
Wgap is the sub-block gap between the two sub-blocks.

Note 3:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band.

Note 4:
4 refers to the UL resource blocks shall be located at RBstart=33.

Note 5:
For the TDD intra-band non-contiguous CA configurations, the minimum requirements apply only in synchronized operation between all component carriers.

Note 6:
All combinations of channel bandwidths defined in Table 5.4.2A.1-3 .

Note 7:
All applicable sub-block gap sizes.

Note 8:
The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.4.2-1.

Note 9:
9 refers to the UL resource blocks shall be located at RBstart=25.

Note 10:
10 refers to the UL resource blocks shall be located at RBstart=35.

Note 11:
11 refers to the UL resource blocks shall be located at RBstart=50.

Note 12:
12 refers to the UL resource blocks shall be located at RBstart=39.

Note 13:
13 refers to the UL resource blocks shall be located at RBstart=57.


The normative reference for this requirement is TS 36.101[2] clause 7.3.1 and 7.3.1A.

7.3A.1.4
Test description

7.3A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.3A.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.

PCC and SCC mapped on physical component carriers (CC) according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in TS36.508 as above.
	C: Low range, High range

PCC-SCC: CC1-CC2 or CC2-CC1 as appropriate for Note 2

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.1.3-1 for UE supporting two uplink carriers is tested per Test CA configuration.

Note 3:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure group A.32 as appropriate.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1, and C.3.1, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL and DL Reference Measurement channels are set according to Table 7.3A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.3A.1.4.3.

7.3A.1.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A.1.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.1.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.1.4.1-1 on both PCC and SCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.1.5-1. Send continuously uplink power control "up" commands in every uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6. In test procedure step 2, for SCC configuration there are no additional message contents.
7.3A.1.5
Test requirement

For intra-band contiguous carrier aggregation the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3A.1.5-1 and table 7.3A.1.5-2.
Table 7.3A.1.5-1: Reference sensitivity QPSK PREFSENS for intra-band

	CA Configuration
	100RB+25RB
	100RB+50RB
	75RB+75RB
	100RB+75RB
	100RB+100RB
	Duplex Mode

	
	100RB
	25RB
	100RB
	50RB
	75RB
	75RB
	100RB
	75RB
	100RB
	100RB
	

	CA_1C
	-
	-
	-
	-
	-94.5
	-94.5
	-
	-
	-93.3
	-93.3
	FDD

	CA_3C
	-90.3
	-96.3
	-90.3
	-93.3
	-
	-
	-90.3
	-91.5
	-90.3
	-90.3
	FDD

	CA_7C
	-
	-
	-
	-
	-92.5
	-92.5
	-
	-
	-91.3
	-91.3
	FDD

	CA_38C
	-
	-
	-
	-
	-94.5
	-94.5
	-
	-
	-93.3
	-93.3
	TDD

	CA_39C
	-93.3
	-99.3
	-93.3
	-96.3
	-
	-
	-93.3
	-94.5
	-
	-
	TDD

	CA_40C
	-
	-
	-93.3
	-96.3
	-94.5
	-94.5
	-
	-
	-93.3
	-93.3
	TDD

	CA_41C
	-
	-
	-91.3
	-94.3
	-92.5
	-92.5
	-91.3
	-92.5
	-91.3
	-91.3
	TDD

	CA_42C
	-92
	-98
	-92
	-95
	-
	-
	-92
	-93.2
	-92
	-92
	TDD

	Note 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5 for one uplink carrier and in subclause  6.2.5A for two uplink carriers.

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Table 7.3.3-1A shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.1.3-0a), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

The reference receive sensitivity (REFSENS) requirement for intra-band specified in Table 7.3A.1.5-1 shall be met for each uplink CA configurations less than or equal to that specified in Table 7.3A.1.5-2.

NOTE:
Table 7.3A.1.5-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3A.1.5-2: Intra-band CA uplink configuration for reference sensitivity

	CA configuration / CC combination / NRB_agg / Duplex mode

	CA configuration
	100RB+25RB
	100RB+50RB
	75RB+75RB
	100RB+75RB
	100RB+100RB
	Duplex Mode

	
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	

	CA_1C
	
	
	N/A
	N/A
	75
	54
	N/A
	N/A
	100
	30
	FDD

	CA_3C
	50
	0
	50
	0
	N/A
	N/A
	50
	0
	50
	0
	FDD

	CA_7C
	
	
	N/A
	N/A
	75
	0
	N/A
	N/A
	75
	0
	FDD

	CA_38C
	
	
	
	
	75
	75
	
	
	100
	100
	TDD

	CA_39C
	100
	25
	100
	50
	N/A
	N/A
	100
	75
	N/A
	N/A
	TDD

	CA_40C
	
	
	100
	50
	75
	75
	N/A
	N/A
	100
	100
	TDD

	CA_41C
	
	
	100
	50
	75
	75
	100
	75
	100
	100
	TDD

	CA_42C
	100
	25
	100
	50
	N/A
	N/A
	100
	75
	100
	100
	TDD

	Note 1:
The carrier centre frequency of SCC in the UL operating band is configured closer to the DL operating band.
Note 2:
The transmitted power over both PCC and SCC shall be set to PUMAX as defined in subclause 6.2.5 for one uplink carrier and in subclause 6.2.5A for two uplink carriers.
Note 3:
The UL resource blocks in both PCC and SCC shall be confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2A-1).

Note 4:
The UL resource blocks in PCC shall be located as close as possible to the downlink operating band, while the UL resource blocks in SCC shall be located as far as possible from the downlink operating band.


7.3A.2
Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)

7.3A.2.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and but no UL CA.
7.3A.2.3
Minimum conformance requirements

Same as in clause 7.3A.1.3.

7.3A.2.4
Test description

7.3A.2.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.2.4.1-1.

Table 7.3A.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.

PCC and SCC mapped on physical component carriers (CC) according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in TS36.508 as above.
	B: Low range, High range
C: Low range, High range

PCC-SCC: CC1-CC2 or CC2-CC1 as appropriate for Note 2

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	6
	QPSK
	25+6
	QPSK
	25
	P_25@0
	-
	-
	-

	50
	15
	QPSK
	50+15
	QPSK
	25
	P_25@25
	-
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	-
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier is tested per Test CA configuration.

Note 3:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


7.3A.2.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels except PHICH.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A.1.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.2.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.2.4.1-1 on PCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.1.5-1. Send continuously uplink power control "up" commands in every uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.2.4.3
Message contents

Same as in clause 7.3A.1.4.3.

7.3A.2.5
Test requirement

Same as in clause 7.3A.1.5 with the following test requirement defined in Table 7.3A.2.5-1 additions.

Table 7.3A.2.5-1: Reference sensitivity QPSK PREFSENS for intra-band contiguous DL CA without UL CA

	CA Configuration
	25RB+6RB
	25RB+15RB
	25RB+25RB
	50RB+6RB
	50RB+15RB
	Duplex Mode

	
	25RB
	6RB
	25RB
	15RB
	25RB
	25RB
	50RB
	6RB
	50RB
	15RB
	

	CA_27B
	-97.3
	-102.5
	-97.3
	-99.5
	-97.3
	-97.3
	-94.3
	-102.5
	-94.3
	-99.5
	FDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5
Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


7.3A.3
Reference sensitivity level for CA (inter-band DL CA without UL CA)

7.3A.3.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA but no UL CA.
7.3A.3.3
Minimum conformance requirements

Same as in clause 7.3A.1.3.

7.3A.3.4
Test description

7.3A.3.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.3.4.1-1.
-
Instead of clause 7.3A.1.4.3 use clause 7.3A.3.4.3.
Table 7.3A.3.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	
	

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	A:

Mid range for PCC and SCC, unless otherwise specified in the Tables 7.3A.3.4.1-2 to 7.3A.3.4.1-xx

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg, unless otherwise specified in the Tables 7.3A.3.4.1-2 to 7.3A.3.4.1-xx

	Network signalling value
	NS_01

Unless given by Table 7.3.3.-3  for the band with active uplink carrier

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC NRB
	SCCs NRB
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC NRB_alloc

	
	
	
	
	
	

	50
	50
	QPSK
	50
	50
	QPSK
	50

	50
	50
	QPSK
	50
	50
	QPSK
	25

	50
	50
	QPSK
	50
	50
	QPSK
	20

	50
	50
	QPSK
	50
	50
	QPSK
	16

	50
	75
	QPSK
	50
	75
	QPSK
	50

	50
	75
	QPSK
	50
	75
	QPSK
	25

	50
	75
	QPSK
	50
	75
	QPSK
	20

	50
	100
	QPSK
	50
	100
	QPSK
	50

	50
	100
	QPSK
	50
	100
	QPSK
	25

	50
	100
	QPSK
	50
	100
	QPSK
	20

	75
	50
	QPSK
	75
	50
	QPSK
	75

	75
	50
	QPSK
	75
	50
	QPSK
	50

	75
	50
	QPSK
	75
	50
	QPSK
	25

	75
	50
	QPSK
	75
	50
	QPSK
	20

	75
	75
	QPSK
	75
	75
	QPSK
	75

	75
	75
	QPSK
	75
	75
	QPSK
	50

	75
	75
	QPSK
	75
	75
	QPSK
	25

	75
	75
	QPSK
	75
	75
	QPSK
	20

	75
	100
	QPSK
	75
	100
	QPSK
	75

	75
	100
	QPSK
	75
	100
	QPSK
	50

	75
	100
	QPSK
	75
	100
	QPSK
	25

	75
	100
	QPSK
	75
	100
	QPSK
	20

	100
	25
	QPSK
	100
	25
	QPSK
	25

	100
	50
	QPSK
	100
	50
	QPSK
	100

	100
	50
	QPSK
	100
	50
	QPSK
	75

	100
	50
	QPSK
	100
	50
	QPSK
	50

	100
	50
	QPSK
	100
	50
	QPSK
	25

	100
	50
	QPSK
	100
	50
	QPSK
	20

	100
	75
	QPSK
	100
	75
	QPSK
	100

	100
	75
	QPSK
	100
	75
	QPSK
	75

	100
	75
	QPSK
	100
	75
	QPSK
	50

	100
	75
	QPSK
	100
	75
	QPSK
	25

	100
	75
	QPSK
	100
	75
	QPSK
	25

	100
	75
	QPSK
	100
	75
	QPSK
	20

	100
	100
	QPSK
	100
	100
	QPSK
	25

	100
	100
	QPSK
	100
	100
	QPSK
	45

	100
	100
	QPSK
	100
	100
	QPSK
	50

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-2.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier is tested per Test CA configuration.

Note 3:
The UL resource blocks shall be located as close as possible to the downlink SCC but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).

Note 4:
The frequencies of PCC and SCC shall be switched and tested in each configuration, according to the UE declared capability for UL support (within CA operation) in the individual bands.


Table 7.3A.3.4.1-1a: Void

Table 7.3A.3.4.1-2: Test frequencies and Test CC combinations for CA_1A-3A

	CBW
	Band 3

	
	5MHz
	15MHz
	20MHz

	
	High range

	Band 1 as PCC

(Note 1)
	20MHz
	Low range
	X2
	X2
	X2

	
	
	Mid range
	-
	-
	X3

	Band 1 as SCC
	20MHz
	Low range
	-
	-
	X

	Note 1:
For Band 1 as PCC, the exceptions described in Table 7.3A.1.3-0bA are tested.

Note 2:
This is the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. The appropriate Uplink RB allocation value according to Table 7.3A.1.3-0d should be applied.

Note 3:
This is the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. The appropriate Uplink RB allocation value according to Table 7.3A.1.3-0d should be applied.


Table 7.3A.3.4.1-2a: Test frequencies and Test CC combinations for CA_1A-11A

	CBW
	Band 11

	
	10MHz
	10MHz

	
	Low range
	High range

	Band 1
	20MHz
	Low range
	
	X

	
	20MHz
	High range
	X
	


Table 7.3A.3.4.1-3: Test frequencies and Test CC combinations for CA_1A-18A

	CBW
	Band 18

	
	10MHz
	15MHz

	
	Low range
	Mid range

	Band 1
	10MHz
	Low range
	X
	

	
	15MHz
	
	X
	

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-4: Test frequencies and Test CC combinations for CA_1A-19A

	CBW
	Band 19

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 1
	10MHz
	Mid range
	
	X

	
	15MHz
	
	X
	

	
	20MHz
	
	
	X


Table 7.3A.3.4.1-5: Test frequencies and Test CC combinations for CA_1A-21A

	CBW
	Band 21

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 1
	15MHz
	Mid range
	X
	X

	
	20MHz
	
	-
	X


Table 7.3A.3.4.1-6: Test frequencies and Test CC combinations for CA_1A-26A

	CBW
	Band 26

	
	10MHz
	15MHz

	
	Low range
	Low range

	Band 1
	10MHz
	Low range
	X
	

	
	15MHz
	
	X
	

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-7: Test frequencies and Test CC combinations for CA_2A-13A

	CBW
	Band 13

	
	10MHz

	
	Mid range

	Band 2
	10MHz
	Low range
	X

	
	15 MHz
	Mid range
	X

	
	20 MHz
	High range
	X


Table 7.3A.3.4.1-8: Test frequencies and Test CC combinations for CA_3A-8A

	CBW
	Band 8

	
	5 MHz
	10 MHz

	
	High range

	Band 3
	10MHz
	Mid range
	-
	X

	
	15MHz
	
	X
	-

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-9: Test frequencies and Test CC combinations for CA_3A-19A

	CBW
	Band 19

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 3
	15MHz
	High range
	X
	X

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-10: Test frequencies and Test CC combinations for CA_3A-26A

	CBW
	Band 26

	
	10MHz
	15MHz

	
	Low range

	Band 3
	10MHz
	Mid range
	X
	-

	
	15MHz
	
	X
	-

	
	20MHz
	
	X
	X


Table 7.3A.3.4.1-11: Test frequencies and Test CC combinations for CA_3A-27A

	CBW
	Band 27

	
	10MHz

	
	High range

	Band 3
	10MHz
	Mid range
	X

	
	15MHz
	
	X

	
	20MHz
	
	X


Table 7.3A.3.4.1-11a: Test frequencies and Test CC combinations for CA_3A-28A

	CBW
	Band 28

	
	20MHz

	
	Low range
	High range

	Band 3
	20MHz
	Low range
	X
	-

	
	
	High range
	-
	X


Table 7.3A.3.4.1-12: Test frequencies and Test CC combinations for CA_4A-5A

	CBW
	Band 5

	
	10 MHz

	
	Low range
	Mid range
	High range

	Band 4
	10MHz
	Mid range
	X
	X
	X


Table 7.3A.3.4.1-13: Test frequencies and Test CC combinations for CA_4A-13A

	CBW
	Band 13

	
	10MHz

	
	Mid range

	Band 4
	10MHz
	Low range
	X

	
	15 MHz
	Mid range
	X

	
	20 MHz
	High range
	X


Table 7.3A.3.4.1-14: Test frequencies and Test CC combinations for CA_4A-17A

	CBW
	Band 17

	
	10MHz

	
	Low range
	Mid range
	High range

	Band 4 as PCC
	10 MHz
	Mid range
	X
	-
	X

	Band 4 as SCC
(Note 1)
	10MHz
	Low range
	X2
	-
	-

	
	
	Mid range
	-
	X3
	-

	
	
	High range
	-
	-
	X4

	 Note 1:
For Band 4 as SCC the exceptions described in Table 7.3A.1.3-0 are tested. For this purpose the test frequencies are selected to fulfil the equation in Table 7.3A.1.3-0 Note 5.
Note 2:
Band 17:
fUL = 709.1 MHz (NUL = 23781), fDL = 739.1 MHz (NDL = 5781)
Band 4:
fDL = 2127.3 MHz (NDL = 2123)

Note 3:
Band 17:
fUL = 710 MHz (NUL = 23790), fDL = 740 MHz (NDL = 5790)
Band 4:
fDL = 2130 MHz (NDL = 2150)

Note 4:
Band 17:
fUL = 710.9 MHz (NUL = 23799), fDL = 740.9 MHz (NDL = 5799)
Band 4:
fDL = 2132.7 MHz (NDL = 2177)

	

	

	

	


Table 7.3A.3.4.1-14a: Test frequencies and Test CC combinations for CA_8A-11A

	CBW
	Band 11

	
	10MHz

	
	Low range

	Band 8
	10MHz
	High range
	X


Table 7.3A.3.4.1-15: Test frequencies and Test CC combinations for CA_11A-18A

	CBW
	Band 18

	
	10MHz
	15MHz

	
	Low range
	Mid range

	Band 11
	10MHz
	High range
	X
	X


Table 7.3A.3.4.1-16: Test frequencies and Test CC combinations for CA_18A-28A

	CBW
	Band 28

	
	10MHz

	
	Mid range

	Band 18
	10MHz
	Low range
	X

	
	
	High range
	X

	
	15MHz
	Middle range
	X


Table 7.3A.3.4.1-17: Test frequencies and Test CC combinations for CA_19A-21A

	CBW
	Band 21

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 19
	10MHz
	High range
	
	X

	
	15MHz
	Mid range
	X
	X


Table 7.3A.3.4.1-18: Test frequencies and Test CC combinations for CA_39A-41A

	CBW
	Band 41

	
	20MHz

	
	Mid range

	Band 39
	20 MHz
	Low range
	X

	
	
	Mid range
	X

	
	
	High range
	X


Table 7.3A.3.4.1-19: Test frequencies and Test CC combinations for CA_7A-28A

	CBW
	Band 28

	
	10MHz
	15MHz

	
	High range
	Mid range

	Band 7
	15MHz
	High range
	
	X

	
	20MHz
	Mid range
	X
	X


7.3A.3.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels except PHICH.

2. The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A3.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.3.4.1-1 on PCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.3.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for each component carrier for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.3.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions. 
7.3A.3.4.3.1
Message contents exceptions (network signalled value "NS_01")

Message contents according to TS 36.508 [7] subclause 4.6 can be used without exceptions.
7.3A.3.4.3.2
Message contents exceptions (network signalled value "NS_06")

1. Information element additionalSpectrumEmission is set to NS_06. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3A.3.4.3.2-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_06"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	6 (NS_06)
	
	


7.3A.3.5
Test requirement

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.3A.3.5-1 and Table 7.3A.3.5-2 in case of  two bands and with parameters specified in Table 7.3A.3.5-1  and Table 7.3A.3.5-2A in case of three bands (originated from single carrier Tables 7.3.5-1 and 7.3.5-2). The reference sensitivity is defined to be met with both downlink component carriers active and either of the uplink component carriers active.
Table 7.3A.3.5-1: Reference sensitivity QPSK PREFSENS for inter-band (two bands)
	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	CA_1A-3A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	3
	
	
	-96.3
	-93.3
	-91.5
	-90.3
	

	
	3
(Note 6)
	
	
	-93.3
	-90.8
	-89.3
	-88.3
	FDD

	CA_1A-5A
	1
	-
	-
	-
	 -96.3
	-
	-
	FDD

	
	5
	-
	-
	-
	-94.3
	-
	-
	

	CA_1A-8A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	8
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_1A-11A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	11
	
	
	-99.3
	-96.3
	
	
	

	CA_1A-18A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-19A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-21A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_1A-26A
	1
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	26
	-
	-
	-96.85
	-93.85
	-925
	-
	

	CA_2A-4A
	2
	-101.7
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD

	
	4
	-
	-
	-99
	-96
	-94.2
	-93
	

	CA_2A-5A
	2
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_2A-13A
	2
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	13
	-
	-
	--
	-93.3
	-
	-
	

	CA_2A-17A
	2
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	17
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_3A-5A
	3
	-
	-
	-
	-93.3
	-91.5
	-90.3
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_3A-7A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	CA_3A-8A
	3
	-
	-
	-
	-93.3
	-91.5
	-90.3
	FDD

	
	8
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_3A-19A
	3
	-
	-
	-96.3
	-93.3
	-91.5
	-90.3
	FDD

	
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_3A-20A
	3
	-
	-
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	
	20
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_3A-26A
	3
	-
	-
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	
	26
	-
	-
	-96.85
	-93.85
	-925
	-
	

	CA_3A-27A
	3
	-
	-
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	
	27
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_3A-28A
	3
	-
	-
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	
	28
	-
	-
	-97.8
	-94.8
	-93
	-90.3
	

	CA_4A-5A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	5
	-
	-
	-97.3
	-94.3
	-
	-
	

	CA_4A-7A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	CA_4A-12A
	4
	-104
	-101
	-99.3
	-96.3
	-
	-
	FDD

	
	4

(Note 4)
	[-88.5]
	[-88.5]
	[-89.3]
	[-88.8]
	-
	-
	

	
	12
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-13A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	13
	-
	-
	-
	-93.3
	-
	-
	

	CA_4A-17A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	4

(Note 4)
	-
	-
	[-89.3]
	[-88.8]
	-
	-
	

	
	17
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_4A-27A
	4
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	27
	-
	-99.5
	-97.3
	-94.3
	-
	-
	

	CA_4A-29A
	4
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	29
	-
	-98
	-96.3
	-93.3
	-
	-
	

	CA_5A-7A
	5
	-102.5
	-99.5
	-97.3
	-94.3
	-
	-
	FDD

	
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	

	CA_5A-12A
	5
	
	
	-97.3
	-94.3
	
	
	FDD

	
	12
	
	
	-96.3
	-93.3
	
	
	

	CA_7A-20A
	7
	-
	-
	-
	-94.3
	-92.5
	-91.3
	FDD

	
	20
	-
	-
	-96.3
	-93.3
	-
	-
	

	CA_7A-28A
	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	
	28
	-
	-
	-98.5
	-95.5
	-93.7
	-
	

	CA_8A-11A
	8
	
	
	-96.3
	-93.3
	
	
	FDD

	
	11
	
	
	-99.3
	-96.3
	
	
	

	CA_11A-18A
	11
	-
	-
	-99.3
	-96.3
	-
	-
	FDD

	
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_18A-28A
	18
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	28
	-
	-
	-97.8
	-94.8
	-
	-
	

	CA_19A-21A
	19
	-
	-
	-99.3
	-96.3
	-94.5
	-
	FDD

	
	21
	-
	-
	-99.3
	-96.3
	-94.5
	-
	

	CA_2A-29A
	2
	-
	-
	-97.3
	-94.3
	-
	-
	FDD

	
	29
	-
	-98
	-96.3
	-93.3
	-
	-
	

	CA_39A-41A
	39
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	41
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	

	CA_41A-42A
	41
	-
	-
	-
	-93.9
	-92.1
	-90.9
	TDD

	
	42
	-
	-
	-
	-94.8
	-93.0
	-91.8
	

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.3.5-2)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 6 in Table 7.3A.1.3-0a.

Note 5:
5 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

Note 6:
Reference sensitivity for the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz


Table 7.3A.3.5-1A: Reference sensitivity QPSK PREFSENS for inter-band (three bands)
	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	CA_1A-7A-20A
	1
	
	
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	
	7
	
	
	-97.3
	-94.3
	-92.5
	-91.3
	

	
	20
	
	
	-96.3
	-93.3
	-90.5
	-89.3
	FDD

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.3.5-2)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 6 in Table 7.3A.1.3-0a.

Note 5:
5 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

Note 6:
Reference sensitivity for the case that the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Table 7.3.3-1A shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.1.3-0a), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

The reference receive sensitivity (REFSENS) requirement for inter-band specified in Table 7.3A.3.5-1 shall be met for an uplink CA configurations than or equal to that specified in Table 7.3A.3.5-2.

NOTE:
Table 7.3A.3.5-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3A.3.5-2: Inter-band CA uplink configuration for reference sensitivity (two bands)
	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_1A-3A
	1
	-
	-
	251, 5
	251, 5
	251, 5
	251, 5
	FDD

	
	1
	
	
	251, 6
	451, 6
	451, 6
	451, 6
	

	
	3
	-
	-
	25
	50
	501
	501
	

	CA_1A-5A
	1
	-
	-
	-
	 50
	-
	- 
	FDD

	
	5
	-
	-
	-
	251
	-
	-
	

	CA_1A-8A
	1
	-
	-
	25
	50
	75
	100
	FDD

	
	8
	-
	-
	25
	251
	-
	-
	

	CA_1A-11A
	1
	-
	-
	25
	50
	75
	100
	FDD

	
	11
	-
	-
	25
	251
	-
	-
	

	CA_1A-18A
	1
	-
	-
	25
	50
	75
	100
	FDD

	
	18
	-
	-
	25
	251
	251
	-
	

	CA_1A-19A
	1
	-
	-
	25
	50
	75
	100
	FDD

	
	19
	-
	-
	25
	251
	251
	-
	

	CA_1A-21A
	1
	-
	-
	25
	50
	75
	100
	FDD

	
	21
	-
	-
	25
	251
	251
	-
	

	CA_1A-26A
	1
	-
	-
	25
	50
	75
	100
	FDD

	
	26
	-
	-
	25
	251
	251
	-
	

	CA_2A-4A
	2
	6
	15
	25
	50
	501
	501
	FDD

	
	4
	-
	-
	25
	50
	75
	100
	

	CA_2A-5A
	2
	-
	-
	25
	50
	501
	501
	FDD

	
	5
	-
	-
	25
	251
	-
	-
	

	CA_2A-13A
	2
	-
	-
	-
	50
	501
	501
	FDD

	
	13
	-
	-
	-
	201
	-
	-
	

	CA_2A-17A
	2
	-
	-
	25
	50
	-
	-
	FDD

	
	17
	-
	-
	201
	201
	-
	-
	

	CA_3A-5A
	3
	-
	-
	-
	50
	50
	50
	FDD

	
	5
	-
	-
	25
	251
	-
	-
	

	CA_3A-7A
	3
	-
	-
	25
	50
	501
	501
	FDD

	
	7
	-
	-
	
	50
	751
	751
	

	CA_3A-8A
	3
	-
	-
	25
	50
	501
	501
	FDD

	
	8
	-
	-
	25
	251
	-
	-
	

	CA_3A-19A
	3
	-
	-
	25 
	50 
	501
	501
	FDD

	
	19
	-
	-
	25
	251
	251
	-
	

	CA_3A-20A
	3
	-
	-
	25
	50
	50
	50
	FDD

	
	20
	-
	-
	25
	201
	-
	-
	

	CA_3A-26A
	3
	-
	-
	25
	50
	501
	501
	FDD

	
	26
	-
	-
	25
	251
	251
	-
	

	CA_3A-27A
	3
	-
	-
	25
	50
	501
	501
	FDD

	
	27
	-
	-
	25
	251
	-
	-
	

	CA_3A-28A
	3
	-
	-
	25
	50
	501
	501
	FDD

	
	28
	-
	-
	25
	251
	251
	251
	

	CA_4A-5A
	4
	-
	-
	25
	50
	-
	-
	FDD

	
	5
	-
	-
	25
	251
	-
	-
	

	CA_4A-7A
	4
	-
	-
	25
	50
	-
	-
	FDD

	
	7
	-
	-
	25
	50
	75
	751
	

	CA_4A-12A
	4
	6
	15
	25
	50
	-
	-
	FDD

	
	12
	-
	-
	201
	201
	-
	-
	

	
	12
	22, 4
	52, 4
	82, 3
	162, 3
	-
	-
	

	CA_4A-13A
	4
	-
	-
	25
	50
	75
	100
	FDD

	
	13
	-
	-
	-
	201
	-
	-
	

	CA_4A-17A
	4
	-
	-
	25
	50
	-
	-
	FDD

	1) 
	17
	-
	-
	201
	201
	-
	-
	1) 

	
	17
	-
	-
	82, 3
	162, 3
	-
	-
	

	CA_4A-27A
	4
	-
	-
	25 
	50 
	75 
	100 
	FDD

	
	27
	-
	15 
	25 
	251
	-
	-
	

	CA_4A-29A
	4
	-
	-
	25
	50
	-
	-
	FDD

	
	29
	-
	-
	-
	-
	-
	-
	

	CA_5A-7A
	5
	6
	15
	25
	251
	-
	-
	FDD

	
	7
	-
	-
	-
	50
	75
	751
	

	CA_5A-12A
	5
	
	
	25 
	251
	
	
	FDD

	
	12
	
	
	201
	201
	
	
	

	CA_7A-20A
	7
	-
	-
	-
	50
	751
	751
	FDD

	
	20
	-
	-
	25
	201
	-
	-
	

	CA_7A-28A
	7
	-
	-
	25
	50
	751
	751
	FDD

	
	28
	-
	-
	25
	251
	251
	-
	

	CA_8A-11A
	8
	-
	-
	25
	251
	-
	-
	FDD

	
	11
	-
	-
	25
	251
	-
	-
	

	CA_11A-18A
	11
	-
	-
	25
	251
	-
	-
	FDD

	
	18
	-
	-
	25
	251
	251
	-
	

	CA_18A-28A
	18
	-
	-
	25 
	251
	251
	-
	FDD

	
	28
	-
	-
	25
	251
	-
	-
	

	CA_19A-21A
	19
	-
	-
	25
	251
	251
	-
	FDD

	
	21
	-
	-
	25
	251
	251
	-
	

	CA_2A-29A
	2
	-
	-
	25
	50
	-
	-
	FDD

	
	29
	-
	-
	-
	-
	-
	-
	

	CA_39A-41A
	39
	-
	-
	25
	50
	75
	100
	TDD

	
	41
	-
	-
	25
	50
	75
	100
	

	CA_41A-42A
	41
	-
	-
	-
	50
	75
	100
	TDD

	
	42
	-
	-
	-
	50
	75
	100
	

	Note 1:
The UL resource blocks shall be located as close as possible to the downlink SCC but confined within the transmission bandwidth configurations (Table 5.4.2-1).

Note 2:
Configuration for the low band for which the 3rd harmonic is within transmission bandwidth of the high band, as specified in Table 7.3A.1.3-0b.

Note 3:
In the case of 5MHz channel bandwidth, the UL resource blocks shall be located at RBstart=9 and in the case of 10MHz channel bandwidth, the UL resource blocks shall be located at RBstart=17 according to Note 1 in Table 7.3A.1.3-0b.

Note 4:
In the case of 1.4MHz channel bandwidth, the UL resource blocks shall be located at RBstart=2 and in the case of 3MHz channel bandwidth, the UL resource blocks shall be located at RBstart=5 according to Note 1 in Table 7.3A.1.3-0b.

Note 5:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz.

Note 6:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.


Table 7.3A.3.5-2A: Inter-band CA uplink configuration for reference sensitivity (three bands)
	Channel bandwidth

	CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_1A-7A-20A
	1
	-
	-
	25
	50
	75
	100
	FDD

	
	7
	-
	-
	25
	50
	75
	751
	

	
	20
	-
	-
	25
	201
	203
	203
	

	Note 1:
The UL resource blocks shall be located as close as possible to the downlink SCC but confined within the transmission bandwidth configurations (Table 5.4.2-1).

Note 2:
For the UE which supports both Band 11 and Band 21 the uplink configuration for reference sensitivity is FFS.

Note 3:
For Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart=11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart=16



7.3A.4
Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)

Editor's notes:
The following items are missing or incomplete:

-
Test Tolerance

7.3A.4.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA but no UL CA.
7.3A.4.3
Minimum conformance requirements

Same as in clause 7.3A.1.3.

7.3A.4.4
Test description

7.3A.4.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.4.4.1-1.
-
Instead of clause 7.3A.1.4.3 use clause 7.3A.3.4.3.

Table 7.3A.4.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	A:
PCC: High range(= FCA_high)
SCC: Calculated by equation: FCA_high - BWChannel,block n+1/2 - Wgap - BWChannel,block n/2
as specified in 3.2 and 5.4.2A

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to test point

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	Wgap
[MHz]
	DL Allocation
	UL Allocation

	
	PCC
NRB
	SCCs NRB
	
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC NRB_alloc for PCC measurement

(LCRB @ RBstart)
	CC MOD
	PCC NRB_alloc for SCC measurement

(LCRB @ RBstart)

	Test Parameters for CA_2A-2A Configurations

	1
	100
	25
	35
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_16@57

	2
	100
	100
	20
	QPSK
	100+100
	QPSK
	P_50@50
	QPSK
	P_16@57

	Test Parameters for CA_3A-3A Configurations

	3
	100
	25
	50
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_16@50

	4
	100
	25
	15
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_32@68

	5
	100
	100
	35
	QPSK
	100+100
	QPSK
	P_50@50
	QPSK
	P_16@50

	Test Parameters for CA_4A-4A Configurations

	6
	100
	25
	20
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	7
	100
	100
	5
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Test Parameters for CA_7A-7A Configurations

	8
	100
	75
	35
	QPSK
	100+75
	QPSK
	P_75@25
	QPSK
	P_36@64

	9
	100
	75
	15
	QPSK
	100+75
	QPSK
	P_75@25
	QPSK
	P_50@50

	10
	100
	100
	30
	QPSK
	100+100
	QPSK
	P_75@25
	QPSK
	P_32@68

	11
	100
	100
	15
	QPSK
	100+100
	QPSK
	P_75@25
	QPSK
	P_45@55

	Test Parameters for CA_23A-23A Configurations

	12
	50
	25
	5
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_50@0

	Test Parameters for CA_25A-25A Configurations

	13
	50
	25
	50
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_10@33

	14
	50
	25
	15
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_32@18

	15
	50
	50
	45
	QPSK
	50+50
	QPSK
	P_50@0
	QPSK
	P_10@33

	16
	50
	50
	10
	QPSK
	50+50
	QPSK
	P_50@0
	QPSK
	P_32@18

	Test Parameters for CA_41A-41A Configurations

	17
	100
	25
	169
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	18
	100
	50
	164
	QPSK
	100+50
	QPSK
	P_100@0
	QPSK
	P_100@0

	19
	100
	100
	154
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Test Parameters for CA_42A-42A Configurations

	20
	100
	25
	175
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	21
	100
	100
	160
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-3.

Note 2:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band.


7.3A.4.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels except PHICH.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.3A4.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 7.3A.4.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.4.4.1-1 on PCC for PCC measurement. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.4.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

7.
Measure the average throughput for PCC for a duration sufficient to achieve statistical significance according to Annex G.2A.

8.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3A.4.4.1-1 on PCC for SCC measurement. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

9.
Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in Table 7.3A.4.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

10.
Measure the average throughput for SCC for a duration sufficient to achieve statistical significance according to Annex G.2A.

7.3A.4.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions. 
7.3A.4.4.3.1
Message contents exceptions (network signalled value "NS_01")

Message contents according to TS 36.508 [7] subclause 4.6 can be used without exceptions.
7.3A.4.4.3.2
Message contents exceptions (network signalled value "NS_03")

1. Information element additionalSpectrumEmission is set to NS_03. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 7.3A.4.4.3.2-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_03"

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	3 (NS_03)
	
	


7.3A.4.5
Test requirement

For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the throughput of each downlink component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.2 with parameters specified in Table 7.3A.4.5-1 and Table 7.3A.4.5-2.
Table 7.3A.4.5-1: Reference sensitivity QPSK PREFSENS for intra-band Non-contiguous

	ID/ CA configuration / PREFSENS

	ID
	CA configuration
	PCC measurement

(dBm)
	SCC measurement

(dBm)

	1
	CA_2A-2A
	-91.3
	-90.1

	2
	
	-91.3
	-86.7

	3
	CA_3A-3A
	-90.3
	-89.8

	4
	
	-90.3
	-96.3

	5
	
	-90.3
	-86.2

	6
	CA_4A-4A
	-93.3
	-99.3

	7
	
	-93.3
	-93.3

	8
	CA_7A-7A
	-91.3
	-92.5

	9
	
	-91.3
	-92.5

	10
	
	-91.3
	-91.3

	11
	
	-91.3
	-91.3

	12
	CA_23A-23A
	-96.3
	-99.3

	13
	CA_25A-25A
	-92.8
	-90.3

	14
	
	-92.8
	-95.8

	15
	
	-92.8
	-87.8

	16
	
	-92.8
	-92.8

	17
	CA_41A-41A
	-91.3
	-97.3

	18
	
	-91.3
	-94.3

	19
	
	-91.3
	-91.3

	20
	CA_42A-42A
	-92
	-98

	21
	
	-92
	-92

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3A.4.5-2)

Note 2:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port


For the UE which supports inter-band carrier aggregation configurations the ΔRIB,c in Table 7.3.3-1A shall be applied for applicable bands.

In case the UE supports more than one of the inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one inter-band carrier aggregation configurations then:
-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the tolerances in Table 7.3.3-1A, truncated to one decimal place that would apply for that operating band among the supported CA configurations. In case there is a harmonic relation between low band UL and high band DL (i.e. bands listed in Table 7.3A.1.3-0a), then the maximum tolerance among the different supported carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum tolerance in Table 7.3.3-1A that would apply for that operating band among the supported CA configurations

The reference receive sensitivity (REFSENS) requirement for inter-band specified in Table 7.3A.4.5-1 shall be met for an uplink CA configurations than or equal to that specified in Table 7.3A.4.5-2.

NOTE:
Table 7.3A.4.5-2 does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors.

Table 7.3A.4.5-2: Intra-band Non-contiguous CA uplink configuration for reference sensitivity

	ID / CA configuration / PCC NRB_alloc

	ID
	CA configuration
	PCC measurement
	SCC measurement

	1
	CA_2A-2A
	50
	166

	2
	
	50
	166

	3
	CA_3A-3A
	50
	165

	4
	
	50
	321

	5
	
	50
	165

	6
	CA_4A-4A
	100
	1007

	7
	
	100
	1007

	8
	CA_7A-7A
	75
	36

	9
	
	75
	50

	10
	
	75
	32

	11
	
	75
	45

	12
	CA_23A-23A
	50
	507

	13
	CA_25A-25A
	50
	103

	14
	
	50
	32

	15
	
	50
	103

	16
	
	50
	32

	17
	CA_41A-41A
	100
	1007

	18
	
	100
	1007

	19
	
	100
	1007

	20
	CA_42A-42A
	100
	1007

	21
	
	100
	1007

	Note 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
Note 2:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band.

Note 3:
3 refers to the UL resource blocks shall be located at RBstart=33.

Note 4:
All combinations of channel bandwidths defined in Table 5.4.2A.1-3.

Note 5:
5 refers to the UL resource blocks shall be located at RBstart=50.

Note 6:
6 refers to the UL resource blocks shall be located at RBstart=57.
Note 7:
The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.4.2-1.


<< END OF CHANGES>>
FC,block n+1,high





Fedge,block n+1,high





Foffset,block n+1,high








Foffset,block n+1, low








Foffset,block n,high








Foffset,block n,low








Fedge,block n low





Fedge,block n+1, low





FC,block n,high





Sub block n+1





Sub block n





Transmission Bandwidth Configuration of the highest carrier in a sub-block [RB]





Transmission Bandwidth Configuration of the lowest carrier in a sub-block  [RB]





Transmission Bandwidth Configuration of the highest carrier in a sub-block [RB]





For each carrier, the center sub carrier (corresponds to DC in baseband) is not transmitted in downlink





For each carrier, the center sub carrier (corresponds to DC in baseband) is not transmitted in downlink





Fedge,block n,high





Upper Sub-block Edge





Lower Sub-block Edge





Lower Sub-block Edge





Sub-block Bandwidth, BWChannel,block n+1 [MHz]





Resource block





FC,block n+1,low





Upper Sub-block Edge





Sub-block Bandwidth, BWChannel,block n [MHz]





Resource block





Transmission Bandwidth Configuration of the lowest carrier in a sub-block  [RB]





...





FC,block n,low





Wgap n








_1405278292.unknown

_1405278402.unknown

_1411485527.unknown

_1405278381.unknown

_1384647224.doc

[image: image1]

FC,low







Lower Edge







Higher Edge







Lowest Carrier Transmission Bandwidth Configuration, NRB,low  [RB]







FC,high







Foffset,low











Highest Carrier Transmission Bandwidth Configuration NRB,high [RB]







Resource block







Aggregated Channel Bandwidth, BWchannel_CA [MHz]







Fedge,low







Fedge,high







For each carrier, the center sub carrier (corresponds to DC in baseband) is not transmitted in downlink







Foffset,high











Guard Band







Guard Band







Aggregated Transmission Bandwidth Configuration, NRB_agg [RB]












