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<< Unchanged sections omitted >>
8.7.2
TDD
The parameters specified in Table 8.7.2-1 are valid for all TDD tests unless otherwise stated.

Table 8.7.2-1: Common Test Parameters (TDD)

	Parameter
	Unit
	Value 

	Special subframe configuration (Note 1)
	
	4

	Cyclic prefix
	
	Normal

	Cell ID
	
	0 (Note2)

	Inter-TTI Distance
	
	1

	Maximum number of HARQ transmission
	
	Downlink: 4
Uplink: 1

	Redundancy version coding sequence
	
	{0,0,1,2} for 64QAM

	Scheduling of retransmissions
	
	1. Retransmissions use the same Transport Block Size (TBS) as the initial transmission.
2. HARQ processes are scheduled consecutively, independent of the fact, whether retransmissions (for negatively acknowledged HARQ processes) or new transmissions (for positively acknowledged HARQ processes) occur.

3. Despite of 1) and 2) the number of RB-s to be allocated in each SF remains firm as specified in the RMC. Thus in case of RMC-s with SF dependent allocation, for retransmissions the TBS and the modulation scheme (MCS) are indicated implicitly (
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) according to TS 36.213 [10] subclause 7.1.7.2.

	Number of OFDM symbols for PDCCH
	OFDM symbols
	1

	Cross carrier scheduling
	
	Not configured

	Note 1:
as specified in Table 4.2-1 in TS 36.211 [4].
Note 2:
For CA tests, Cell ID = 0 applies to P-Cell, Cell ID = n (where n is 1, 2, 3..) applies to S-Celln( where n is 1, 2, 3..), respectively.


The normative reference for this requirement is TS 36.101[2] clause 8.7.2.
<< Unchanged sections omitted >>
A.2.1.3
Overview of UL reference measurement channels

In Table A.2.1.3-1 are listed the UL reference measurement channels specified in annexes A.2.2 and A.2.3 of this release of TS 36.521-1. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for testing are annexes A.2.2 and A.2.3 as appropriate.

Table A.2.1.3-1: Overview of UL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Full RB allocation, QPSK

	FDD
	Table A.2.2.1.1-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	<Many rows omitted>

	FDD, Sustained data rate

	FDD
	Table A.2.2.3-1
	R.1-1 FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-2 FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-3 FDD
	20
	QPSK
	0.31
	90
	
	≥ 2
	

	FDD
	Table A.2.2.3-1
	R.1-3A FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-4 FDD
	20
	QPSK
	0.31
	40
	
	≥ 2
	

	FDD
	Table A.2.2.3-1
	R.1-4B FDD
	15
	QPSK
	0.31
	60
	
	≥ 1
	


<< Unchanged sections omitted >>
A.2.2.3
Reference measurement channels for sustained downlink data rate provided by lower layers

Table A.2.2.3-1: Uplink Reference Channels for sustained data-rate test (FDD)

	Parameter
	Unit
	Value

	Reference Channel
	
	R.1-1 FDD
	R.1-2 FDD
	R.1-3 FDD
	R.1-3A FDD
	R.1-4 FDD
	R.1-4B FDD

	Channel Bandwidth
	MHz
	10
	10
	20
	10
	20
	15

	Allocated Resource Blocks
	
	40
(Note 2)
	40
(Note 2)
	90
(Note 3)
	40(Note 2)
	90
(Note 3)
	60
(Note 4)

	Allocated Sub-Frames per Radio-Frame
	
	10
	10
	10
	10
	10
	10

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Coding Rate
	
	0.31
	0.31
	0.31
	0.31
	0.31
	0.31

	Information Bit Payload per Sub-Frame
	Bits
	3496
	3496
	7992
	3496
	7992
	5352

	Number of Code Blocks per Sub-Frame
(Note 1)
	
	1
	1
	2
	1
	2
	2

	Modulation Symbols per Sub-Frame
	
	5760
	5760
	12960
	5760
	12960
	5760

	Binary Channel Bits per Sub-Frame
	
	11520
	11520
	25920
	11520
	25920
	17260

	Max Throughput over 1 Radio-Frame
	Mbps
	3.496
	3.496
	7.992
	3.496
	7.992
	5.352

	UE Category
	
	≥ 1
	≥ 1
	≥ 2
	≥ 1
	≥ 2
	≥ 1

	Note 1:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2:
RB-s 5-44 allocated with PUSCH.

Note 3:
RB-s 5-94 allocated with PUSCH.
Note 4:
RB-s 7-66 allocated with PUSCH.


<< End of changes >>
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