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	Reason for change:
	The number of entry for sCellToAddModList-r10 is not specified with 2 or more in  Table 4.6.1-8: RRCConnectionReconfiguration 
  According to 36.213 10.1.1 PUCCH format information, HARQ-ACK bit is specified as below, however, for DL 3CC, there are possibility for more HARQ-ACK bit required. Hence, the condition of PUCCH format is needed for 2 or more SCCs for PUCCH-ConfigDedicated-v1020-DEFAULT in Table 4.6.3-9A.
· Format 1b for up to 4-bit HARQ-ACK with channel selection when the UE is configured with more than one serving cell or, in the case of TDD, when the UE is configured with a single serving cell.
· Format 3 for up to 10-bit HARQ-ACK for FDD or FDD-TDD primary cell frame structure type 1 and for up to 20-bit HARQ-ACK for TDD and for up to 21 bit HARQ-ACK for FDD-TDD primary cell frame structure type 2.
 “5.2A.4 Procedure to configure SCC” needs to specifiy to add 2 or more SCCs.

	
	

	Summary of change:
	The number of entry for sCellToAddModList-r10 is specified depending on the configured SCC(s) in Table 4.6.1-8: RRCConnectionReconfiguration. 
  The condition of PUCCH format is specified for 2 or more SCCs in Table 4.6.3-9A.

   The procedure to configure SCC is updated to take account the 2 or more SCCs. Reference in Observation 6 of R5-150406.

	
	

	Consequences if not approved:
	SCCs configuration for 3DL CA remain incomplete for RF/RRM tests.
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	Other comments:
	Change history in R5-150405r3 

R1:WI code is updated for 3DL.
R2:”If “is added in step3 in 5.2A.4.

R3:Conditions are renamed.
This is an update of R5-150405 and the outcome of 3 revision.


<< Unchanged sections omitted >>

RRCConnectionReconfiguration
Table 4.6.1-8: RRCConnectionReconfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	
	MeasConfig-DEFAULT
	
	MEAS

	        mobilityControlInfo
	Not present
	
	

	
	MobilityControlInfo-HO
	
	HO, HO-TO-EUTRA

	        dedicatedInfoNASList
	Not present
	
	

	
	Set according to specific message content
	
	SRB2-DRB(n, m)

DRB(n, m)

SRB1-SRB2-DRB(n,m)

AM-DRB-ADD(bid)

UM-DRB-ADD(bid)

DRB-REL(bid)

DRB-Mod

	        radioResourceConfigDedicated
	Not present
	
	

	
	RadioResourceConfigDedicated-SRB2-DRB(n, m)
	
	SRB2-DRB(n, m)

	
	RadioResourceConfigDedicated-DRB(n, m)
	
	DRB(n, m)

	
	RadioResourceConfigDedicated-AM-DRB-ADD(bid)
	
	AM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-UM-DRB-ADD(bid)
	
	UM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-DRB-REL(bid)
	
	DRB-REL(bid)

	
	RadioResourceConfigDedicated-HO
	
	HO

	
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m)

	
	RadioResourceConfigDedicated-DRB-Mod
	
	DRB-Mod

	
	RadioResourceConfigDedicated-SCell_AddMod
	
	SCell_AddMod

	
	RadioResourceConfigDedicated-PCell-PATTERN
	
	PCell-PATTERN

	        securityConfigHO
	Not present
	
	

	
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            otherConfig-r9
	Not present
	
	

	            otherConfig-r9
	OtherConfig-r9
	
	OtherConfig

	            fullConfig-r9
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	Not present
	
	

	              sCellToAddModList-r10 SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	The same number of entries as the configured SCell(s)
	n denotes the index of the entry
	SCell_AddMod

	                sCellToAddMod[n]
	SCellToAddMod-r10-DEFAULT
	
	

	              }
	
	
	

	              nonCriticalExtension
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB2-DRB(n,m)
	Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including establishment of SRB2)

	DRB(n,m)
	Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be established)

	AM-DRB-ADD(bid)
	Establishment of a single additional AM DRB with bearer identity bid (SRB2 should already be established)

	UM-DRB-ADD(bid)
	Establishment of a single additional UM DRB with bearer identity bid (SRB2 should already be established)

	DRB-REL(bid)
	Release of the DRB with bearer identity bid

	HO
	Intra LTE handover

	MEAS
	A measurement is configured

	HO-TO-EUTRA(n,m)
	Inter-RAT handover to E-UTRA including the establishment of a SRB1, SRB2 and n x AM DRB plus m x UM DRB

	DRB-Mod
	Modification of already established DRB ID 2 and is used for sending Modify EPS Bearer Context Request message (SRB2 should already be established)

	SCell_AddMod
	Addition or modification of SCell(s)

	PCell-PATTERN
	eICIC Serving Cell Pattern

	OtherConfig
	Other Configuration is configured


PUCCH-ConfigDedicated-v1020-DEFAULT

Table 4.6.3-9A: PUCCH-ConfigDedicated-v1020-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-v1020 ::= SEQUENCE {
	
	
	

	  pucch-Format-r10 CHOICE {
	
	
	Single SCC

	    channelSelection-r10 SEQUENCE {
	
	
	

	      n1PUCCH-AN-CS-r10 CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	              n1PUCCH-AN-CS-List-r10 SEQUENCE{
	1
	
	FDD

	                   N1PUCCH-AN-CS-r10
	4
	
	

	        
	101
	
	

	        
	102
	
	

	        
	103
	
	

	        
	104
	
	

	              }
	
	
	

	             n1PUCCH-AN-CS-List-r10 SEQUENCE{
	2
	
	2TX AND FDD,

TDD

	                N1PUCCH-AN-CS-r10
	4
	
	

	        
	101
	
	

	        
	102
	
	

	        
	103
	
	

	        
	104
	
	

	               N1PUCCH-AN-CS-r10
	4
	
	

	        
	105
	
	

	        
	106
	
	

	        
	107
	
	

	        
	108
	
	

	           }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  pucch-Format-r10 CHOICE {
	
	
	2 SCCs or more

	    format3-r10 SEQUENCE {
	
	
	

	       n3PUCCH-AN-List-r10 SEQUENCE {
	4
	
	

	       
	101
	
	

	       
	102
	
	

	       
	103
	
	

	       
	104
	
	

	       }
	
	
	

	       twoAntennaPortActivatedPUCCH-Format3-r10
	Not present
	
	

	   }
	
	
	

	  }
	
	
	

	  twoAntennaPortActivatedPUCCH-Format1a1b-r10
	Not present
	
	

	  simultaneousPUCCH-PUSCH-r10
	Not present
	
	

	  n1PUCCH-AN-RepP1-r10
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	Single SCC
	Addition or modification of single SCell

	2 SCCs or more
	Addition or modification of SCells


5.2A.4
Procedure to configure SCC

Table 5.2A.4.-1: UE RRC reconfiguration with sCELLToAdd

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits an RRCConnectionReconfiguration(sCellToAddModList) message to establish the SCC(s).
	<--
	RRC: RRCConnectionReconfiguration

	2
	The UE transmits an RRCConnectionReconfigurationComplete
	-->
	RRC: RRCConnectionReconfigurationComplete

	3
	If not all SCCs are established, then repeat step 1 and 2.
	
	


<< End of changes >>
