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{Start of changes}
6.5.2A.1.1
Error Vector Magnitude (EVM) for CA (intra-band contiguous DL CA and UL CA)

Editor's notes:
The following items are missing or incomplete:

-
Initial conditions (test setup for SCC is FFS, references need update, test state for CA RF testing is FFS)

-
Test procedure (incomplete, references need update)

-
Message Contents


6.5.2A.1.1.1
Test Purpose

For the intra-band contiguous carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.

6.5.2A.1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.5.2A.1.1.3
Minimum conformance requirements

When a single component carrier is configured Table 6.5.2.1.4.1-1 apply.

The EVM requirements are according to Table 6.5.2A.1.1.3-1 if CA is configured in uplink.

Table 6.5.2A.1.1.3-1: Minimum requirements for Error Vector Magnitude

	Parameter
	Unit
	Average EVM Level per CC
	Reference Signal EVM Level

	QPSK or BPSK
	%
	17.5
	17.5

	16QAM
	%
	12.5
	12.5


6.5.2A.1.1.4
Test description

6.5.2A.1.1.4.1

Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.1.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:
PCC-SCC: CC1-CC2 and CC2-CC1

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
(PDCCH on PCC)
	CC
MOD
	UL Allocation

	
	PCC
NRB
Note 1
	SCCs
NRB Note 1
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	1
	75
	75
	N.A.
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	2
	75
	75
	
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	3
	75
	75
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	4
	75
	75
	
	16QAM
	75
	P_75@0
	S_0@0
	-
	-

	5
	75
	75
	
	16QAM
	16
	P_16@0
	S_0@0
	-
	-

	6
	75
	75
	
	16QAM
	16
	P_16@59
	S_0@0
	-
	-

	7
	100
	50
	
	QPSK
	100
	P_100@0
	S_0@0
	-
	-

	8
	100
	50
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	9
	100
	50
	
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	10
	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	11
	100
	50
	
	QPSK
	12
	P_12@88
	S_0@0
	-
	-

	12
	100
	50
	
	16QAM
	100
	P_100@0
	S_0@0
	-
	-

	13
	100
	50
	
	16QAM
	50
	P_50@0
	S_0@0
	-
	-

	14
	100
	50
	
	16QAM
	50
	P_50@50
	S_0@0
	-
	-

	15
	100
	50
	
	16QAM
	12
	P_12@0
	S_0@0
	-
	-

	16
	100
	50
	
	16QAM
	12
	P_12@88
	S_0@0
	-
	-

	17
	50
	100
	
	QPSK
	50
	P_50@0
	S_0@0
	-
	-

	18
	50
	100
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	19
	50
	100
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	20
	50
	100
	
	16QAM
	50
	P_50@0
	S_0@0
	-
	-

	21
	50
	100
	
	16QAM
	12
	P_12@0
	S_0@0
	-
	-

	22
	50
	100
	
	16QAM
	12
	P_12@38
	S_0@0
	-
	-

	23
	100
	100
	
	QPSK
	100
	P_100@0
	S_0@0
	-
	-

	24
	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	25
	100
	100
	
	QPSK
	18
	P_18@82
	S_0@0
	-
	-

	26
	100
	100
	
	16QAM
	100
	P_100@0
	S_0@0
	-
	-

	27
	100
	100
	
	16QAM
	18
	P_18@0
	S_0@0
	-
	-

	28
	100
	100
	
	16QAM
	18
	P_18@82
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.


{Unchanged sections omitted}
6.5.2A.2.1
Carrier leakage for CA (intra-band contiguous DL CA and UL CA)

Editor's notes:
The following items are missing or incomplete:

-
Initial conditions (test setup for SCC is FFS, references need update, test state for CA RF testing is FFS)

-
Test procedure (incomplete, references need update)

-
Message Contents

-
Test tolerances not yet in the annex

6.5.2A.2.1.1
Test Purpose

Carrier leakage (The IQ origin offset) is an additive sinusoid waveform that has the same frequency as the modulated waveform carrier frequency. Carrier leakage is defined for each component carrier and is measured on the carrier with PRBs allocated. The measurement interval is one slot in the time domain.
6.5.2A.2.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.5.2A.2.1.3
Minimum conformance requirements

The relative carrier leakage power is a power ratio of the additive sinusoid waveform and the modulated waveform. The relative carrier leakage power shall not exceed the values specified in Table 6.5.2A.2.1.3-1.

Table 6.5.2A.2.1.3-1: Minimum requirements for Relative Carrier Leakage Power
	
	Parameters
	Relative Limit (dBc)

	
	Output power >0 dBm
	-25

	
	-30 dBm ≤ Output power ≤0 dBm
	-20

	
	-40 dBm ( Output power < -30 dBm
	-10


6.5.2A.2.1.4
Test description

6.5.2A.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.2A.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2A.2.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause [4.3.1] for different CA bandwidth classes.
PCC and SCC mapped onto component carriers CC according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in the corresponding intra-band contiguous CA band in TS36.508 [7] as above.
	See Table 6.5.1A.1.4.1-1:
PCC-SCC: CC1-CC2 and CC2-CC1

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	See Table 6.5.1A.1.4.1-1:

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
(PDCCH on PCC)
	CC
MOD
	UL Allocation

	
	PCC
NRB
Note 1
	SCCs
NRB Note 1
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	1
	75
	75
	NA
	QPSK
	16
	P_16@0
	S_0@0
	-
	-

	2
	75
	75
	
	QPSK
	16
	P_16@59
	S_0@0
	-
	-

	3
	100
	50
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	4
	100
	50
	
	QPSK
	12
	P_12@88
	S_0@0
	-
	-

	5
	50
	100
	
	QPSK
	12
	P_12@0
	S_0@0
	-
	-

	6
	50
	100
	
	QPSK
	12
	P_12@38
	S_0@0
	-
	-

	7
	100
	100
	
	QPSK
	18
	P_18@0
	S_0@0
	-
	-

	8
	100
	100
	
	QPSK
	18
	P_18@82
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.


{End of changes}
