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8.2.2.4.2A
TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 – Enhanced Performance Requirement Type C
Editor’s notes: This test case is incomplete. The following items are missing or are incomplete:

- Test tolerances are undefined
8.2.2.4.2A.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed loop rank-two spatial multiplexing with wideband and frequency selective precoding.

8.2.2.4.2A.2
Test applicability

This test applies to all types of E-UTRA TDD  release 12 and forward UE of Category 2 or higher that support enhanced receiver Type C.

8.2.2.4.2A.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and 8.2.2.4.2A.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.2.4.2A.3-2 for the specified SNR. 

Table 8.2.2.4.2A.3-1: Test Parameters for Testing Multi-Layer Spatial Multiplexing

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)
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	dB
	0
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	50

	PMI delay (Note 2)
	ms
	10 or 11

	Reporting interval
	ms
	1 or 4 (Note 3)

	Reporting mode
	
	PUSCH 3-1

	ACK/NACK feedback mode
	
	Bundling

	CodeBookSubsetRestriction bitmap
	
	110000

	PDSCH transmission mode
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4). 

Note 3:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms.


Table 8.2.2.4.2A.3-2: Enhanced Performance Requirement Type C, Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11-1 TDD
	OP.1 TDD
	ETU70
	2x2 Medium
	70
	[17.8]
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.4.2A.

8.2.2.4.2A.4
Test description

8.2.2.4.2A.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: As specified per test number in Table 8.2.2.4.2A.3-2 as defined in TS 36.508 [7] clause 4.3.1.2.
1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1 and 8.2.2.4.2A.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.2.4.2A.4.3.

8.2.2.4.2A.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC according to Tables 8.2.2.4.2A.3-1 and 8.2.2.4.2A.3-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table 8.2.2.4.2A.5-1 as appropriate.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.2.4.2A.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions.

Table 8.2.2.4.2A.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 Table 5.5.1.2-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	   explicitValue ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm4
	
	

	    codebookSubsetRestriction CHOICE {
	
	
	

	     n2TxAntenna-tm4
	110000
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.2A.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 Table 4.6.3-2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


Table 8.2.2.4.2A.4.3-3: PUCCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.508 Table 4.6.3-9

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  tddAckNackFeedbackMode
	bundling
	
	

	}
	
	
	


8.2.2.4.2A.5
Test requirement

Table 8.2.2.4.2A.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2, for each throughput test shall meet or exceed the specified value in Table 8.2.2.4.2A.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.4.2A.5-1: Test requirement for Enhanced Performance Requirement Type C, Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11-1 TDD
	OP.1 TDD
	ETU70
	2x2 Medium
	70
	[17.8] +TT
	≥2


