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<< Unchanged sections omitted >>
8.3.1.2.1_D.4
Test description

8.3.1.2.1_D.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Tables 8.3.1-1 and 8.3.1.2.1_D.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.3.1.2.1_D.4.3.

8.3.1.2.1_D.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to Tables 8.3.1.2.1_D.3-1, 8.3.1.2.1_D.3-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.3.1.2.1_D.5-1 as appropriate.
BCH/CRS/PDCCH/PCFICH are sent on antenna ports 0 and 1 using two Tx antennas, while DRS/ PDSCH for the test UE are sent on antenna ports 7 and 8 using two Tx antennas with beam-forming model as specified in Annex B.4.2 and precoder update granularity specified in Table 8.3.1-1. CSI-RS are sent on antenna ports 15 and 16 using two Tx antennas with mapping according to beam-forming model as specified in Annex B.4.2.

3.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.3.1.2.1_D.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.1.2.1_D.4.3-1: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 8.3.1.2.1_D.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.6 Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE{
	
	
	

	      explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	}
	
	
	


Table 8.3.1.2.1_D.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	Not present
	If the UE is configured with transmissionMode tm9, E-UTRAN only configures the field codebookSubsetRestriction if PMI/RI reporting is configured
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.2.1_D.4.3-4: CSI-RS-Config-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10 
	an2  
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	8  
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	2
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	     }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	 
	
	

	      zeroTxPowerResourceConfigList-r10
	2
	Parameter: ZeroPowerCSI-RS
	

	      zeroTxPowerSubframeConfig-r10
	3
	Parameter: 
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	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.1.2.1_D.5
Test requirement

Table 8.3.1.2.1_D.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.3.1 for the throughput test shall meet or exceed the specified value in Table 8.3.1.2.1_D.5-1 for the specified SNR including test tolerances for the throughput test.

Table 8.3.1.2.1_D.5-1: Test requirement for CDM-multiplexed DM RS (FRC) with multiple CSI-RS configurations

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
16QAM 1/2
	R.51 FDD
	OP.1 FDD
	EPA5
	2x2 Low
	70
	14.2
	2-8


<< Unchanged sections omitted >>
8.3.2.1.2_D.4
Test description

8.3.2.1.2_D.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Tables 8.3.2-1 and 8.3.2.1.2_D.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.3.2.1.2_D.4.3.

8.3.2.1.2_D.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to Tables 8.3.2.1.2_D.3-1, 8.3.2.1.2_D.3-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.3.2.1.2_D.5-1 as appropriate.
BCH/CRS/PDCCH/PCFICH are sent on antenna ports 0 and 1 using two Tx antennas, while DRS/ PDSCH for the test UE are sent on antenna port 7 (or 8) using two Tx antennas with beam-forming model as specified in Annex B.4.1 and precoder update granularity specified in Table 8.3.2-1. CSI-RS are sent on antenna ports 15-22 using two Tx antennas with mapping according to beam-forming model as specified in Annex B.4.1.

3.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.3.2.1.2_D.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.2.1.2_D.4.3-1: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 8.3.2.1.2_D.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.6 Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE{
	
	
	

	      explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	}
	
	
	


Table 8.3.2.1.2_D.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	Not present
	If the UE is configured with transmissionMode tm9, E-UTRAN only configures the field codebookSubsetRestriction if PMI/RI reporting is configured
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.1.2_D.4.3-4: CSI-RS-Config-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	an8
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	1
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
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	     }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      zeroTxPowerResourceConfigList-r10
	2, 7
	Parameter: ZeroPowerCSI-RS
	

	      zeroTxPowerSubframeConfig-r10
	4
	Parameter: 
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	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.1.2_D.5
Test requirement

Table 8.3.2.1.2_D.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.3.5 for the throughput test shall meet or exceed the specified value in Table 8.3.2.1.2_D.5-1 for the specified SNR including test tolerances for the throughput test.

Table 8.3.2.1.2_D.5-1: Test requirement for CDM-multiplexed DM RS without simultaneous transmission (FRC) with multiple CSI-RS configurations

	Test number
	Bandwidth and MCS
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
QPSK 1/3
	R.50 TDD
	OP.1 TDD
	EVA5
	2x2 Low
	70
	0.3
	1-8


<< Unchanged sections omitted >>
8.3.2.1.3_D.4
Test description

8.3.2.1.3_D.4.1
Initial conditions 

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Tables 8.3.2-1 and 8.3.2.1.3_D.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.3.2.1.3_D.4.3.

8.3.2.1.3_D.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to Tables 8.3.2.1.3_D.3-1, 8.3.2.1.3_D.3-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.3.2.1.3_D.5-1 as appropriate.
BCH/CRS/PDCCH/PCFICH are sent on antenna ports 0 and 1 using two Tx antennas, while DRS/ PDSCH for the test UE are sent on antenna port 7 (or 8) and another simultaneous transmission of DRS/PDSCH not for the test UE are sent on antenna port 8 (or 7). The DRS/PDSCH transmissions use two Tx antennas with beam-forming model as specified in Annex B.4.1 and precoder update granularity specified in Table 8.3.2-1. CSI-RS are sent on antenna ports 15-18 using two Tx antennas with mapping according to beam-forming model as specified in Annex B.4.1. 

3.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.3.2.1.3_D.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.2.1.3_D.4.3-1: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 8.3.2.1.3_D.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.6 Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE{
	
	
	

	      explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	}
	
	
	


Table 8.3.2.1.3_D.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	Not present
	If the UE is configured with transmissionMode tm9, E-UTRAN only configures the field codebookSubsetRestriction if PMI/RI reporting is configured
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.1.3_D.4.3-4: CSI-RS-Config-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	an4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	3
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
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	     }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      zeroTxPowerResourceConfigList-r10
	2
	Parameter: ZeroPowerCSI-RS
	

	      zeroTxPowerSubframeConfig-r10
	4
	Parameter: 
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	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.1.3_D.5
Test requirement

Table 8.3.2.1.3_D.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.3.4 for the throughput test shall meet or exceed the specified value in Table 8.3.2.1.3_D.5-1 for the specified SNR including test tolerances for the throughput test.

Table 8.3.2.1.3_D.5-1: Test requirement for CDM-multiplexed DM RS with interfering simultaneous transmission (FRC) with multiple CSI-RS configurations

	Test number
	Bandwidth and MCS
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum Throughput (%)
	SNR (dB)
	

	2
	10 MHz

64QAM 1/2
	R.44 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	23
	2-8

	Note 1:
The reference channel applies to both the input signal under test and the interfering signal.


<< Unchanged sections omitted >>
8.3.2.2.1_D.4
Test description

8.3.2.2.1_D.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Tables 8.3.2-1 and 8.3.2.2.1_D.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.3.2.2.1_D.4.3.

8.3.2.2.1_D.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to Tables 8.3.2.2.1_D.3-1, 8.3.2.2.1_D.3-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.3.2.2.1_D.5-1 as appropriate.
BCH/CRS/PDCCH/PCFICH are sent on antenna ports 0 and 1 using two Tx antennas, while DRS/ PDSCH for the test UE are sent on antenna port 7 and 8 using two Tx antennas with beam-forming model as specified in Annex B.4.2 and precoder update granularity specified in Table 8.3.2-1. CSI-RS are sent on antenna ports 15 and 16 using two Tx antennas with mapping according to beam-forming model as specified in Annex B.4.2.

3.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.3.2.2.1_D.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.2.2.1_D.4.3-1: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 8.3.2.2.1_D.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.6 Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE{
	
	
	

	      explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	}
	
	
	


Table 8.3.2.2.1_D.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	Not present
	If the UE is configured with transmissionMode tm9, E-UTRAN only configures the field codebookSubsetRestriction if PMI/RI reporting is configured
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.2.1_D.4.3-4: CSI-RS-Config-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	an2
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	8
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
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	      p-C-r10
	0
	Parameter: 
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback
	

	     }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      zeroTxPowerResourceConfigList-r10
	2
	Parameter: ZeroPowerCSI-RS
	

	      zeroTxPowerSubframeConfig-r10
	4
	Parameter: 
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	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.2.1_D.5
Test requirement

Table 8.3.2.2.1_D.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.3.3 for the throughput test shall meet or exceed the specified value in Table 8.3.2.2.1_D.5-1 for the specified SNR including test tolerances for the throughput test.

Table 8.3.2.2.1_D.5-1: Test requirement for CDM-multiplexed DM RS (FRC) with multiple CSI-RS configurations
	Test number
	Bandwidth and MCS
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
16QAM 1/2
	R.51 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	15.4
	2-8


<< End of changes >>
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