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	Introduction to test case 6.2.4A.2: Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA)
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	Reason for change:
	The following test case (as described in the Work Plan ‘Further Rel-12 configurations for LTE Advanced Carrier Aggregation with 2UL (Rel-12)‘) is currently missing:
6.2.4A.2: Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA)
However, as the A-MPR for inter-band 2UL CA test case hasn’t been specified in TS36.101，there is no such corresponding network signalling values for inter-band Uplink CA test case, Maybe we will introduce this test case after updating corresponding configuration in TS36.101.To keep the structure of CA test case numbering and to document this conclusion in TS 36.521-1 it is proposed to introduce the title and add a note explaining that the reason why test case has not been specified.


	
	

	Summary of change:
	Introduced test case 6.2.4A.2: Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA)


	
	

	Consequences if not approved:
	Work Item would not be complete.
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	Other comments:
	


<Start of modified section>
6.2.4A.2    Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA)
NOTE
No test case details specified as the additional maximum power reduction can be verified for the inter-band UL CA case due to the NS-combination has not been introduced in current inter-band Uplink CA configurations in TS36.101. 

<End of modified section>
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