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	Summary of change:
	The titles for 2 DL CA performance TCs are corrected as “for CA (2DL CA)”. G.3A.6 is updated with.

	
	

	Consequences if not approved:
	Inconsistency remains in the CA test cases titles.

	
	

	Clauses affected:
	8.2.1.3.1A_A.1, 8.2.2.3.1_A.1, 8.2.2.3.1A_A.1, 8.2.2.4.2_A.1, F.1.4, G.3A.6

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
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<< Unchanged sections omitted >>
8.2.1.3.1A
FDD Soft buffer management test

8.2.1.3.1A_A.1
FDD PDSCH Soft buffer management test for CA (2 DL CA)

<< Unchanged sections omitted >>
8.2.2.3.1_A
TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA

8.2.2.3.1_A.1
TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (2DL CA)
Editor's note:
The following aspects are either missing or not yet determined:

-
SNR values in table 8.2.2.3.1_A.1.3-3 are still in bracket in core spec. 
<< Unchanged sections omitted >>
8.2.2.3.1A
TDD Soft buffer management test

8.2.2.3.1A_A.1
TDD PDSCH Soft buffer management test for CA (2 DL CA)

8.2.2.3.1A_A.1.1
Test purpose

The test purpose is to verify UE performance with proper instantaneous buffer implementation.
<< Unchanged sections omitted >>
8.2.2.4.2_A
TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA

8.2.2.4.2_A.1
TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (2DL CA) 
Editor's note:
The following aspects are either missing or not yet determined:
<< Unchanged sections omitted >>
Table F.1.4-1: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Multiple PRBs

- Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Single PRB

- Propagation Condition ETU70
	± 0.8 dB
	Overall system uncertainty for fading condition comprises three quantities:

1. Average Signal-to-noise ratio uncertainty

2. Signal-to noise ratio variation for single PRB

3. Fading profile power uncertainty
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Average signal-to-noise ratio uncertainty 2 + Signal-to-noise ratio variation2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Signal-to-noise ratio variation ±0.5 dB

Fading profile power uncertainty ±0.5 dB for single Tx

	8.2.1.1.1_A.1
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Same as 8.2.1.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.1.1.1_A.2
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Same as 8.2.1.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.1.1.1_1 Multiple PRBs

- Propagation Condition EVA5

- Propagation Condition ETU70

- Propagation Condition ETU300
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	

	8.2.1.1.1_2 Multiple PRB
- Propagation Condition EVA5
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5
	

	8.2.1.1.2 Single PRB
	± 0.8 dB
	Same as 8.2.1.1.1 Single PRB

	8.2.1.2.1

- Propagation Condition EVA5
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.2.1

- Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.2.1_1

- Propagation Condition EVA5
	Same as 8.2.1.2.1

Propagation EVA5
	

	8.2.1.2.2
	± 0.9 dB
	Same as 8.2.1.2.1 Propagation Condition EVA5

	8.2.1.2.2_1
	Same as 8.2.1.2.2
	

	8.2.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.2.3_E.1

- Propagation Condition EVA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9dB

Ês2/ Ês1 ± 1.1dB

Ês3/ Ês1 ± 1.1dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.2.4
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.1.3.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.3.1_1
	Same as 8.2.1.3.1
	Same as 8.2.1.3.1

	8.2.1.3.1_A.1
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.3.1A_A.1
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.3.2
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.3.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.3.3_C.2
	Symbol #0 during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1..13 during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbol #0 during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1..13 during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.3.3_E.1

- Propagation Condition EVA5
	 Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9dB

Ês2/ Ês1 ± 1.1dB

Ês3/ Ês1 ± 1.1dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0dB
	 System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.4.1
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.4.1_1
	Same as 8.2.1.4.1
	

	8.2.1.4.1_E.1

- Propagation Condition EPA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.2.1.4.2
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.4.2_1
	Same as 8.2.1.4.2
	

	8.2.1.4.2_A.1
	Same as 8.2.1.4.2 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.4.3
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.1.7.1_A.1
	TBD
	TBD

	8.2.2.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.1.1 Multiple PRBs

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.1.1 Single PRB

 - Propagation Condition ETU70
	± 0.8 dB
	Overall system uncertainty for fading condition comprises three quantities:

1. Average Signal-to-noise ratio uncertainty

2. Signal-to noise ratio variation for single PRB

3. Fading profile power uncertainty
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Average signal-to-noise ratio uncertainty 2 + Signal-to-noise ratio variation2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Signal-to-noise ratio variation ±0.5 dB

Fading profile power uncertainty ±0.5 dB for single Tx

	8.2.2.1.1_1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	

	8.2.2.1.1_2 Multiple PRB
 - Propagation Condition EVA5
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5
	

	8.2.2.1.1_A.1
	Same as 8.2.2.1.1 Multiple PRBs for each CC
	Same as 8.2.2.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.2.1.2 Single PRB
	± 0.8 dB
	Same as 8.2.2.1.1 Single PRB

	8.2.2.2.1

 - Propagation Condition EVA5
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.2.1

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.2.1_1

 - Propagation Condition EVA5
	Same as 8.2.2.2.1

Propagation EVA5
	

	8.2.2.2.2
	± 0.9 dB
	Same as 8.2.2.2.1 Propagation Condition EVA5

	8.2.2.2.2_1
	Same as 8.2.2.2.2
	

	8.2.2.2.3_C.1
	Same as 8.2.1.2.3_C.1
	Same as 8.2.1.2.3_C.1

	8.2.2.2.3_E.1

- Propagation Condition EVA5
	Same as 8.2.1.2.3_E.1 
	Same as 8.2.1.2.3_E.1 

	8.2.2.2.4
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.2.3.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.3.1_1
	Same as 8.2.2.3.1
	Same as 8.2.2.3.1

	8.2.2.3.1_A.1 
	Same as 8.2.2.3.1 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.3.1A_A.1
	Same as 8.2.2.3.1 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.3.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.3.3_C.1
	Same as 8.2.1.3.3_C.1
	Same as 8.2.1.3.3_C.1

	8.2.2.3.3_C.2
	Same as 8.2.1.3.3_C.2
	Same as 8.2.1.3.3_C.2

	8.2.2.3.3_E.1

- Propagation Condition EVA5
	 Same as 8.2.1.3.3_E.1
	 Same as 8.2.1.3.3_E.1

	8.2.2.4.1
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.4.1_1
	Same as 8.2.2.4.1
	

	8.2.2.4.1_E.1

- Propagation Condition EPA5
	 Same as 8.2.1.4.1_E.1
	 Same as 8.2.1.4.1_E.1

	8.2.2.4.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.4.2_1
	Same as 8.2.2.4.2
	

	8.2.2.4.2_A.1
	Same as 8.2.2.4.2 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.4.3
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.2.7.1_A.1
	TBD
	TBD

	8.3.1.1.1_D
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.3.1.1.2_D
	± 0.9 dB
	Same as 8.3.1.1.1_D

	8.3.1.1.3
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.3.1.2.1_D
	± 0.9 dB
	Same as 8.3.1.1.1_D

	8.3.1.2.1_D_1
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.3.1.3.1_F
	Ês/Noc ± 0.9 dB for each TP

Time alignment error TP 2 relative to TP1: ±130 ns (±4Ts)
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.3.1.3.2_F
	Ês/Noc ± 0.9 dB for each TP

Time alignment error TP 2 relative to TP1: ±130 ns (±4Ts)
	Same as 8.3.1.3.1_F

	8.3.1.3.3_F
	Ês/Noc ± 0.9 dB for each TP
	Same as 8.3.1.3.1_F

	8.3.2.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.3.2.1.1_1
	± 0.9 dB
	Same as 8.3.2.1.1

	8.3.2.1.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.2_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.3
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.3_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.4
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.3.2.2.1
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.2.1_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.2.1_D_1
	Ês/Noc ± 0.8 dB for each cell
	Same as 8.3.1.2.1_D_1

	8.3.2.4.1_F
	Ês/Noc ± 0.9 dB for each TP

Time alignment error TP 2 relative to TP1: ±130 ns (±4Ts)
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.3.2.4.2_F
	Ês/Noc ± 0.9 dB for each TP

Time alignment error TP 2 relative to TP1: ±130 ns (±4Ts)
	Same as 8.3.2.4.1_F

	8.3.2.4.3_F
	Ês/Noc ± 0.9 dB for each TP
	Same as 8.3.2.4.1_F

	8.4.1.1
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.4.1.2.1
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.1.2.1_1
	Same as 8.4.1.2.1
	

	8.4.1.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.1.2.2_1
	Same as 8.4.1.2.2
	

	8.4.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.4.1.2.3_C.2
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.4.1.2.3_E.1

- Propagation Condition EVA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.4.1.2.3_E.2

- Propagation Condition EVA5
	 Same as 8.4.1.2.3_E.1
	 Same as 8.4.1.2.3_E.1

	8.4.2.1
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.4.2.2.1
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.2.2.1_1
	Same as 8.4.2.2.1
	

	8.4.2.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.2.2.2_1
	Same as 8.4.2.2.2
	

	8.4.2.2.3_C.1
	Same as 8.4.1.2.3_C.1
	

	8.4.2.2.3_C.2
	Same as 8.4.1.2.3_C.2
	

	8.4.2.2.3_E.1

- Propagation Condition EVA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.4.2.2.3_E.2

- Propagation Condition EVA5
	Same as 8.4.2.2.3_E.1
	Same as 8.4.2.2.3_E.1

	8.5.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.1.2.1
	± 1.1 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.6 dB

	8.5.1.2.1_1
	Same as 8.5.1.2.1
	

	8.5.1.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.1.2.2_1
	Same as 8.5.1.2.2
	

	8.5.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.5.1.2.3_E.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.5.2.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.2.2.1
	± 1.1 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.6 dB

	8.5.1.2.2_1
	Same as 8.5.2.2.1
	

	8.5.2.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.2.2.2_1
	Same as 8.5.2.2.2
	

	8.5.2.2.3_C.1
	Same as 8.5.1.2.3_C.1
	

	8.5.2.2.3_E.1
	Same as 8.5.1.2.3_E.1
	

	8.7.1.1
	Downlink absolute power uncertainty, averaged over BWConfig ±1.0 dB

Downlink EVM ≤ 3%
	3% EVM is equivalent to a Test system downlink SNR of 30.5dB. The noise from the Test system is then sufficiently below that required for the UE to demodulate the signal with the required % success rate. Under these conditions the UE throughput is limited by the Reference measurement channel and the UE capability, and not by the Test system EVM. 

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.1.1_A.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.2.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.2.1_A.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.3.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.4.1
	Same as 8.7.3.1
	Same as 8.7.3.1

	8.8.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.8.1.2
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.2.1
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.2.2
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.3.1
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.3.2
	Same as 8.8.1.1
	Same as 8.8.1.1


<< Unchanged sections omitted >>
G.3A.6 Test conditions

Table G.3A.6-1: Test conditions for CA performance tests

	
	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	

	Test
	Statistical independence
	Number of components in the test vector, as specified in the test requirements and initial conditions of the applicable test
	Over all Pass/Fail condition

	8.2.1.1.1_A.1

FDD PDSCH Single Antenna Port Performance for CA (2DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.1.1.1_A.2

FDD PDSCH Single Antenna Port Performance for CA (3DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.1.3.1_A.1

FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (2DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.1.3.1_A.2

FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (3DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.1.3.1A_A.1

FDD PDSCH Soft buffer management test for CA (2 DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.1.4.2_A.1

FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4 x 2 for CA (2DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.1.4.2_A.2

FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4 x 2 for CA (3DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.2.1.1_A.1

TDD PDSCH Single Antenna Port Performance for CA (2DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.2.1.1_A.2

TDD PDSCH Single Antenna Port Performance for CA (3DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.2.3.1_A.1
TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (2DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.2.3.1_A.2

TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (3DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.2.3.1A_A.1

TDD PDSCH Soft buffer management test (2 DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.2.4.2_A.1

TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (2DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.2.2.4.2_A.2

TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (3DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.7.1.1_A.1

FDD Sustained data rate performance for CA (2DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.7.1.1_A.2

FDD Sustained data rate performance for CA (3DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.7.2.1_A.1

TDD Sustained data rate performance for CA (2DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass

	8.7.2.1_A.2

TDD Sustained data rate performance for CA (3DL CA)
	subframes are independent
	1
	To pass the test case all applicable components in the test vector must pass


<< End of changes >>
