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8.2.1.7
Carrier aggregation with power imbalance
Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:

- Connection diagram in Annex A of TS 36.508 is TBD

- Test tolerances are undefined

- The minimum test time need to be added to G.3A.5

- 
8.2.1.7_A.1
FDD Carrier aggregation with power imbalance (intra-band contiguous DL CA)

8.2.1.7_A.1.1
Test purpose

To verify the ability of an intraband adjacent carrier aggregation UE to demodulate the signal transmitted by the PCell or SCell in the presence of a stronger SCell or PCell signal on an adjacent frequency. Throughput is measured on the PCell or SCell only.

8.2.1.7_A.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward that support intra-band contiguous DL CA.

8.2.1.7_A.1.3
Minimum conformance requirements

The requirements are specified in Table 8.2.1.7_A.1.3-2, with the addition of the parameters in Table 8.2.1.7_A.1.3-1 and the downlink physical channel setup according to table C.3.2-1 in Annex C.

Table 8.2.1.7_A.1.3-1: Test Parameters for CA
	
	
	

	
	

	
	

	
	

	
	

	
	
	
	

	

	
	

	

	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	






	Parameter
	Unit
	Test 1
	Test 2-3

	Downlink power allocation
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	dB
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)

	
	(
	dB
	0
	0
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at antenna port
	dBm/15kHz
	Off (Note 2)
	Off (Note 2)

	Symbols for unused PRBs
	
	OCNG (Note 3)
	OCNG (Note 3)

	Modulation
	
	64 QAM
	64 QAM

	Maximum number of HARQ transmission
	
	1
	1

	Redundancy version coding sequence
	
	{0}
	{0}

	PDSCH transmission mode of PCell
	
	1
	3

	PDSCH tramsmission mode of SCell
	
	3
	1

	OCNG Pattern
	PCell
	
	OP.1 FDD
	OP.5 FDD

	
	SCell
	
	OP.5 FDD
	OP.1 FDD

	Propagation Conditions
	PCell
	
	Clause B.1
	Clause B.1

	
	SCell
	
	Clause B.1
	Clause B.1

	Correlation Matrix and Antenna
	PCell
	
	1x2
	2x2

	
	SCell
	
	2x2
	1x2

	Note 1:
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Note 2: 
No external noise sources are applied

Note 3:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated. pseudo random data, which is QPSK modulated.

Note 4:
Void


Table 8.2.1.7_A.1.3-2: Minimum performance (FRC) for CA
	
	
	
	
	
	
	


	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	


	Test Number
	Bandwidth (MHz)
	Reference channel
	Power at antenna port (dBm/15KHz)
	Reference value

Fraction of Maximum

Throughput (%)
	UE Category

	
	PCell
	SCell
	PCell
	SCell
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 for Scell
	PCell
	SCell
	

	1
	20
	20
	R.49 FDD
	NA
	-85
	-79
	85
	NA
	≥5

	2
	10
	10
	NA
	R.49-1 FDD
	-79
	[-85.8]
	NA
	85
	≥5

	3
	5
	5
	NA
	R.49-2 FDD
	-79
	[-85.9]
	NA
	85
	≥5

	Note 1: 
The OCNG pattern for PCell is used to fill the control channel. The OCNG pattern for SCell is used to fill the control channel and PDSCH.

Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.7.

8.2.1.7_A.1.4
Test description

8.2.1.7_A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.7_A.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group TBD

2.
The parameter settings for the cell are set up according to Table 8.2.1-1and 8.2.1.7_A.1.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A. 2. Message contents are defined in clause 8.2.1.7_A.1.4.3.

8.2.1.7_A.1.4.2
Test procedure

1.
Configure SCC according to Annex C0, C.1 and Annex C.3.2 for all downlink physical channels except control channel and PDSCH.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 8.2.1.7_A.1.4.3

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).
4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.7_A.1.3-1 and 8.2.1.7_A.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.

5.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition and the correlation matrix on each of the component carriers according to Tables 8.2.1.7_A.1.5-1 as appropriate.

6.
Measure the average throughput on PCC in test number 1 or measure the average throughput on SCC in test number 2 or 3 for a duration sufficient to achieve statistical significance according to Annex G clause G.3A, Table G.3A.5-1. Count the number of NACKs, ACKs and statDTXs on the UL during the test on PCC in test number 1 or on SCC in test number 2 or 3.

8.2.1.7_A.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6. In test procedure step 3, for SCC configuration there are no additional message contents.

8.2.1.7_A.1.5
Test requirement

Table 8.2.1.7_A.1.5-1defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.1 for the throughput test shall meet or exceed the specified value in Table 8.2.1.7_A.1.5-1 for the specified cell power levels including test tolerances for all throughput tests.

Table 8.2.1.7_A.1.5-1: Test Requirement (FRC) for CA

	
	
	
	
	
	
	


	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	


	Test Number
	Bandwidth (MHz)
	Reference channel
	Power at antenna port (dBm/15KHz)
	Reference value

Fraction of Maximum

Throughput (%)
	UE Category

	
	PCell
	SCell
	PCell
	SCell
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	1
	20
	20
	R.49 FDD
	NA
	-85
	-79
	85
	NA
	≥5

	2
	10
	10
	NA
	R.49-1 FDD
	-79
	[-85.8]
	NA
	85
	≥5

	3
	5
	5
	NA
	R.49-2 FDD
	-79
	[-85.9]
	NA
	85
	≥5

	Note 1: 
The OCNG pattern for PCell is used to fill the control channel. The OCNG pattern for SCell is used to fill the control channel and PDSCH.

Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.

<<Unchanged sections omitted>>

A.3.1.1
Overview of DL reference measurement channels

In Table A.3.1.1-1 are listed the DL reference measurement channels specified in annexes A.3.2 to A.3.10 of this release of TS 36.521-1. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for testing are annexes A.3.2 to A.3.10 as appropriate.

Table A.3.1.1-1: Overview of DL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Receiver requirements

	FDD
	Table A.3.2-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD, Receiver requirements

	TDD
	Table A.3.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	FDD, Receiver requirements, Maximum input level for UE Categories 3-5

	FDD
	Table A.3.2-3
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3
	
	5
	64QAM
	3/4
	25
	
	-
	

	FDD
	Table A.3.2-3
	
	10
	64QAM
	3/4
	50
	
	-
	

	FDD
	Table A.3.2-3
	
	15
	64QAM
	3/4
	75
	
	-
	

	FDD
	Table A.3.2-3
	
	20
	64QAM
	3/4
	100
	
	-
	

	FDD, Receiver requirements, Maximum input level for UE Categories 1

	FDD
	Table A.3.2-3a
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3a
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3a
	
	5
	64QAM
	3/4
	18
	
	-
	

	FDD
	Table A.3.2-3a
	
	10
	64QAM
	3/4
	17
	
	-
	

	FDD
	Table A.3.2-3a
	
	15
	64QAM
	3/4
	17
	
	-
	

	FDD
	Table A.3.2-3a
	
	20
	64QAM
	3/4
	17
	
	-
	

	FDD, Receiver requirements, Maximum input level for UE Categories 2

	FDD
	Table A.3.2-3b
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3b
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3b
	
	5
	64QAM
	3/4
	25
	
	-
	

	FDD
	Table A.3.2-3b
	
	10
	64QAM
	3/4
	50
	
	-
	

	FDD
	Table A.3.2-3b
	
	15
	64QAM
	3/4
	75
	
	-
	

	FDD
	Table A.3.2-3b
	
	20
	64QAM
	3/4
	83
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 3-5

	TDD
	Table A.3.2-4
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4
	
	5
	64QAM
	3/4
	25
	
	-
	

	TDD
	Table A.3.2-4
	
	10
	64QAM
	3/4
	50
	
	-
	

	TDD
	Table A.3.2-4
	
	15
	64QAM
	3/4
	75
	
	-
	

	TDD
	Table A.3.2-4
	
	20
	64QAM
	3/4
	100
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 1

	TDD
	Table A.3.2-4a
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4a
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4a
	
	5
	64QAM
	3/4
	18
	
	-
	

	TDD
	Table A.3.2-4a
	
	10
	64QAM
	3/4
	17
	
	-
	

	TDD
	Table A.3.2-4a
	
	15
	64QAM
	3/4
	17
	
	-
	

	TDD
	Table A.3.2-4a
	
	20
	64QAM
	3/4
	17
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 2

	TDD
	Table A.3.2-4b
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4b
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4b
	
	5
	64QAM
	3/4
	25
	
	-
	

	TDD
	Table A.3.2-4b
	
	10
	64QAM
	3/4
	50
	
	-
	

	TDD
	Table A.3.2-4b
	
	15
	64QAM
	3/4
	75
	
	-
	

	TDD
	Table A.3.2-4b
	
	20
	64QAM
	3/4
	83
	
	-
	

	FDD, Receiver requirements, Maximum input level for UE Categories 11/12/13/14/15

	FDD
	Table A.3.2-5
	
	1.4
	256QAM
	4/5
	6
	
	-
	 

	FDD
	Table A.3.2-5
	
	3
	256QAM
	4/5
	15
	
	-
	 

	FDD
	Table A.3.2-5
	
	5
	256QAM
	4/5
	25
	
	-
	 

	FDD
	Table A.3.2-5
	
	10
	256QAM
	4/5
	50
	
	-
	 

	FDD
	Table A.3.2-5
	
	15
	256QAM
	4/5
	75
	
	-
	 

	FDD
	Table A.3.2-5
	
	20
	256QAM
	4/5
	100
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 11/12/13/14/15

	TDD
	Table A.3.2-6
	
	1.4
	256QAM
	4/5
	6
	
	-
	 

	TDD
	Table A.3.2-6
	
	3
	256QAM
	4/5
	15
	
	-
	 

	TDD
	Table A.3.2-6
	
	5
	256QAM
	4/5
	25
	
	-
	 

	TDD
	Table A.3.2-6
	
	10
	256QAM
	4/5
	50
	
	-
	 

	TDD
	Table A.3.2-6
	
	15
	256QAM
	4/5
	75
	
	-
	 

	TDD
	Table A.3.2-6
	
	20
	256QAM
	4/5
	100
	
	-
	 

	FDD, Transmitter requirements

	FDD
	Table A.3.2A-1
	
	1.4
	QPSK
	1/8-1/3
	3
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	3
	QPSK
	1/3
	4
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	5
	QPSK
	1/3
	8
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	10
	QPSK
	1/3
	16
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	15
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	20
	QPSK
	1/3
	30
	
	≥ 1
	

	TDD, Transmitter requirements

	TDD
	Table A.3.2A-2
	
	1.4
	QPSK
	1/8-1/3
	3
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	3
	QPSK
	1/3
	4
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	5
	QPSK
	1/3
	8
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	10
	QPSK
	1/3
	16
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	15
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	20
	QPSK
	1/3
	30
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS)

	FDD
	Table A.3.3.1-1
	R.4 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42 FDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42-1 FDD
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42-3 FDD
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.2 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.1-2
	R.3-1 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	FDD
	Table A.3.3.1-2
	R.3 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.5 FDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	

	FDD
	Table A.3.3.1-3
	R.6 FDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.7 FDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.8 FDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.9 FDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	

	FDD
	Table A.3.3.1-3a
	R.6-1 FDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.7-1 FDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.8-1 FDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.9-1 FDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.9-2 FDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	

	FDD
	Table A.3.3.1-6
	R.41 FDD
	10
	QPSK
	1/10
	50
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	FDD
	Table A.3.3.1-4
	R.0 FDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD
	Table A.3.3.1-4
	R.1 FDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	FDD
	Table A.3.3.1-5
	R.29 FDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD, Pcell PDSCH Performance, CA with power imbalance

	FDD
	Table A.3.3.1-7
	R.49 FDD
	20
	64QAM
	0.84-0.87
	100
	
	≥ 5
	

	FDD
	Table A.3.3.1-7
	R.49-1 FDD
	10
	64QAM
	0.84-0.87
	50
	
	≥2
	

	FDD
	Table A.3.3.1-7
	R.49-2 FDD
	5
	64QAM
	0.84-0.86
	25
	
	≥2
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	FDD
	Table A.3.3.2.1-1
	R.10 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.10-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.11-1 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.11-2 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11-3 FDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11-4 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.30 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.30-1 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-1 FDD
	20
	64QAM
	0.39
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-2 FDD
	15
	64QAM
	0.39
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-3 FDD
	10
	64QAM
	0.39
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.35-4 FDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-2
	R.46 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.47 FDD
	10
	16QAM
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-5 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-6 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	FDD
	Table A.3.3.2.2-1
	R.12 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.13 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.14-1 FDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14-2 FDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14-3 FDD
	20
	16QAM
	1/2
	100
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.36 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.14-4 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-5 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-6 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.1-1
	R.51 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.52 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.53 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.54 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Four antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.2-1
	R.43 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.50 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.44 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.45 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.45-1 FDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.48 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.60 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS)

	TDD
	Table A.3.4.1-1
	R.4 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42 TDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.2 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.2A TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42-1 TDD
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42-2 TDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42-3 TDD
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	TDD
	Table A.3.4.1-2
	R.3-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.1-2
	R.3 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.5 TDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	

	TDD
	Table A.3.4.1-3
	R.6 TDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.7 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.8 TDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.9 TDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	

	TDD
	Table A.3.4.1-3a
	R.6-1 TDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.7-1 TDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.8-1 TDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.9-1 TDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.9-2 TDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	

	TDD
	Table A.3.4.1-6
	R.41 TDD
	10
	QPSK
	1/10
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	TDD
	Table A.3.4.1-4
	R.0 TDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD
	Table A.3.4.1-4
	R.1 TDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	TDD
	Table A.3.4.1-5
	R.29 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance: Carrier aggregation with power imbalance

	TDD
	Table A.3.4.1-7
	R.49 TDD
	20
	64QAM
	0.81-087
	100
	
	≥ 5
	

	TDD
	Table A.3.4.1-7
	R.49-1 TDD
	15
	64QAM
	0.80-0.86
	75
	
	≥ 3
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	TDD
	Table A.3.4.2.1-1
	R.10 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.11-1 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.11-2 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11-3 TDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11-4 TDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.30 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.30-1 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.30-2 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.35 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.35-1 TDD
	20
	64QAM
	0.39
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.35-2 TDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.46 TDD
	10
	QPSK
	0.39
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.47 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-5 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-6 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-7 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-8 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-9 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	TDD
	Table A.3.4.2.2-1
	R.12 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.13 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.14 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.14-1 TDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.14-2 TDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.36 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.43-1 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-2 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-3 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-4 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.43-5 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD, PDSCH Performance, Single antenna port (DRS)

	TDD
	Table A.3.4.3.1-1
	R.25 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.26 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.1-1
	R.26-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.27 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.1-1
	R.27-1 TDD
	10
	64QAM
	3/4
	18
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.28 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance, Two antenna ports (DRS)

	TDD
	Table A.3.4.3.2-1
	R.31 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.32 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.2-1
	R.32-1 TDD
	5
	16QAM
	1/2
	[25]
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.33 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.2-1
	R.33-1 TDD
	10
	64QAM
	3/4
	[18]
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.34 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.3-1
	R.51 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Four antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.4-1
	R.44 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.4-1
	R.48 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.4-2
	R.60 TDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.4-2
	R.61 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.4-2
	R.61-1 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	TDD, PDSCH Performance (UE specific RS) Eight antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.5-1
	R.51 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.5-2
	R.45 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.5-2
	R.45-1 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD, PDCCH / PCFICH Performance

	FDD
	Table A.3.5.1-1
	R.15 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-1 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-2 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.16 FDD
	1.4
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.17 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1A
	R.16_1 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1A
	R.17_1 FDD
	5
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.5.1-2A
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD, PDCCH / PCFICH Performance

	TDD
	Table A.3.5.2-1
	R.15 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-1 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-2 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.16 TDD
	1.4
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.17 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1A
	R.16_1 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1A
	R.17_1 TDD
	5
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.5.2-2A
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD / TDD, PHICH Performance

	FDD / TDD
	Table A.3.6-1
	R.18
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.19
	1.4
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6.1
	R.19-1
	5
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.20
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.24
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1A
	R.19_1
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1A
	R.20_1
	5
	PHICH
	
	
	
	
	

	FDD, PMCH Performance

	FDD
	Table A.3.8.1-1
	R.40 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.8.1-1
	R.37 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.8.1-2
	R.38 FDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.8.1-3
	R.39-1 FDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	

	FDD
	Table A.3.8.1-3
	R.39 FDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	

	TDD, PMCH Performance

	TDD
	Table A.3.8.2-1
	R.40 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.8.2-1
	R.37 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.8.2-2
	R.38 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.8.2-3
	R.39-1 TDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	

	TDD
	Table A.3.8.2-3
	R.39 TDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	

	FDD, Sustained data rate (CRS)

	FDD
	Table A.3.9.1-1
	R.31-1 FDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	FDD
	Table A.3.9.1-1
	R.31-2 FDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3 FDD
	20
	64QAM
	0.59- 0.62
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3A FDD
	10
	64QAM
	0.85-0.90
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3C FDD
	15
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4 FDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4B FDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 4
	

	FDD
	Table A.3.9.1-1
	R.31-5 FDD
	15
	64QAM
	0.85-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-2
	R.31-6 FDD 
	15
	64QAM
	0.83-0.85
	
	
	≥ 2
	

	TDD, Sustained data rate (CRS)

	TDD
	Table A.3.9.2-1
	R.31-1 TDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	TDD
	Table A.3.9.2-1
	R.31-2 TDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3 TDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3A TDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	TDD
	Table A.3.9.2-1
	R.31-5 TDD
	15
	64QAM
	0.87-0.88
	
	
	≥ 3
	

	FDD, Sustained data rate test with EPDCCH scheduling (CRS)

	FDD
	Table A.3.9.3-1
	R.31E-1 FDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	FDD
	Table A.3.9.3-1
	R.31E-2 FDD
	10
	64QAM
	0.59-0.66
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3 FDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3A FDD
	10
	64QAM
	0.85-0.92
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3C FDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 3
	

	FDD
	Table A.3.9.3-1
	R.31E-4 FDD
	20
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.3-1
	R.31E-4B FDD
	15
	64QAM
	0.85-0.90
	
	
	≥4
	

	TDD, Sustained data rate test with EPDCCH scheduling (CRS)

	TDD
	Table A.3.9.4-1
	R.31E-1 TDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	TDD
	Table A.3.9.4-1
	R.31E-2 TDD
	10
	64QAM
	0.59-0.65
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3 TDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3A TDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, EPDCCH Performance

	FDD
	Table A.3.10.1-1
	R.55 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.56 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.57 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.58 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.59 FDD
	10
	EPDCCH
	
	
	
	
	

	TDD, EPDCCH Performance

	TDD
	Table A.3.10.2-1
	R.55 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.56 TDD
	10
	EPDCCH
	
	x
	
	
	

	TDD
	Table A.3.10.2-1
	R.57 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.58 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.59 TDD
	10
	EPDCCH
	
	
	
	
	


<<Unchanged sections omitted>>

A.3.3
Reference measurement channel for PDSCH performance requirements (FDD)

A.3.3.1
Single-antenna transmission (Common Reference Symbols)
Table A.3.3.1-1: Fixed Reference Channel QPSK R=1/3

	Parameter
	Unit
	Value

	Reference channel
	
	R.4 FDD
	R.42

FDD
	R.42-1 FDD
	R.42-2 FDD
	R.42-3 FDD
	R.2 FDD

	Channel bandwidth
	MHz
	1.4
	20
	3
	5
	15
	10

	Allocated resource blocks (Note 4)
	
	6
	100
	15
	25
	75
	50

	Allocated subframes per Radio Frame
	
	9
	9
	9
	9
	9
	9

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	408
	8760
	1320
	2216
	6712
	4392

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	152
	8760
	1064
	1800
	6712
	4392

	Number of Code Blocks 
(Notes 3 and 4)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	1
	2
	1
	1
	2
	1

	  For Sub-Frame 5
	
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	
	1
	2
	1
	1
	2
	1

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1368
	27600
	3780
	6300
	20700
	13800

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	528
	26760
	2940
	5460
	19860
	12960

	Max. Throughput averaged over 1 frame

(Note 4)
	Mbps
	0.342
	7.884
	1.162
	1.953
	6.041
	3.953

	UE Category
	
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 1

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 4:
Given per component carrier per codeword.


Table A.3.3.1-2: Fixed Reference Channel 16QAM R=1/2

	Parameter
	Unit
	Value

	Reference channel
	
	
	
	R.3-1

FDD
	R.3 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	25
	50
	
	

	Allocated subframes per Radio Frame
	
	
	
	9
	9
	
	

	Modulation
	
	
	
	16QAM
	16QAM
	
	

	Target Coding Rate
	
	
	
	1/2
	1/2
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	6456
	14112
	
	

	  For Sub-Frame 5
	Bits
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	
	5736
	12960
	
	

	Number of Code Blocks per Sub-Frame
(see Note 3)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	
	
	2
	3
	
	

	  For Sub-Frame 5
	
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	
	
	
	1
	3
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	12600
	27600
	
	

	  For Sub-Frame 5
	Bits
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	
	10920
	25920
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	
	5.738
	12.586
	
	

	UE Category
	
	
	
	≥ 1
	≥ 2
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-3: Fixed Reference Channel 64QAM R=3/4

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.5 FDD
	R.6 FDD
	R.7 FDD
	R.8 FDD
	R.9 FDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	15
	25
	50
	75
	100

	Allocated subframes per Radio Frame
	
	
	9
	9
	9
	9
	9

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	8504
	14112
	30576
	46888
	61664

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	6456
	12576
	28336
	45352
	61664

	Number of Code Blocks per Sub-Frame (see Note 3)
	
	
	2
	3
	5
	8
	11

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	11340
	18900
	41400
	62100
	82800

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	8820
	16380
	38880
	59580
	80280

	Max. Throughput averaged over 1 frame
	Mbps
	
	7.449
	12.547
	27.294
	42.046
	55.498

	UE Category
	
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-3a: Fixed Reference Channel 64QAM R=3/4

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.6-1 FDD
	R.7-1 FDD
	R.8-1 FDD
	R.9-1 FDD
	R.9-2 FDD

	Channel bandwidth
	MHz
	
	5
	10
	15
	20
	20

	Allocated resource blocks (Note 3)
	
	
	18
	17
	17
	17
	83

	Allocated subframes per Radio Frame
	
	
	9
	9
	9
	9
	9

	Modulation
	
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	
	3/4
	3/4
	3/4
	3/4
	3/4

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	10296
	10296
	10296
	10296
	51024

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	8248
	10296
	10296
	10296
	51024

	Number of Code Blocks per Sub-Frame (Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	
	2
	2
	2
	2
	9

	  For Sub-Frame 5
	
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	
	
	2
	2
	2
	2
	9

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	13608
	14076
	14076
	14076
	68724

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	11088
	14076
	14076
	14076
	66204

	Max. Throughput averaged over 1 frame
	Mbps
	
	9.062
	9.266
	9.266
	9.266
	45.922

	UE Category
	
	
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 2

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
Localized allocation started from RB #0 is applied.

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-4: Fixed Reference Channel Single PRB (Channel Edge)

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.0 FDD
	
	R.1 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10/20
	15
	20

	Allocated resource blocks
	
	
	1
	
	1
	
	

	Allocated subframes per Radio Frame
	
	
	9
	
	9
	
	

	Modulation
	
	
	16QAM
	
	16QAM
	
	

	Target Coding Rate
	
	
	1/2
	
	1/2
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	224
	
	256
	
	

	  For Sub-Frame 5
	Bits
	
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	224
	
	256
	
	

	Number of Code Blocks per Sub-Frame (see Note 3)
	
	
	1
	
	1
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	504
	
	552
	
	

	  For Sub-Frame 5
	Bits
	
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	504
	
	552
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	0.202
	
	0.230
	
	

	UE Category
	
	
	≥ 1
	
	≥ 1
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-5: Fixed Reference Channel Single PRB (MBSFN Configuration)

	Parameter
	Unit
	Value

	Reference channel
	
	R.29 FDD (MBSFN)

	Channel bandwidth
	MHz
	10

	Allocated resource blocks
	
	1

	MBSFN Configuration (Note 3)
	
	111111

	Allocated subframes per Radio Frame
	
	3

	Modulation
	
	16QAM

	Target Coding Rate
	
	1/2

	Information Bit Payload
	
	

	  For Sub-Frames 4,9
	Bits
	256

	  For Sub-Frame 5
	Bits
	n/a

	  For Sub-Frame 0
	Bits
	256

	  For Sub-Frame 1,2,3,6,7,8
	Bits
	0 (MBSFN)

	Number of Code Blocks per Sub-Frame (see Note 4)
	
	1

	  For Sub-Frames 4,9
	
	1

	  For Sub-Frame 5
	
	n/a

	  For Sub-Frame 0
	
	1

	  For Sub-Frame 1,2,3,6,7,8
	
	0 (MBSFN)

	Binary Channel Bits Per Sub-Frame
	
	

	  For Sub-Frames 4,9
	Bits
	552

	  For Sub-Frame 5
	Bits
	n/a

	  For Sub-Frame 0
	Bits
	552

	  For Sub-Frame 1,2,3,6,7,8
	Bits
	0 (MBSFN)

	Max. Throughput averaged over 1 frame
	kbps
	76.8

	UE Category
	
	≥ 1

	Note 1:
2 symbols allocated to PDCCH
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
MBSFN Subframe Allocation as defined in [5], one frame with 6 bits is chosen for MBSFN subframe allocation

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit


Table A.3.3.1-6: Fixed Reference Channel QPSK R=1/10

	Parameter
	Unit
	Value

	Reference channel
	
	
	
	
	R.41 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks (Note 3)
	
	
	
	
	50
	
	

	Allocated subframes per Radio Frame
	
	
	
	
	9
	
	

	Modulation
	
	
	
	
	QPSK
	
	

	Target Coding Rate
	
	
	
	
	1/10
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	
	1384
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	1384
	
	

	Number of Code Blocks per Sub-Frame (Note 3)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	
	
	
	1
	
	

	  For Sub-Frame 5
	
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	
	
	
	
	1
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	
	13800
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	12960
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	
	
	1.246
	
	

	UE Category
	
	
	
	
	≥ 1
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


Table A.3.3.1-7: PCell Fixed Reference Channel for CA demodulation with power imbalance

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	




	Parameter
	Unit
	Value

	Reference channel
	
	R.49 FDD
	R.49-1 FDD
	R.49-2 FDD

	Channel bandwidth
	MHz
	20
	10
	5

	Allocated resource blocks
	
	100
	50
	25

	Allocated subframes per Radio Frame
	
	9
	9
	9

	Modulation
	
	64QAM
	64QAM
	64QAM

	Coding Rate
	
	
	
	

	  For Sub-Frame 1,2,3,4,6,7,8,9,
	
	0.84
	0.84
	0.84

	  For Sub-Frame 5
	
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	
	0.87
	0.87
	0.86

	Information Bit Payload
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	63776
	31704
	15840

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A

	For Sub-Frame 0
	
	63776
	30576
	14112

	Number of Code Blocks per Sub-Frame
(Note 3)
	
	
	
	

	  For Sub-Frames 0,1,2,3,4,6,7,8,9
	Code Blocks
	11
	6
	3

	  For Sub-Frame 5
	Code Blocks
	N/A
	N/A
	N/A

	Binary Channel Bits Per Sub-Frame
	
	
	5
	3

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	75600
	
	

	  For Sub-Frame 5
	Bits
	N/A
	37800
	18900

	  For Sub-Frame 0
	Bits
	73080
	N/A
	N/A

	Max. Throughput averaged over 1 frame
	Mbps
	57.398
	35280
	16380

	UE Category
	
	≥5
	≥2
	≥2

	Note 1:
3 symbols allocated to PDCCH.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


<<End of changes>>
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