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<START OF MODIFIED SECTION>

8.2.4.24
CA / RRC connection reconfiguration / SCell Addition / Success /RRC Processing Delay

8.2.4.24.1
CA / RRC connection reconfiguration / SCell Addition / Success /RRC Processing Delay/Intra-Band Contiguous CA

8.2.4.24.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message containing sCellToAddModList with a SCell addition }

    then { UE adds the new SCell, configures lower layers to consider the SCell to be in deactivated state and sends an RRCConnectionReconfigurationComplete message within 25 (FDD)/28 (TDD) subframes }

            }

8.2.4.24.1.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.3.5.3, 5.3.10.3b and 11.2

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b; 
…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;
 [TS 36.331, clause 5.3.10.3b]

The UE shall:

1>
for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the cellIdentification, in accordance with the received radioResourceConfigCommonSCell and radioResourceConfigDedicatedSCell;

2>
configure lower layers to consider the SCell to be in deactivated state;

1>
for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the received radioResourceConfigDedicatedSCell;

[TS 36.331, clause 11.2]

The UE performance requirements for RRC procedures are specified in the following table, by means of a value N:

N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation) where N=20 (Ref. TS 36.331 Fig. 11.2-1)

8.2.4.24.1.3
Test Description

8.2.4.24.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell, Cell 3 is the SCell to be added.

-
Cell 3 isInactive SCell according to [18] clause 6.3.4.

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.24.1.3.2
Test procedure sequence

Table 8.2.4.24.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while the configuration marked "T1"  is applied at the point indicated in the Main behaviour description in Table 8.2.4.24.1.3.2-2.

Table 8.2.4.24.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	Off
	The power level values are such that camping on Cell 1 is guarantee.

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	-85
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3  (M3) satisfy entry condition for event A3 (M3 > M1).


Table 8.2.4.24.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter Frequency measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 3  parameters according to the row "T1" in table 8.2.4.24.1.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	4A
	The SS transmits an RRCConnectionReconfiguration message to release measurement gap, to remove measurement configuration and to set the TimerAllignment to infinity. 
	<--
	RRCConnectionReconfiguration
	-
	-

	4B
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message containing an sCellToAddModList with SCell Cell 3  addition. 
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message within 25 (FDD)/28 (TDD) subframes  ?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	-
	-

	Note 1:      The SS is configured for RRC procedure delay testing according to TS 36.523-3 clause 7.12.1.

Note 2:      5 (FDD) / 8 (TDD) subframes is added on top of RRC processing delay requirement, because  UL grant is allocated for the next subframe after RRC procedure delay and because of transmission delay after UL grant. For TDD, consider the max 7 TTI transmission delay after UL grant


.

8.2.4.24.1.3.3
Specific message contents
Table 8.2.4.24.1.3.3-0: Conditions for specific message contents
in Tables 8.2.4.24.1.3.3-7 and 8.2.4.24.1.3.3-8

	Condition
	Explanation

	Uplink_CA
	The UE supports carrier aggregation in UL under the test band.


Table 8.2.4.24.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.24.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.2.4.24.1.3.3-2: MeasConfig (Table 8.2.4.24.1.3.3-1)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasGapConfig-GP1
	Cell 1
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasGapConfig-GP1
	Cell 3
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.24.1.3.3-3: MeasGapConfig-GP1 (Table 8.2.4.24.1.3.3-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1A

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP1 ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	     gp0 
	0
	TGRP = 40 ms
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.24.1.3.3-4: ReportConfig-A3 (Table 8.2.4.24.1.3.3-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-6

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA SEQUENCE {
	
	
	

	          a3-Offset
	-24 (-12 dB)
	
	

	          reportOnLeave
	TRUE
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.24.1.3.3-5: MeasurementReport (step 4, Table 8.2.4.24.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId [1]
	physicalCellId of Cell 3
	
	

	              cgi-Info [1] SEQUENCE {}
	Not present
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	                additionalSI-Info-r9 SEQUENCE {}
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9 SEQUENCE {}
	Not present
	
	

	          locationInfo-r10 SEQUENCE {}
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.24.1.3.3-4a: RRCConnectionReconfiguration (step 4a, Table 8.2.4.24.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	      MeasConfig ::= SEQUENCE {
	
	
	

	          measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	               measId[1]
	1
	
	

	          }
	
	
	

	          measGapConfig CHOICE {
	
	
	

	            release
	NULL
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig SEQUENCE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.24.1.3.3-6: RRCConnectionReconfiguration (step 5, Table 8.2.4.24.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2-Add
	SCell addition for Cell 3
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.24.1.3.3-7: SCellToAddMod-r10-f2-Add (Table 8.2.4.24.1.3.3-6)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-f2
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-f2
	
	

	}
	
	
	


Table 8.2.4.24.1.3.3-7: RadioResourceConfigCommonSCell-r10-f2 (Table 8.2.4.24.1.3.3-6)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	  Ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Same uplink EARFCN as used for Cell 3
	OP
	FDD

	
	Not present
	
	TDD

	      ul-Bandwidth-r10
	Same uplink system bandwidth as used for Cell 3
	optional
	FDD

	
	Not present
	
	TDD

	      additionalSpectrumEmissionSCell-r10
	Same additionalSpectrumEmission as used for Cell 3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.24.1.3.3-8: RadioResourceConfigDedicatedSCell-r10-f2 (Table 8.2.4.24.1.3.3-6)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-19AA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10 SEQUENCE {
	
	
	

	    ul-Configuration-r10
	Not present
	
	

	    ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	      antennaInfoUL-r10
	Not present
	
	

	      pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	      uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	      cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	      soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	      soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	      soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<END OF MODIFIED SECTION>
