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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document and of TS 51.010-2 [52].

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case.
Applicability 

The following notations are used for the applicability column:

R
recommended – the test case is recommended

O
optional – the test case is optional

N/A
not applicable – in the given context, the test case is not recommended.

Ci
conditional – the test is recommended (“R”) or not (“N/A”) depending on the support of other items. “i” is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax “IF  … THEN (IF ... THEN ... ELSE...) ELSE  ”.." is used to avoid ambiguities. 

Status column

The following notations, defined in ISO/IEC 9646‑7, are used for the status column:

A
applicable – the applicability is required to be supported.

O
optional – the capability may be supported or not.

N/A
not applicable – in the given context, it is impossible to use the capability.

X
prohibited (excluded) – there is a requirement not to use this capability in the given context.

O.i
qualified optional – for mutually exclusive or selectable options from a se“.”"i" is an integer which identifies an unique group of related optional items and the logic of their selection which is defined immediately following the table.

Ci
conditional – the requirement on the capabilit“ ”"M“,”"O“,”"X" “r "”/A") depends on the support of other optional or conditional item“.”"i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the synt“x "IF ... THEN (IF ... THEN ... ELSE...) ELSE  ”.." shall be used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Number of TC Executions

This column indicates the recommended number of TC executions. In case this recommended number is less than the number of TC executions imposed by the individual TC applicability, this column also indicates the preferred domain for testing. The different entries shall be read as follows:

1 Execution:

px_CN_DomainTested is not applicable in any case.
CS





-
TC is recommended to execute in CS domain

CS+PS



-
TC is recommended to execute CS+PS with pc_CS and pc_PS set to TRUE

CS+PS ( only if CS call establishment is supported )
-
TC is recommended to execute CS+PS with pc_CS and pc_CS_CallEst and pc_PS set to TRUE

CS+PS preferred

-
If pc_CS and pc_PS set to TRUE TC is recommended for CS+PS






else if pc_CS or pc_PS set to FALSE, TC is recommended in the relevant domain.

PS





-
TC is recommended to execute in PS domain

PS preferred


-
TC is recommended to execute in PS domain unless UE supports only CS domain.

2 Executions:

CS+PS, PS+CS

-
With pc_CS and pc_PS set to TRUE, TC is recommended to execute CS+PS with CS 






domain first (by specifying px_CN_DomainTested = cs_domain), and PS+CS with PS 






domain first (by specifying px_CN_DomainTested= ps_domain)

1 or 2 Executions:

CS, PS




-
If pc_CS and pc_PS set to TRUE, TC is recommended for 2 executions







in CS domain (by specifying px_CN_DomainTested = cs_domain) and







in PS domain (by specifying px_CN_DomainTested = ps_domain),






else if pc_CS or pc_PS set to FALSE, TC is recommended for 1 execution in the relevant domain.

CS ( only if CS call establishment is supported ), PS -










If pc_CS and pc_CS_CallEst and pc_PS set to TRUE, TC is recommended for 2 executions







in CS domain (by specifying px_CN_DomainTested = cs_domain) and







in PS domain (by specifying px_CN_DomainTested = ps_domain),






else if (pc_CS and pc_CS_CallEst) or pc_PS set to FALSE, TC is recommended for 1 execution in the relevant domain.

CS+ PS or (CS, PS)
-
If Operation Mode A is supported by the UE (pc_SupportOpModeA=TRUE), then the TC 






is recommended to execute once CS+PS,






else the TC follows the above (CS, PS) recommendations.

CS+PS (only if CS Speech or Transparent data is supported ) or (CS ( only if CS call establishment is supported ), PS)

- TC is recommended to execute CS+PS with pc_CS and (pc_Speech or pc_CS_T_data) and pc_PS set to TRUE






else the TC follows the above (CS (only if CS call establishment is supported), PS) recommendations.

NOTE: The execution guideline for interRAT TCs of GERAN to UTRAN can be found in TS 51.010-5.
Additional Information - Release RAT

-
In regard to a particular test case, this column provides information on the release which is used by the simulated network where applicable. For each applicable RAT the release shall be indicated in the format 'Rel-X RAT'. When multiple RATs are applicable the entries per RAT shall be separated by a comma. When a value for a 3GPP RAT is not provided but the RAT is in the scope of the test case then for this RAT the release indicated in the Release column applies (per default).

EXAMPLES:

Rel-9 UTRA FDD, Rel-8 GERAN 
(meaning that the UTRA FDD will simulate Rel-9 and the GERAN Rel-8 behaviours)

Rel-9 UTRA TDD
(meaning that the UTRA LCR TDD network will simulate Rel-9 behaviours)

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	
	<<< Several rows skipped here>>>
	
	
	
	
	

	6.3.3.2
	Void
	
	
	
	
	

	6.3.4.1
	Inter-frequency Cell Reselection with Hybrid Cells
	Rel-9
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred
	

	6.3.4.2
	Cell Reselection with Hybrid Cells for non-member UEs
	Rel-9
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred
	

	6.4.1
	WLAN Offload / Cell Selection / UTRA RRC_Idle to/from WLAN (Qrxlevmeas, BeaconRSSI)
	Rel-12
	CXXX
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	
	
	
	CYYY
	UEs supporting UTRAN TDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	6.4.2
	WLAN Offload / Cell Selection / UTRA RRC_Idle to/from WLAN (Qrxlevmeas, BackhaulRateDlWLAN)
	Rel-12
	CXXX
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	
	
	
	CYYY
	UEs supporting UTRAN TDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	6.4.3
	WLAN Offload / Cell Selection / UTRA RRC_Idle to/from WLAN (Qrxlevmeas, BackhaulRateUlWLAN)
	Rel-12
	CXXX
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	
	
	
	CYYY
	UEs supporting UTRAN TDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	6.4.5
	WLAN Offload / Cell Selection / UTRA RRC_Idle to/from WLAN Failure (WLAN identifier does not match)
	Rel-12
	CXXX
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	
	
	
	CYYY
	UEs supporting UTRAN TDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	7
	LAYER 2
	
	
	
	
	

	
	<<< several rows skipped here>>>
	
	
	
	
	

	8.2.6.68
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start of SPS operation with initial SPS resource) (1.28 Mcps TDD)
	Rel-9
	C729
	UEs supporting TDD and SPS operation
	1 Execution: PS
	

	8.2.6.69
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start of Control Channel DRX operation) (1.28 Mcps TDD)
	Rel-9
	C730
	UEs supporting TDD and Control Channel DRX operation
	1 Execution: PS
	

	8.2.7
	RRC / Physical Shared Channel Allocation [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS
	
	

	8.2.8
	RRC / PUSCH capacity request [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS
	
	

	8.2.10.1
	WLAN Offload / Offload Success / UTRA RRC_Connected to/from WLAN (RSRPmeas, BackhaulRateUlWLAN)
	Rel-12
	CXXX
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	
	
	
	CYYY
	UEs supporting UTRAN TDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	8.2.10.3
	WLAN Offload / Offload Success / UTRA RRC_Connected to/from WLAN (RSRQmeas, BeaconRSSI)
	Rel-12
	CXXX
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	8.2.10.4
	WLAN Offload / Offload Success / UTRA RRC_Connected to/from WLAN (RSRQmeas, BackhaulRateDlWLAN)
	Rel-12
	CXXX
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	8.2.10.6
	WLAN Offload / Offload failure / UTRA RRC_Connected (WLAN identifier does not match)
	Rel-12
	CXXX
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and supporting multiple PDP contexts
	
	

	8.2.10.7
	WLAN Offload / Offload Success / UTRA RRC_Connected to/from WLAN (ANDSF and RAN rules co-existence)
	Rel-12
	CZZZ
	UEs supporting UTRAN FDD and WLAN and allowed offload to and from WLAN and ANDSF and RAN rules co-existence and supporting multiple PDP contexts
	
	

	
	<<< Several rows skipped here>>>
	
	
	
	
	


 Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C01a
IF A.1/1 AND A.1/12 THEN R ELSE N/A

	C01d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	<<< Severa rows skipped here >>>

	C913
IF A.1/1 AND A.2/1 AND A.3/1 AND A.20/5 AND A.7/35 THEN R ELSE N/A

	C914
IF A.1/1 AND A.18a/58 AND A.18a/59 THEN R ELSE N/A

	C915
IF A.1/1 AND A.18a/58 AND A.18a/60 THEN R ELSE N/A

	C916
IF A.1/1 AND A.18a/58 AND A.18a/61 THEN R ELSE N/A

	C917
IF A.1/1 AND A.18a/66 THEN R ELSE N/A

	CXXX        IF A.1.1/1 AND A.10/XX AND A.4.4/7 AND A.20/7

	CYYY        IF (A.1.1/2 OR A.1.1/3 OR A.1.1/8) AND A.10/XX AND A.4.4/7 AND A.20/7

	CZZZ         IF A.1.1/1 AND A.10/XX AND A.10/YY AND A.20/7 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 36.523-2 is preceded with the normative reference [56]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.


<<< Text skipped Here>>>
A.4.2
UE Service Capabilities

A.4.2.1
3GPP Standardised UE Service Capabilities

<<< Several clauses skipped Here >>>
A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities

	Item
	Other UE Service Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multimedia services ( 3G-324M)
	26.071, 26.110, 26.111, 26.112
	R99
	pc_3G324M
	

	2
	Alternate speech/facsimile group 3
	22.003, A.1.4
	R99
	pc_AltSpeechFax_TS61
	

	3
	Automatic facsimile group 3
	22.003, A.1.5
	R99
	
	

	4
	MBMS broadcast services
	22.246
	Rel-6
	pc_MBMS_Broadcast
	

	5
	MBMS multicast services
	22.246
	Rel-6
	pc_MBMS_Multicast
	

	6
	IMS
	23.228
	Rel-5
	pc_IMS
	

	7
	Indicating whether a PLMN is present on a PLMN list stored on the USIM
	23.122, 4.4.3.1.2
	Rel-7
	pc_Indicating_PLMN_list
	

	8
	Last RPLMN
	23.122, 4.4.3.1
	Rel-7
	pc_Last_RPLMN
	

	9
	Exception to manual network selection mode at switch-on 
	23.122, 4.4.3.1
	Rel-7
	pc_Exception_ManSelectionMode
	

	10
	MBMS broadcast services in MBSFN mode
	25.306
	Rel-7
	pc_MBMS_MBSFN
	

	11
	NW selection mode at switch-on
	23.122, 4.4.3.1
	Rel-7
	pc_NWSelectionMode_SwitchOn
	

	12
	CSG Support
	25.304
	Rel-8
	pc_CSG
	

	13
	MBMS broadcast services in MBSFN IMB
	25.306
	Rel-8
	pc_MBMS_IMB
	

	14
	eCall Only Support on the USIM
	24.008, 4.2.1.1
	Rel-8
	pc_eCallOnly
	UEs that contain USIM with subscription for eCall only service are identified as eCall Only capable UE.

	15
	eCall Capable Support on the USIM
	24.008
	Rel-8
	pc_eCallCapable
	UEs that contain USIM with subscription for eCall and other services are identified as eCall Capable UE.

	16
	Capability to Initiate Manual eCall
	24.008
	Rel-8
	pc_eCall_manual_Initiated
	UE providing a means to trigger a manual call

	17
	Capability to Initiate Automatic eCall
	24.008
	Rel-8
	pc_eCall_automatic_Initiated
	UE providing a means to trigger a automatic call

	18
	Capability to trigger a reconfiguration eCall
	24.008
	Rel-8
	pc_eCall_Reconfiguration_Call
	UE providing a means to trigger a reconfiguration eCall

	19
	Capability to trigger a Test eCall
	24.008
	Rel-8
	pc_eCall_Test_Call
	UE providing a means to trigger a Test eCall

	20
	Capability to Support of inter-frequency CSG Proximity Indication
	25.331 10.3.3.8a
	Rel-9
	pc_Indicating_CSG_Proximity_InterF
	

	21
	Capability to Support of inter-frequency SI acquisition for HO
	25.331

10.3.3.21c
	Rel-9
	pc_Acquiring_InterF_SI
	

	22
	Support of Cell Broadcast Service Discontinuous Reception (DRX)
	23.041, 8

25.324, 10.1
	R99
	pc_SMS_CellBroadcast_DRX
	

	23
	Capability to Support of intra-frequency SI acquisition for HO
	25.331

10.3.3.21c
	Rel-9
	pc_Acquiring_IntraF_SI
	

	24
	IMS emergency services
	24.229, 5.1.6
	Rel-9
	pc_IMS_EmergSrvc
	

	25
	Capability to establish the emergency call using the CS domain if the attach request for emergency bearer services was not accepted by the network
	24.008, 4.7.3.1.4a
	Rel-9
	pc_UsingCSDomain_Em
	

	26
	Capability to Support of intra-frequency CSG Proximity Indication
	25.331

10.3.3.8a
	Rel-9
	pc_Indicating_CSG_Proximity_IntraF
	

	27
	Support of UTRAN ANR
	25.306,

4.15
	Rel-10
	pc_UTRAN ANR
	

	28
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_DCH
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_DCH
	

	29
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_FACH
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_FACH
	

	30
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in CELL_PCH when DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_PCH
	

	31
	Support of Low Access Priority indication
	24.008 1.8
	Rel-10
	pc_LAP
	

	32
	Support of MinimumPeriodicSearchTimer
	23.122, 4.4.3.3
	Rel-10
	pc_MinimumPeriodicSearchTimer
	

	33
	Support of the extended NMO I system information
	24.008, 4.1.1.4.2
	Rel-10
	pc_NMO_I_Behaviour
	

	34
	Support of AttachWithIMSI
	24.008, 4.7.3.1 and 4.4.4.1
	Rel-10
	pc_AttachWithIMSI
	

	35
	Support of T3212 extended value IE
	24.008,

4.4.2
	Rel-10
	pc_T3212Extended
	

	36
	Support of T3312 extended value IE
	24.008,

4.7.2.2 and 4.7.5.1
	Rel-10
	pc_T3312Extended
	

	37
	Support of Low Access Priority Override
	24.008,

1.8
	Rel-11
	pc_LAP_override
	

	38
	Support of SMS-only service
	24.008,

2.1.2 and 4.1.1.2.2
	Rel-11
	pc_SMS_Only
	

	39
	Support of GPRS services only
	24.008,

4.1.1.2.2
	Rel-11
	pc_GPRS_only
	

	XX
	Supports WLAN, supports Offload to/from WLAN and supports S2b
	25.304, 5.6.2

24.302, 6.10.4
	Rel-12
	pc_UTRAN_WLAN_offload
	

	YY
	Supports of ANDSF and RAN rules co-existence
	25.304, 5.6.2

24.302, 6.10.2
	Rel-12
	pc_ANDSF_RAN_Rules_Co
	





