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5.2A.6
Exceptions for NAICS tests

5.2A.6.1
Specific message contents

All specific message contents shall be referred to clause 4.6, with exceptions as below.

5.2A.6.1.1
RRCConnectionReconfiguration for setting up NAICS configuration in NAICS test cases

Table 5.2A.6.1.1-1: RRCConnectionReconfiguration
	Derivation Path: clause 4.6.1, Table 4.6.1-8: RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-SRB2-DRB(n, m)
	
	SRB2-DRB(n, m)

	        securityConfigHO
	Not present
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.2A.6.1.1-2: RadioResourceConfigDedicated-SRB2-DRB(n, m)

	Derivation Path: clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  neighCellsCRS-Info-r11 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      naics-Info-r12 ::= CHOICE {
	
	
	

	      setup :: = SEQUENCE {
	
	
	

	        neighCellsToReleaseList-r12
	Not present
	
	

	        neighCellsToAddModList-r12 SEQUENCE (SIZE (1..maxNeighCell-r12)) OF NeighCellsInfo-r12
	
	
	

	           NeighCellsInfo-r12 ::= SEQUENCE {
	
	
	

	             physCellId-r12
	Based  on simulated cell requirements
	
	

	             p-b-r12
	Based  on simulated cell requirements
	
	

	             crs-PortsCount-r12
	Based  on simulated cell requirements
	
	

	             mbsfn-SubframeConfig-r12
	Not present
	
	

	              p-aList-r12 SEQUENCE (SIZE (1..maxP-a-PerNeighCell-r12)) OF P-a
	
	
	

	                   P-a
	dB-6
	
	

	                   P-a
	dB-3
	
	

	                   P-a
	dB0
	
	

	              transmissionModeList-r12
	‘01110110’B
	Transmission modes 2,3,4,8 and 9
	

	              resAllocGranularity-r12
	1
	
	

	          }
	
	
	

	        servCellp-a-r12
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	   }
	
	
	

	 }
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