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{Start of changes}
8.2.1.4.2_A.1
FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (2DL CA)

8.2.1.4.2_A.1.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed-loop spatial multiplexing.

8.2.1.4.2_A.1.2
Test applicability

This test applies to 
E-UTRA FDD release10 and forward UE of category ≥ 3 which supports inter-band OR intra-band contiguous DL CA.

Editor’s note: RAN4 is still in discussion to cover in the future also test points with lower UE categories than 3.

This test also applies to E-UTRA FDD release 11 and forward UE of category 3 or higher that supports intra-band non-contiguous DL CA.

8.2.1.4.2_A.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.4.2_A.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.1.4.2_A.1.3-2 for the specified SNR. For multi-layer spatial multiplexing closed loop rank-two performance with wideband and frequency selective precoding is specified.

Table 8.2.1.4.2_A.1.3-1: Test Parameters for Testing Multi-Layer Spatial Multiplexing for CA

	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	-6
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	dB
	-6 (Note 1)
	-6 (Note 1)
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at antenna port
	dBm/15kHz
	-98
	-98

	Precoding granularity
	PRB
	6
	8

	PMI delay (Note 2)
	ms
	8
	8

	Reporting interval
	ms
	1
	1

	Reporting mode
	
	PUSCH 1-2
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	0000000000000000000000000000000011111111111111110000000000000000
	0000000000000000000000000000000011111111111111110000000000000000

	CSI request field (Note 3)
	
	‘10’

	PDSCH transmission mode 
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 3:
Multiple CC-s under test are configured as the 1st set of serving cells by higher layers.

Note 4:
ACK/NACK bits are transmitted using PUSCH with PUCCH format 1b with channel selection configured.

Note 5:
The same PDSCH transmission mode is applied to each component carrier.


	Table 8.2.1.4.2_A.1.3-2: Minimum performance Multi-Layer Spatial Multiplexing (FRC) for CA

Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE category

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	

	1
	2x10 MHz
	R.14 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.8
	≥3

	2
	2x20 MHz
	R.14-3 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.9
	≥5

	Note 1:
The OCNG pattern applies for each CC.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.4.

{Unchanged sections omitted}
8.2.1.4.2_A.2
FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (3DL CA)

Editor’s notes: This test case is incomplete. The following items are missing or incomplete:

- The SNR values for minimum conformance and test requirements are still in brackets.

8.2.1.4.2_A.2.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using closed-loop spatial multiplexing.

8.2.1.4.2_A.2.2
Test applicability

This test case applies to all types of E-UTRA FDD release 10 and forward UE of category ≥ 5 that support 3DL Intra-band contiguous CA or 3DL Inter-band CA, or 3DL with Intra-band contiguous and Inter-band CA.

This test case also applies to all types of E-UTRA FDD release 11 and forward UE of category ≥ 5 that support 3DL with Intra-band non-contiguous and Inter-band CA, or 3DL with Intra-band non-contiguous and Intra-band contiguous CA.
8.2.1.4.2_A.2.3
Minimum conformance requirements
For CA with 3 DL CCs, the requirements are specified in Table 8.2.1.4.2_A.2.3-3, based on single carrier requirement specified in Table 8.2.1.4.2_A.2.3-2, with the addition of the parameters in Table 8.2.1.4.2_A.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Table 8.2.1.4.2_A.2.3-1: Test Parameters for Multi-Layer Spatial Multiplexing (FRC) for CA

	Parameter
	Unit
	Value

	Downlink power allocation
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	-6 (Note 1)
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	4 for 3MHz and 5MHz CCs, 6 for 10MHz CCs, 8 for 15MHz and 20MHz CCs

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	0000000000000000000000000000000011111111111111110000000000000000

	CSI request field (Note 3)
	
	‘10’

	PDSCH transmission mode 
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 3:
Multiple CC-s under test are configured as the 1st set of serving cells by higher layers.

Note 4:
ACK/NACK bits are transmitted using PUSCH with PUCCH format 3 with channel selection configured for Tests in Table 8.2.1.4.2_A.2.3-3.

Note 5:
The same PDSCH transmission mode is applied to each component carrier.


Table 8.2.1.4.2_A.2.3-2: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.14-4 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[TBD]

	3MHz
	R.14-5 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[9.5]

	5MHz
	R.14-6 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[9.5]

	10 MHz
	R.14 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[10.1]

	15MHz
	R.14-7 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[10.1]

	20MHz
	R.14-3 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	[10.3]


Table 8.2.1.4.2_A.2.3-3: Minimum performance (FRC) based on single carrier performance for CA with 3DL CCs

	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	Note 1:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.4.
{Unchanged sections omitted}
9.3.2.2.1_D
FDD CQI Reporting under fading conditions – PUCCH 1-1 for eDL-MIMO

9.3.2.2.1_D.1
Test purpose

To verify that the UE is tracking the channel variations and selecting the largest transport format possible according to the prevailing channel state for frequently non-selective scheduling.

9.3.2.2.1_D.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward of Category ≥2 that support eDL-MIMO. Applicability requires support for FGI bit 103.
9.3.2.2.1_D.3
Minimum conformance requirements

For the parameters specified in Table 9.3.2.2.1_D.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.3.2.2.1_D.3-2 and by the following:

a)
CQI index not in the set {median CQI -1, median CQI, median CQI +1} shall be reported at least  % of the time;

b)
The ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index and that obtained when transmitting a fixed transport format configured according to the wideband CQI median shall be ≥ ;

c) 
 When transmitting the transport format indicated by each reported wideband CQI index, the average BLER for the indicated transport formats shall be greater or equal to 0.02.

Table 9.3.2.2.1_D.3-1: Fading test for FDD

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	9

	Downlink power allocation
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	SNR (Note 3)
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	dB[mW/15kHz]
	-98
	-98

	Propagation channel
	
	EPA5

	Correlation and antenna configuration
	
	ULA High (4 x 2)

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports 15,…,18

	Beamforming model
	
	As specified in Annex B.4.3

	CSI-RS periodicity and subframe offset

TCSI-RS / ∆CSI-RS
	
	5/1

	CSI-RS reference signal configuration
	
	2

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 0000 0001

	Reporting mode
	
	PUCCH 1-1

	Reporting periodicity
	ms
	Npd = 5

	CQI delay
	ms
	8

	 Physical channel for CQI/ PMI reporting
	
	PUSCH (Note 4)

	PUCCH Report Type for CQI/PMI
	
	2

	PUCCH channel for RI reporting
	
	PUCCH Format 2

	PUCCH report type for RI
	
	3

	cqi-pmi-ConfigurationIndex
	
	2

	ri-ConfigIndex
	
	1

	Max number of HARQ transmissions
	
	1

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink SF not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4).

Note 2:
Reference measurement channel RC.7 FDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.
Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level. 

Note 4:
To avoid collisions between CQI/ PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#1 and #6 to allow periodic CQI/ PMI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#0 and #5.


Table 9.3.2.2.1_D.3-2: Minimum requirement (FDD)
	
	Test 1
	Test 2

	 [%]
	20
	20

	 
	1.05
	1.05

	UE Category
	2-8
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.3.2.2.1.

{Unchanged sections omitted}
9.3.2.2.2_D
TDD CQI Reporting under fading conditions – PUCCH 1-1 for eDL-MIMO

9.3.2.2.2_D.1
Test purpose

To verify that the UE is tracking the channel variations and selecting the largest transport format possible according to the prevailing channel state for frequently non-selective scheduling.

9.3.2.2.2_D.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward of Category ≥2 that support eDL-MIMO. Applicability requires support for FGI bits 104 and 110.
9.3.2.2.2_D.3
Minimum conformance requirements

For the parameters specified in Table 9.3.2.2.2_D.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.3.2.2.2_D.3-2 and by the following:

a)
CQI index not in the set {median CQI -1, median CQI, median CQI +1} shall be reported at least  % of the time;

b)
The ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index and that obtained when transmitting a fixed transport format configured according to the wideband CQI median shall be ≥ ;

c)
When transmitting the transport format indicated by each reported wideband CQI index, the average BLER for the indicated transport formats shall be greater or equal to 0.02.

Table 9.3.2.2.2_D.3-1: Fading test for TDD

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	9

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	dB[mW/15kHz]
	-98
	-98

	Propagation channel
	
	EPA5

	Correlation and antenna configuration
	
	XP High (8 x 2)

	CRS reference signals
	
	Antenna ports 0, 1

	CSI reference signals
	
	Antenna ports 15,…,22

	Beamforming model
	
	As specified in Annex B.4.3

	CSI-RS periodicity and subframe offset

TCSI-RS / ∆CSI-RS
	
	5/ 3

	CSI-RS reference signal configuration
	
	2

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 0000 0020 0000 0000 0001

	Reporting mode
	
	PUCCH 1-1 (Sub-mode: 2)

	Reporting periodicity
	ms
	Npd = 5

	CQI delay
	ms
	10

	 Physical channel for CQI/ PMI reporting
	
	PUSCH (Note 4)

	PUCCH Report Type for CQI/ PMI
	
	2c

	Physical channel for RI reporting
	
	PUCCH Format 2

	PUCCH report type for RI
	
	3

	cqi-pmi-ConfigurationIndex
	
	3

	ri-ConfigIndex
	
	805 (Note 5)

	Max number of HARQ transmissions
	
	1

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink SF not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.7 TDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.

Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level. 

Note 4:
To avoid collisions between CQI/ PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI/ PMI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#2 and #7.
Note 5:
RI reporting interval is set to the maximum allowable length of 160ms to minimise collisions between RI, CQI/PMI and HARQ-ACK reports. In the case when all three reports collide, it is expected that CQI/PMI reports will be dropped, while RI and HARQ-ACK will be multiplexed. At eNB, CQI report collection shall be skipped every 160ms during performance verification and the reported CQI in subframe SF#7 of the previous frame is applied in downlink subframes until a new CQI (after CQI/PMI dropping) is available.


Table 9.3.2.2.2_D.3-2: Minimum requirement (TDD)
	
	Test 1
	Test 2

	 [%]
	20
	20

	 
	1.05
	1.05

	UE Category
	≥2
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.3.2.2.2.

{Unchanged sections omitted}
9.5.2.1_D
FDD RI Reporting- PUCCH 1-1 for eDL-MIMO

9.5.2.1_D.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank.

9.5.2.1_D.2
Test applicability

This test applies to E-UTRA FDD UE release 10 and forward of Category ≥2 that support eDL-MIMO. Applicability requires support for FGI bit 103.
9.5.2.1_D.3
Minimum conformance requirements

The minimum performance requirement in Table 9.5.2.1_D.3-2 is defined as

a)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ≥ 1;

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;

For the parameters specified in Table 9.5.2.1_D.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.5.2.1_D.3-2.

Table 9.5.2.1_D.3-1: RI Test (FDD) for eDL-MIMO

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	9

	Downlink power allocation
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	Propagation condition and antenna configuration
	
	2 x 2 EPA5

	Cell-specific reference signals
	
	Antenna ports 0

	CSI reference signals
	
	Antenna ports 15, 16

	Beamforming model
	
	As specified in Annex B.4.3

	CSI-RS periodicity and subframe offset

TCSI-RS / ∆CSI-RS
	
	5/1

	CSI reference signal configuration
	
	6

	CodeBookSubsetRestriction bitmap
	
	000011 for fixed RI = 1

010000 for fixed RI = 2

010011 for UE reported RI

	Antenna correlation
	
	Low
	Low
	High

	RI configuration
	
	Fixed RI=2 and follow RI
	Fixed RI=1 and follow RI
	Fixed RI=1 and follow RI

	SNR
	dB
	0
	20
	20
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	dB[mW/15kHz]
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	dB[mW/15kHz]
	-98
	-78
	-78

	Maximum number of HARQ transmissions
	
	1

	Reporting mode
	
	PUCCH 1-1

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note 3)

	PUCCH Report Type for CQI/PMI
	
	2

	Physical channel for RI reporting
	
	PUCCH Format 2

	PUCCH Report Type for RI
	
	3

	Reporting periodicity 
	ms
	Npd = 5

	PMI and CQI delay
	ms
	8

	cqi-pmi-ConfigurationIndex
	
	2

	ri-ConfigurationInd
	
	1 (Note 4)

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI and CQI estimation at a downlink subframe not later than SF#(n-4), this reported PMI and wideband CQI cannot be applied at the eNB downlink before SF#(n+4).

Note 2:
Reference measurement channel RC.9 FDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.

Note 3:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#1 and #6 to allow periodic CQI/ PMI to multiplex with the HARQ-ACK on PUSCH in uplink SF#0 and #5.

Note 4:
To avoid the ambiguity of TE behaviour when applying CQI and PMI during rank switching, RI reports are to be applied at the TE with one subframe delay in addition to Note 1 to align with CQI and PMI reports.


Table 9.5.2.1_D.3-2: Minimum requirement (FDD) for eDL-MIMO

	Parameter
	Test 1
	Test 2
	Test 3

	1
	N/A
	1.05
	0.9

	2
	1
	N/A
	N/A

	UE Category
	≥2
	≥2
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.5.2.1.

{Unchanged sections omitted}
9.5.2.2_D
TDD RI Reporting- PUCCH 1-1 for eDL-MIMO

9.5.2.2_D.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank.

9.5.2.2_D.2
Test applicability

This test applies to E-UTRA TDD UE Release 10 and forward of Category ≥2 that support eDL-MIMO. Applicability requires support for FGI bit 103.

9.5.2.2_D.3
Minimum conformance requirements

The minimum performance requirement in Table 9.5.2.2_D.3-2 is defined as:

a)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ≥ 1;

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;

For the parameters specified in Table 9.5.2.2_D.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.5.2.2_D.3-2.

Table 9.5.2.2_D.3-1: RI Test (TDD) for eDL-MIMO

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	9

	Downlink power allocation
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	Pc
	dB
	0
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	dB
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	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation condition and antenna configuration
	
	2 x 2 EPA5

	Cell-specific reference signals
	
	Antenna ports 0

	CSI reference signals
	
	Antenna ports 15, 16

	CSI reference signal configuration
	
	4

	Beamforming model
	
	As specified in Annex B.4.3

	CSI-RS periodicity and subframe offset

TCSI-RS / ∆CSI-RS
	
	5/4

	CodeBookSubsetRestriction bitmap
	
	000011 for fixed RI = 1

010000 for fixed RI = 2

010011 for UE reported RI

	Antenna correlation
	
	Low
	Low
	High

	RI configuration
	
	Fixed RI=2 and follow RI
	Fixed RI=1 and follow RI
	Fixed RI=1 and follow RI

	SNR
	dB
	0
	20
	20

	
[image: image25.wmf])

(

j

oc

N


	dB[mW/15kHz]
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	dB[mW/15kHz]
	-98
	-78
	-78

	Maximum number of HARQ transmissions
	
	1

	Reporting mode
	
	PUCCH 1-1

	Physical channel for CQI/ PMI reporting
	
	PUSCH (Note 3)

	PUCCH report type for CQI/ PMI
	
	2

	Physical channel for RI reporting
	
	PUCCH Format 2

	Reporting periodicity
	ms
	Npd = 5

	PMI and CQI delay
	ms
	10

	ACK/NACK feedback mode
	
	Bundling

	cqi-pmi-ConfigurationIndex
	
	4

	ri-ConfigurationInd
	
	1

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI and CQI estimation at a downlink subframe not later than SF#(n-4), this reported PMI and wideband CQI cannot be applied at the eNB downlink before SF#(n+4).

Note 2:
Reference measurement channel RC.9 TDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.

Note 3:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#4 and #9 to allow periodic CQI/PMI to multiplex with the HARQ-ACK on PUSCH in uplink SF#3 and #8.


Table 9.5.2.2_D.3-2: Minimum requirement (TDD) for eDL-MIMO

	Parameter
	Test 1
	Test 2
	Test 3

	1
	N/A
	1.05
	0.9

	2
	1
	N/A
	N/A

	UE Category
	≥2
	≥2
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.5.2.2.

{End of changes}
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