PAGE  

3GPP TSG-RAN5 Meeting #69 
R5-155449
Anaheim, USA, 16 - 20 November 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-1
	CR
	2258
	rev
	-
	Current version:
	12.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Clarification of DL configuration for wideband

	
	

	Source to WG:
	Anritsu

	Source to TSG:
	RAN5

	
	

	Work item code:
	TEI10_Test
	
	Date:
	2015-11-6

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	 According to 36.213, RB allocation for wideband CQI is specified to be full RBs(S subbands), and also in the test procedure step2, it is specified to collect wideband CQI, and seems to be that SS transmits PDSCH with full RB allocation. However, DL RMCs, which is specified in the minimum requirements as RC.x FDD or RC.x TDD, are for Sub-band size=6, and not full RBs.
TS36.213 7.2.1 Aperiodic CSI Reporting using PUSCH.
・Mode 3-0 description:A UE shall report a wideband CQI value which is calculated assuming transmission on set S subbands
・Mode 3-1 description:A UE shall report a wideband CQI value per codeword which is calculated assuming the use of the single precoding matrix in all subbands and transmission on set S subbands
・Mode 2-0 description:Additionally, the UE shall also report one wideband CQI value which is calculated assuming transmission on set S subbands. The wideband CQI represents channel quality for the first codeword, even when RI>1. 

 9.3.1.2.2_D, DL RMC is transmitted for CQI value 10, and not consistent with other test cases.
 

	
	

	Summary of change:
	 Test procedure is updated to transmit PDSCH with full RB allocation for receiving wideband CQI.
9.3.1.2.2_D, step2 in test procedure is corrected to CQI value from 10 to 8.

	
	

	Consequences if not approved:
	Ambiguity remains with RB allocation for wideband CQI, and the tests may not be performed correctly.

	
	

	Clauses affected:
	9.3.1.1.1, 9.3.1.1.2, 9.3.1.2.1_D, 9.3.1.2.2_D, 9.3.1.3.1_E.1, 9.3.1.3.2_E.1
9.3.3.1.1, 9.3.3.1.2, 9.3.4.1.1, 9.3.4.1.2, 9.3.4.2.1, 9.3.4.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Unchanged sections omitted >>
9.3.1.1.1.4.2
Test procedure
1.
Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 9.3.1.1.1.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.1 FDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
Check if “2000* %/100 ≤ number of CQI reports with index 0 for each full-size subband ≤  2000*%/100”.
(2000= No of full-size subband reports, 100 because of %) If yes, continue with step5, otherwise goto step 7.

5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the wideband median-CQI value in an each TTI randomly selected full-size subband regardless of UE wideband and full-size subband CQI report. Note that each full-size subband is selected in equal probability. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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6.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the highest UE reported full-size subband CQI value in one full-size subband selected among the subbands in which UE reports the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput and (NACK /(ACK + NACK)) according to Annex G.5.3. Declare the throughput as 
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) ≥  and (NACK /(ACK + NACK))≥ 0.05 pass the UE for this test and go to step 8. Otherwise, go to step 7.

7.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 6) for the other SNR point as appropriate. Otherwise fail the UE.

8.
If both tests have not been done, then repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.3.1.1.1.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.1.1.1.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.3.1.1.1.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	}
	
	
	


Table 9.3.1.1.1.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic
	Not present
	
	

	  }
	
	
	

	}
	
	
	


9.3.1.1.1.5
Test requirement

Table 9.3.1.1.1.5-1: Test requirement (FDD)

	Parameter
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	55
	55

	
	1.09
	1.09

	BLER
	0.05
	0.05


To pass the test,  and  and  and BLER must be fulfilled.

To pass the test, Test 1 and Test 2 must be passed.

To pass the test, one or the other SNR point within one test must be fulfilled.
<< Unchanged sections omitted >>
9.3.1.1.2
TDD CQI Reporting under fading conditions – PUSCH 3-0

9.3.1.1.2.1
Test purpose

To verify that preferred sub-bands can be used for frequently-selective scheduling.  

9.3.1.1.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.3.1.1.2.3
Minimum conformance requirements

For the parameters specified in Table 9.3.1.1.2.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.3.1.1.2.3-2 and by the following

a)
a sub-band differential CQI offset level of 0 shall be reported at least  % of the time but less than % for each sub-band;

b)
the ratio of the throughput obtained when transmitting on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

c)
when transmitting on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS, the average BLER for the indicated transport formats shall be greater or equal to 0.05.

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each available downlink transmission instance].

Table 9.3.1.1.2.3-1: Sub-band test for single antenna transmission (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	Downlink power allocation
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	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	SNR
	dB
	9
	10
	14
	15
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	Propagation channel
	
	Clause B.2.4 with 
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	Antenna configuration
	
	1 x 2

	Reporting interval
	ms
	5

	Minimum CQI delay
	ms
	10 or 11

	Reporting mode
	
	PUSCH 3-0

	Sub-band size
	RB
	6 (full size)

	Max number of HARQ transmissions
	
	1

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.3 TDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.2.1/2.

Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.


Table 9.3.1.1.2.3-2: Minimum requirement (TDD)

	Parameter
	Test 1
	Test 2

	  [%]
	2
	2

	 [%]
	55
	55

	  
	1.1
	1.1

	UE Category
	1-8
	1-8


The normative reference for this requirement is TS 36.101 [2] clause 9.2.1.1.

9.3.1.1.2.4
Test description

9.3.1.1.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.9.
2.
The parameter settings for the cell are set up according to Table 9.3.1.1.2.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.1.1.2.4.3.

9.3.1.1.2.4.2
Test procedure
1.
Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 9.3.1.1.2.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.1 TDD according to Table A.4.1 and keep it regardless of the wideband and full-size subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI report for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
For each subband, if subband CQI of index 0 is reported, at least  % but less than % of 2000 full-size subband CQI report, then continue to step 5, otherwise, go to step 7.

5.
The SS shall send PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the wideband median-CQI value in an each available downlink transmission instance randomly selected full-size subband regardless of UE wideband and subband CQI report. Note that each full-size subband is selected in equal probability. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7  to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3 Declare the throughput as 
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6.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the highest UE reported full-size subband CQI value in one full-size subband selected among the sub-bands in which UE report the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7  to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.  Measure the average throughput and (NACK /(ACK + NACK)) according to Annex G.5.3. Declare the throughput as 
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) ≥  and (NACK /(ACK + NACK))≥ 0.05pass the UE and go to step 8. Otherwise, go to step 7.

7.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 6) for the other SNR point as appropriate. Otherwise fail the UE.

8.
If both tests have not been done, then repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.3.1.1.2.3-1 for the other test as appropriate.

9.3.1.1.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 9.3.1.1.2.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	}
	
	
	


Table 9.3.1.1.2.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.1.2.4.3-3: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp4
	
	

	}
	
	
	


9.3.1.1.2.5
Test requirement

Table 9.3.1.1.2.5-1: Test requirement (TDD)

	Parameter
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	55
	55

	
	1.09
	1.09

	BLER
	0.05
	0.05


To pass the test,  and  and  and BLER must be fulfilled.

To pass the test, Test 1 and Test 2 must be passed.

To pass the test, one or the other SNR point within one test must be fulfilled.

<< Unchanged sections omitted >>
9.3.1.2.1_D
FDD CQI Reporting under fading conditions – PUSCH 3-1 for eDL MIMO
9.3.1.2.1_D.1
Test purpose

To verify that preferred sub-bands can be used for frequently-selective scheduling.

9.3.1.2.1_D.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward that supports eDL MIMO. Applicability requires support for FGI bit 103.

9.3.1.2.1_D.3
Minimum conformance requirements

For the parameters specified in Table 9.3.1.2.1_D.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.3.1.2.1_D.3-2 and by the following:

a)
a sub-band differential CQI offset level of 0 shall be reported at least  % of the time but less than % for each sub-band;

b)
the ratio of the throughput obtained when transmitting a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

c)
when transmitting a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS, the average BLER for the indicated transport formats shall be greater or equal to 0.05.

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI.

Table 9.3.1.2.1_D.3-1: Sub-band test for FDD
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	9

	Downlink power allocation
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	Propagation channel
	
	Clause B.2.4 with 
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	Antenna configuration
	
	2x2

	CRS reference signals
	
	Antenna port 0

	CSI reference signals
	
	Antenna ports 15, 16

	Beamforming model
	
	Annex B.4.3

	CSI-RS periodicity and subframe offset

TCSI-RS / ∆CSI-RS
	
	5/ 1

	CSI-RS reference signal configuration
	
	4

	CodeBookSubsetRestriction bitmap
	
	000001

	Reporting interval (Note 4)
	Ms
	5

	CQI delay
	Ms
	8

	Reporting mode
	
	PUSCH 3-1

	Sub-band size
	RB
	6 (full size)

	Max number of HARQ transmissions
	
	1

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.8 FDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 FDD as described in Annex A.5.1.1/2.
Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 4:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#1 and #6 to allow aperiodic CQI/PMI/RI to be transmitted in uplink SF#0 and #5.


Table 9.3.1.2.1_D.3-2: Minimum requirement (FDD)

	Parameter
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	40
	40

	
	1.1
	1.1

	UE Category
	1-8
	1-8


The normative reference for this requirement is TS 36.101 [2] clause 9.3.1.2.1.

9.3.1.2.1_D.4
Test description
9.3.1.2.1_D.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.
2.
The parameter settings for the cell are set up according to Table 9.3.1.2.1_D.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.1.2.1_D.4.3.

9.3.1.2.1_D.4.2
Test procedure

1.
Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 9.3.1.2.1_D.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.9 FDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #0 and subframe #5 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
Check if “2000* %/100 ≤ number of CQI reports with index 0 for each full-size subband ≤  2000*%/100”.
(2000= No of full-size subband reports, 100 because of %) If yes, continue with step5, otherwise goto step 7.

5.
The SS shall transmit PDSCH via PDCCH DCI format 2Cfor C_RNTI to transmit the DL RMC according to the wideband median-CQI value in an each TTI randomly selected full-size subband regardless of UE wideband and full-size subband CQI report. Note that each full-size subband is selected in equal probability. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #0 and subframe #5 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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6.
The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to the highest UE reported full-size subband CQI value in one full-size subband selected among the subbands in which UE reports the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #0 and subframe #5 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput and (NACK /(ACK + NACK)) according to Annex G.5.3. Declare the throughput as 
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) ≥  and (NACK /(ACK + NACK))≥ 0.05 pass the UE for this test and go to step 8. Otherwise, go to step 7.

7.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 6) for the other SNR point as appropriate. Otherwise fail the UE.

8.
If both tests have not been done, then repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.3.1.2.1_D.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.1.2.1_D.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.3.1.2.1_D.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	 PhysicalConfigDedicated-DEFAULT::= SEQUENCE {
	
	
	

	   cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT 
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	    explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	   }
	
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	}
	
	
	


Table 9.3.1.2.1_D.4.3-2: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 9.3.1.2.1_D.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	000001
	 
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	}
	
	
	


Table 9.3.1.2.1_D.4.3-4: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	pmi-RI-Report-r9
	setup
	
	

	}
	
	
	


Table 9.3.1.2.1_D.4.3-5: CSI-RS-Config
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10 
	an2
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	4
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	1
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	      p-C-r10
	0
	Parameter: 
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback
	

	    }
	
	
	

	    }
	
	
	

	zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


9.3.1.2.1_D.5
Test requirement

Table 9.3.1. 2.1.5-1: Test requirement (FDD)

	Parameter
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	40
	40

	
	1.09
	1.09

	UE Category
	1-8
	1-8

	BLER
	0.05
	0.05


To pass the test,  and  and  and BLER must be fulfilled.

To pass the test, Test 1 and Test 2 must be passed.

To pass the test, one or the other SNR point within one test must be fulfilled.
<< Unchanged sections omitted >>
9.3.1.2.2_D
TDD CQI Reporting under fading conditions – PUSCH 3-1 for eDL MIMO

9.3.1.2.2_D.1
Test purpose

To verify that preferred sub-bands can be used for frequently-selective scheduling.

9.3.1.2.2_D.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward that supports eDL MIMO. Applicability requires support for FGI bit 103.

9.3.1.2.2_D.3
Minimum conformance requirements

For the parameters specified in Table 9.3.1.2.2_D.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.3.1.2.2_D.3-2 and by the following:

a)
a sub-band differential CQI offset level of 0 shall be reported at least  % of the time but less than % for each sub-band;

b)
the ratio of the throughput obtained when transmitting a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

c)
when transmitting a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS, the average BLER for the indicated transport formats shall be greater or equal to 0.05.

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI.

Table 9.3.1.2.2_D.3-1: Sub-band test for TDD
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	9

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	(
	dB
	0

	SNR (Note 3)
	dB
	4
	5
	11
	12
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	dB[mW/15kHz]
	-94
	-93
	-87
	-86
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	dB[mW/15kHz]
	-98
	-98

	Propagation channel
	
	Clause B.2.4 with 
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	Antenna configuration
	
	2x2

	CRS reference signals
	
	Antenna port 0

	CSI reference signals
	
	Antenna ports 15,16

	Beamforming model
	
	Annex B.4.3

	CSI-RS periodicity and subframe offset

TCSI-RS / 
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	5/ 3

	CSI-RS reference signal configuration
	
	4

	CodeBookSubsetRestriction bitmap
	
	000001

	Reporting interval (Note 4)
	ms
	5

	CQI delay
	ms
	10

	Reporting mode
	
	PUSCH 3-1

	Sub-band size
	RB
	6 (full size)

	Max number of HARQ transmissions
	
	1

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.8 TDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.2.1/2.
Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 4:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#3 and #8 to allow aperiodic CQI/PMI/RI to be transmitted on uplink SF#2 and #7.


Table 9.3.1.2.2_D.3-2: Minimum requirement (TDD)

	Parameter
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	40
	40

	
	1.1
	1.1

	UE Category
	1-8
	1-8


The normative reference for this requirement is TS 36.101 [2] clause 9.3.1.2.2.

9.3.1.2.2_D.4
Test description

9.3.1.2.2_D.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS, faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.
2.
The parameter settings for the cell are set up according to Table 9.3.1.2.2_D.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.1.2.2_D.4.3.

9.3.1.2.2_D.4.2
Test procedure
1.
Set the parameters of bandwidth, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 9.3.1.2.2_D.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.9 TDD according to Table A.4.1 and keep it regardless of the wideband and full-size subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI report for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
For each subband, if subband CQI of index 0 is reported, at least  % but less than % of 2000 full-size subband CQI report, then continue to step 5, otherwise, go to step 7.

5.
The SS shall send PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to the wideband median-CQI value in an each available downlink transmission instance randomly selected full-size subband regardless of UE wideband and subband CQI report. Note that each full-size subband is selected in equal probability. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3 Declare the throughput as 
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6.
The SS shall transmit PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to the highest UE reported full-size subband CQI value in one full-size subband selected among the sub-bands in which UE report the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.  Measure the average throughput and (NACK /(ACK + NACK)) according to Annex G.5.3. Declare the throughput as 
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) ≥  and (NACK /(ACK + NACK))≥ 0.05pass the UE and go to step 8. Otherwise, go to step 7.

7.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 6) for the other SNR point as appropriate. Otherwise fail the UE.

8.
If both tests have not been done, then repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.3.1.2.2_D.3-1 for the other test as appropriate.

9.3.1.2.2_D.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6  with the following exceptions:

Table 9.3.1.2.2_D.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	 PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	   cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT 
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	    explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	   }
	
	
	

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	

	}
	
	
	


Table 9.3.1.2.2_D.4.3-2: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 9.3.1.2.2_D.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	000001
	 
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	}
	
	
	


Table 9.3.1.2.2_D.4.3-4: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	  pmi-RI-Report-r9
	setup
	
	

	}
	
	
	


Table 9.3.1.2.2_D.4.3-5: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa2
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


Table 9.3.1.2.2_D.4.3-6: PUCCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Multiplexing
	Multiplexing is selected as default to align with RAN4’s assumptions in RF tests. 
	TDD

	}
	
	
	


Table 9.3.1.2.2_D.4.3-7: CSI-RS-Config
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10 
	an2
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	4
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	3
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback
	

	    }
	
	
	

	    }
	
	
	

	zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


9.3.1.2.2_D.5
Test requirement

Table 9.3.1.2.2.5-1: Test requirement (TDD)

	Parameter
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	40
	40

	
	1.09
	1.09

	UE Category
	1-8
	1-8

	BLER
	0.05
	0.05


To pass the test,  and  and  and BLER must be fulfilled.

To pass the test, Test 1 and Test 2 must be passed.

To pass the test, one or the other SNR point within one test must be fulfilled.
<< Unchanged sections omitted >>
9.3.1.3.1_E.1
FDD CQI Reporting under fading conditions – PUSCH 3-0 for feICIC (non-MBSFN ABS)

9.3.1.3.1_E.1.1
Test purpose

To verify that preferred sub-bands can be used for frequently-selective scheduling.

9.3.1.3.1_E.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE and CRS interference handling release 11 and forward. Applicability requires support of FGI bit 115.
9.3.1.3.1_E.1.3
Minimum conformance requirements

For the parameters specified in Table 9.3.1.3.1_E.1.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.3.1.3.1_E.1.3-2 and by the following

a)
a sub-band differential CQI offset level of 0 shall be reported at least  % of the time but less than % for each sub-band;

b)
the ratio of the throughput in ABS subframes obtained when transmitting a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

c)
when transmitting a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS, the average BLER for the indicated transport formats shall be greater or equal to ε.

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI for FDD, each available downlink transmission instance for TDD. T

Table 9.3.1.3.1_E.1.3-1: Sub-band test for single antenna transmission (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2 and 3
	Cell 1
	Cell 2 and 3

	Bandwidth
	MHz
	10
	10

	PDSCH transmission mode
	
	1
	Note 10
	1
	Note 10

	Downlink power allocation
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	0
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	dB
	0
	0

	
	(
	dB
	0
	0

	Propagation condition
	
	Clause B.2.4 with Td = 0.45 us, a = 1, fd = 5 Hz
	EVA5

Low antenna correlation
	Clause B.2.4 with Td = 0.45 us, a = 1, fd = 5 Hz
	EVA5

Low antenna correlation

	Antenna configuration
	
	1x2
	1x2
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(Note 1)
	dB
	4
	5
	Cell 2: 12

Cell 3: 10
	14
	15
	Cell 2: 12

Cell 3: 10
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	dBm/15kHz
	-98 (Note 7)
	N/A
	-98 (Note 7)
	N/A
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	dBm/15kHz
	-98 (Note 8)
	N/A
	-98 (Note 8)
	N/A
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	dBm/15kHz
	-93 (Note 9)
	N/A
	-93 (Note 9)
	N/A

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Cell Id
	
	0
	Cell 2: 6

Cell 3: 1
	0
	Cell 2: 6

Cell 3: 1

	Time Offset between Cells
	(s
	Cell 2: 3 usec

Cell 3: -1usec
	Cell 2: 3 usec

Cell 3: -1usec

	Frequency Shift between Cells
	Hz
	Cell 2: 300Hz

Cell 3: -100Hz
	Cell 2: 300Hz

Cell 3: -100Hz

	ABS pattern (Note 2)
	
	N/A
	01010101

01010101

01010101

01010101

01010101
	N/A
	01010101

01010101

01010101

01010101

01010101

	RLM/RRM Measurement Subframe Pattern (Note 4)
	
	00000100

00000100

00000100

00000100

00000100
	N/A
	00000100

00000100

00000100

00000100

00000100
	N/A

	CSI Subframe Sets (Note 3)
	CCSI,0
	
	01010101

01010101

01010101

01010101

01010101
	N/A
	01010101

01010101

01010101

01010101

01010101
	N/A

	
	CCSI,1
	
	10101010

10101010

10101010

10101010

10101010
	N/A
	10101010

10101010

10101010

10101010

10101010
	N/A

	Number of control OFDM symbols
	
	3
	3

	Max number of HARQ transmissions
	
	1
	1

	CQI delay
	ms
	8

	Reporting interval (Note 13)
	ms
	10

	Reporting mode
	
	PUSCH 3-0

	Sub-band size
	RB
	6 (full size)

	Note 1:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.
Note 2:
ABS pattern as defined in [9]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 3:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 4:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36331 [5].

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 6:
Cell 1 is the serving cell. Cell 2 and Cell 3 are the aggressor cells. The number of the CRS ports in Cell 1, Cell 2, and Cell 3 are the same.
Note 7:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.
Note 8:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 9:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS.

Note 10:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with TS 36.521-1 [10] Annex C.3.3 applying OCNG pattern as defined in TS 36.521-1 [10] Annex A.5.1.5.

Note 11:
Reference measurement channel in Cell 1 RC.3 FDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 FDD as described in Annex A.5.1.1/2.

Note 12:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4).
Note 13:
The CSI reporting is such that reference subframes belong to Ccsi,0. 


Table 9.3.1.3.1_E.1.3-2: Minimum requirement (FDD)

	
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	55
	55

	 
	1.1
	1.1

	ε
	0.01
	0.01

	UE Category
	≥1
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 9.3.1.1.3.

9.3.1.3.1_E.1.4
Test description

9.3.1.3.1_E.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.54 for antenna configuration 1x2.
2.
The parameter settings for the cell are set up according to Table 9.3.1.3.1_E.1.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2 with exceptions listed in 5.2A.5. Message contents are defined in clause 9.3.1.3.1_E.1.4.3.

9.3.1.3.1_E.1.4.2
Test procedure
1.
Set the parameters of bandwidth, reference channel, the propagation condition, antenna configuration and the SNR according to Table 9.3.1.3.1_E.1.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in ABS protected subframes according to CQI value 8 in RC.1 FDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband for subframe set CCSI,0 have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 10 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 (transmitted in SF#3) with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 10 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values for subframe set CCSI,0. Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI0.

4.
Check if “2000* %/100 ≤ number of CQI reports with index 0 for each full-size subband ≤ 2000*%/100”.
(2000= No of full-size subband reports, 100 because of %) If yes, continue with step5, otherwise goto step 7.

5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in ABS protected subframes according to the wideband Median CQI0 in each downlink transmission instance randomly selected full-size subband regardless of UE wideband and full-size subband CQI report. Note that each full-size subband is selected in equal probability. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 10 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 (transmitted in SF#3) with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput during ABS according to Annex G.5.3. Declare the throughput as 
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6.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in ABS protected subframes according to the highest UE reported full-size subband CQI value in one full-size subband selected among the subbands in which UE reports the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 10 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 (transmitted in SF#3) with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput during ABS and (NACK /(ACK + NACK)) according to Annex G.5.3. Declare the throughput as 
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) ≥  and (NACK /(ACK + NACK)) ≥ ε pass the UE for this test and go to step 8. Otherwise, go to step 7.

7.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 6) for the other SNR point as appropriate. Otherwise fail the UE.

8.
If both tests have not been done, then repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.3.1.3.1_E.1.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.1.3.1_E.1.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 9.3.1.3.1_E.1.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘0000010000000100

0000010000000100

00000100’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	  neighCellsCRS-Info-r11 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      CRS-AssistancedInfoList-r11 ::= SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11{
	
	2 entries
	

	        CRS-AssistancedInfo-r11 ::= SEQUENCE {
	
	
	

	          physCellId-r11
	6
	
	Cell 2

	
	1
	
	Cell 3

	          antennaPortsCount-r11
	an1
	
	Cell 2, Cell 3

	          mbsfn-SubframeConfigList-r11::= SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig{
	
	
	Cell 2, Cell 3

	            MBSFN-SubframeConfig:: = SEQUENCE {
	
	
	

	              radioframeAllocationPeriod
	n1
	
	

	              radioframeAllocationOffset
	0
	
	

	              subframeAllocation CHOICE{
	
	
	

	                oneFrame
	‘000000’ B
	non-MBSFN
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.3.1_E.1.4.3-2: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	Not present
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 9.3.1.3.1_E.1-3: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	rm30
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	 Not present
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'0101010101010101

0101010101010101

01010101'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'1010101010101010

1010101010101010

10101010'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.3.1.3.1_E.1.5
Test requirement

Table 9.3.1.3.1_E.1.5-1: Test requirement (FDD)

	
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	55
	55

	 
	1.09
	1.09

	ε
	0.01
	0.01

	UE Category
	≥1
	≥1


To pass the test,  and  and  and BLER must be fulfilled.

To pass the test, Test 1 and Test 2 must be passed.

To pass the test, one or the other SNR point within one test must be fulfilled.

<< Unchanged sections omitted >>
9.3.1.3.2_E.1
TDD CQI Reporting under fading conditions – PUSCH 3-0 for feICIC (non-MBSFN ABS)

9.3.1.3.2_E.1.1
Test purpose

To verify that preferred sub-bands can be used for frequently-selective scheduling.

9.3.1.3.2_E.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE and CRS interference handling and ss-CCH interference handling release 11 and forward. Applicability requires support of FGI bit 115.
9.3.1.3.2_E.1.3
Minimum conformance requirements

For the parameters specified in Table 9.3.1.3.2_E.1.3-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.3.1.3.2_E.1.3-2 and by the following

a)
a sub-band differential CQI offset level of 0 shall be reported at least  % of the time but less than % for each sub-band;

b)
the ratio of the throughput in ABS subframes obtained when transmitting a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

c)
when transmitting a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS, the average BLER for the indicated transport formats shall be greater or equal to ε.

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI for FDD, each available downlink transmission instance for TDD.6.

Table 9.3.1.3.2_E.1.3-1: Sub-band test for single antenna transmission (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2 and 3
	Cell 1
	Cell 2 and 3

	Bandwidth
	MHz
	10
	10

	PDSCH transmission mode
	
	1
	Note 10
	1
	Note 10

	Uplink downlink configuration
	
	1
	1

	Special subframe configuration
	
	4
	4

	Downlink power allocation
	
[image: image57.wmf]A

r


	dB
	0
	0
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	dB
	0
	0

	
	(
	dB
	0
	0

	Propagation condition
	
	Clause B.2.4 with Td = 0.45 us, a = 1, fd = 5 Hz
	EVA5

Low antenna correlation
	Clause B.2.4 with Td = 0.45 us, a = 1, fd = 5 Hz
	EVA5

Low antenna correlation

	Antenna configuration
	
	1x2
	1x2
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(Note 1)
	dB
	4
	5
	Cell 2: 12

Cell 3: 10
	14
	15
	Cell 2: 12

Cell 3: 10

	
[image: image60.wmf](

)

j

oc

N

at antenna port
	
[image: image61.wmf](

)

j

oc

N

1


	dBm/15kHz
	-98 (Note 7)
	N/A
	-98 (Note 7)
	N/A
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	dBm/15kHz
	-98 (Note 8)
	N/A
	-98 (Note 8)
	N/A
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	dBm/15kHz
	-93 (Note 9)
	N/A
	-93 (Note 9)
	N/A

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Cell Id
	
	0
	Cell 2: 6

Cell 3: 1
	0
	Cell 2: 6

Cell 3: 1

	Time Offset between Cells
	(s
	Cell 2: 3 usec

Cell 3: -1usec
	Cell 2: 3 usec

Cell 3: -1usec

	Frequency shift between Cells
	Hz
	Cell 2: 300Hz

Cell 3: -100Hz
	Cell 2: 300Hz

Cell 3: -100Hz

	ABS pattern (Note 2)
	
	N/A
	0100010001

0100010001
	N/A
	0100010001

0100010001

	RLM/RRM Measurement Subframe Pattern (Note 4)
	
	0000000001

0000000001
	N/A
	0000000001

0000000001
	N/A

	CSI Subframe Sets (Note 3)
	CCSI,0
	
	0100010001

0100010001
	N/A
	0100010001

0100010001
	N.A

	
	CCSI,1
	
	1000101000

1000101000
	N/A
	1000101000

1000101000
	N/A

	Number of control OFDM symbols
	
	3
	3

	Max number of HARQ transmissions
	
	1
	1

	CQI delay
	ms
	14

	Reporting interval (Note 13)
	ms
	10

	Reporting mode
	
	PUSCH 3-0

	Sub-band size
	RB
	6 (full size)

	ACK/NACK feedback mode
	
	Multiplexing
	Multiplexing

	Note 1:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.
Note 2:
ABS pattern as defined in [9]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 3:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 4:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 6:
Cell 1 is the serving cell. Cell 2 and Cell 3 are the aggressor cells. The number of the CRS ports in Cell1, Cell 2, and Cell 3 is the same.

Note 7:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.
Note 8:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 9:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS.

Note 10:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with TS 36.521-1 [10] Annex C.3.3 applying OCNG pattern as defined in TS 36.521-1 [10] Annex A.5.2.5

Note 11:
Reference measurement channel in Cell 1 RC.3 TDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.2.1/2.

Note 12:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4).

Note 13:
The CSI reporting is such that reference subframes belong to Ccsi,0.


Table 9.3.1.3.2_E.1.3-2: Minimum requirement (TDD)

	
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	55
	55

	 
	1.1
	1.1

	ε
	0.01
	0.01

	UE Category
	≥1
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 9.3.1.14.

9.3.1.3.2_E.1.4
Test description

9.3.1.3.2_E.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.54 for antenna configuration 1x2.
2.
The parameter settings for the cell are set up according to Table 9.3.1.3.2_E.1.3-1.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2 with exceptions listed in 5.2A.5. Message contents are defined in clause 9.3.1.3.2_E.1.4.3.

9.3.1.3.2_E.1.4.2
Test procedure
1.
Set the parameters of bandwidth, reference channel, the propagation condition, antenna configuration and the SNR according to Table 9.3.1.3.2_E.1.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in ABS protected subframes according to CQI value 8 in RC.1 TDD according to Table A.4.1 and keep it regardless of the wideband and full-size subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI report for each full-size subband for subframe set CCSI,0 have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 (transmitted in DL SF#1) with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 10 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values for subframe set CCSI,0. Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI0.

4.
For each subband, if subband CQI of index 0 is reported, at least  % but less than % of 2000 full-size subband CQI report, then continue to step 5, otherwise, go to step 7.

5.
The SS shall send PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in ABS protected subframes according to the wideband Median CQI0 in each downlink transmission instance randomly selected full-size subband regardless of UE wideband and subband CQI report. Note that each full-size subband is selected in equal probability. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #7  to carry the PUSCH CQI feedback via PDCCH DCI format 0 (transmitted in DL SF#1) with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput during ABS according to Annex G.5.3 Declare the throughput as 
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6.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in ABS protected subframes according to the highest UE reported full-size subband CQI value in one full-size subband selected among the sub-bands in which UE report the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #7  to carry the PUSCH CQI feedback via PDCCH DCI format 0 (transmitted in DL SF#1) with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.  Measure the average throughput during ABS and (NACK /(ACK + NACK)) according to Annex G.5.3. Declare the throughput as 
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) ≥  and (NACK /(ACK + NACK))≥ 0.05pass the UE and go to step 8. Otherwise, go to step 7.

7.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 6) for the other SNR point as appropriate. Otherwise fail the UE.

8.
If both tests have not been done, then repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.3.1.3.2_E.1.3-1 for the other test as appropriate.

9.3.1.3.2_E.1.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 9.3.1.3.2_E.1.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	0000000001

0000000001’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.3.2_E.1.4.3-2: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 9.3.1.3.2_E.1.4.3-3: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	rm30
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'0100010001

0100010001'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	'1000101000

1000101000'
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.3.2_E.1.4.3-4: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	

	}
	
	
	


Table 9.3.1.3.2_E.1.4.3-5: PUSCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Multiplexing
	
	

	}
	
	
	


9.3.1.3.2_E.1.5
Test requirement

Table 9.3.1.3.2_E.1.5-1: Test requirement (TDD)

	
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	55
	55

	 
	1.09
	1.09

	ε
	0.01
	0.01

	UE Category
	≥1
	≥1


To pass the test,  and  and  and BLER must be fulfilled.

To pass the test, Test 1 and Test 2 must be passed.

To pass the test, one or the other SNR point within one test must be fulfilled.
<< Unchanged sections omitted >>
9.3.3.1.1
FDD CQI Reporting under fading conditions and frequency-selective interference – PUSCH 3-0

9.3.3.1.1.1
Test purpose

To verify that preferred sub-bands can be used for frequently-selective scheduling with frequency-selective interference situation.

9.3.3.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward.

9.3.3.1.1.3
Minimum conformance requirements

For the parameters specified in Table 9.3.3.1.1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.3.3.1.1.3-2 and by the following:

a)
a sub-band differential CQI offset level of +2 shall be reported at least  % for at least one of the sub-bands of full size at the channel edges;

b)
the ratio of the throughput obtained when transmitting on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI for FDD, each available downlink transmission instance for TDD. Sub-bands of a size smaller than full size are excluded from the test.

Table 9.3.3.1.1.3-1 Sub-band test for single antenna transmission (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz
	10 MHz

	Transmission mode
	
	1 (port 0)
	1 (port 0)

	Downlink power allocation
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for RB 6…41
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for RB 42…49
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	-94
	-94

	Max number of HARQ transmissions
	
	1

	Propagation channel
	
	Clause B.2.4 with 
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	Reporting interval
	ms
	5

	Antenna configuration
	
	1 x 2

	CQI delay
	ms
	8

	Reporting mode
	
	PUSCH 3-0

	Sub-band size
	RB
	6 (full size)

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.3 FDD according to Table A.4-1.with one/two sided dynamic OCNG Pattern OP.1/2 FDD as described in Annex A.5.1.1/2

Note 3:
Iot shall be modelled as connecting Gaussian distributed uncorrelated interference source for each UE receive antenna port. The received power spectral density of the interfering signal as measured at the UE antenna connector is to be scaled accordingly for different RB groups.


Table 9.3.3.1.1.3-2: Minimum requirement (FDD)

	Parameter
	Test 1
	Test 2

	 [%]
	60
	60

	
	1.6
	1.6

	UE Category
	1-8
	1-8


The normative reference for this requirement is TS 36.101 [2] clause 9.3.3.1.1.

9.3.3.1.1.4
Test description

9.3.3.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, interfering source and faders to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.21.
2.
The parameter settings for the cell are set up according to Table 9.3.3.1.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.3.1.1.4.3.

9.3.3.1.1.4.2
Test procedure
1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.3.3.1.1.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.1 FDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
If for at least one of the full-size subbands at the channel edges, a subband differential CQI offset level of +2 is reported in  % or more of 2000 reports, then continue with step 5, otherwise fail the UE.

5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC on an each TTI randomly selected full-size subband using the transport format according to the wideband median-CQI value regardless of UE wideband or subband CQI report. Note that each full-size subband shall be selected in the equal probability The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
[image: image76.wmf]median

t

.

6.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the highest UE reported full-size subband CQI value in one full-size subband selected among the sub-bands in which UE reports the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval.
If 
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 ≥ then pass the UE for this test and go to step 7. Otherwise fail the UE.

7.
If both tests have not been done, then repeat the same procedure (steps 1 to 6) with test conditions according to the table 9.3.3.1.1.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.3.1.1.4.3
Message contents
Table 9.3.3.1.1.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	}
	
	
	


Table 9.3.3.1.1.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	Not present
	
	

	  }
	
	
	

	}
	
	
	


9.3.3.1.1.5
Test requirement

Table 9.3.3.1.1.5-1: Test requirement (FDD)

	Parameter
	Test 1
	Test 2

	 [%]
	40
	40

	
	1.50
	1.50


<< Unchanged sections omitted >>
9.3.3.1.2
TDD CQI Reporting under fading conditions and frequency-selective interference  – PUSCH 3-0

9.3.3.1.2.1
Test purpose

To verify that preferred sub-bands can be used for frequently-selective scheduling with frequency-selective interference situation.

9.3.3.1.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

9.3.3.1.2.3
Minimum conformance requirements

For the parameters specified in Table 9.3.3.1.2.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.3.3.1.2.3-2 and by the following:

a)
a sub-band differential CQI offset level of +2 shall be reported at least  % for at least one of the sub-bands of full size at the channel edges;

b)
the ratio of the throughput obtained when transmitting on any one of the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI for FDD, each available downlink transmission instance for TDD. Sub-bands of a size smaller than full size are excluded from the test.

Table 9.3.3.1.2.3-1: Sub-band test for single antenna transmission (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz
	10 MHz

	Transmission mode
	
	1 (port 0)
	1 (port 0)

	Downlink power allocation
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	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4
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for RB 6…[41]

Note 3
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	dB[mW/15kHz]
	-94
	-94

	Max number of HARQ transmissions
	
	1

	Propagation channel
	
	Clause B.2.4 with 
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	Antenna configuration
	
	1 x 2

	Reporting interval
	ms
	5

	CQI delay
	ms
	10 or 11

	Reporting mode
	
	PUSCH 3-0

	Sub-band size
	RB
	6 (full size)

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.3 TDD according to table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.2.1/2.

Note 3:
Iot shall be modelled as connecting Gaussian distributed uncorrelated interference source for each UE receive antenna port. The received power spectral density of the interfering signal as measured at the UE antenna connector is to be scaled accordingly for different RB groups.


Table 9.3.3.1.2.3-2: Minimum requirement (TDD)

	Parameter
	Test 1
	Test 2

	 [%]
	60
	60

	
	1.6
	1.6

	UE Category
	1-8
	1-8



The normative reference for this requirement is TS 36.101 [2] clause 9.3.3.1.2.

9.3.3.1.2.4
Test description

9.3.3.1.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, faders and interfering source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.21.
2.
The parameter settings for the cell are set up according to Table 9.3.3.1.2.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.3.1.2.4.3.

9.3.3.1.2.4.2
Test procedure
1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.3.3.1.2.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.1 TDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
If for at least one of the full-size subbands at the channel edges, a subband differential CQI offset level of +2 is reported in  % or more of 2000 reports, then continue with step 5, otherwise fail the UE.

5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in an each available downlink transmission instance randomly selected full-size subband using the transport format according to the wideband median-CQI value regardless of UE wideband or subband CQI report. Note that each full-size subband shall be selected in the equal probability. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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6.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to the highest UE reported full-size subband CQI value in one full-size subband selected among the sub-bands in which UE reports the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval.
If 
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 ≥ then pass the UE for this test and go to step 7. Otherwise fail the UE.

7.
If both tests have not been done, then repeat the same procedure (steps 1 to 6) with test conditions according to the table 9.3.3.1.2.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.3.1.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 9.3.3.1.2.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	}
	
	
	


Table 9.3.3.1.2.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.3.1.2.4.3-3: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp4
	
	

	}
	
	
	


9.3.3.1.2.5
Test requirement

Table 9.3.3.1.2.5-1: Test requirement (TDD)

	Parameter
	Test 1
	Test 2

	 [%]
	40
	40

	
	1.50
	1.50


<< Unchanged sections omitted >>
9.3.4.1.1
FDD CQI Reporting under fading conditions – PUSCH 2-0

9.3.4.1.1.1
Test purpose

To verify that UE-selected sub-bands can be used for frequently-selective scheduling.

9.3.4.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward. Applicability requires support for FGI bit 1.

9.3.4.1.1.3
Minimum conformance requirements

For the parameters specified in Table 9.3.4.1.1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.3.4.1.1.3-2 and by the following:

a)
the ratio of the throughput obtained when transmitting on a randomly selected subband among the best M subbands reported by the UE the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected subband in set S shall be ≥ ;

The requirements only apply for subbands of full size and the random scheduling across the subbands is done by selecting a new subband in each TTI for FDD. The transport block size TBS (wideband CQI median) is that resulting from the code rate which is closest to that indicated by the wideband CQI median and the
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entry in Table 7.1.7.2.1-1 of TS 36.213 [10] that corresponds to the subband size.

Table 9.3.4.1.1.3-1: Subband test for single antenna transmission (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	Downlink power allocation
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	SNR (Note 3)
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	Propagation channel
	
	Clause B.2.4 with 
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	Reporting interval
	ms
	5

	CQI delay
	ms
	8

	Reporting mode
	
	PUSCH 2-0

	Max number of HARQ transmissions
	
	1

	Subband size (k)
	RBs
	3 (full size)

	Number of preferred subbands (M)
	
	5

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.5 FDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 FDD as described in Annex A.5.1.1/2.
Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.


Table 9.3.4.1.1.3-2: Minimum requirement (FDD)

	
	Test 1
	Test 2

	
	1.2
	1.2

	UE Category
	1-8
	1-8


The normative reference for this requirement is TS 36.101 [2] clause 9.3.4.1.1.

9.3.4.1.1.4
Test description

9.3.4.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS and faders to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.9.
2.
The parameter settings for the cell are set up according to Table 9.3.4.1.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.4.1.1.4.3.

9.3.4.1.1.4.2
Test procedure
1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.3.4.1.1.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.1 FDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC on a randomly selected full-size subband using the transport format according to the wideband median-CQI value regardless of UE wideband or subband CQI report. Note that each full-size subband shall be selected in the equal probability The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in one full-size subband selected among the M subbands reported by the UE and with the corresponding TBS. Differential CQI offset level is selected from {1, 2, 3, 4}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval.
If 
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 ≥ then pass the UE for this test and go to step 7. Otherwise  go to step 6.

6.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 5) for the other SNR point as appropriate. Otherwise fail the UE.

7.
If both tests have not been done, then repeat the same procedure (steps 1 to 5) with test conditions according to the table 9.3.4.1.1.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.4.1.1.4.3
Message contents
Table 9.3.4.1.1.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	}
	
	
	


Table 9.3.4.1.1.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm20
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	Not present
	
	

	  }
	
	
	

	}
	
	
	


9.3.4.1.1.5
Test requirement

Table 9.3.4.1.1.5-1: Test requirement (FDD)

	
	Test 1
	Test 2

	
	1.19
	1.19

	UE Category
	1-8
	1-8


<< Unchanged sections omitted >>
9.3.4.1.2
TDD CQI Reporting under fading conditions – PUSCH 2-0

9.3.4.1.2.1
Test purpose

To verify that UE-selected sub-bands can be used for frequently-selective scheduling.
9.3.4.1.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward. Applicability requires support for FGI bit 1.

9.3.4.1.2.3
Minimum conformance requirements

For the parameters specified in Table 9.3.4.1.2.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.3.4.1.2.3-2 and by the following:

a)
the ratio of the throughput obtained when transmitting on a randomly selected subband among the best M subbands reported by the UE the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected subband in set S shall be ≥ ;

The requirements only apply for subbands of full size and the random scheduling across the subbands is done by selecting a new subband in each available downlink transmission instance for TDD. The transport block size TBS (wideband CQI median) is that resulting from the code rate which is closest to that indicated by the wideband CQI median and the
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entry in Table 7.1.7.2.1-1 of TS 36.213 [10] that corresponds to the subband size.

Table 9.3.4.1.2.3-1: Sub-band test for single antenna transmission (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	Downlink power allocation
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	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	SNR (Note 3)
	dB
	9
	10
	14
	15
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	Propagation channel
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	Reporting interval
	ms
	5

	CQI delay
	ms
	10 or 11

	Reporting mode
	
	PUSCH 2-0

	Max number of HARQ transmissions
	
	1

	Subband size (k)
	RBs
	3 (full size)

	Number of preferred subbands (M)
	
	5

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.5 TDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.2.1/2.
Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.


Table 9.3.4.1.2.3-2: Minimum requirement (TDD)

	
	Test 1
	Test 2

	
	1.2
	1.2

	UE Category
	1-8
	1-8


The normative reference for this requirement is TS 36.101 [2] clause 9.3.4.1.2.

9.3.4.1.2.4
Test description

9.3.4.1.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.9.
2.
The parameter settings for the cell are set up according to Table 9.3.4.1.2.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.4.1.2.4.3.

9.3.4.1.2.4.2
Test procedure
1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.3.4.1.2.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.1 TDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC on a randomly selected full-size subband using the transport format according to the wideband median-CQI value regardless of UE wideband or subband CQI report. Note that each full-size subband shall be selected in the equal probability. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in one full-size subband selected among the M subbands reported by the UE and with the corresponding TBS. Differential CQI offset level is selected from {1, 2, 3, 4}. Note that the SS shall send PDSCH in the same full-size until next UE report is available. In case when same full-size subbands are reported subsequently, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #2 and subframe #7 to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval.
If 
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 ≥ then pass the UE for this test and go to step 7. Otherwise go to step 6.
6.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 5) for the other SNR point as appropriate. Otherwise fail the UE.

7.
If both tests have not been done, then repeat the same procedure (steps 1 to 6) with test conditions according to the table 9.3.4.1.2.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.4.1.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 9.3.4.1.2.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	}
	
	
	


Table 9.3.4.1.2.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm20
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.1.2.4.3-3: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp4
	
	

	}
	
	
	


9.3.4.1.2.5
Test requirement

Table 9.3.4.1.2.5-1: Test requirement (TDD)

	
	Test 1
	Test 2

	
	1.19
	1.19

	UE Category
	1-8
	1-8


<< Unchanged sections omitted >>
9.3.4.2.1
FDD CQI Reporting under fading conditions – PUCCH 2-0

9.3.4.2.1.1
Test purpose

To verify that UE-selected sub-bands can be used for frequently-selective scheduling.

9.3.4.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward. Applicability requires support for FGI bit 2.

9.3.4.2.1.3
Minimum conformance requirements

For the parameters specified in Table 9.3.4.2.1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.3.4.2.1.3-2 and by the following

a)
the ratio of the throughput obtained when transmitting on subbands reported by the UE the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected subband in set S shall be ≥ ;

The requirements only apply for subbands of full size and the random scheduling across the subbands is done by selecting a new subband in each TTI for FDD. The transport block size TBS (wideband CQI median) is that resulting from the code rate which is closest to that indicated by the wideband CQI median and the
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entry in Table 7.1.7.2.1-1 of TS 36.213 [10] that corresponds to the subband size.

Table 9.3.4.2.1.3-1: Subband test for single antenna transmission (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	Downlink power allocation
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	Reporting periodicity
	ms
	NP = 2

	CQI delay
	ms
	8

	Physical channel for CQI reporting
	
	PUSCH (Note 4)

	PUCCH Report Type for wideband CQI
	
	4

	PUCCH Report Type for subband CQI
	
	1

	Max number of HARQ transmissions
	
	1

	Subband size (k)
	RBs
	6 (full size)

	Number of bandwidth parts (J)
	
	3

	K
	
	1

	cqi-pmi-ConfigIndex
	
	1

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.3 FDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 FDD as described in Annex A.5.1.1/2.
Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 4:
To avoid collisions between CQI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#1, #3, #7 and #9 to allow periodic CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#5, #7, #1 and #3.

Note 5:
CQI reports for the short subband (having 2RBs in the last bandwidth part) are to be disregarded and data scheduling according to the most recent subband CQI report for bandwidth part with j=1.

Note 6:
In the case where wideband CQI is reported, data is to be scheduled according to the most recently used subband CQI report.


Table 9.3.4.2.1.3-2: Minimum requirement (FDD)

	
	Test 1
	Test 2

	
	1.15
	1.15

	UE Category
	1-8
	1-8


The normative reference for this requirement is TS 36.101 [2] clause 9.3.4.2.1.

9.3.4.2.1.4
Test description

9.3.4.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS and faders to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.9.
2.
The parameter settings for the cell are set up according to Table 9.3.4.2.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.4.2.1.4.3.

9.3.4.2.1.4.2
Test procedure
1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.3.4.2.1.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.1 FDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #1, #3, #5 and subframe #7 (Table A.4.1-1). The UE will send ACK/NACK and periodic CQI report using PUSCH. In this process the SS collects wideband CQI reports and also cases where UE transmits nothing in its wideband CQI timing are counted as wideband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC on a randomly selected full-size subband using the transport format according to the wideband median-CQI value regardless of UE wideband or subband CQI report. Note that each full-size subband shall be selected in the equal probability The SS sends downlink MAC padding bits on the DL RMC. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #1, #3, #5 and subframe #7 (Table A.4.1-1). The UE will send ACK/NACK and periodic CQI report using PUSCH. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in the full-size subband reported by the UE and with the corresponding TBS. When the UE reports a non-full-size SB, the SS schedules the recent reported SB for bandwidth part with j=1 and with the corresponding TBS. Note that the SS shall send PDSCH in the same full-size subband until next subband UE report is available. The SS sends downlink MAC padding bits on the DL RMC. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #1, #3, #5 and subframe #7 (Table A.4.1-1). The UE will send ACK/NACK and periodic CQI report using PUSCH. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval.
If 
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 ≥ then pass the UE for this test and go to step 7. Otherwise go to step 6. 

6.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 5) for the other SNR point as appropriate. Otherwise fail the UE.

7.
If both tests have not been done, then repeat the same procedure (steps 1 to 6) with test conditions according to the table 9.3.4.2.1.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.4.1.1.4.3
Message contents
Table 9.3.4.2.1.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	}
	
	
	


Table 9.3.4.2.1.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	1
	(see Table 7.2.2-1A in TS 36.213 
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        subbandCQI
	1
	
	

	      }
	
	
	

	      ri-ConfigIndex
	483
	(see Table 7.2.2-1B in TS 36.213 
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.3.4.2.1.5
Test requirement

Table 9.3.4.2.1.5-1: Test requirement (FDD)

	
	Test 1
	Test 2

	
	1.14
	1.14

	UE Category
	1-8
	1-8


<< Unchanged sections omitted >>
9.3.4.2.2
TDD CQI Reporting under fading conditions – PUCCH 2-0

9.3.4.2.2.1
Test purpose

To verify that UE-selected sub-bands can be used for frequently-selective scheduling.
9.3.4.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward. Applicability requires support for FGI bit 2.

9.3.4.2.2.3
Minimum conformance requirements

For the parameters specified in Table 9.3.4.2.2.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.3.4.2.2.3-2 and by the following:

a)
the ratio of the throughput obtained when transmitting on subbands reported by the UE the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected subband in set S shall be ≥ ;

The requirements only apply for subbands of full size and the random scheduling across the subbands is done by selecting a new subband in each available downlink transmission instance for TDD. The transport block size TBS (wideband CQI median) is that resulting from the code rate which is closest to that indicated by the wideband CQI median and the
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entry in Table 7.1.7.2.1-1 of TS 36.213 [10] that corresponds to the subband size.

Table 9.3.4.2.2.3-1: Sub-band test for single antenna transmission (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	Downlink power allocation
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	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	SNR (Note 3)
	dB
	8
	9
	13
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	Propagation channel
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	Reporting periodicity
	ms
	NP = 5

	CQI delay
	ms
	10 or 11

	Physical channel for CQI reporting
	
	PUSCH (Note 4)

	PUCCH Report Type for wideband CQI
	
	4

	PUCCH Report Type for subband CQI
	
	1

	Max number of HARQ transmissions
	
	1

	Subband size (k)
	RBs
	6 (full size)

	Number of bandwidth parts (J)
	
	3

	K
	
	1

	cqi-pmi-ConfigIndex
	
	3

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.3 TDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.2.1/2.
Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 4:
To avoid collisions between CQI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#7 and #2.

Note 5:
CQI reports for the short subband (having 2RBs in the last bandwidth part) are to be disregarded and data scheduling according to the most recent subband CQI report for bandwidth part with j=1.

Note 6:
In the case where wideband CQI is reported, data is to be scheduled according to the most recently used subband CQI report.


Table 9.3.4.2.2.3-2: Minimum requirement (TDD)

	
	Test 1
	Test 2

	
	1.15
	1.15

	UE Category
	1-8
	1-8


The normative reference for this requirement is TS 36.101 [2] clause 9.3.4.2.2.

9.3.4.2.2.4
Test description

9.3.4.2.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, faders and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.9.
2.
The parameter settings for the cell are set up according to Table 9.3.4.2.2.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.3.4.2.2.4.3.

9.3.4.2.2.4.2
Test procedure
1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.3.4.2.2.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to CQI value 8 in RC.1 TDD according to Table A.4.1 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #2 and subframe #7 (Table A.4.1-2). The UE will send ACK/NACK and periodic CQI report using PUSCH. In this process the SS collects wideband CQI reports and also cases where UE transmits nothing in its wideband CQI timing are counted as wideband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.

4.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC on a randomly selected full-size subband using the transport format according to the wideband median-CQI value regardless of UE wideband or subband CQI report. Note that each full-size subband shall be selected in the equal probability. The SS sends downlink MAC padding bits on the DL RMC. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #2 and subframe #7 (Table A.4.1-2). The UE will send ACK/NACK and periodic CQI report using PUSCH. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
[image: image132.wmf]median

t

.

5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC in the full-size subband reported by the UE and with the corresponding TBS. When the UE reports a non-full-size SB, the SS schedules the recent reported SB for bandwidth part with j=1 and with the corresponding TBS. Note that the SS shall send PDSCH in the same full-size subband until next subband UE report is available. The SS sends downlink MAC padding bits on the DL RMC. The SS sends uplink scheduling information via PDCCH DCI format 0 with CQI request bit set to 0 to schedule UL RMC in subframe #2 and subframe #7 (Table A.4.1-2). The UE will send ACK/NACK and periodic CQI report using PUSCH. Measure the average throughput according to Annex G.5.3. Declare the throughput as 
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. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval.
If 
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 ≥ then pass the UE for this test and go to step 7. Otherwise go to step 6. 

6.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 5) for the other SNR point as appropriate. Otherwise fail the UE.

7.
If both tests have not been done, then repeat the same procedure (steps 1 to 6) with test conditions according to the table 9.3.4.2.2.3-1 for the other Test as appropriate. Otherwise pass the UE.

9.3.4.2.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 9.3.4.2.2.4.3-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	}
	
	
	


Table 9.3.4.2.2.4.3-2: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	3
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        subbandCQI
	1
	
	

	      }
	
	
	

	      ri-ConfigIndex
	484
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.4.2.2.4.3-3: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp4
	
	

	}
	
	
	


9.3.4.2.2.5
Test requirement

Table 9.3.4.2.2.5-1: Test requirement (TDD)

	
	Test 1
	Test 2

	
	1.14
	1.14

	UE Category
	1-8
	1-8


<< End of changes >>
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