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19.1.11
No ProSe Transmission and Reception on Cell Resources when Cell does not support ProSe
19.1.11.1
Test Purpose (TP)
(1)

with { UE is authorized to perform ProSe Direct Discovery announcing in the registered PLMN and UE is configured with the data structure of the ProSe Application IDs appropriate for its HPLMN }

ensure that {

  when { UE is triggered by an upper layer application to announce a ProSe Application ID, the UE has no valid corresponding ProSe Application Code for that upper layer application and the network does not indicate the support of ProSe}

   then { UE shall not perform direct discovery announcing }
            }

19.1.11.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.334, clauses 6.2.2.4.

[TS 24.334, clause 6.2.2.4]

Upon receipt of the DISCOVERY_RESPONSE message, if the transaction ID contained in the <response-announce> element matches the value sent by the UE in a DISCOVERY_REQUEST message with the command set to "announce", the UE shall, for each ProSe Application Code received in the DISCOVERY_RESPONSE message, stop the validity timer T4000 if running and start the validity timer T4000 with the received value. Otherwise the UE shall discard the DISCOVERY_RESPONSE message and shall not perform the procedures below.

The UE may perform direct discovery announcing as described below.

The UE requests the parameters from the lower layers for Prose direct discovery announcing (see 3GPP TS 36.331 [12]). The UE shall perform direct discovery announcing only if the lower layers indicate that ProSe direct discovery is supported by the network. If the UE in EMM-IDLE mode has to request resources for ProSe direct discovery announcing as specified in 3GPP TS 36.331 [12], the UE shall perform a service request procedure or tracking area update procedure as specified in 3GPP TS 24.301 [11]. The UE shall obtain the UTC time for the next discovery transmission opportunity for ProSe direct discovery from the lower layers.
…

19.1.11.3
Test description

19.1.11.3.1
Pre-test conditions

System Simulator:

-
Cell 1.

-
System information combination 1 as defined in TS 36.508 clause 4.4.3.1 is used in Cell 1.
UE:

-
The UE has pre-configured radio parameters (preconfigComm) associated with the current PLMN as defined in TS 36.508 and a UICC with all values equal to the default profile [FFS] except for those listed in Table 19.1.11.3.1-1.
Table 19.1.11.3.1-1: USIM configuration

	USIM field
	Priority
	Value

	EFUST
	
	Service 101 is supported

	EFAD
	
	In Byte 3 b3 is set to Value 1 indicating that the Public Safety UE is authorized to use provisioned parameters for ProSe 

	EFPST
	
	Service 1 is supported

	EFPROSE_MON
	
	PLMN of Cell 1

	EFPROSE_ANN
	
	PLMN of Cell 1, with the     announcing range set to “Long”


-
The UE is authorised to perform pre-configured ProSe direct discovery announcing on the radio resources of the PLMN only.
Preamble:
-
The UE is in state Registered, Idle Mode (state 2) on Cell 1 according to [18].

19.1.11.3.2
Test procedure sequence
Table 19.1.11.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The user triggers the upper layer application px_ApplicationIdentity_TestingId1 at the UE to request announcing a ProSe Application Id px_ProSe.TestingId1 for which the UE has no valid corresponding ProSe Application Code, via MMI or AT command.
	-
	-
	-
	-

	2
	Generic test procedure in TS 36.508 subclause 4.5.3 [FFS] is performed.

NOTE: The UE performs the establishment of the data radio bearer associated with [a new / the default – FFS] EPS bearer context.
	-
	-
	-
	-

	3
	Check: Does the UE send a DISCOVERY_REQUEST message?
	-->
	DISCOVERY_REQUEST
	1
	F


19.1.11.3.3
Specific message contents

Table 19.1.11.3.3-1: Message DISCOVERY_REQUEST (step 3, Table 19.1.11.3.2-1)

	Element
	Value/remark
	Comment
	Condition

	discovery-request {
	
	
	

	   transaction-ID
	Any value
	
	

	   command
	"announce"
	Announce request
	

	   UE-identity
	Any value (= UE’s IMSI)
	
	

	   ProSe-Application-ID
	Any value
	
	

	   application-identity
	Any value
	
	

	}
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