PAGE  

3GPP TSG-RAN WG5 Meeting #69 
R5-155679
Anaheim, USA, 16th-20th Nov 2015

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	34.123-1
	CR
	0988
	rev
	-
	Current version:
	12.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update of WLAN Offload procedures to and from UTRA

	
	

	Source to WG:
	Intel Corporation

	Source to TSG:
	R5

	
	

	Work item code:
	UTRA_LTE_WLAN_interw-UEConTest
	
	Date:
	2015-10-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The generic procedures for UTRAN to WLAN and vice versa offload are referring to TS 36.508. However, these procedures need to be defined for UTRAN to WLAN and vice versa.

	
	

	Summary of change:
	The generic procedures for UTRAN to WLAN and vice versa offload is defined.

	
	

	Consequences if not approved:
	Test procedures will remain incomplete.

	
	

	Clauses affected:
	C.6.1 & C.6.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 34.123-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


< Start of Modified Section >

C.6
Procedures for RAN Assisted WLAN interworking

C.6.1
Offload from UTRAN to WLAN

The procedure specified in this clause is referred to the WLAN target AP where the UE has been offloaded from the UTRA cell.

C.6.1.1
Test Procedure


Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1-11
	-
	Steps 1-11 of 36.508[] table 6.4.3.10-1 executed on WLAN AP
	


C.6.2
Offload from WLAN to UTRAN

The procedure specified in this clause is referred to the UTRA cell where the UE has been offloaded from the WLAN AP.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	Check: The UE initiates procedure defined in 23.402[YY] clause 8.2.1.1 to dissociate with WLAN. 
	

	1-9
	-
	Steps 1-9 of 36.508[] table 6.4.3.11-1 executed on WLAN AP
	

	10
	
	ACTIVATE PDP CONTEXT REQUEST(for offloaded PDN)
	SM


< End of Modified Section >

