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	Other comments:
	


4.3.1.1.12A
FDD reference test frequencies for CA in operating band 12

Table 4.3.1.1.12A-1: Test frequencies for CA_12B

	Range
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	Low
	25+25
	25
	23035
	701.5
	5035
	731.5
	25
	23083
	706.3
	5083
	736.3

	
	
	
	
	
	
	
	
	
	
	
	

	
	25+50
	25
	23035
	701.5
	5035
	731.5
	50
	23107
	708.7
	5107
	738.7

	Mid
	25+25
	25
	23070
	705
	5070
	735
	25
	23118
	709.8
	5118
	739.8

	
	
	
	
	
	
	
	
	
	
	
	

	
	25+50
	25
	23045
	702.5
	5045
	732.5
	50
	23117
	709.7
	5117
	739.7

	High
	25+25
	25
	23107
	708.7
	5107
	738.7
	25
	23155
	713.5
	5155
	743.5

	
	
	
	
	
	
	
	
	
	
	
	

	
	25+50
	25
	23058
	703.8
	5058
	733.8
	50
	23130
	711
	5130
	741

	Note 1:
Carriers in increasing frequency order.


4.3.1.1.13
FDD reference test frequencies for operating band 13

