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1. Introduction

At RAN5#68, RAN5 agreed to add a justification to TR36.905 for test points introduced in TS 36.521-1 [1]. As KT is introducing 3DL reference sensitivity test points for CA_1A-3A-8A at RAN5#69, a justification for the test points introduced is needed.
2. Proposal 

It is proposed that the following text proposal is added to TR 36.905:

-------------------------------------------------- TR with change marks below -------------------------------------

4.2.5
Reference sensitivity level for 3DL CA

This section contains information on test point selection for test case 7.3A.5
Reference sensitivity level for CA (3DL CA without UL CA)

4.2.5.1 Intra-band
In this case, there are default test points to be used unless CA configuration specific test points are over-ruling. The default rule of Low and High test frequency, Lowest and Highest NRB_agg is chosen for any CA configuration. 
Table 4.2.5.1-1: CA configuration specific test points for 3DL CA (Intra-band)

TBD

4.2.5.2 Inter-band

In this case, there are default test points to be used unless CA configuration specific test points are over-ruling in table 4.2.5.2-1. The default rule of Mid test frequency and Highest NRB_agg is chosen for any CA configuration.
Table 4.2.5.2-1: CA configuration specific test points for 3DL CA (Inter-band)

	CA config
	Justification
	Comments

	CA_1A-3A-5A
	-
	

	CA_1A-3A-8A
	See attachment “TpAnalysis3DLRefSens_7.3A.5(1A-3A-8A).xls”
	Added at RAN5#69

	CA_1A-3A-19A
	-
	

	CA_1A-18A-28A
	-
	

	CA_1A-19A-21A
	-
	

	CA_2A-4A-12A
	-
	

	CA_2A-4A-13A
	-
	

	CA_2A-5A-13A
	Test point choice based on fallback CA_2A-13A testpoints, concentrating on UL in low band.
	Added at RAN5#68

	CA_4A-5A-13A
	Test point choice based on fallback 4A-5A and 4A-13A test points, concentrating on UL in low bands
	Added at RAN5#68

	CA_2A-12A-30A
	Coverage by the default test points, since no additional test points defined for fallbacks.
	Added at RAN5#68


---------------------------------------------------------- End of TR ----------------------------------------------

3. Conclusion

If the proposals are agreed by RAN WG5, we recommended it’s included in the next release of TR 36.905. 
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