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< Unchanged sections omitted >

4.1
Categorization of test requirements in CA, UL-MIMO, ProSe and UE category 0
The test requirements for Clauses 6 (Tx Characteristics) and 7 (Rx Characteristics), which are specific to CA, UL-MIMO, ProSe and UE category 0 are specified as suffix A, B, C, D and E where;

a)
Suffix A additional requirements need to support CA

b)
Suffix B additional requirements need to support UL-MIMO

c)
Suffix C additional requirements need to support TBD

d)
Suffix D additional requirements need to support ProSe
e)
Suffix E additional requirements need to support UE category 0
A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional sub-clause (suffix A, B, C, D and E).

Where there is a difference in requirement between the general requirements and the additional subclause requirements (suffix A, B, C, D, and E) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional subclause.
A terminal which supports more than one feature (CA, UL-MIMO, ProSe and UE category 0) shall meet all of the separate corresponding requirements.
For a terminal supporting CA, compliance with minimum requirements for non-contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for contiguous intra-band carrier aggregation in the same operating band.
For a terminal supporting CA, compliance with minimum requirements for contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for non- contiguous intra-band carrier aggregation in the same operating band.

A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.
NOTE 1:
Test Case 6.5.2.1A, PUSCH-EVM with exclusion period, is a Release 8 non-CA test case and does not indicate a requirement to support CA.
NOTE 2:
This categorization of test requirements reflects only the categorization of minimum requirements as done by RAN4 in 3GPP TS 36.101. For the categorization of the tests requirements done on behalf of RAN5 follow the information given in Annex I.

For a terminal that supports ProSe Direct Communication and/or ProSe Direct Discovery, the minimum requirements are applicable when

-
the UE is associated with PCell on the ProSe carrier, or

-
the UE is not associated with PCell  on the ProSe carrier and is provisioned with the preconfigured radio parameters for ProSe Direct Communications that are associated with known Geographical Area.

When the ProSe UE is not associated with PCell on the ProSe carrier, and the UE does not have knowledge of its geographical area, or is provisioned with preconfigured radio parameters that are not associated with any Geographical Area, ProSe transmissions are not allowed, and the requirements in Section 6.3.3D apply.
The frequency bands and channel arrangement for CA, UL-MIMO, and ProSe are specified in Clause 5, where;

a)
The clauses with suffix A specify the operating bands and channel arrangement related information for CA

b)
The clauses with suffix B specify the operating bands and channel arrangement related information for UL-MIMO

c)
The clauses with suffix C specify the operating bands and channel arrangement related information for [TBD]

d)
The clauses with suffix D specify the operating bands and channel arrangement related information for ProSe
< Unchanged sections omitted >

5.2D
Operating bands for ProSe

E-UTRA ProSe is designed to operate in the operating bands defined in Table 5.2D-1.

Table 5.2D-1 E-UTRA ProSe operating band

	E‑UTRA ProSe Band
	E‑UTRA Operating Band
	ProSe UE transmit
	ProSe UE receive
	ProSe Duplex Mode
	ProSe Direct

	
	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	
	Disc.
	Comm.

	2
	2
	1850 MHz
	–
	1910 MHz
	1850 MHz
	–
	1910 MHz
	HD
	Yes
	

	3
	3
	1710 MHz
	–
	1785 MHz
	1710 MHz
	–
	1785 MHz
	HD
	Yes
	Yes

	4
	4
	1710 MHz
	–
	1755 MHz
	1710 MHz
	–
	1755 MHz
	HD
	Yes
	

	7
	7
	2500 MHz
	–
	2570 MHz
	2500 MHz
	–
	2570 MHz
	HD
	Yes
	Yes

	14
	14
	788 MHz
	–
	798 MHz
	788 MHz
	–
	798 MHz
	HD
	Yes
	Yes

	20
	20
	832 MHz
	–
	862 MHz
	832 MHz
	–
	862 MHz
	HD
	Yes
	Yes

	26
	26
	814 MHz
	–
	849 MHz
	814 MHz
	–
	849 MHz
	HD
	Yes
	Yes

	28
	28
	703 MHz
	–
	748 MHz
	703 MHz
	–
	748 MHz
	HD
	Yes
	Yes

	31
	31
	452.5 MHz
	–
	457.5 MHz
	452.5 MHz
	–
	457.5 MHz
	HD
	Yes
	Yes

	41
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	HD
	Yes
	


< Unchanged sections omitted >

5.4.2D
Channel bandwidth for ProSe
5.4.2D.1
Channel bandwidths per operating band for ProSe
The ProSe combination of channel bandwidths and operating bands is shown in Table 5.4.2D.1-1 and Table 5.4.2D.1-2. The transmission bandwidth configuration in Table 5.4.2D.1-1 and Table 5.4.2D.1-2 shall be supported for each of the specified channel bandwidths. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.

Table 5.4.2D.1-1: ProSe Direct Discovery channel bandwidth

	E-UTRA ProSe band / ProSe channel bandwidth

	E-UTRA 

ProSe

 Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	2
	
	
	Yes
	Yes
	Yes
	Yes

	3
	
	
	Yes
	Yes
	Yes
	Yes

	4
	
	
	Yes
	Yes
	Yes
	Yes

	7
	
	
	Yes
	Yes
	Yes
	Yes

	14
	
	
	Yes
	Yes
	
	

	20
	
	
	Yes
	Yes
	Yes
	Yes

	26
	
	
	Yes
	Yes
	Yes
	

	28
	
	
	Yes
	Yes
	Yes
	Yes

	31
	
	
	Yes
	
	
	

	41
	
	
	Yes
	Yes
	Yes
	Yes


Table 5.4.2D.1-2 ProSe Direct Communication channel bandwidth

	E-UTRA ProSe band / ProSe channel bandwidth

	E-UTRA 

ProSe

Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	3
	
	
	
	Yes
	
	

	7
	
	
	
	Yes
	
	

	14
	
	
	
	Yes
	
	

	20
	
	
	
	Yes
	
	

	26
	
	
	
	Yes
	
	

	28
	
	
	
	Yes
	
	

	31
	
	
	Yes
	
	
	


< End of changes >

