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{Start of changes}
8.2.1.2.3_E.1
FDD PDSCH Transmit diversity 2x2 for feICIC (non-MBSFN ABS)

8.2.1.2.3_E.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [14] of the aggressor cells with CRS assistance information.
8.2.1.2.3_E.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE and CRS interference handling – Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.2.1.2.3_E.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.2.3_E.1.3-1.

In Table 8.2.1.2.3_E.1-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information TS 36.331 [5] includes Cell 2 and Cell 3.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.2.3_E.1.3-2 for the specified SNR.
Table 8.2.1.2.3_E.1.3-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
	[image: image1.wmf]A
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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at antenna port
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	Reference Value in Table 8.2.1.2.3_E.1.3-2
	12
	10

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 5)
	
	N/A
	11000000
11000000
11000000
11000000
11000000
	11000000
11000000
11000000
11000000
11000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	11000000 11000000 11000000 11000000 11000000
	N/A
	N/A

	
	CCSI,1
	
	00111111 00111111 00111111 00111111 00111111
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	PDSCH transmission mode
	
	2
	Note 9
	Note 9

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [14]. 

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].

Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with TS 36.521-1 [10] Annex C.3.3 applying OCNG pattern as defined in TS 36.521-1 [10] Annex A.5.

Note 10:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.1.2.3_E.1.3-2: Minimum Performance Transmit Diversity (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) (Note 5)
	SNR (dB) (Note 3)
	

	1
	R.11-4 FDD

(Note 4)
	OP.1FDD
	OP.1FDD
	OP.1FDD
	EVA5
	EVA5
	EVA5
	2x2 Medium
	70
	3.4
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image9.wmf]2

oc

s

N

E

)

of Cell 1.

Note 4:
Cell 1 reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum throughput is calculated from the total Payload in 9 subframes, averaged over 40ms.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.2.3A.

{Unchanged sections omitted}
8.2.1.3.3_E.1
FDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (demodulation subframe overlaps with aggressor cell ABS and CRS assistance information are configured, non-MBSFN ABS)

8.2.1.3.3_E.1.1
Test purpose

To verify the UE’s performance of large delay CDD with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cells with CRS assistance information.
8.2.1.3.3_E.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE and CRS interference handling – Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.2.1.3.3_E.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.3.3_E.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.3.3_E.1.3-2 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.
Table 8.2.1.3.3_E.1.3-1: Test Parameters for Large Delay CDD (FRC) non-MBSFN ABS 

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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at antenna port
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A

	
	[image: image14.wmf]2

oc

N


	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	 Reference Value in Table 8.2.1.3.3_E.1.3-2
	Reference Value in Table 8.2.1.3.3_E.1.3-2
	Reference Value in Table 8.2.1.3.3_E.1.3-2

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	1
	126

	ABS pattern (Note 5)
	
	N/A
	11000000
11000000
11000000
11000000
11000000
	11000000
11000000
11000000
11000000
11000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	11000000 11000000 11000000 11000000 11000000
	N/A
	N/A

	
	CCSI,1
	
	00111111 00111111 00111111 00111111 00111111
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	PDSCH transmission mode
	
	3
	Note 9
	Note 9

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [14].

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].

Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex C.3.3 applying OCNG pattern as defined in Annex A.5.
Note 10:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.1.3.3_E.1.3-2: Minimum performance Large Delay CDD (FRC) non-MBSFN ABS

	Test Number
	Reference Channel 
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	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) (Note 5)
	SNR (dB) (Note 3)
	

	1
	R.11 FDD (Note 4)
	9
	7
	OP.1FDD
	OP.1FDD
	OP.1FDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	70
	13.9
	≥2

	2
	R.35 FDD (Note 4)
	9
	1
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	70
	22.6
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3. 

Note 3:
SNR corresponds to [image: image19.wmf]2

oc

s

N

E

)

of Cell 1.

Note 4:
Cell 1 reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum throughput is calculated from the total Payload in 9 subframes, averaged over 40ms.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.3.4.

{Unchanged sections omitted}
8.2.1.4.1_E.1
FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)

8.2.1.4.1_E.1
Test purpose

To verify The purpose is to verify the closed loop rank-one performance with wideband precoding if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [14] of the aggressor cell with CRS assistance information.
8.2.1.4.1_E.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE and CRS interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.2.1.4.1_E.1.3
Minimum conformance requirements

The requirements are specified in Table 8.2.1.4.1_E.1.3-2, with the addition of parameters in Table 8.2.1.4.1_E.1.3-1. In Table 8.2.1.4.1_E.1.3-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information TS 36.331 [5] includes Cell 2 and Cell 3.

Table 8.2.1.4.1_E.1.3-1: Test Parameters for Testing Single-Layer Spatial Multiplexing (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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at antenna port
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A

	
	[image: image24.wmf]2

oc

N


	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	Reference Value in Table 8.2.1.4.1_E.1.3-2
	12
	10

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 5)
	
	N/A
	11000000
11000000
11000000
11000000
11000000
	11000000
11000000
11000000
11000000
11000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	11000000 11000000 11000000 11000000 11000000
	N/A
	N/A

	
	CCSI,1
	
	00111111 00111111 00111111 00111111 00111111
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	PDSCH transmission mode
	
	6
	Note 9
	Note 9

	Precoding granularity
	PRB
	50
	N/A
	N/A

	PMI delay (Note 10)
	ms
	8
	N/A
	N/A

	Reporting interval
	ms
	1
	N/A
	N/A

	Reporting mode
	
	PUSCH 3-1
	N/A
	N/A

	CodeBookSubsetRestriction bitmap
	
	1111
	N/A
	N/A

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [14]. 

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].

Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with TS 36.521-1 [10] Annex C.3.3 applying OCNG pattern as defined in TS 36.521-1 [10] Annex A.5.

Note 10:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).
Note 11:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 12:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.1.4.1_E.1.3-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) (Note 5)
	SNR (dB) (Note 3)
	

	1
	R.11 FDD (Note 4)
	OP.1FDD
	OP.1FDD
	OP.1FDD
	EPA5
	EPA5
	EPA5
	2x2 High
	70
	6.1
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image28.wmf]2
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of Cell 1.

Note 4:
Cell 1 reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum throughput is calculated from the total Payload in 9 subframes, averaged over 40ms.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.4.1C.

{Unchanged sections omitted}
8.2.2.2.3_E.1
TDD PDSCH Transmit diversity 2x2 for feICIC (non-MBSFN ABS)

8.2.2.2.3_E.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [14] of the aggressor cells with CRS assistance information.
8.2.2.2.3_E.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE – Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.2.2.2.3_E.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.2.2.3_E.1.3-1.

In Table 8.2.2.2.3_E.1-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information TS 36.331 [5] includes Cell 2 and Cell 3.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.2.2.3_E.1.3-2 for the specified SNR.
Table 8.2.2.2.3_E.1.3-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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at antenna port
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A

	
	[image: image34.wmf]3

oc

N


	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	Reference Value in Table 8.2.2.2.3_E.1.3-2
	12
	10

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 5)
	
	N/A
	0000000001

0000000001
	0000000001

0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001

0000000001
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	PDSCH transmission mode
	
	2
	Note 9
	Note 9

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [14].

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].

Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with TS 36.521-1 [10] Annex C.3.3 applying OCNG pattern as defined in TS 36.521-1 [10] Annex A.5.
Note 10:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.2.2.3_E.1.3-2: Minimum Performance Transmit Diversity (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) (Note 5)
	SNR (dB) (Note 3)
	

	1
	R.11-4 TDD (Note 4)
	OP.1TDD
	OP.1TDD
	OP.1TDD
	EVA5
	EVA5
	EVA5
	2x2 Medium
	70
	3.5
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image37.wmf]2
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of Cell 1.

Note 4:
Cell 1 reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum throughput is calculated from the total Payload in 2 subframes, averaged over 20ms.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.2.3A.

{Unchanged sections omitted}
8.2.2.3.3_E.1
TDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (demodulation subframe overlaps with aggressor cell ABS and CRS assistance information are configured, non-MBSFN ABS)
8.2.2.3.3_E.1.1
Test purpose

To verify the UE’s performance of large delay CDD with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cells with CRS assistance information.
8.2.2.3.3_E.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE and CRS interference handling and ss-CCH interference handling – Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.2.2.3.3_E.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and 8.2.2.3.3_E.1.3-1,and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

The requirements for non-MBSFN ABS are specified in Table 8.2.2.3.3_E.1.3-2, with the addition of parameters in Table 8.2.2.3.3_E.1.3-1and the downlink physical channel setup according to Annex  C.3.2 and Annex C.3.3.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.3.3_E.1.3-2for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.2.3.3_E.1.3-1: Test Parameters for Large Delay CDD (FRC) – non-MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration 
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A

	[image: image44.wmf]2

oc

s

N

E

)


	dB
	Reference Value in Table 8.2.2.3.3_E.1.3-2
	Reference Value in Table 8.2.2.3.3_E.1.3-2
	Reference Value in Table 8.2.2.3.3_E.1.3-2

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	1
	126

	ABS pattern (Note 5)
	
	N/A
	0000000001
 0000000001
	0000000001

0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001 0000000001
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	PDSCH transmission mode
	
	3
	Note 9
	Note 9

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [14].

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7].

Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex C.3.3 applying OCNG pattern as defined in Annex A.5.
Note 10:
The number of the CRS ports in Cell1, Cell2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell2 and Cell 3 in this test.


Table 8.2.2.3.3_E.1.3-2: Minimum performance Large Delay CDD (FRC) – non-MBSFN ABS

	Test Number
	Reference Channel
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	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%) (Note 5)
	SNR (dB) (Note 3)
	

	1
	R.11 TDD (Note 4)
	9
	7
	OP.1TDD
	OP.1TDD
	OP.1TDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	70
	14.2
	≥2

	2
	R.35 TDD (Note 4)
	9
	1
	OP.1 TDD
	OP.1 TDD
	OP.1 TDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	70
	22.7
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3. 

Note 3:
SNR corresponds to [image: image47.wmf]2
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of Cell 1.

Note 4:
Cell 1 reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum throughput is calculated from the total Payload in 2 subframes, averaged over 20ms.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.3.3.

{Unchanged sections omitted}
8.2.2.4.1_E.1
TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)

8.2.2.4.1_E.1
Test purpose

To verify The purpose is to verify the closed loop rank-one performance with wideband precoding if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [14] of the aggressor cell with CRS assistance information.
8.2.2.4.1_E.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE and CRS interference handling and ss-CCH interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.2.2.4.1_E.1.3
Minimum conformance requirements

The requirements are specified in Table 8.2.2.4.1_E.1.3-2, with the addition of parameters in Table 8.2.2.4.1_E.1.3-1. In Table 8.2.2.4.1_E.1.3-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information TS 36.331 [5] includes Cell 2 and Cell 3.

Table 8.2.2.4.1_E.1.3-1: Test Parameters for Testing Single-Layer Spatial Multiplexing (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration 
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 4)
	N/A
	N/A
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	dB
	 Reference Value in Table 8.2.2.4.1_E.1.3-2
	12
	10

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1 

	ABS pattern (Note 5)
	
	N/A
	0000000001 0000000001
	0000000001

0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001 0000000001
	N/A
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	PDSCH transmission mode
	
	6
	Note 9
	Note 9

	Precoding granularity
	PRB
	50
	N/A
	N/A

	PMI delay (Note 10)
	ms
	10 or 11
	N/A
	N/A

	Reporting interval
	ms
	1 or 4 (Note 11)
	N/A
	N/A

	Reporting mode
	
	PUSCH 3-1
	N/A
	N/A

	CodeBookSubsetRestriction bitmap
	
	1111
	N/A
	N/A

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [14].

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].

Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with TS 36.521-1 [10] Annex C.3.3 applying OCNG pattern as defined in TS 36.521-1 [10] Annex A.5.

Note 10:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 11:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms.

Note 12:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 13:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.2.2.4.1_E.1.3-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)(Note 5)
	SNR (dB) (Note 3)
	

	1
	R.11 TDD (Note 4)
	OP.1TDD
	OP.1FDD
	OP.1TDD
	EPA5
	EPA5
	EPA5
	2x2 High
	70
	6.4
	≥2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image56.wmf]2
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of Cell 1.

Note 4:
Cell 1 reference channel is modified: PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
The maximum throughput is calculated from the total Payload in 2 subframes, averaged over 20ms.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.4.1C.

{Unchanged sections omitted}
8.3.1.3.1_F
FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and single NZP CSI-RS resource for CoMP
8.3.1.3.1_F.1
Test purpose

To verify the UE capability of supporting non quasi-collocated antenna ports when the UE receives DCI format 2D in a scenario where the two transmission points share the same Cell ID. In particular the test verifies that the UE, configured with quasi co-location type B,  performs correct tracking and compensation of the timing difference between two transmission points, channel parameters estimation and rate matching behaviour according to the ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’ (PQI) signalling.

8.3.1.3.1_F.2
Test applicability

This test applies to E-UTRA FDD category ≥2 UE release 11 and forward, supporting Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10.
8.3.1.3.1_F.3
Minimum conformance requirements

The requirements are specified in Table 8.3.1.3.1_F.3-3, with the addition of the parameters in Table 8.3.1.3.1_F.3-1 and Table 8.3.1.3.1_F.3-2. In table 8.3.1.3.1_F.3-1 transmission point 1 (TP1) is the serving cell and transmission point 2 (TP2) transmits PDSCH. The downlink physical channel setup for TP1 is according to Table C.3.4-1 and for TP2 according to Table C.3.4-2.
Table 8.3.1.3.1_F.3-1: Test Parameters for quasi co-location type B: same Cell ID
	Parameter
	Unit
	TP 1
	TP 2

	Downlink power allocation
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	dB
	0
	0
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	dB
	0
	0

	
	(
	dB
	-3
	-3

	Cell-specific reference signals
	
	Antenna ports 0,1
	(Note 2)

	CSI-RS 0 antenna ports
	
	NA
	Port {15,16}

	qcl-CSI-RS-ConfigNZPId-r11, CSI-RS  0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	NA
	5/2

	qcl-CSI-RS-ConfigNZPId-r11, CSI-RS 0 configuration
	
	NA
	8

	csi-RS-ConfigZPId-r11, Zero-power CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframe
	NA
	5/2

	csi-RS-ConfigZPId-r11, Zero-power CSI-RS 0 configuration ICSI-RS / 

ZeroPower CSI-RS bitmap
	
	NA
	2/

0000010000000000

	
[image: image59.wmf]oc
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at antenna port
	dBm/15kHz
	-98
	-98

	SNR
	dB
	Reference point in Table 8.3.1.3.1_F.3-2
	Reference point in Table 8.3.1.3.1_F.3-2

	BWChannel
	MHz
	10
	10

	Cyclic Prefix
	
	Normal
	Normal

	Cell Id
	
	0
	0

	Number of control OFDM symbols
	
	2
	2

	PDSCH transmission mode
	
	Blanked
	10

	Number of allocated PRB
	PRB
	NA
	50

	qcl-Operation, ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’
	
	Type B, ‘00’

	Time offset between TPs
	(s
	NA
	Reference point in Table 8.3.1.3.1_F.3-2

	Frequency error between TPs
	Hz
	NA
	0

	Beamforming model
	
	NA
	As specified in clause B.4.1 

	Symbols for unused PRBs
	
	NA
	OCNG (Note 3)

	Note 1:
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Note 2:
REs for antenna ports 0 and 1 CRSs have zero transmission power.

Note 3:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.1.3.1_F.3-2: Configurations of PQI and DL transmission hypothesis for each PQI set

	PQI set index
	Parameters in each PQI set
	DL transmission hypothesis for each PQI Set

	
	NZP CSI-RS Index (For quasi co-location)
	ZP CSI-RS configuration
	TP 1
	TP 2

	PQI set 0
	CSI-RS 0
	ZP CSI-RS 0
	Blanked 
	PDSCH 


Table 8.3.1.3.1_F.3-3: Minimum performance for quasi co-location type B: same Cell ID
	Test Number
	Reference Channel
	OGCN pattern
	Time offset between TPs ((s)
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	TP1
	TP2
	
	TP1
	TP2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 3)
	

	1
	R.52 FDD
	NA
	OP.1 FDD
	2
	EPA
	EPA
	2x2 Low
	70
	12.1
	≥2

	2
	R.52 FDD
	NA
	OP.1 FDD
	-0.5
	EPA
	EPA
	2x2 Low
	70
	12.6
	≥2

	Note 1:
The propagation conditions for TP1 and TP2 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for TP1 and TP2.

Note 3:
SNR corresponds to 
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of TP2.


The normative reference for this requirement is TS 36.101 [2] clause 8.3.1.3.1.

{Unchanged sections omitted}
8.3.1.3.2_F
FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and multiple NZP CSI-RS resources for CoMP

8.3.1.3.2_F.1
Test purpose

To verify the UE capability of supporting non quasi-collocated antenna ports when the UE receives DCI format 2D in a scenario where the two transmission points share the same Cell ID by verifying that the UE, configured with quasi co-location type B, performs correct tracking and compensation of the timing difference between two transmission points, channel parameters estimation and rate matching behaviour according to the 'PDSCH RE Mapping and Quasi-Co-Location Indicator' (PQI) signalling.

8.3.1.3.2_F.2
Test applicability

This test applies to all types of E-UTRA FDD category ≥2 UE release 11 and forward, supporting Maximum CSI processes of Three or Four on a component carrier within a band with PDSCH transmission mode 10.

8.3.1.3.2_F.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.3, with the addition of the relevant parameters in Tables 8.3.1-1, 8.3.1.3.2_F.3-1 and 8.3.1.3.2_F.3-2.

In table 8.3.1.3.2_F.2-1, transmission point 1 (TP 1) is the serving cell transmitting PDCCH, synchronization signals and PBCH, and transmission point 2 (TP 2) has same Cell ID as TP 1. Multiple NZP CSI-RS resources and ZP CSI-RS resources are configured. In each sub-frame, DL PDSCH transmission is dynamically switched between 2 TPs with multiple PDSCH RE Mapping and Quasi-Co-Location Indicator configuration (PQI). Configurations of PDSCH RE Mapping and Quasi-Co-Location Indicator and downlink transmission hypothesis are defined in Table 8.3.1.3.2_F.3-2. The downlink physical channel setup for TP 1 is according to Table C.3.4-1 and for TP 2 according to Table C.3.4-2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.3.1.3.2_F.3-3 for the specified SNR.
Table 8.3.1.3.2_F.3-1: Test Parameters for timing offset compensation with DPS transmission

	Parameter
	Unit
	TP 1
	TP 2

	Downlink power allocation
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	dB
	0
	0
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	dB
	0 (Note 1)
	0

	
	(
	dB
	-3
	-3

	Beamforming model
	
	N/A
	As specified in clause B.4.1

	Cell-specific reference signals
	
	Antenna ports 0,1
	(Note 2)

	CSI reference signals 0
	
	Antenna ports {15,16}
	N/A

	CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	5 / 2
	N/A

	CSI reference signal 0 configuration
	
	0
	N/A

	CSI reference signals 1
	
	N/A
	Antenna ports {15,16}

	CSI-RS 1 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	N/A
	5 / 2

	CSI reference signal 1 configuration
	
	N/A
	8

	Zero-power CSI-RS 0 configuration

ICSI-RS /
ZeroPower CSI-RS bitmap
	Subframes/bitmap
	2/

0010000000000000
	N/A 

	Zero-power CSI-RS1 configuration

ICSI-RS /
ZeroPower CSI-RS bitmapS
	Subframes/bitmap
	2/

0010000000000000
	2/

0000010000000000
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	dB
	Reference Value in Table 8.3.1.3.2_F.2-3
	Reference Value in Table 8.3.1.3.2_F.2-3
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at antenna port
	dBm/15kHz
	-98
	-98

	BWChannel
	MHz
	10
	10

	Cyclic Prefix
	
	Normal
	Normal

	Cell Id
	
	0
	0

	Number of control OFDM symbols
	
	2
	2

	Timing offset between TPs
	
	N/A
	Reference Value in Table 8.3.1.3.2_F.3-3

	Frequency offset between TPs
	Hz
	N/A
	0

	Number of allocated resource blocks
	PRB
	50
	50

	PDSCH transmission mode
	
	10
	10

	Probability of occurrence of PDSCH transmission(Note 3)
	%
	30
	70

	Symbols for unused PRBs
	
	OCNG (Note 4)
	OCNG (Note 4)

	Note 1:
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Note 2:
REs for antenna ports 0 and 1 CRSs have zero transmission power.
Note 3:
PDSCH transmission from TPs shall be randomly determined independently for each subframe. Probabilities of occurrence of PDSCH transmission from TPs are specified.

Note 4:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.1.3.2_F.3-2: Configurations of PQI and DL transmission hypothesis for each PQI set

	PQI set index
	Parameters in each PQI set
	DL transmission hypothesis for each PQI Set

	
	NZP CSI-RS Index (For quasi co-location)
	ZP CSI-RS configuration
	TP 1
	TP 2

	PQI set 0
	CSI-RS 0
	ZP CSI-RS 0
	PDSCH
	Blanked

	PQI set 1
	CSI-RS 1
	ZP CSI-RS 1
	Blanked
	PDSCH


Table 8.3.1.3.2_F.3-3: Minimum Requirements for timing offset compensation with DPS transmission

	Test Number
	Timing offset(us)
	Reference Channel
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	
	TP 1
	TP 2
	TP 1
	TP 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 3)
	

	1
	2
	R.53 FDD
	OP.1 FDD
	OP.1 FDD
	EPA5
	EPA5
	2x2 Low
	70
	12.2
	≥2

	2
	-0.5
	R.53 FDD
	OP.1 FDD
	OP.1 FDD
	EPA5
	EPA5
	2x2 Low
	70
	12.5
	≥2

	Note 1:
The propagation conditions for TP 1 and TP 2 are statistically independent.

Note 2:
Correlation matrix and antenna configuration parameters apply for each of TP 1 and TP 2.

Note 3:
SNR corresponds to 
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 of both TP 1 and TP 2 as defined in clause 8.1.1.


The normative reference for these requirements is TS 36.101 [2] clause 8.3.1.3.2.

{Unchanged sections omitted}
8.3.1.3.3_F
FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Different Cell ID, Colliding CRS and single NZP CSI-RS resource for CoMP

8.3.1.3.3_F.1
Test purpose

To verify the UE capability of supporting non quasi-collocated antenna ports when the UE receives DCI format 2D in a scenario where the two transmission points have different Cell ID and colliding CRS by verifying that the UE, configured with quasi co-location type B, performs correct tracking and compensation of the frequency difference between two transmission points, channel parameters estimation and rate matching behaviour according to the 'PDSCH RE Mapping and Quasi-Co-Location Indicator' (PQI) signalling.

8.3.1.3.3_F.2
Test applicability

This test applies to all types of E-UTRA FDD category ≥2 UE release 11 and forward, supporting Maximum CSI processes of One, Three or Four on a component carrier within a band with PDSCH transmission mode 10.

8.3.1.3.3_F.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.3, with the addition of the relevant parameters in Tables 8.3.1-1 and 8.3.1.3.3_F.3-1.

In table 8.3.1.3.3_F.3-1, transmission point 1 (TP 1) is the serving cell transmitting PDCCH, synchronization signals and PBCH, and transmission point 2 (TP 2) transmit PDSCH with different Cell ID. The downlink physical channel setup for TP 1 is according to Table C.3.4-1 and for TP 2 according to Table C.3.4-2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.3.1.3.3_F.3-2 for the specified SNR.
Table 8.3.1.3.3_F.3-1: Test Parameters for quasi co-location type B with different Cell ID and Colliding CRS

	parameter
	Unit
	TP 1
	TP 2

	Downlink power allocation
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	dB
	0
	0
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	dB
	0 (Note 1)
	0

	
	(
	dB
	-3
	-3

	Beamforming model
	
	N/A
	As specified in clause B.4.2

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals 0
	
	N/A
	Antenna ports {15,16}

	CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	N/A
	5 / 2

	CSI reference signal 0 configuration
	
	N/A
	0

	Zero-power CSI-RS 0 configuration

ICSI-RS /
ZeroPower CSI-RS bitmap 
	Subframes/bitmap
	N/A
	2/

0010000000000000
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	dB
	Reference point in Table 8.3.1.3.3_F.3-2 + 4dB
	Reference Value in Table 8.3.1.3.3_F.3-2
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at antenna port
	dBm/15kHz
	-98
	-98

	BWChannel
	MHz
	10
	10

	Cyclic Prefix
	
	Normal
	Normal

	Cell Id
	
	0
	126

	Number of control OFDM symbols
	
	1
	2

	Timing offset between TPs
	us
	N/A
	0

	Frequency offset between TPs
	Hz
	N/A
	200

	qcl-Operation, ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’
	
	Type B, '00'

	PDSCH transmission mode
	
	Blank
	10

	Number of allocated resource block
	
	N/A
	50

	Symbols for unused PRBs
	
	N/A
	OCNG (Note 2)

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.1.3.3_F.3-2: Performance Requirements for quasi co-location type B with different Cell ID and Colliding CRS

	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	TP 1
	TP 2
	TP 1
	TP 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 3)
	

	1
	R.54 FDD
	N/A
	OP.1FDD
	EPA5
	ETU5
	2x2 Low
	70
	14.4
	≥2

	Note 1:
The propagation conditions for TP 1 and TP 2 are statistically independent.

Note 2:
Correlation matrix and antenna configuration parameters apply for each of TP 1 and TP 2.

Note 3:
SNR corresponds to 
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 of TP 2 as defined in clause 8.1.1.


The normative reference for these requirements is TS 36.101 [2] clause 8.3.1.3.3.

{Unchanged sections omitted}
8.3.2.4.1_F
TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and single NZP CSI-RS resource for CoMP
8.3.2.4.1_F.1
Test purpose

To verify the UE capability of supporting non quasi-collocated antenna ports when the UE receives DCI format 2D in a scenario where the two transmission points share the same Cell ID. In particular the test verifies that the UE, configured with quasi co-location type B, performs correct tracking and compensation of the timing difference between two transmission points, channel parameters estimation and rate matching behaviour according to the ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’ (PQI) signalling.

8.3.2.4.1_F.2
Test applicability

This test applies to E-UTRA TDD category ≥2 UE release 11 and forward, supporting Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10.
8.3.2.4.1_F.3
Minimum conformance requirements

The requirements are specified in Table 8.3.2.4_F.3-3, with the addition of the parameters in Table 8.3.2.4_F.3-1 and Table 8.3.2.4_F.3-2. In table 8.3.2.4_F.3-1 transmission point 1 (TP1) is the serving cell and transmission point 2 (TP2) transmits PDSCH. The downlink physical channel setup for TP1 is according to Table C.3.4-1 and for TP2 according to Table C.3.4-2.
Table 8.3.2.4.1_F.3-1: Test Parameters for quasi co-location type B: same Cell ID
	Parameter
	Unit
	TP 1
	TP 2

	Downlink power allocation
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	dB
	0
	0
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	dB
	0 (Note1)
	0

	
	(
	dB
	-3
	-3

	Cell-specific reference signals
	
	Antenna ports 0,1
	(Note 2)

	CSI-RS 0 antenna ports
	
	NA
	Port {15,16}

	qcl-CSI-RS-ConfigNZPId-r11, CSI-RS  0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	NA
	5/4

	qcl-CSI-RS-ConfigNZPId-r11, CSI-RS 0 configuration
	
	NA
	8

	csi-RS-ConfigZPId-r11, Zero-power CSI-RS 0 configuration ICSI-RS /
ZeroPower CSI-RS bitmap
	
	NA
	4/

0000010000000000
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at antenna port
	dBm/15kHz
	-98
	-98

	SNR 
	dB
	Reference point in Table 8.3.2.4_F.3-3
	Reference point in Table 8.3.2.4_F.3-3

	BWChannel
	MHz
	10
	10

	Cyclic Prefix
	
	Normal
	Normal

	Cell Id
	
	0
	0

	Number of control OFDM symbols
	
	2
	2

	PDSCH transmission mode
	
	Blanked
	10

	Number of allocated PRB
	PRB
	NA
	50

	qcl-Operation, ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’
	
	Type B, ‘00’

	Time offset between TPs
	(s
	NA
	Reference point in Table 8.3.2.4_F.3-2

	Frequency error between TPs
	Hz
	NA
	0

	Beamforming model
	
	NA
	As specified in clause B.4.1 

	Symbols for unused PRBs
	
	NA
	OCNG (Note 3)

	Note 1:
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Note 2:
REs for antenna ports 0 and 1 have zero transmission power.

Note 3:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.2.4.1_F.3-2: Configurations of PQI and DL transmission hypothesis for each PQI set

	PQI set index
	Parameters in each PQI set
	DL transmission hypothesis for each PQI Set

	
	NZP CSI-RS Index (For quasi co-location)
	ZP CSI-RS configuration
	TP 1
	TP 2

	PQI set 0
	CSI-RS 0
	ZP CSI-RS 0 
	Blanked
	PDSCH


Table 8.3.2.4.1_F.3-3: Minimum performance for quasi co-location type B: same Cell ID
	Test Number
	Reference Channel 
	OGCN pattern
	Time offset between TPs ((s)
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	TP1
	TP2
	
	TP1
	TP2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 3)
	

	1
	R.52 TDD
	NA
	OP.1 TDD
	2
	EPA
	EPA
	2x2 Low
	70
	12
	≥2

	2
	R.52 TDD
	NA
	OP.1 TDD
	-0.5
	EPA
	EPA
	2x2 Low
	70
	12.4
	≥2

	Note 1:
The propagation conditions for TP1 and TP2 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for TP1 and TP2.

Note 3:
SNR corresponds to 
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of TP2.


The normative reference for this requirement is TS 36.101 [2] clause 8.3.2.4.1.

{Unchanged sections omitted}
8.3.2.4.2_F
TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and multiple NZP CSI-RS resources for CoMP

8.3.2.4.2_F.1
Test purpose

To verify the UE capability of supporting non quasi-collocated antenna ports when the UE receives DCI format 2D in a scenario where the two transmission points share the same Cell ID by verifying that the UE, configured with quasi co-location type B, performs correct tracking and compensation of the timing difference between two transmission points, channel parameters estimation and rate matching behaviour according to the 'PDSCH RE Mapping and Quasi-Co-Location Indicator' (PQI) signalling.

8.3.2.4.2_F.2
Test applicability

This test applies to all types of E-UTRA TDD category ≥2 UE release 11 and forward, supporting Maximum CSI processes of Three or Four on a component carrier within a band with PDSCH transmission mode 10.

8.3.2.4.2_F.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.3, with the addition of the relevant parameters in Tables 8.3.2-1, 8.3.2.4.2_F.3-1 and 8.3.2.4.2_F.3-2.

In table 8.3.2.4.2_F.3-1, transmission point 1 (TP 1) is the serving cell transmitting PDCCH, synchronization signals and PBCH, and transmission point 2 (TP 2) has same Cell ID as TP 1. Multiple NZP CSI-RS resources and ZP CSI-RS resources are configured. In each sub-frame, DL PDSCH transmission is dynamically switched between 2 TPs with multiple PDSCH RE Mapping and Quasi-Co-Location Indicator configuration (PQI). Configurations of PDSCH RE Mapping and Quasi-Co-Location Indicator and downlink transmission hypothesis are defined in Table 8.3.2.4.2_F.3-2. The downlink physical channel setup for TP 1 is according to Table C.3.4-1 and for TP 2 according to Table C.3.4-2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.3.2.4.2_F.3-3 for the specified SNR.
Table 8.3.2.4.2_F.3-1: Test Parameters for timing offset compensation with DPS transmission

	parameter
	Unit
	TP 1
	TP 2

	Downlink power allocation
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	dB
	0
	0
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	dB
	0 (Note 1)
	0

	
	(
	dB
	-3
	-3

	Beamforming model
	
	N/A
	As specified in clause B.4.1

	Cell-specific reference signals
	
	Antenna ports 0,1
	(Note 2)

	CSI reference signals 0
	
	Antenna ports {15,16}
	N/A

	CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	5 / 4
	N/A

	CSI reference signal 0 configuration
	
	0
	N/A

	CSI reference signals 1
	
	N/A
	Antenna ports {15,16}

	CSI-RS 1 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	N/A
	5 / 4


	CSI reference signal 1 configuration
	
	N/A
	8

	Zero-power CSI-RS 0 configuration

ICSI-RS /
ZeroPower CSI-RS bitmap
	Subframes/bitmap
	4/

0010000000000000
	N/A 

	Zero-power CSI-RS1 configuration

ICSI-RS /
ZeroPower CSI-RS bitmapS
	Subframes/bitmap
	N/A 
	4/

0000010000000000

	
[image: image81.wmf]oc

s

N

E

)


	dB
	Reference Value in Table 8.3.2.4.2_F.3-3
	Reference Value in Table 8.3.2.4.2_F.3-3
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at antenna port
	dBm/15kHz
	-98
	-98

	BWChannel
	MHz
	10
	10

	Cyclic Prefix
	
	Normal
	Normal

	Cell Id
	
	0
	0

	Number of control OFDM symbols
	
	2
	2

	Timing offset between TPs
	
	N/A
	Reference Value in Table 8.3.2.4.2-3

	Frequency offset between TPs
	Hz
	N/A
	0

	Number of allocated resource blocks
	PRB
	50
	50

	PDSCH transmission mode
	
	10
	10

	Probability of occurrence of PDSCH transmission(Note 3)
	%
	30
	70

	Symbols for unused PRBs
	
	OCNG (Note 4)
	OCNG (Note 4)

	Note 1:
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Note 2:
REs for antenna ports 0 and 1 have zero transmission power.

Note 3:
PDSCH transmission from TPs shall be randomly determined independently for each subframe. Probabilities of occurrence of PDSCH transmission from TPs are specified.

Note 4:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.2.4.2_F.3-2: Configurations of PQI and DL transmission hypothesis for each PQI set

	PQI set index
	Parameters in each PQI set
	DL transmission hypothesis for each PQI Set

	
	NZP CSI-RS Index (For quasi co-location)
	ZP CSI-RS configuration
	TP 1
	TP 2

	PQI set 0
	CSI-RS 0
	ZP CSI-RS 0
	PDSCH
	Blanked

	PQI set 1
	CSI-RS 1
	ZP CSI-RS 1
	Blanked
	PDSCH


Table 8.3.2.4.2_F.3-3: Minimum Requirements for timing offset compensation with DPS transmission

	Test Number
	Timing offset(us)
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	
	TP 1
	TP 2
	TP 1
	TP 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 3)
	

	1
	2
	R.53 TDD
	OP.1 TDD
	OP.1 TDD
	EPA5
	EPA5
	2x2 Low
	70
	12.3
	≥2

	2
	-0.5
	R.53 TDD
	OP.1 TDD
	OP.1 TDD
	EPA5
	EPA5
	2x2 Low
	70
	12.5
	≥2

	Note 1:
The propagation conditions for TP 1and TP 2 are statistically independent.
Note 2:
Correlation matrix and antenna configuration parameters apply for each of TP 1 and TP 2.

Note 3:
SNR corresponds to 
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 of both TP 1 and TP 2.


The normative reference for these requirements is TS 36.101 [2] clause 8.3.2.4.2.

{Unchanged sections omitted}
8.3.2.4.3_F
TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Different Cell ID, Colliding CRS and single NZP CSI-RS resource for CoMP

8.3.2.4.3_F.1
Test purpose

To verify the UE capability of supporting non quasi-collocated antenna ports when the UE receives DCI format 2D in a scenario where the two transmission points have different Cell ID and colliding CRS by verifying that the UE, configured with quasi co-location type B, performs correct tracking and compensation of the frequency difference between two transmission points, channel parameters estimation and rate matching behaviour according to the 'PDSCH RE Mapping and Quasi-Co-Location Indicator' (PQI) signalling.

8.3.2.4.3_F.2
Test applicability

This test applies to all types of E-UTRA TDD category ≥2 UE release 11 and forward, supporting Maximum CSI processes of One, Three or Four on a component carrier within a band with PDSCH transmission mode 10.

8.3.2.4.3_F.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.3, with the addition of the relevant parameters in Tables 8.3.2-1 and 8.3.2.4.3_F.3-1.

In table 8.3.2.4.3_F.3-1, transmission point 1 (TP 1) is the serving cell transmitting PDCCH, synchronization signals and PBCH, and transmission point 2 (TP 2) transmit PDSCH with different Cell ID. The downlink physical channel setup for TP 1 is according to Table C.3.4-1 and for TP 2 according to Table C.3.4-2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.3.2.4.3_F.3-2 for the specified SNR.
Table 8.3.2.4.3_F.3-1: Test Parameters for quasi co-location type B with different Cell ID and Colliding CRS

	parameter
	Unit
	TP1
	TP2

	Downlink power allocation
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	dB
	0
	0
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	dB
	0 (Note 1)
	0

	
	(
	dB
	-3
	-3

	Beamforming model
	
	N/A
	As specified in clause B.4.2

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals 0
	
	N/A
	Antenna ports {15,16}

	CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	Subframes
	N/A
	5 / 4

	CSI reference signal 0 configuration
	
	N/A
	0

	Zero-power CSI-RS 0 configuration

ICSI-RS /
ZeroPower CSI-RS bitmap 
	Subframes/bitmap
	N/A
	4/

0010000000000000
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	dB
	Reference point in Table 8.3.2.4.3_F.3-2 + 4dB
	Reference Value in Table 8.3.2.4.3_F.3-2
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at antenna port
	dBm/15kHz
	-98
	-98

	BWChannel
	MHz
	10
	10

	Cyclic Prefix
	
	Normal
	Normal

	Cell Id
	
	0
	126

	Number of control OFDM symbols
	
	1
	2

	Timing offset between TPs
	us
	N/A
	0

	Frequency offset between TPs
	Hz
	N/A
	200

	qcl-Operation, ‘PDSCH RE Mapping and Quasi-Co-Location Indicator’
	
	Type B, ‘00’

	PDSCH transmission mode
	
	Blank
	10

	Number of allocated resource block
	
	N/A
	50

	Symbols for unused PRBs
	
	N/A
	OCNG(Note2)

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.2.4.3_F.3-2: Performance Requirements for quasi co-location type B with different Cell ID and Colliding CRS

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value
	UE Category

	
	
	TP 1
	TP 2
	TP 1
	TP 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 3)
	

	1
	R.54 TDD
	N/A
	OP.1TDD
	EPA5
	ETU5
	2x2 Low
	70
	14.7
	≥2

	Note 1:
The propagation conditions for TP 1 and TP 2 are statistically independent.

Note 2:
Correlation matrix and antenna configuration parameters apply for each of TP 1 and TP 2.

Note 3:
SNR corresponds to 
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 of TP2.


The normative reference for these requirements is TS 36.101 [2] clause 8.3.2.4.3.

{Unchanged sections omitted}
8.4.1.2.3_E.1
FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)

8.4.1.2.3_E.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PCFICH/PDCCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.4.1.2.3_E.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE and CRS interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.4.1.2.3_E.1.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

For the parameters for non-MBSFN ABS specified in Table 8.4.1.2.3_E.1.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.3_E.1.3-2.

In Tables 8.4.1.2.3_E.1.3-1 and 8.4.1.2.3_E.1.3-2, Cell 1 is the serving cell, and Cell 2 and Cell 3are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information TS 36.331 [5] including Cell 2 and Cell 3 is provided.

Table 8.4.1.2.3_E.1.3-1: Test Parameters for PDCCH/PCFICH – Non-MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
	PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3
	-3
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at antenna port
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	dBm/15kHz
	-98 (Note 1)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 3)
	N/A
	N/A
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	dB
	Reference Value in Table 8.4.1.2.3_E.1.3-2
	5
	3

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 4)
	
	N/A
	00000100
00000100
00000100
00000100
00000100
	00000100
00000100
00000100
00000100
00000100

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	00000100 00000100 00000100 00000100 00000100
	N/A
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	00000100 00000100 00000100 00000100 00000100
	N/A
	N/A

	
	CCSI,1
	
	11111011 11111011 11111011 11111011 11111011
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 7
	Note 7

	Number of PHICH groups (Ng)
	
	1
	N/A
	N/A

	PHICH duration
	
	Normal
	N/A
	N/A

	Unused RE-s and PRB-s
	
	OCNG
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS. 
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. PDCCH/PCFICH other than that associated with SIB1/Paging are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5].

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].
Note 7:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 8:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 9:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in the test.


Table 8.4.1.2.3_E.1.3-2: Minimum performance PDCCH/PCFICH – Non-MBSFN ABS

	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell3
	
	Pm-dsg (%)
	SNR (dB) (Note 3)

	1
	8 CCE
	R.15-2 FDD
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	1
	-2.2

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3. 

Note 3:
SNR corresponds to [image: image96.wmf]2
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The normative reference for this requirement is TS 36.101 [2] clause 8.4.1.2.4.

{Unchanged sections omitted}
8.4.1.2.3_E.2
FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)

8.4.1.2.3_E.2.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PCFICH/PDCCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.4.1.2.3_E.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE and CRS interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.4.1.2.3_E.2.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

For the parameters for non-MBSFN ABS specified in Table 8.4.2.2.3_E.2.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.3_E.2.3-2.

In Tables 8.4.1.2.3_E.2.3-1 and 8.4.1.2.3_E.2.3-2, Cell 1 is the serving cell, and Cell 2 and Cell 3are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information TS 36.331 [5] including Cell 2 and Cell 3 is provided.

Table 8.4.1.2.3_E.2.3-1: Test Parameters for PDCCH/PCFICH – MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
	PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3
	-3
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	[image: image98.wmf]1
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	dBm/15kHz
	-98(Note 1)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 3)
	N/A
	N/A

	[image: image101.wmf]2

oc

s

N

E

)


	dB
	Reference Value in Table 8.4.1.2.3_E.1.3-2
	5
	3

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	MBSFN
	MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 4)
	
	N/A
	0001000000
0100000010
 0000001000
 0000000000
	0001000000
0100000010
 0000001000
 0000000000

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	0001000000 0100000010 0000001000 0000000000
	N/A
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	0001000000 0100000010 0000001000 0000000000
	N/A
	N/A

	
	CCSI,1
	
	1110111111 1011111101 1111110111 1111111111
	N/A
	N/A

	MBSFN Subframe Allocation (Note 7)
	
	N/A
	001000

100001

000100

000000
	001000

100001

000100

000000

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	Number of PHICH groups (Ng)
	
	1
	N/A
	N/A

	PHICH duration
	
	Normal
	N/A
	N/A

	Unused RE-s and PRB-s
	
	OCNG
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #4, #5, #6, #7, #8, #9, #10, #11, #12, #13 of a subframe overlapping with the aggressor ABS. 
Note 2:
This noise is applied in OFDM symbols #0 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. The 4th, 12th, 19th and 27th subframes indicated by ABS pattern are MBSFN ABS subframes. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the MBSFN ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5].

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].
Note 7:
MBSFN Subframe Allocation as defined in [5], four frames with 24 bits are chosen for MBSFN subframe allocation.

Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
The maximum number of uplink HARQ transmission is ≤ 2 so that each PHICH channel transmission is in a subframe protected by MBSFN ABS in this test.

Note 10:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 11:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 8.4.1.2.3_E.2.3-2: Minimum performance PDCCH/PCFICH – MBSFN ABS

	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Pm-dsg (%)
	SNR (dB) (Note 3)

	1
	8 CCE
	R.15-2 FDD
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	1
	-2.0

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3. 

Note 3:
SNR corresponds to [image: image102.wmf]2
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The normative reference for this requirement is TS 36.101 [2] clause 8.4.1.2.4.

{Unchanged sections omitted}
8.4.2.2.3_E.1
TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)

8.4.2.2.3_E.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PCFICH/PDCCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.4.2.2.3_E.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE and CRS interference handling and ss-CCH interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.4.2.2.3_E.1.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

For the parameters for non-MBSFN ABS specified in Table 8.4.2.2.3_E.1.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.3_E.1.3-2.

In Tables 8.4.2.2.3_E.1.3-1 and 8.4.2.2.3_E.1.3-2, Cell 1 is the serving cell, and Cell 2 and Cell 3are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information TS 36.331 [5] including Cell 2 and Cell 3 is provided.

Table 8.4.2.2.3_E.1.3-1: Test Parameters for PDCCH/PCFICH – Non-MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
	PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	-3
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
	-3
	-3
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at antenna port
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	dBm/15kHz
	-98(Note 1)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 3)
	N/A
	N/A
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	dB
	Reference Value in Table 8.4.2.2.3_E.1.3-2
	5
	3

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 4)
	
	N/A
	0000000001
0000000001
	0000000001
0000000001

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	0000000001 0000000001
	N/A
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 7
	Note 7

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	Number of PHICH groups (Ng)
	
	1
	N/A
	N/A

	PHICH duration
	
	Normal
	N/A
	N/A

	Unused RE-s and PRB-s
	
	OCNG
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. PDCCH/PCFICH other than that associated with SIB1/Paging are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].
Note 7:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 8:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 9:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in the test.


Table 8.4.2.2.3_E.1.3-2: Minimum performance PDCCH/PCFICH – Non-MBSFN ABS
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell3
	
	Pm-dsg (%)
	SNR (dB) (Note 3)

	1
	8 CCE
	R.15-2 TDD
	OP.1 TDD
	OP.1 TDD
	OP.1 TDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	1
	-2.0

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image108.wmf]2
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The normative reference for this requirement is TS 36.101 [2] clause 8.4.2.2.4.

{Unchanged sections omitted}
8.4.2.2.3_E.2
TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)

8.4.2.2.3_E.2.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PCFICH/PDCCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.4.2.2.3_E.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE and CRS interference handling and ss-CCH interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.4.2.2.3_E.2.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

For the parameters for non-MBSFN ABS specified in Table 8.4.2.2.3_E.2.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.3_E.2.3-2.

In Tables 8.4.2.2.3_E.2.3-1 and 8.4.2.2.3_E.2.3-2, Cell 1 is the serving cell, and Cell 2 and Cell 3are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information TS 36.331 [5] including Cell 2 and Cell 3 is provided.

Table 8.4.2.2.3_E.2.3-1: Test Parameters for PDCCH/PCFICH – MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
	PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
	-3
	-3

	[image: image109.wmf]oc

N

at antenna port
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	dBm/15kHz
	-98(Note 1)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 3)
	N/A
	N/A

	[image: image113.wmf]2

oc

s

N

E

)


	dB
	Reference Value in Table 8.4.2.2.3_E.2.3-2
	5
	3

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	MBSFN
	MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 4)
	
	N/A
	0000000001
0000000001
	0000000001
0000000001

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	0000000001 0000000001
	N/A
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	MBSFN Subframe Allocation (Note 7)
	
	N/A
	000010
	000010

	Number of control OFDM symbols
	
	2
	Note 8
	Note 8

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	Number of PHICH groups (Ng)
	
	1
	N/A
	N/A

	PHICH duration
	
	Normal
	N/A
	N/A

	Unused RE-s and PRB-s
	
	OCNG
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #4, #5, #6, #7, #8, #9, #10, #11, #12, #13 of a subframe overlapping with the aggressor ABS.
Note 2:
This noise is applied in OFDM symbols #0 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. The 10th and 20th subframes indicated by ABS pattern are MBSFN ABS subframes. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the MBSFN ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].
Note 7:
MBSFN Subframe Allocation as defined in [7], one frame with 6 bits is chosen for MBSFN subframe allocation.

Note 8:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 9:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell 1 and Cell 2 is the same.

Note 10:
SIB-1 will not be transmitted in Cell 2 in this test.


Table 8.4.2.2.3_E.2.3-2: Minimum performance PDCCH/PCFICH – MBSFN ABS
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration (Note 2)
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell3
	
	Pm-dsg (%)
	SNR (dB) (Note 3)

	1
	8 CCE
	R.15-2 TDD
	OP.1 TDD
	OP.1 TDD
	OP.1 TDD
	EVA5
	EVA5
	EVA5
	2x2 Low
	1
	-1.8

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image114.wmf]2
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The normative reference for this requirement is TS 36.101 [2] clause 8.4.2.2.4.

{Unchanged sections omitted}
8.5.1.2.3_E.1
FDD PHICH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)

8.5.1.2.3_E.1.1
Test purpose

This test verifies the demodulation performance of PHICH for transmit diversity with a given SNR for which the average probability of miss detection of Hybrid Indicator ("ACK to NACK") of the specified reference measurement channels remains below a specified value where PHICH transmission subframes overlap with ABS of the aggressor cell.

8.5.1.2.3_E.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE and CRS interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.5.1.2.3_E.1.3
Minimum conformance requirements

The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold detection).

Table 8.5.1.2.3_E.1.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
	PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
	-3
	-3
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at antenna port
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	dBm/15kHz
	-98 (Note 1)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 3)
	N/A
	N/A
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	dB
	Reference Value in Table 8.5.1.2.3_E.1.3-2
	5
	3

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	PDCCH Content
	
	UL Grant should be included with the proper information aligned with A.3.6.
	N/A
	N/A

	ABS pattern (Note 4)
	
	N/A
	00000100
00000100
00000100
00000100
00000100
	00000100
00000100
00000100
00000100
00000100

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	00000100
 00000100
 00000100
 00000100
00000100
	N/A
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	00000100
 00000100
 00000100
 00000100
 00000100
	N/A
	N/A

	
	CCSI,1
	
	11111011
 11111011
 11111011
 11111011
11111011
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 7
	Note 7

	Number of PHICH groups (Ng)
	
	1
	N/A
	N/A

	PHICH duration
	
	Normal
	N/A
	N/A

	Unused RE-s and PRB-s
	
	OCNG
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]. PHICH is transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell but not in the 26th subframe indicated by the ABS pattern.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]
Note 7:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 8:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 9:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in the test.


For the parameters specified in Table 8.5.1.2.3_E.1.3-1, the average probability of a miss-detecting an ACK for a NACK (Pm-an) shall be below the specified value in Table 8.5.1.2.3_E.1.3-2. In Table 8.5.1.2.3_E.1.3-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cell. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information is provided for Cell 2 and Cell 3.
Table 8.5.1.2.3_E.1.3-2: Minimum performance PHICH 2 Tx Antenna Port

	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Antenna Configuration and Correlation Matrix (Note 2)
	Reference Value

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Pm-an (%)
	SNR (dB) (Note 3)

	1
	R.19_1
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD
	EPA5
	EVA5
	EVA5
	2x2 Low
	0.1
	5.0

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image120.wmf]2

oc

s

N

E

)

of Cell 1.


The normative reference for this requirement is TS 36.101 [2] clause 8.5.1.2.4.

{Unchanged sections omitted}
8.5.2.2.3_E.1
TDD PHICH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
8.5.2.2.3_E.1.1
Test purpose
This test verifies the demodulation performance of PHICH for transmit diversity with a given SNR for which a certain Hybrid Indicator detection error rate (i.e. missed detection of "NACK to ACK" and "ACK to NACK") of the specified reference measurement channels is achieved where PHICH transmission subframes overlap with ABS of the aggressor cell.

8.5.2.2.3_E.1.2
Test applicability
This test applies to all types of E-UTRA FDD UE and CRS interference handling and ss-CCH interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.

8.5.2.2.3_E.1.3
Minimum conformance requirements
The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold detection).

Table 8.5.2.2.3_E.1.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink configuration 
	
	1
	1
	1

	Special subframe configuration 
	
	4
	4
	4

	Downlink power allocation
	PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	-3
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3
	-3
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	dBm/15kHz
	-98 (Note 1)
	N/A
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
	N/A
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	dBm/15kHz
	-93 (Note 3)
	N/A
	N/A

	[image: image125.wmf]2

oc

s

N

E

)


	dB
	Reference Value in Table 8.5.2.2.3_E.1.3-2
	5
	3

	BWChannel
	MHz
	10
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	PDCCH Content
	
	UL Grant should be included with the proper information aligned with A.3.6.
	N/A
	N/A

	ABS pattern (Note 4)
	
	N/A
	0000000001
 0000000001
	0000000001
 0000000001

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	0000000001 0000000001
	N/A
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	2
	Note 7
	Note 7

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	Number of PHICH groups (Ng)
	
	1
	N/A
	N/A

	PHICH duration
	
	Normal
	N/A
	N/A

	Unused RE-s and PRB-s
	
	OCNG
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS

Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]. PHICH is transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell but not in subframe 5

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]
Note 7:
The number of control OFDM symbols is not available for ABS and is 2 for the subframe indicated by “0” of ABS pattern.
Note 8:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 9:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in the test.


For the parameters specified in Table 8.5.2.2.3_E.1.3-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.2.3_E.1.3-2. The downlink physical setup is in accordance with Annex C.3.2 and Annex C.3.3, In Table 8.5.2.2.3_E.1.3-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cell. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information is provided for Cell 2 and Cell 3.
Table 8.5.2.2.3_E.1.3-2: Minimum performance of PHICH 2 Tx Antenna Port

	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Antenna Configuration and Correlation Matrix (Note 2)
	Reference Value

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Pm-an (%)
	SNR (dB) (Note 3)

	1
	R.19_1
	OP.1 TDD
	OP.1 TDD
	OP.1 TDD
	EPA5
	EVA5
	EVA5
	2x2 Low
	0.1
	5.7

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
The correlation matrix and antenna configuration apply for Cell 1, Cell 2 and Cell 3.

Note 3:
SNR corresponds to [image: image126.wmf]2
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of Cell 1.


The normative reference for this requirement is TS 36.101 [2] clause 8.5.2.2.4.

{Unchanged sections omitted}
9.2.1.5_E.1
FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for feICIC (non-MBSFN ABS)

9.2.1.5_E.1.1
Test purpose

To verify the variance of the wideband CQI reports - in subframes overlapping with aggressor cell ABS and non-ABS subframes is within the limits defined and a PDSCH BLER of 10% falls between the transport format based median CQI-1 and median CQI or the transport format based median CQI and median CQI +1.

9.2.1.5_E.1.2
Test applicability

This test applies to E-UTRA FDD UE and CRS interference handling - UE Category ≥2 - release 11 and forward. Applicability requires support of FGI bit 115.
9.2.1.5_E.1.3
Minimum conformance requirements

For the parameters specified in Table 9.2.1.5_E.1.3-1, and using the downlink physical channels specified in tables C.3.2-1 for Cell 1, C.3.3-2 for Cell 2 and Cell 3, and C.3.2-2, the reported CQI value according to RC.2 FDD in Table A.4-1 in subframes overlapping with aggressor cell ABS and non-ABS subframes shall be in the range of ±1 of the reported median more than 90% of the time.

For test 1, if the PDSCH BLER in ABS subframes using the transport format indicated by median CQI obtained by reports in CSI subframe sets CCSI,0 is less than or equal to 0.1, the BLER in ABS subframes using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER in ABS subframes using the transport format indicated by the median CQI is greater than 0.1, the BLER in ABS subframes using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.

For test 2, if the PDSCH BLER in ABS subframes using the transport format indicated by median CQI obtained by reports in CSI subframe sets CCSI,0 is less than or equal to 0.1, the BLER in ABS subframes using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER in ABS subframes using the transport format indicated by the median CQI is greater than 0.1, the BLER in ABS subframes using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.
For test 2, if the PDSCH BLER in non-ABS subframes using the transport format indicated by median CQI obtained by reports in CSI subframe sets CCSI,1 is less than or equal to 0.1, the BLER in non-ABS subframes using the transport format indicated by the (median CQI + 2) shall be greater than 0.1. If the PDSCH BLER in non-ABS subframes using the transport format indicated by the median CQI is greater than 0.1, the BLER in non-ABS subframes using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.

Table 9.2.1.5_E.1.3-1: PUCCH 1-0 static test (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2 and 3
	Cell 1
	Cell 2 and 3

	Bandwidth
	MHz
	10
	10

	PDSCH transmission mode
	
	2
	Note 10
	2
	Note 10

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3
	-3

	
	(
	dB
	0
	0

	Propagation condition and antenna configuration
	
	Clause B.1 (2x2)
	Clause B.1 (2x2)
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(Note 1)
	dB
	4
	5
	Cell 2: 12

Cell 3: 10
	13
	14
	Cell 2: 12

Cell 3: 10
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at antenna port
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	dBm/15kHz
	-98 (Note 7)
	N/A
	-98 (Note 7)
	N/A
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	dBm/15kHz
	-98 (Note 8)
	N/A
	-98 (Note 8)
	N/A
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	dBm/15kHz
	-93 (Note 9)
	N/A
	-93 (Note 9)
	N/A

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Cell Id
	
	0
	Cell 2: 6

Cell 3: 1
	0
	Cell 2: 6

Cell 3: 1

	Time Offset between Cells
	(s
	Cell 2: 3 usec

Cell 3: -1usec
	Cell 2: 3 usec

Cell 3: -1usec

	Frequency Shift between Cells
	Hz
	Cell 2: 300Hz

Cell 3: -100Hz
	Cell 2: 300Hz

Cell 3: -100Hz

	ABS pattern (Note 2)
	
	N/A
	01010101

01010101

01010101

01010101

01010101
	N/A
	01010101

01010101

01010101

01010101

01010101

	RLM/RRM Measurement Subframe Pattern (Note 4)
	
	00000100

00000100

00000100

00000100

00000100
	N/A
	00000100

00000100

00000100

00000100

00000100
	N/A

	CSI Subframe Sets (Note 3)
	CCSI,0
	
	01010101

01010101

01010101

01010101

01010101
	N/A
	01010101

01010101

01010101

01010101

01010101
	N/A

	
	CCSI,1
	
	10101010

10101010

10101010

10101010

10101010
	N/A
	10101010

10101010

10101010

10101010

10101010
	N/A

	Number of control OFDM symbols
	
	3
	3

	Max number of HARQ transmissions
	
	1
	1

	Physical channel for CCSI,0 CQI reporting
	
	PUCCH Format 2
	PUCCH Format 2

	Physical channel for CCSI,1 CQI reporting
	
	PUSCH (Note 12)
	PUSCH (Note 12)

	PUCCH Report Type
	
	4
	4

	Reporting periodicity 
	Ms
	Npd = 5
	Npd = 5

	cqi-pmi-ConfigurationIndex
CCSI,0 (Note 13)
	
	6
	N/A
	6
	N/A

	cqi-pmi-ConfigurationIndex2
CCSI,1 (Note 14)
	
	5
	N/A
	5
	N/A

	Note 1:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.
Note 2:
ABS pattern as defined in [9].

Note 3:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 4:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].

Note 6:
Cell 1 is the serving cell. Cell 2 and Cell 3 are the aggressor cells. The number of the CRS ports in Cell 1, Cell 2, and Cell 3 are the same.
Note 7:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.
Note 8:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 9:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS.

Note 10:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex TS 36.521-1 [10] C.3.3 applying OCNG pattern as defined in TS 36.521-1 [10] Annex A.5.1.5

Note 11:
Reference measurement channel in Cell 1 RC.2 FDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.

Note 12:
To avoid collisions between HARQ-ACK and wideband CQI it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#4 and #9 to allow periodic CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#8 and #3.

Note 13:
cqi-pmi-ConfigurationIndex is applied for CCSI,0.

Note 14:
cqi-pmi-ConfigurationIndex2 is applied for CCSI,1.


The normative reference for this requirement is TS 36.101 [2] clause 9.2.1.5.

{Unchanged sections omitted}
9.2.1.6_E.1
TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for feICIC (non-MBSFN ABS)

9.2.1.6_E.1.1
Test purpose

To verify the variance of the wideband CQI reports - in subframes overlapping with aggressor cell ABS and non-ABS subframes is within the limits defined and a PDSCH BLER of 10% falls between the transport format based median CQI-1 and median CQI or the transport format based median CQI and median CQI +1.

9.2.1.6_E.1.2
Test applicability

This test applies to E-UTRA TDD UE and CRS interference handling and ss-CCH interference handling - UE Category ≥2 - release 11 and forward. Applicability requires support of FGI bit 115.
{Unchanged sections omitted}
9.2.4.1_F
FDD CQI Reporting under AWGN conditions - Single CSI Process for CoMP

9.2.4.1_F.1
Test purpose

To verify compliance to the minimum requirements for dual codeword transmission being defined in terms of a reporting spread of the wideband CQI value for codeword #1, and their BLER performance using the transport format indicated by the reported CQI median of codeword #0 and codeword #1. The precoding used at the transmitter is a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction.

9.2.4.1_F.2
Test applicability

This test applies to all types of E-UTRA FDD category ≥2 UEs release 11 and forward, supporting Maximum CSI processes of One, Three or Four on a component carrier within a band with PDSCH transmission mode 10. 
{Unchanged sections omitted}
9.2.4.2_F
TDD CQI Reporting under AWGN conditions - Single CSI Process for CoMP

9.2.4.2_F.1
Test purpose

To verify compliance to the minimum requirements for dual codeword transmission being defined in terms of a reporting spread of the wideband CQI value for codeword #1, and their BLER performance using the transport format indicated by the reported CQI median of codeword #0 and codeword #1. The precoding used at the transmitter is a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction.

9.2.4.2_F.2
Test applicability

This test applies to all types of E-UTRA TDD category ≥2 UEs release 11 and forward, supporting Maximum CSI processes of One, Three or Four on a component carrier within a band with PDSCH transmission mode 10.

9.2.4.2_F.3
Minimum conformance requirements

The following requirements apply to UE Category ≥2. For the parameters specified in table 9.2.4.2_F.3-1, and using the downlink physical channels specified in tables C.3.4-1 and C.3.4-2, the reported offset level of the wideband spatial differential CQI for codeword #1 (Table 7.2-2 in TS 36.213) shall be used to determine the wideband CQI index for codeword #1 as 

wideband CQI1 = wideband CQI0 – Codeword 1 offset level
The wideband CQI1 shall be within the set {median CQI1 -1, median CQI1, median CQI1 +1} for more than 90% of the time, where the resulting wideband values CQI1 shall be used to determine the median CQI values for codeword #1. For both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1. Furthermore, for both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.
Table 9.2.4.2_F.3-1: PUCCH 1-1 static test (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	
	
	TP1
	TP2
	TP1
	TP2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	10

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation (Note 1)
	
[image: image134.wmf]A

r


	dB
	0
	0
	0
	0

	
	
[image: image135.wmf]B

r


	dB
	0
	0
	0
	0

	
	Pc
	dB
	-6
	-6
	-6
	-6

	
	(
	dB
	-3
	N/A
	-3
	N/A

	Cell ID
	
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0, 1
	(Note 2)
	Antenna ports 0, 1
	(Note 2)

	CSI reference signals
	
	Antenna ports 15,…,22
	N/A
	Antenna ports 15,…,22
	N/A

	CSI-RS periodicity and subframe offset  TCSI-RS / ∆CSI-RS
	
	5/3
	N/A
	5/3
	N/A

	CSI-RS configuration
	
	0
	N/A
	0
	N/A

	Zero-Power CSI-RS configuration

ICSI-RS / ZeroPowerCSI-RSbitmap
	
	3 /

0010000000000000
	3 / 1000010000000000
	3 /

0010000000000000
	3 / 1000010000000000

	CSI-IM configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	3 /

0010000000000000
	N/A
	3 /

0010000000000000
	N/A

	CSI process configuration

Signal/Interference/Reporting mode
	
	CSI-RS/CSI-IM/PUCCH 1-1
	CSI-RS/CSI-IM/PUCCH 1-1

	Propagation condition and antenna configuration
	
	Clause B.1
(8 x 2)
	Clause B.1
(2 x 2)
	Clause B.1
(8 x 2)
	Clause B.1
(2 x 2)

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 0000 0000 0000 0001 0000
	100000
	0x0000 0000 0000 0000 0000 0001 0000
	100000

	SNR (Note 3) 
	dB
	17
	6
	7
	17
	14
	15
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	dB[mW/15kHz]
	-81
	-92
	-91
	-81
	-84
	-83
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	dB[mW/15kHz]
	-98
	-98

	Modulation / Information bit payload
	
	(Note 4)
	QPSK / 4392
	(Note 4)
	QPSK / 4392

	Max number of HARQ transmissions
	
	1
	N/A
	1
	N/A

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note 5)
	N/A
	PUSCH (Note 5)
	N/A

	PUCCH Report Type for CQI/second PMI
	
	2b
	N/A
	2b
	N/A

	Physical channel for RI reporting
	
	PUSCH
	N/A
	PUSCH
	N/A

	PUCCH Report Type for RI/ first PMI
	
	5
	N/A
	5
	N/A

	Reporting periodicity 
	ms
	Npd = 5
	N/A
	Npd = 5
	N/A

	CQI Delay
	ms
	10 or 11
	N/A
	10 or 11
	N/A

	cqi-pmi-ConfigurationIndex
	
	3
	N/A
	3
	N/A

	ri-ConfigIndex
	
	805 (Note 6)
	N/A
	805 (Note 6)
	N/A

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	Multiplexing
	N/A

	PDSCH scheduled sub-frames
	
	3,4,8,9
	3,4,8,9

	Timing offset between TPs
	us
	0
	0

	Frequency offset between TPs
	Hz
	0
	0

	Note 1:
Reference measurement channel RC.10 TDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.

Note 2:
REs for antenna ports 0 and 1 CRS have zero transmission power.

Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 4:
N/A

Note 5:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI/PMI to multiplex with the HARQ-ACK on PUSCH in uplink SF#7 and #2.

Note 6:
RI reporting interval is set to the maximum allowable length of 160ms to minimise collisions between RI, CQI/PMI and HARQ-ACK reports. In the case when all three reports collide, it is expected that CQI/PMI reports will be dropped, while RI and HARQ-ACK will be multiplexed. At eNB, CQI report collection shall be skipped every 160ms during performance verification.


The normative reference for this requirement is TS 36.101 clause 9.2.4.2.

{Unchanged sections omitted}
9.3.5.2.1
FDD CQI Reporting under fading conditions - PUCCH 1-1 - Enhanced Performance Requirement Type A

9.3.5.2.1.1
Test purpose

The purpose of the test is to verify that the reporting of the channel quality is based on the receiver of the enhanced Type A. Performance requirements are specified in terms of the relative increase of the throughput obtained when the transport format is that indicated by the reported CQI subject to an interference model compared to the case with a white Gaussian noise model, and a requirement on the minimum BLER of the transmitted transport formats indicated by the reported CQI subject to an interference model.

9.3.5.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 11 and forward of Category ≥2 that support enhanced receiver Type A.

9.3.5.2.1.3
Minimum conformance requirements

For the parameters specified in Table 9.3.5.2.1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.3.5.2.1.3-2 and by the following 

a)
the ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index subject to an interference source with specified DIP and that obtained when transmitting the transport format indicated by each reported wideband CQI index subject to a white Gaussian noise source shall be ≥ ;

b)
when transmitting the transport format indicated by each reported wideband CQI index subject to an interference source with specified DIP, the average BLER for the indicated transport formats shall be greater than or equal to 2%.

Table 9.3.5.2.1.3-1: Fading test for single antenna (FDD)

	Parameter
	Unit
	Cell 1
	Cell 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	9

	Cyclic Prefix
	
	Normal
	Normal

	Cell ID
	
	0
	1

	SINR (Note 8)
	dB
	-2
	N/A
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	dB[mW/15kHz]
	-98
	N/A

	Propagation channel
	
	EPA5
	Static (Note 7)

	Correlation and antenna configuration
	
	Low (2 x 2)
	(1 x 2)

	DIP (Note 4)
	dB
	N/A
	-0.41

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna port 0

	CSI reference signals
	
	Antenna ports 15,16
	N/A

	CSI-RS periodicity and subframe offset
	
	5/1
	N/A

	CSI-RS reference signal configuration
	
	2
	N/A

	Zero-power CSI-RS configuration ICSI-RS / ZeroPowerCSI-RS bitmap
	Subframes / bitmap
	N/A
	1 /

0010000000000000

	CodeBookSubsetRestriction bitmap
	
	001111
	N/A

	Reference measurement channel
	
	Note 2
	R.2 FDD

	Reporting mode
	
	PUCCH 1-1
	N/A

	Reporting periodicity
	ms
	Npd = 5
	N/A

	CQI delay
	ms
	8
	N/A

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note 3)
	N/A

	PUCCH Report Type for CQI/PMI
	
	2
	N/A

	PUCCH channel for RI reporting
	
	PUCCH Format 2
	N/A

	PUCCH Report Type for RI
	
	3
	N/A

	cqi-pmi-ConfigurationIndex
	
	2
	N/A

	ri-ConfigIndex
	
	1
	N/A

	Max number of HARQ transmissions
	
	1
	N/A

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink SF not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.11 FDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.
Note 3:
To avoid collisions between CQI/ PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#1 and #6 to allow periodic CQI/ PMI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#0 and #5.
Note 4:
The respective received power spectral density of each interfering cell relative to 
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 is defined by its associated DIP value as specified in clause B.5.1.

Note 5:
Two cells are considered in which Cell 1 is the serving cell and Cell 2 is the interfering cell. Interfering cell is fully loaded.

Note 6:
Both cells are time-synchronous.

Note 7:
Static channel is used for the interference model. In case for white Gaussian noise model Cell 2 is not present.

Note 8:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.


	Table 9.3.5.2.1.3-2: Minimum requirement (FDD)

 
	1.8

	UE Category
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.3.5.2.1.

{Unchanged sections omitted}
9.3.5.2.2
TDD CQI Reporting under fading conditions - PUCCH 1-1 - Enhanced Performance Requirement Type A

Editor’s notes: This test case is incomplete. The following items are missing or are incomplete:

- Message contents are FFS

9.3.5.2.2.1
Test purpose

The purpose of the test is to verify that the reporting of the channel quality is based on the receiver of the enhanced Type A. Performance requirements are specified in terms of the relative increase of the throughput obtained when the transport format is that indicated by the reported CQI subject to an interference model compared to the case with a white Gaussian noise model, and a requirement on the minimum BLER of the transmitted transport formats indicated by the reported CQI subject to an interference model.

9.3.5.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 11 and forward of Category ≥2 that support enhanced receiver Type A.

9.3.5.2.2.3
Minimum conformance requirements

For the parameters specified in Table 9.3.5.2.2.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in 9.3.5.2.2.3-2 and by the following

a)
the ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index subject to an interference source with specified DIP and that obtained when transmitting the transport format indicated by each reported wideband CQI index subject to a white Gaussian noise source shall be ≥ ;

b)
when transmitting the transport format indicated by each reported wideband CQI index subject to an interference source with specified DIP, the average BLER for the indicated transport formats shall be greater than or equal to 2%.

Table 9.3.5.2.2.3-1: Fading test for single antenna (TDD)

	Parameter
	Unit
	Cell 1
	Cell 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	9

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Cyclic Prefix
	
	Normal
	Normal

	Cell ID
	
	0
	1

	SINR (Note 8)
	dB
	-2
	N/A
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	dB[mW/15kHz]
	-98
	-98

	Propagation channel
	
	EPA5
	Static (Note 7)

	Correlation and antenna configuration
	
	Low (2 x 2)
	(1 x 2)

	DIP (Note 4)
	dB
	N/A
	-0.41

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna port 0

	CSI reference signals
	
	Antenna ports 15,16
	N/A

	CSI-RS periodicity and subframe offset
	
	5/3
	N/A

	CSI-RS reference signal configuration
	
	2
	N/A

	Zero-power CSI-RS configuration

ICSI-RS /

ZeroPowerCSI-RS bitmap
	Subframes / bitmap
	N/A
	3 /

0010000000000000

	CodeBookSubsetRestriction bitmap
	
	001111
	N/A

	Reference measurement channel
	
	Note 2
	R.2 TDD

	Reporting mode
	
	PUCCH 1-1 (Sub-mode: 2)
	N/A

	Reporting periodicity
	ms
	Npd = 5
	N/A

	CQI delay
	ms
	10
	N/A

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note 3)
	N/A

	PUCCH Report Type for CQI/PMI
	
	2c
	N/A

	Physical channel for RI reporting
	
	PUCCH Format 2
	N/A

	PUCCH Report Type for RI
	
	3
	N/A

	cqi-pmi-ConfigurationIndex
	
	3
	N/A

	ri-ConfigIndex
	
	805 (Note 9)
	N/A

	Max number of HARQ transmissions
	
	1
	N/A

	ACK/NACK feedback mode
	
	Multiplexing
	N/A

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink SF not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.11 TDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.
Note 3:
To avoid collisions between CQI/ PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI/ PMI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#2 and #7.
Note 4:
The respective received power spectral density of each interfering cell relative to 
[image: image142.wmf]´

oc

N

 is defined by its associated DIP value as specified in clause B.5.1.

Note 5:
Two cells are considered in which Cell 1 is the serving cell and Cell 2 is the interfering cell. Interfering cell is fully loaded.

Note 6:
Both cells are time-synchronous.

Note 7:
Static channel is used for the interference model. In case for white Gaussian noise model Cell 2 is not present.

Note 8:
SINR corresponds to 
[image: image143.wmf]´

oc

s

N

E

)

 of Cell 1 as defined in clause 8.1.1.
Note 9:
RI reporting interval is set to the maximum allowable length of 160ms to minimise collisions between RI, CQI/PMI and HARQ-ACK reports. In the case when all three reports collide, it is expected that CQI/PMI reports will be dropped, while RI and HARQ-ACK will be multiplexed. At eNB, CQI report collection shall be skipped every 160ms during performance verification and the reported CQI in subframe SF#7 of the previous frame is applied in downlink subframes until a new CQI (after CQI/PMI dropping) is available.


Table 9.3.5.2.2.3-2: Minimum requirement (TDD)

	 
	1.8

	UE Category
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.3.5.2.2.

{Unchanged sections omitted}
9.5.4.1_E.1
FDD RI Reporting – PUCCH 1-0 for feICIC (non-MBSFN ABS)

9.5.4.1_E.1.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank under time domain resource restriction i.e. in case two CSI subframe sets are configured.

9.5.4.1_E.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE and CRS interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.
9.5.4.1_E.1.3
Minimum conformance requirements

The minimum performance requirement in Table 9.5.4.1_E.1.3-2 is defined as:

a) The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ( (1.

b) The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;
In Table 9.5.4.1_E.1.3-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information [5] including Cell 2 and Cell 3 is provided.

Table 9.5.4.1_E.1.3-1: RI Test (FDD)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Bandwidth
	MHz
	10
	10
	10

	PDSCH transmission mode
	
	3
	As defined in Note 1
	As defined in Note 1

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3
	-3
	-3

	
	(
	dB
	0
	N/A
	N/A

	Propagation condition and antenna configuration
	
	2×2 EPA5  (Note 2)
	2×2 EPA5 (Note 2)
	2×2 EPA5 (Note 2)

	CodeBookSubsetRestriction bitmap
	
	01 for fixed RI = 1

10 for fixed RI = 2

11 for UE reported RI
	As defined in Note 1
	As defined in Note 1
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at antenna port
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	dB[mW/15kHz]
	-98 (Note 3)
	N/A
	N/A
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	dBmW/15kHz
	-98 (Note 4)
	N/A
	N/A
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	dB[mW/15kHz]
	-93 (Note 5)
	N/A
	N/A
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	dB
	 Reference Value in Table 9.5.4.1_E.1.3-2 for each test
	12
	10
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	dB[mW/15kHz]
	Reference Value in Table 9.5.4.1_E.1.3-2 for each test
	-86
	-88

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 6)
	
	N/A
	10000000

10000000

10000000

10000000

10000000
	10000000

10000000

10000000

10000000

10000000

	RLM/RRM Measurement Subframe Pattern (Note 7)
	
	10000000

10000000

10000000

10000000

10000000
	N/A
	N/A

	CSI Subframe Sets (Note 8)
	CCSI,0
	
	10000000

10000000

10000000

10000000

10000000
	N/A
	N/A

	
	CCSI,1
	
	01111111 01111111 01111111 01111111 01111111
	N/A
	N/A

	Number of control OFDM symbols
	
	3
	Note 9
	Note 9

	Maximum number of HARQ transmissions
	
	1
	N/A
	N/A

	Reporting mode
	
	PUCCH 1-0
	N/A
	N/A

	Physical channel for CQI reporting
	
	PUCCH format 2
	N/A
	N/A

	PUCCH Report Type for CQI
	
	4
	N/A
	N/A

	Physical channel for RI reporting
	
	PUCCH Format 2
	N/A
	N/A

	PUCCH Report Type for RI
	
	3
	N/A
	N/A

	Reporting periodicity
	ms
	Npd= 10
	N/A
	N/A

	cqi-pmi-ConfigurationIndex
	
	11
	N/A
	N/A

	ri-ConfigurationInd 
	
	5
	N/A
	N/A

	cqi-pmi-ConfigurationIndex2
	
	10
	N/A
	N/A

	ri-ConfigurationInd2
	
	2
	N/A
	N/A

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
Downlink physical channel setup in Cell 2 and Cell 3 in accordance with Annex TS 36.521-1 [10] C.3.3 applying OCNG pattern OP.5 FDD as defined in TS 36.521-1 [10] Annex A.5.1.5.
Note 2:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 3:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 5:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 6:
ABS pattern as defined in TS 36.423 [14]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 7:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].
Note 8:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331 [5].

Note 9:
The number of control OFDM symbols is not available for ABS and is 3 for the subframe indicated by “0” of ABS pattern.

Note 10:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4).
Note 11:
Reference measurement channel in Cell 1 RC.2 FDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.

Note 12:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 13:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.


Table 9.5.4.1_E.1.3-2: Minimum requirement (FDD)

	
	Test 1
	Test 2
	Test 3
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for Cell 1 (dB)
	4
	20
	20
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for Cell 1 (dB[mW/15kHz])
	-94
	-78
	-78

	Antenna correlation
	High for Cell 1, low for Cell 2 and Cell 3
	Low for Cell 1, Cell 2 and Cell 3
	High for Cell 1, low for Cell 2 and Cell 3

	1
	N/A
	1.05
	0.9

	2
	1.05
	N/A
	N/A

	UE Category
	≥2
	≥2
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.5.4.1.

{Unchanged sections omitted}
9.5.4.2_E.1
TDD RI Reporting – PUCCH 1-0 for feICIC (non-MBSFN ABS)

9.5.4.2_E.1.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank under time domain resource restriction i.e. in case two CSI subframe sets are configured.

9.5.4.2_E.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE and CRS interference handling and ss-CCH interference handling – UE Category ≥2 release 11 and forward. Applicability requires support of FGI bit 115.
9.5.4.2_E.1.3
Minimum conformance requirements

The minimum performance requirement in Table 9.5.4.2_E.1.3-2 is defined as:

a)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ( (1.

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;
In Table 9.5.4.2_E.1.3-1, Cell 1 is the serving cell, and Cell 2 and Cell 3 are the aggressor cells. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 and Cell 3 is according to Annex C.3.3, respectively. The CRS assistance information [5] including Cell 2 and Cell 3 is provided.

Table 9.5.4.2_E.1.3-1: RI Test (TDD)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Bandwidth
	MHz
	10
	10
	10

	PDSCH transmission mode
	
	3
	As defined in Note 1
	As defined in Note 1

	Uplink downlink configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3
	-3
	-3

	
	(
	dB
	0
	N/A
	N/A

	Propagation condition and antenna configuration
	
	2×2 EPA5 (Note 2)
	2×2 EPA5 (Note 2)
	2×2 EPA5 (Note 2)

	CodeBookSubsetRestriction bitmap
	
	01 for fixed RI = 1

10 for fixed RI = 2

11 for UE reported RI
	As defined in Note 1
	As defined in Note 1
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at antenna port
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	dB[mW/15kHz]
	-98](Note 3)
	N/A
	N/A
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	dB[mW/15kHz]
	-98 (Note 4)
	N/A
	N/A
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	dB[mW/15kHz]
	-93 (Note 5)
	N/A
	N/A
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	dB
	Reference Value in Table 9.5.4.2_E.1.3-2 for each test
	12
	10
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	dB[mW/15kHz]
	Reference Value in Table 9.5.4.2_E.1.3-2 for each test
	-86
	-88

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	N/A
	3
	-1

	Frequency shift between Cells
	Hz
	N/A
	300
	-100

	Cell Id
	
	0
	126
	1

	ABS pattern (Note 6)
	
	N/A
	0000000001

0000000001
	0000000001

0000000001

	RLM/RRM Measurement Subframe Pattern (Note 7)
	
	0000000001 0000000001
	N/A
	N/A

	CSI Subframe Sets (Note 8)
	CCSI,0
	
	0000000001 0000000001
	N/A
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A
	N/A

	Number of control OFDM symbols
	
	3
	Note 9
	Note 9

	Maximum number of HARQ transmissions
	
	1
	N/A
	N/A

	Reporting mode
	
	PUCCH 1-0
	N/A
	N/A

	Physical channel for CCSI,0 CQI and RI reporting
	
	PUCCH format 2
	N/A
	N/A

	Physical channel for CCSI,1 CQI and RI reporting
	
	PUSCH (Note )
	N/A
	N/A

	PUCCH Report Type for CQI
	
	4
	N/A
	N/A

	PUCCH Report Type for RI
	
	3
	N/A
	N/A

	Reporting periodicity
	ms
	Npd= 10
	N/A
	N/A

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	N/A

	cqi-pmi-ConfigurationIndex
	
	8
	N/A
	N/A

	ri-ConfigurationInd 
	
	5
	N/A
	N/A

	cqi-pmi-ConfigurationIndex2
	
	9
	N/A
	N/A

	ri-ConfigurationInd2
	
	0
	N/A
	N/A

	Cyclic prefix
	
	Normal
	Normal
	Normal

	Note 1:
Downlink physical channel setup in Cell 2 in accordance with TS 36.521-1 [10] Annex C.3.3 applying OCNG pattern OP.5 TDD as defined in TS 36.521-1 [10] Annex A.5.2.5.
Note 2:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 3:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 5:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS.

Note 6:
ABS pattern as defined in [9]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 7:
Time-domain measurement resource restriction pattern for PCell measurements as defined in TS 36.331 [5].
Note 8:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in TS 36.331[5].

Note 9:
The number of control OFDM symbols is not available for ABS and is 3 for the subframe indicated by “0” of ABS pattern.

Note 10:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4).
Note 11:
Reference measurement channel in Cell 1 RC.2 TDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.

Note 12:
The number of the CRS ports in Cell 1, Cell 2 and Cell 3 is the same.

Note 13:
SIB-1 will not be transmitted in Cell 2 and Cell 3 in this test.

Note 14:
To avoid collisions between RI/CQI reports and HARQ-ACK it is necessary to report them on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#4 and #9 to allow periodic RI/CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#8 and #3.


Table 9.5.4.2_E.1.3-2: Minimum requirement (TDD)

	
	Test 1
	Test 2
	Test 3
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	4
	20
	20
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for Cell 1 (dB[mW/15kHz])
	-94
	-78
	-78

	Antenna correlation
	High for Cell 1, low for Cell 2 and Cell 3
	Low for Cell 1, Cell 2 and Cell 3
	High for Cell 1, low for Cell 2 and Cell 3

	1
	N/A
	1.05
	0.9

	2
	1.05
	N/A
	N/A

	UE Category
	≥2
	≥2
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.5.4.2.

{Unchanged sections omitted}
9.5.5.1_F.1
FDD RI Reporting with Single CSI process for CoMP

9.5.5.1_F.1.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank with one CSI process configured.

9.5.5.1_F.1.2
Test applicability

This test applies to all types of E-UTRA FDD category ≥2 UEs release 11 and forward, supporting Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10.
9.5.5.1_F.1.3
Minimum conformance requirements

Each CSI process is associated with a CSI-RS resource and a CSI-IM resource as shown in Table 9.5.5.1_F.1.3-1. For UE supports one CSI process CSI process 0 is configured for Test 1 and Test 2, but CSI process 1 is not configured for Test 2. The corresponding ( requirements for Test 1 and Test 2 shall be fulfilled. The requirement on reported RI for CSI process 1 in Test 2 is not applicable.

For UE supports multiple CSI processes, CSI process 0 is configured for Test 1 and CSI processes 0 and 1 are configured for Test 2. The corresponding  requirements for Test 1 and Test 2 shall be fulfilled, and also the requirement on reported RI for CSI process 1 in Test 2.

The minimum performance requirement in Table 9.5.5.1_F.1.3-2 is defined as:

a)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ( (1.

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;

c)
For Test 2, the RI reported for CSI process 1 shall be the same as the most recent RI reported for CSI process 0 if UE is configured with multiple CSI processes.

For the parameters specified in Table 9.5.5.1_F.1.3-2, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.5.5.1_F.1.3-3.

Table 9.5.5.1_F.1.3-1: Configuration of CSI processes

	
	CSI process 0
	CSI process 1

	CSI-RS resource
	CSI-RS signal 0
	CSI-RS signal 1

	CSI-IM resource
	CSI-IM resource 0
	CSI-IM resource 1


Table 9.5.5.1_F.1.3-2: Test Parameters for RI Reporting with Single CSI process for CoMP (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	
	
	TP1
	TP2
	TP1
	TP2

	Bandwidth
	MHz
	10 MHz
	10 MHz

	Transmission mode
	
	10
	10
	10
	10

	Downlink power allocation
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	dB
	0
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	(
	dB
	0
	0

	 SNR
	dB
	0
	0
	20
	20
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	dB[mW/15kHz]
	-98
	-98
	-78
	-78
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	dB[mW/15kHz]
	-98
	-98

	Propagation channel
	
	EPA 5 Low
	EPA 5 Low
	EPA 5 Low
	EPA 5 High

	Antenna configuration
	
	2x2
	2x2
	2x2
	2x2

	Beamforming Model
	
	As specified in Section B.4.3
	As specified in Section B.4.3

	Timing offset between TPs
	us
	0
	0

	Frequency offset between TPs
	Hz
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0
	Antenna ports 0

	CSI-RS signal 0
	
	Antenna ports 15,16
	N/A
	Antenna ports 15,16
	N/A

	CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	5/1
	N/A
	5/1
	N/A

	CSI-RS 0 configuration
	
	0
	N/A
	0
	N/A

	CSI-RS signal 1
	
	N/A
	Antenna ports 15,16
	N/A
	Antenna ports 15,16

	CSI-RS 1 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	N/A
	5/1
	N/A
	5/1

	CSI-RS 1 configuration
	
	N/A
	3
	N/A
	3

	Zero-power CSI-RS 0 configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	N/A
	1 / 1000000000000000
	N/A
	1 / 1000000000000000

	Zero-power CSI-RS 1 configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	1 / 0001000000000000
	N/A
	1 / 0001000000000000
	N/A

	CSI-IM 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	5/1
	N/A
	5/1
	N/A

	CSI-IM 0 configuration
	
	2
	N/A
	2
	N/A

	CSI-IM 1 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	N/A
	5/1
	N/A
	5/1

	CSI-IM 1 configuration
	
	N/A
	6
	N/A
	6

	RI configuration
	
	Fixed RI=2 and follow RI
	N/A
	Fixed RI=1 and follow RI
	N/A

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note 6)
	N/A
	PUSCH (Note 6)
	PUSCH (Note 6)

	PUCCH Report Type for CQI/PMI
	
	2
	N/A
	2
	2

	Physical channel for RI reporting
	
	PUCCH Format 2
	N/A
	PUCCH Format 2
	PUCCH Format 2

	PUCCH Report Type for RI
	
	3
	N/A
	3
	3

	CSI process 0 (Note 7)
	CSI-RS
	
	CSI-RS 0
	N/A
	CSI-RS 0
	N/A

	
	CSI-IM
	
	CSI-IM 0
	N/A
	CSI-IM 0
	N/A

	
	Reporting mode
	
	PUCCH 1-1
	N/A
	PUCCH 1-1
	N/A

	
	Reporting periodicity
	ms
	Npd = 5
	N/A
	Npd = 5
	N/A

	
	CQI delay
	ms
	8
	N/A
	10
	N/A

	
	cqi-pmi-ConfigurationIndex
	
	6
	N/A
	6
	N/A

	
	ri-ConfigIndex
	
	1
	N/A
	1
	N/A

	CSI process 1 (Note 7, Note 9)
	CSI-RS
	
	N/A
	N/A
	N/A
	CSI-RS 1

	
	CSI-IM
	
	N/A
	N/A
	N/A
	CSI-IM 1

	
	Reporting mode
	
	N/A
	N/A
	N/A
	PUCCH 1-1

	
	Reporting periodicity
	ms
	N/A
	N/A
	N/A
	Npd = 5

	
	CQI delay
	ms
	N/A
	N/A
	N/A
	10

	
	cqi-pmi-ConfigurationIndex
	
	N/A
	N/A
	N/A
	4

	
	ri-ConfigIndex
	
	N/A
	N/A
	N/A
	1

	CSI process for PDSCH scheduling
	
	CSI process 0
	CSI process 0

	Cell ID
	
	0
	6
	0
	6

	Quasi-co-located CSI-RS
	
	CSI-RS 0
	CSI-RS 1
	CSI-RS 0
	CSI-RS 1

	Quasi-co-located CRS
	
	Same Cell ID as Cell 1
	Same Cell ID as Cell 2
	Same Cell ID as Cell 1
	Same Cell ID as Cell 2

	PMI for subframe 2, 3, 4, 7, 8 and 9
	
	010000 for fixed RI = 2

010011 for UE reported RI
	100000
	000011 for fixed RI = 1

010011 for UE reported RI
	N/A

	PMI for subframe 1 and 6
	
	100000
	100000
	100000
	N/A

	Max number of HARQ transmissions
	
	1
	N/A
	1
	N/A

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink SF not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4).

Note 2:
3 symbols allocated to PDCCH.

Note 3:
Reference measurement channel RC.13 FDD according to Table A.4-1. PDSCH transmission is scheduled on subframe 2, 3, 4, 7, 8 and 9 from TP1.

Note 4:
TM10 OCNG is transmitted as specified in A.5.1.8 is transmitted on subframe 1 and 6 from TP1.

Note 5:
TM10 OCNG is transmitted as specified in A.5.1.8 is transmitted on subframe 1, 2, 3, 4, 6, 7, 8 and 9 from TP2 for Test 1; TP2 is blanked for Test 2.

Note 6:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#1 and #6 to allow periodic CQI/PMI to multiplex with the HARQ-ACK on PUSCH in uplink SF#0 and #5.
Note 7:
If UE supports multiple CSI processes, CSI process 0 is configured as ‘RI-reference CSI process’ for CSI process 1.

Note 8:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#1 and #6 to allow aperiodic CQI/PMI/RI to be transmitted in uplink SF#0 and #5.

Note 9:
If UE supports one CSI process, CSI process 1 is not configured in Test 2.


Table 9.5.5.1_F.1.3-3: Minimum requirements for RI Reporting with Single CSI process for CoMP (FDD)

	
	Test 1
	Test 2

	1
	N/A
	1.0

	2
	1.0
	N/A

	UE Category
	≥2
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.5.5.1.

{Unchanged sections omitted}
9.5.5.1_F.1
FDD RI Reporting with Single CSI process for CoMP

9.5.5.1_F.1.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank with one CSI process configured.

9.5.5.1_F.1.2
Test applicability

This test applies to all types of E-UTRA FDD category ≥2 UEs release 11 and forward, supporting Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10.
9.5.5.1_F.1.3
Minimum conformance requirements

Each CSI process is associated with a CSI-RS resource and a CSI-IM resource as shown in Table 9.5.5.1_F.1.3-1. For UE supports one CSI process CSI process 0 is configured for Test 1 and Test 2, but CSI process 1 is not configured for Test 2. The corresponding ( requirements for Test 1 and Test 2 shall be fulfilled. The requirement on reported RI for CSI process 1 in Test 2 is not applicable.

For UE supports multiple CSI processes, CSI process 0 is configured for Test 1 and CSI processes 0 and 1 are configured for Test 2. The corresponding  requirements for Test 1 and Test 2 shall be fulfilled, and also the requirement on reported RI for CSI process 1 in Test 2.

The minimum performance requirement in Table 9.5.5.1_F.1.3-2 is defined as:

a)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ( (1.

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;

c)
For Test 2, the RI reported for CSI process 1 shall be the same as the most recent RI reported for CSI process 0 if UE is configured with multiple CSI processes.

For the parameters specified in Table 9.5.5.1_F.1.3-2, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.5.5.1_F.1.3-3.

Table 9.5.5.1_F.1.3-1: Configuration of CSI processes

	
	CSI process 0
	CSI process 1

	CSI-RS resource
	CSI-RS signal 0
	CSI-RS signal 1

	CSI-IM resource
	CSI-IM resource 0
	CSI-IM resource 1


Table 9.5.5.1_F.1.3-2: Test Parameters for RI Reporting with Single CSI process for CoMP (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	
	
	TP1
	TP2
	TP1
	TP2

	Bandwidth
	MHz
	10 MHz
	10 MHz

	Transmission mode
	
	10
	10
	10
	10

	Downlink power allocation
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	dB
	0
	0
	0
	0

	
	(
	dB
	0
	0

	 SNR
	dB
	0
	0
	20
	20
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	dB[mW/15kHz]
	-98
	-98

	Propagation channel
	
	EPA 5 Low
	EPA 5 Low
	EPA 5 Low
	EPA 5 High

	Antenna configuration
	
	2x2
	2x2
	2x2
	2x2

	Beamforming Model
	
	As specified in Section B.4.3
	As specified in Section B.4.3

	Timing offset between TPs
	us
	0
	0

	Frequency offset between TPs
	Hz
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0
	Antenna ports 0

	CSI-RS signal 0
	
	Antenna ports 15,16
	N/A
	Antenna ports 15,16
	N/A

	CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	5/1
	N/A
	5/1
	N/A

	CSI-RS 0 configuration
	
	0
	N/A
	0
	N/A

	CSI-RS signal 1
	
	N/A
	Antenna ports 15,16
	N/A
	Antenna ports 15,16

	CSI-RS 1 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	N/A
	5/1
	N/A
	5/1

	CSI-RS 1 configuration
	
	N/A
	3
	N/A
	3

	Zero-power CSI-RS 0 configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	N/A
	1 / 1000000000000000
	N/A
	1 / 1000000000000000

	Zero-power CSI-RS 1 configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	1 / 0001000000000000
	N/A
	1 / 0001000000000000
	N/A

	CSI-IM 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	5/1
	N/A
	5/1
	N/A

	CSI-IM 0 configuration
	
	2
	N/A
	2
	N/A

	CSI-IM 1 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	N/A
	5/1
	N/A
	5/1

	CSI-IM 1 configuration
	
	N/A
	6
	N/A
	6

	RI configuration
	
	Fixed RI=2 and follow RI
	N/A
	Fixed RI=1 and follow RI
	N/A

	Physical channel for CQI/PMI reporting
	
	PUSCH (Note 6)
	N/A
	PUSCH (Note 6)
	PUSCH (Note 6)

	PUCCH Report Type for CQI/PMI
	
	2
	N/A
	2
	2

	Physical channel for RI reporting
	
	PUCCH Format 2
	N/A
	PUCCH Format 2
	PUCCH Format 2

	PUCCH Report Type for RI
	
	3
	N/A
	3
	3

	CSI process 0 (Note 7)
	CSI-RS
	
	CSI-RS 0
	N/A
	CSI-RS 0
	N/A

	
	CSI-IM
	
	CSI-IM 0
	N/A
	CSI-IM 0
	N/A

	
	Reporting mode
	
	PUCCH 1-1
	N/A
	PUCCH 1-1
	N/A

	
	Reporting periodicity
	ms
	Npd = 5
	N/A
	Npd = 5
	N/A

	
	CQI delay
	ms
	8
	N/A
	10
	N/A

	
	cqi-pmi-ConfigurationIndex
	
	6
	N/A
	6
	N/A

	
	ri-ConfigIndex
	
	1
	N/A
	1
	N/A

	CSI process 1 (Note 7, Note 9)
	CSI-RS
	
	N/A
	N/A
	N/A
	CSI-RS 1

	
	CSI-IM
	
	N/A
	N/A
	N/A
	CSI-IM 1

	
	Reporting mode
	
	N/A
	N/A
	N/A
	PUCCH 1-1

	
	Reporting periodicity
	ms
	N/A
	N/A
	N/A
	Npd = 5

	
	CQI delay
	ms
	N/A
	N/A
	N/A
	10

	
	cqi-pmi-ConfigurationIndex
	
	N/A
	N/A
	N/A
	4

	
	ri-ConfigIndex
	
	N/A
	N/A
	N/A
	1

	CSI process for PDSCH scheduling
	
	CSI process 0
	CSI process 0

	Cell ID
	
	0
	6
	0
	6

	Quasi-co-located CSI-RS
	
	CSI-RS 0
	CSI-RS 1
	CSI-RS 0
	CSI-RS 1

	Quasi-co-located CRS
	
	Same Cell ID as Cell 1
	Same Cell ID as Cell 2
	Same Cell ID as Cell 1
	Same Cell ID as Cell 2

	PMI for subframe 2, 3, 4, 7, 8 and 9
	
	010000 for fixed RI = 2

010011 for UE reported RI
	100000
	000011 for fixed RI = 1

010011 for UE reported RI
	N/A

	PMI for subframe 1 and 6
	
	100000
	100000
	100000
	N/A

	Max number of HARQ transmissions
	
	1
	N/A
	1
	N/A

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink SF not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4).

Note 2:
3 symbols allocated to PDCCH.

Note 3:
Reference measurement channel RC.13 FDD according to Table A.4-1. PDSCH transmission is scheduled on subframe 2, 3, 4, 7, 8 and 9 from TP1.

Note 4:
TM10 OCNG is transmitted as specified in A.5.1.8 is transmitted on subframe 1 and 6 from TP1.

Note 5:
TM10 OCNG is transmitted as specified in A.5.1.8 is transmitted on subframe 1, 2, 3, 4, 6, 7, 8 and 9 from TP2 for Test 1; TP2 is blanked for Test 2.

Note 6:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#1 and #6 to allow periodic CQI/PMI to multiplex with the HARQ-ACK on PUSCH in uplink SF#0 and #5.
Note 7:
If UE supports multiple CSI processes, CSI process 0 is configured as ‘RI-reference CSI process’ for CSI process 1.

Note 8:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#1 and #6 to allow aperiodic CQI/PMI/RI to be transmitted in uplink SF#0 and #5.

Note 9:
If UE supports one CSI process, CSI process 1 is not configured in Test 2.


Table 9.5.5.1_F.1.3-3: Minimum requirements for RI Reporting with Single CSI process for CoMP (FDD)

	
	Test 1
	Test 2

	1
	N/A
	1.0

	2
	1.0
	N/A

	UE Category
	≥2
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.5.5.1.

{Unchanged sections omitted}
9.5.5.2_F.1
TDD RI Reporting with Single CSI process for CoMP

9.5.5.2_F.1.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank with one CSI process configured.

9.5.5.2_F.1.2
Test applicability

This test applies to all types of E-UTRA TDD category ≥2 UEs release 11 and forward, supporting Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10.
9.5.5.2_F.1.3
Minimum conformance requirements

Each CSI process is associated with a CSI-RS resource and a CSI-IM resource as shown in Table 9.5.5.2_F.1.3-1. For UE supports one CSI process CSI process 0 is configured for Test 1 and Test 2, but CSI process 1 is not configured for Test 2.The corresponding ( requirements for Test 1 and Test 2 shall be fulfilled. The requirement on reported RI for CSI process 1 in Test 2 is not applicable.

For UE supports multiple CSI processes, CSI process 0 is configured for Test 1 and CSI processes 0 and 1 are configured for Test 2. The corresponding  requirements for Test 1 and Test 2 shall be fulfilled, and also the requirement on reported RI for CSI process 1 in Test 2.

The minimum performance requirement in Table 9.5.5.2_F.1.3-2 is defined as:

a) The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ( (1.

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;

c)
For Test 2, the RI reported for CSI process 1 shall be the same as the most recent RI reported for CSI process 0 if UE is configured with multiple CSI processes
For the parameters specified in Table 9.5.5.2_F.1.3-2, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.5.5.2_F.1.3-3.

Table 9.5.5.2_F.1.3-1: Configuration of CSI processes

	
	CSI process 0
	CSI process 1

	CSI-RS resource
	CSI-RS signal 0
	CSI-RS signal 1

	CSI-IM resource
	CSI-IM resource 0
	CSI-IM resource 1


Table 9.5.5.2_F.1.3-2: Test Parameters for RI Reporting with Single CSI process for CoMP (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	
	
	TP1
	TP2
	TP1
	TP2

	Bandwidth
	MHz
	10 MHz
	10 MHz

	Transmission mode
	
	10
	10
	10
	10

	Downlink power allocation
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	dB
	0
	0
	0
	0

	
	(
	dB
	0
	0

	Uplink downlink configuration
	
	2
	2
	2
	2

	Special subframe configuration
	
	4
	4
	4
	4

	 SNR
	dB
	0
	0
	20
	20
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	dB[mW/15kHz]
	-98
	-98

	Propagation channel
	
	EPA 5 Low
	EPA 5 Low
	EPA 5 Low
	EPA 5 High

	Antenna configuration
	
	2x2
	2x2
	2x2
	2x2

	Beamforming Model
	
	As specified in Section B.4.3
	As specified in Section B.4.3

	Timing offset between TPs
	us
	0
	0

	Frequency offset between TPs
	Hz
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0
	Antenna ports 0

	CSI-RS signal 0
	
	Antenna ports 15,16
	N/A
	Antenna ports 15,16
	N/A

	CSI-RS 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	5/3
	N/A
	5/3
	N/A

	CSI-RS 0 configuration
	
	0
	N/A
	0
	N/A

	CSI-RS signal 1
	
	N/A
	Antenna ports 15,16
	N/A
	Antenna ports 15,16

	CSI-RS 1 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	N/A
	5/3
	N/A
	5/3

	CSI-RS 1 configuration
	
	N/A
	3
	N/A
	3

	Zero-power CSI-RS 0 configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	N/A
	3 / 1000001000000000
	N/A
	3 / 1000001000000000

	Zero-power CSI-RS 1 configuration

ICSI-RS / ZeroPowerCSI-RS bitmap
	
	3 / 0011000000000000
	N/A
	3 / 0011000000000000
	N/A

	CSI-IM 0 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	5/3
	N/A
	5/3
	N/A

	CSI-IM 0 configuration
	
	2
	N/A
	2
	N/A

	CSI-IM 1 periodicity and subframe offset TCSI-RS / ∆CSI-RS
	
	N/A
	5/3
	N/A
	5/3

	CSI-IM 1 configuration
	
	N/A
	6
	N/A
	6

	RI configuration
	
	Fixed RI=2 and follow RI
	N/A
	Fixed RI=1 and follow RI
	N/A

	CSI process 0 (Note 6, 7)
	CSI-RS
	
	CSI-RS 0
	N/A
	CSI-RS 0
	N/A

	
	CSI-IM
	
	CSI-IM 0
	N/A
	CSI-IM 0
	N/A

	
	Reporting mode
	
	PUSCH 3-1
	N/A
	PUSCH 3-1
	N/A

	
	Reporting Interval
	ms
	5
	N/A
	5
	N/A

	
	CQI delay
	ms
	11
	N/A
	11
	N/A

	CSI process 1 (Note 6, 7, 9)
	CSI-RS
	
	N/A
	N/A
	N/A
	CSI-RS 1

	
	CSI-IM
	
	N/A
	N/A
	N/A
	CSI-IM 1

	
	Reporting mode
	
	N/A
	N/A
	N/A
	PUSCH 3-1

	
	Reporting Interval
	ms
	N/A
	N/A
	N/A
	5

	
	CQI delay
	ms
	N/A
	N/A
	N/A
	11

	CSI process for PDSCH scheduling
	
	CSI process 0
	CSI process 0

	Cell ID
	
	0
	6
	0
	6

	Quasi-co-located CSI-RS
	
	CSI-RS 0
	CSI-RS 1
	CSI-RS 0
	CSI-RS 1

	Quasi-co-located CRS
	
	Same Cell ID as Cell 1
	Same Cell ID as Cell 2
	Same Cell ID as Cell 1
	Same Cell ID as Cell 2

	PMI for subframe 4 and 9
	
	010000 for fixed RI = 2

010011 for UE reported RI
	100000
	000011 for fixed RI = 1

010011 for UE reported RI
	N/A

	PMI for subframe 3 and 8
	
	100000
	100000
	100000
	N/A

	Max number of HARQ transmissions
	
	1
	N/A
	1
	N/A

	ACK/NACK feedback mode
	
	Multiplexing
	N/A
	Multiplexing
	N/A

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink SF not later than SF#(n-4), this reported wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
3 symbols allocated to PDCCH

Note 3:
Reference measurement channel RC.13 TDD according to Table A.4-1. PDSCH transmission is scheduled on subframe 4 and 9 from TP1.

Note 4:
TM10 OCNG as specified in A.5.2.8 is transmitted on subframe 3 and 8 from TP1.

Note 5:
TM10 OCNG as specified in A.5.2.8 is transmitted on subframe 3, 4, 8 and 9 from TP2 for Test 1; TP2 is blanked for Test 2.

Note 6:
Reported wideband CQI and PMI are used and sub-band CQI is discarded.

Note 7:
If UE supports multiple CSI processes, CSI process 0 is configured as ‘RI-reference CSI process’ for CSI process 1.

Note 8:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#3and #8 to allow aperiodic CQI/PMI/RI to be transmitted in uplink SF#7 and #2.

Note 9:
If UE supports one CSI process, CSI process 1 is not configured in Test 2.


Table 9.5.5.2_F.1.3-3: Minimum requirements for RI Reporting with Single CSI process for CoMP (TDD)

	
	Test 1
	Test 2

	1
	N/A
	1.0

	2
	1.0
	N/A

	UE Category
	≥2
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 9.5.5.2.

{Unchanged sections omitted}
9.5.5.2_F.2
TDD RI Reporting with Multiple CSI processes for CoMP

Editor’s Note: The test procedure to test the reported RI requirement for CSI process 1 in Test 2 for multiple CSI process is TBD

9.5.5.2_F.2.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank with Multiple CSI processes configured.

9.5.5.2_F.2.2
Test applicability

This test applies to all types of E-UTRA TDD category ≥2 UEsrelease 11 and forward, supporting Maximum CSI processes of Three or Four on a component carrier within a band with PDSCH transmission mode 10.
9.5.5.2_F.2.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.5.5.2_F.1.3

{End of changes}
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