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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ABS
Almost Blank Subframe

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

A-MPR
Additional Maximum Power Reduction 

AWGN
Additive White Gaussian Noise

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

BS
Base Station

CA
Carrier Aggregation

CA_X
Intra-band contiguous CA of component carriers in one sub-block within Band X where X is the applicable E-UTRA operating band

CA_X-X
Intra-band non-contiguous intra band CA of component carriers in two sub-blocks within Band X is the applicable E-UTRA operating band

CA_X-Y
Inter-band CA of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating band

CA_X-X-Y
CA of component carriers in two sub-blocks within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating bands

CC
Component Carriers

CP
Cyclic Prefix

CoMP
Coordinated Multi-Point

CPE
Customer Premise Equipment

CPE_X
Customer Premise Equipment for E-UTRA operating band X

CQI
Channel Quality Indicator

CW
Continuous Wave
DC
Dual Connectivity

DC_X-Y
Inter-band DC of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating band
DCI
Downlink Control Information

DIP
Dominant Interferer Proportion

DPS
Dynamic Point Switch

eDL-MIMO
Down Link Multiple Antenna transmission

DL
Downlink

DTX
Discontinuous Transmission

DwPTS
Downlink Pilot Time-Slot

EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EPRE
Energy Per Resource Element

E-UTRA
Evolved UMTS Terrestrial Radio Access

EUTRAN
Evolved UMTS Terrestrial Radio Access Network

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

FSTD
Frequency-Shift Time Diversity

HARQ
Hybrid ARQ

HD-FDD
Half- Duplex FDD

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MCS
Modulation and Coding Scheme
MCG
Main Carrier Group
MOP
Maximum Output Power

MPR
Maximum Power Reduction

MSR
Maximum Sensitivity Reduction

OCNG
OFDMA Channel Noise Generator

OFDMA
Orthogonal Frequency Division Multiple Access

OOB
Out-of-band

P-MPR
Power Management Maximum Power Reduction

PA
Power Amplifier

PBCH
Physical Broadcast Channel

PCC
Primary Component Carrier

PCCH
Paging Control Channel

PCFICH
Physical Control Format Indicator Channel

PDCCH
Physical Downlink Control Channel

PDSCH
Physical Downlink Shared Channel

PDU
Packet Data Unit

PHICH
Physical Hybrid ARQ Indicator Channel

Pm-dsg
Probability of miss-detection of the Downlink Scheduling Grant
PMI
Precoding Matrix Indicator

PRACH
Physical Random Access Channel

PRB
Physical Resource Block

PSS
Primary Synchronization Signal

PSS_RA
PSS-to-EPRE ratio for the channel PSS

PUCCH
Physical Uplink Control Channel

PUSCH
Physical Uplink Shared ChannelRE
Resource Element

RE
Resource Element

REFSENS
Reference Sensitivity power level

RI
Rank Indicator

RLC
Radio Link Control

RMC
Reference Measurement Channel

r.m.s
Root Mean Square

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RS
Reference Signal

RSRP
Reference Signal Received Power

SCC
Secondary Component Carrier
SCG
Secondary Carrier Group
SCH
Synchronization Channel

SDU
Service Data Unit

SFBC
Space-Frequency Block Coding

SINR
Signal-to-Interference-and-Noise Ratio

SNR
Signal-to-Noise Ratio

SRS
Sounding Reference Signal

SSS
Secondary Synchronization Signal

SSS_RA
SSS-to-RS EPRE ratio for the channel SSS

TDD
Time Division Duplex

TP

Transmission Point

TPC
Transmit Power Control

TPMI
Transmitted Precoding Matrix Indicator

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UL-MIMO
Up Link Multiple Antenna transmission

UMTS
Universal Mobile Telecommunications System

UpPTS
Uplink Pilot Time-Slot

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

xCH_RA
xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols not containing RS

xCH_RB
xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols containing RS
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