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<< Unchanged sections omitted >>
Annex E (normative):
Cell configuration mapping

The cells used in TS 36.521-3 do not correspond to the cells defined in TS 36.508 [7] section 4.4.2. Tables E-1 and E-2 describes the mapping between cells described in TS 36.521-3 and those defined in TS 36.508 [7]. For each test case the cells as defined in TS 36.508 [7] section 4.4.2 are listed in one row. The test case shall apply the RF parameters as defined in TS 36.521-3 according to the column heading.

<< Unchanged sections omitted >>
Table E-2: Cell configuration mapping for 3DL CA RRM testing

	Test Case
	36.521-3 

Cell1
	36.521-3 Cell2
	36.521-3 Cell3
	36.521-3 

Cell4
	36.521-3 

Cell5

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	8.16.27/8.16.31
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	8.16.28/8.16.32
	Z
	Cell1
	X
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	8.16.29/8.16.30
	Default Test Settings for a CA_XC-YA Configuration
	
	

	8.16.33/8.16.34
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	X
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a CA_XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Z
	Cell3
	Z
	Cell4
	
	

	
	Default Test Settings for a CA_XA-XA-YA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	X
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a CA_XA-YA-YA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	
	

	
	Default Test Settings for a CA_XD/XA-XC/XC-XA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	Neigh
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	

	
	X
	Cell1
	X
	Cell2
	X
	Cell3
	X
	Cell4
	
	

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	9.1.37
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Default Test Settings for a XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	9.1.38
	Z
	Cell1
	X
	Cell2
	X
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Y
	Cell1
	Y
	Cell2
	Y
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XC-YA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	9.1.39/9.1.39_1
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	9.1.40/9.1.40_1
	X
	Cell1
	X
	Cell2
	X
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Y
	Cell1
	X
	Cell2
	X
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Z
	Cell4
	Z
	Cell6

	
	Y
	Cell1
	X
	Cell2
	X
	Cell3
	Z
	Cell4
	Z
	Cell6

	
	Z
	Cell1
	X
	Cell2
	X
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Default Test Settings for a CA_XA-XA-YA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	X
	Cell2
	X
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Y
	Cell1
	X
	Cell2
	X
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XA-YA-YA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	Y
	Cell4
	Y
	Cell6

	
	Y
	Cell1
	Y
	Cell2
	Y
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XD/CA_XA-XC/CA_XC-XA Configuration
	
	

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	Cell1
	X
	Cell2
	X
	Cell3
	X
	Cell4
	X
	Cell6

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	9.2.38
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a XA-YA-ZA Configuration
	
	

	9.2.39
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	Z
	Cell1
	X
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XA-YC Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XC-YA Configuration
	
	

	9.2.40
	PCC
	SCC1
	SCC2
	
	

	9.2.41
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	X
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Z
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XA-XA-YA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	X
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-YA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	Y
	Cell2
	Y
	Cell3
	
	
	
	

	
	Default Test Settings for a CA_XD / CA_XA-XC / CA_XC-XA Configuration
	
	

	
	PCC
	SCC1
	SCC2
	
	

	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	Cell1
	X
	Cell2
	X
	Cell3
	
	
	
	

	Note1:
All cells shall use the same range (mid) independently of the range information given in TS 36.508 Table 4.4.2-1.


<< End of changes >>
