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	Other comments:
	


< Unchanged sections omitted >
SystemInformationBlockType18
The IE SystemInformationBlockType18 contains the resource pool information for sidelink direct communication.
Table 4.4.3.3-16-1: SystemInformationBlockType18 (without Tx resources)
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark

(5MHz) / (10MHz)
	Comment
	Condition

	SystemInformationBlockType18 ::= SEQUENCE {
	
	
	

	commConfig-r12 SEQUENCE {
	
	
	

	  commRxPool-r12 SEQUENCE{
	
	sidelink direct communication reception pool
	

	   sc-CP-Len


	Normal
	
	

	   sc-Period
	sf40
	
	

	  sc-TF-ResourceConfig SEQUENCE{
	
	
	

	   prb-Num
	12 / 25
	
	

	   prb-Start
	0 / 0 
	
	

	   prb-End
	23 / 49
	
	

	   offsetIndicator
	0
	
	

	   subframeBitmap
	00011000

00000000

00000000

00000000

00000000
	
	

	   }
	
	
	

	  data-CP-Len
	Normal
	
	

	  dataHoppingConfig SEQUENCE{
	
	
	

	    hoppingParameter
	0
	
	

	    numSubbands
	ns1
	
	

	    rb-Offset
	0
	
	

	  }
	
	
	

	  ue-SelectedResourceConfig SEQUENCE{
	
	
	

	    data-TF-ResourceConfig SEQUENCE{
	
	
	

	      prb-Num
	12 / 25
	
	

	      prb-Start
	0 / 0
	
	

	      prb-End
	23 / 49
	
	

	      offsetIndicator
	0
	
	

	      subframeBitmap
	00000000

11111111

11111111

11111111

11111111
	
	

	    }
	
	
	

	   trpt-Subset-r12
	001
	
	

	  }
	
	
	

	  rxParametersNCell
	not present
	
	

	  txParameters
	not present
	
	

	}
	
	
	

	commTxPoolNormalCommon-r12  
	Not present
	sidelink direct communication transmission pool for UE autonomous resource selection mode only
	

	commTxPoolExceptional-r12
	Not present
	sidelink direct communication transmission pool for scheduled resource allocation mode only
	

	commSyncConfig-r12 SEQUENCE{
	
	Synchronization configuration
	

	  syncCP-Len
	Normal
	
	

	  syncOffsetIndicator
	2
	
	

	  slssid
	30
	
	

	  txParameters 
	Not present
	
	

	rxParamsNCell
	not present
	
	

	}
	
	
	

	}
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


Table 4.4.3.3-16-2: SystemInformationBlockType18 (with Tx resources)

	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark

(5MHz) / (10MHz)
	Comment
	Condition

	SystemInformationBlockType18 ::= SEQUENCE {
	
	
	

	commConfig-r12 SEQUENCE {
	
	
	

	  commRxPool-r12 SEQUENCE{
	
	sidelink direct communication reception pool
	

	   sc-CP-Len


	Normal
	
	

	   sc-Period
	sf40
	
	

	  sc-TF-ResourceConfig SEQUENCE{
	
	
	

	   prb-Num
	12 / 25
	
	

	   prb-Start
	0 / 0 
	
	

	   prb-End
	23 / 49
	
	

	   offsetIndicator
	0
	
	

	   subframeBitmap
	00011000

00000000

00000000

00000000

00000000
	
	

	   }
	
	
	

	  data-CP-Len
	Normal
	
	

	  dataHoppingConfig SEQUENCE{
	
	
	

	    hoppingParameter
	0
	
	

	    numSubbands
	ns1
	
	

	    rb-Offset
	0
	
	

	  }
	
	
	

	  ue-SelectedResourceConfig SEQUENCE{
	
	
	

	    data-TF-ResourceConfig SEQUENCE{
	
	
	

	      prb-Num
	12 / 25
	
	

	      prb-Start
	0 / 0
	
	

	      prb-End
	23 / 49
	
	

	      offsetIndicator
	0
	
	

	      subframeBitmap
	00000000

11111111

11111111

11111111

11111111
	
	

	    }
	
	
	

	   trpt-Subset-r12
	001
	
	

	  }
	
	
	

	  rxParametersNCell
	not present
	
	

	  txParameters
	not present
	
	

	}
	
	
	

	commTxPoolNormalCommon-r12  SEQUENCE{
	
	sidelink direct communication transmission pool for UE autonomous resource selection mode only
	

	  sc-CP-Len
	Normal
	
	

	  sc-Period
	sf40
	
	

	  sc-TF-ResourceConfig SEQUENCE{
	
	
	

	    prb-Num
	12 / 25
	
	

	    prb-Start
	0 / 0
	
	

	    prb-End
	24 / 49
	
	

	    offsetIndicator
	0
	
	

	    subframeBitmap
	00011000

00000000

00000000

00000000

00000000
	
	

	  }
	
	
	

	  data-CP-Len
	Normal
	
	

	  dataHoppingConfig SEQUENCE{
	
	
	

	    hoppingParameter
	0
	
	

	    numSubbands
	ns1
	
	

	    rb-Offset
	0
	
	

	  }
	
	
	

	  ue-SelectedResourceConfig SEQUENCE{
	
	
	

	    data-TF-ResourceConfig SEQUENCE{
	
	
	

	      prb-Num
	12 / 25
	
	

	      prb-Start
	0 / 0
	
	

	      prb-End
	23 / 49
	
	

	     offsetIndicator
	0
	
	

	     subframeBitmap
	00000000

11111111

11111111

11111111

11111111
	
	

	    }
	
	
	

	   trpt-Subset-r12
	001
	
	

	 rxParametersNCell
	not present
	
	

	txParameters SEQUENCE{
	
	
	

	  sc-TxParameters SEQUENCE{
	
	
	

	    alpha
	al0
	
	

	    p0
	31
	
	

	  }
	
	
	

	  dataTxParameters SEQUENCE{
	
	
	

	    alpha
	al0
	
	

	   p0
	31
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	

	}
	
	
	

	commTxPoolExceptional-r12
	not present
	sidelink direct communication transmission pool for scheduled resource allocation mode only
	

	commSyncConfig-r12 SEQUENCE{
	
	Synchronization configuration
	

	  syncCP-Len
	Normal
	
	

	  syncOffsetIndicator
	2
	
	

	  slssid
	30
	
	

	  txParameters SEQUENCE{
	
	
	

	    txParametersGeneral SEQUENCE{
	
	
	

	    alpha
	al0
	
	

	   p0
	31
	
	

	  }
	
	
	

	  syncTxThreshIC
	0 (-infinity)
	
	

	  }
	
	
	

	rxParamsNCell
	not present
	
	

	}
	
	
	

	}
	
	
	

	  lateNonCriticalExtension
	not present
	
	

	}
	
	
	


-
SystemInformationBlockType19
The IE SystemInformationBlockType19 contains the resource pool information for sidelink direct discovery.
Table 4.4.3.3-17-1: SystemInformationBlockType19 (Without Tx Resources)
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType19 ::= SEQUENCE {
	
	
	

	discConfig-r12 SEQUENCE {
	
	
	

	  discRxPool-r12 SEQUENCE {
	
	sidelink direct discovery reception pool
	

	    cp-Len
	Normal
	
	

	    discPeriod
	rf32
	
	

	    numRetx
	0
	
	

	   numRepetition
	1
	
	

	   tf-ResourceConfig SEQUENCE {
	
	
	

	     prb-Num
	12
	
	

	     prb-Start
	0
	
	

	     prb-End
	23
	
	

	    offsetIndicator
	160
	
	

	   subframeBitmap
	11000000

00000000

00000000

00000000

00000000
	
	

	   }
	
	
	

	  txParameters
	not present
	
	

	  rxParameters
	not present
	
	

	  }
	
	
	

	discTxPoolCommon-r12 
	not present
	sidelink direct discovery transmission pool for UE autonomous resource selection mode only
	

	  discTxPowerInfo-r12 
	not present
	
	

	 discSyncConfig-r12 SEQUENCE {
	
	
	

	  syncCP-Len
	Normal
	
	

	  syncOffsetIndicator
	155
	
	

	  slssid
	30
	
	

	  txParameters SEQUENCE {
	
	
	

	  rxParamsNCell
	not present
	
	

	  }
	
	
	

	  discInterFreqList
	not present
	
	

	}
	
	
	

	  lateNonCriticalExtension
	not present
	
	

	}
	
	
	


Table 4.4.3.3-17-2: SystemInformationBlockType19 (with Tx Resources)

	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType19 ::= SEQUENCE {
	
	
	

	discConfig-r12 SEQUENCE {
	
	
	

	  discRxPool-r12 SEQUENCE {
	
	sidelink direct discovery reception pool
	

	    cp-Len
	Normal
	
	

	    discPeriod
	rf32
	
	

	    numRetx
	0
	
	

	   numRepetition
	1
	
	

	   tf-ResourceConfig SEQUENCE {
	
	
	

	     prb-Num
	12
	
	

	     prb-Start
	0
	
	

	     prb-End
	23
	
	

	    offsetIndicator
	160
	
	

	   subframeBitmap
	11000000

00000000

00000000

00000000

00000000
	
	

	   }
	
	
	

	  txParameters
	not present
	
	

	  rxParameters
	not present
	
	

	  }
	
	
	

	discTxPoolCommon-r12 SEQUENCE {
	
	sidelink direct discovery transmission pool for UE autonomous resource selection mode only
	

	  cp-Len
	Normal
	
	

	  discPeriod
	rf32
	
	

	  numRetx
	0
	
	

	  numRepetition
	1
	
	

	  tf-ResourceConfig SEQUENCE {
	
	
	

	    prb-Num
	2
	
	

	    prb-Start
	3
	
	

	    prb-End
	5
	
	

	    offsetIndicator
	160
	
	

	    subframeBitmap
	10000000

00000000

00000000

00000000

00000000
	
	

	  }
	
	
	

	  txParameters SEQUENCE {
	
	
	

	  txParametersGeneral SEQUENCE {
	
	
	

	    alpha
	al0
	
	

	    p0
	31
	
	

	  }
	
	
	

	  ue-SelectedResourceConfig SEQUENCE {
	
	
	

	    poolSelection
	random
	
	

	   txProbability
	p100
	
	

	  }
	
	
	

	 }
	
	
	

	  rxParameters
	not present
	
	

	}
	
	
	

	  discTxPowerInfo-r12 SEQUENCE {
	
	
	

	   discMaxTxPower
	23
	
	Tx

	 }
	
	
	

	 discSyncConfig-r12 SEQUENCE {
	
	
	

	  syncCP-Len
	Normal
	
	

	  syncOffsetIndicator
	155
	
	

	  slssid
	30
	
	

	  txParameters SEQUENCE {
	
	
	

	   txParametersGeneral SEQUENCE {
	
	
	

	    alpha
	al0
	
	

	    p0
	31
	
	

	  }
	
	
	

	  syncTxThreshIC
	0 (-infinity)
	
	

	  }
	
	
	

	  rxParamsNCell
	not present
	
	

	  }
	
	
	

	  discInterFreqList
	not present
	
	

	}
	
	
	

	  lateNonCriticalExtension
	not present
	
	

	}
	
	
	


	Conditional presence
	Explanation

	Tx
	The field is mandatory present if discTxPoolCommon is included. Otherwise the field is optional present, need OR.


< Unchanged sections omitted >
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