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< start of first modified section >
8.2.1.3.1_A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Maximum WGap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select according to Table 8.2.1.3.1_A.1.4.1-1.
CA Capability to be tested: Select according to Table 8.2.1.3.1_A.1.4.1-1

Table 8.2.1.3.1_A.1.4.1-1: Test point selection for TM3 2DLCA

	CA Capability
	Bandwidth Combination

	
	10+10
	20+20
	5+5
	10+5

	Inter-band CA (two bands) (CA2_A2)
	Test 1
	Test 2
	Test 3
	Test4

	Intra-band contiguous CA (CA2_C)
	Test 1
	Test 2
	Test 3
	Test4

	Intra-band non-contiguous CA (with two sub-blocks) (CA2_N2)
	Test 1
	Test 2
	Test 3
	Test4

	Note 1:
One test point per UE supported CA capability is tested. For each UE supported CA capability, select the first bandwidth combination (moving from left to right) supported by the UE within the chosen CA capability.


1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.36 as appropriate.

2.
The parameter settings for the cell are set up according to Tables 8.2.1-1 and 8.2.1.3.1_A.1.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.1.3.1_A.1.4.3.

8.2.1.3.1_A.1.4.2
Test procedure
< end of modified section >
< start of next modified section >
8.2.1.3.1_A.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Maximum WGap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select according to Table 8.2.1.3.1_A.2.4.1-1.

CA Capability to be tested: Select according to Table 8.2.1.3.1_A.2.4.1-1.

Table 8.2.1.3.1_A.2.4.1-1: Test point selection for TM3 3DL CA

	CA Capability
	Bandwidth combination

	
	3x20
	20+20+15
	20+20+10
	20+15+15
	20+15+10
	20+10+10
	15+15+10
	20+10+5

	Intra-band contiguous (CA3_C)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8

	Inter-band CA (two bands) (CA3_A2)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8

	Inter-band CA (three bands)

(CA3_A3)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8

	Intra-band non-contiguous CA (with two sub-blocks)

(CA3_N2)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8

	Note1:
One test point per UE supported CA capability is tested. 
For each UE supported CA capability, select the largest aggregated CA bandwidth combination supported by the UE within the chosen CA capability.


1.
Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.60.

2.
The parameter settings for the cell are set up according to Table 8.2.1-1 and 8.2.1.3.1_A.2.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.1.3.1_A.2.4.3.

8.2.1.3.1_A.2.4.2
Test procedure
< end of modified section >
< start of next modified section >
8.2.2.3.1_A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Maximum WGap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.
Channel Bandwidths to be tested: Select according to Table 8.2.2.3.1_A.1.4.1-1.

CA Capability to be tested: Select according to Table 8.2.2.3.1_A.1.4.1
Table 8.2.2.3.1_A.1.4.1-1: Test point selection for TM3 2DL CA

	CA Capability
	Bandwidth Combination

	
	20+20
	20+15

	Inter-band CA (two bands) (CA2_A2)
	Test 1
	Test 2

	Intra-band contiguous CA (CA2_C)
	Test 1
	Test 2

	Intra-band non-contiguous CA (with two sub-blocks) (CA2_N2)
	Test 1
	Test 2

	Note 1:
One test point per UE supported CA capability is tested. For each UE supported CA capability, select the largest aggregated CA bandwidth combination supported by the UE within the chosen CA capability.


1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.36 as appropriate.

2.
The parameter settings for the cell are set up according to Tables 8.2.2-1 and 8.2.2.3.1_A.1.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.2.3.1_A.1.4.3.

8.2.2.3.1_A.1.4.2
Test procedure
< end of modified section >
< start of next modified section >
8.2.2.3.1_A.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Maximum WGap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select according to Table 8.2.2.3.1_A.2.4.1-1.

CA Capability to be tested: Select according to Table 8.2.2.3.1_A.2.4.1-1.

Table 8.2.2.3.1_A.2.4.1-1: Test point selection for TM3 3DL CA

	CA Capability
	Bandwidth combination

	
	3x20
	20+20+15

	Intra-band contiguous (CA3_C)
	Test1
	Test2

	Inter-band CA (two bands) (CA3_A2)
	Test1
	Test2

	Inter-band CA (three bands) (CA3_A3)
	Test1
	Test2

	Intra-band non-contiguous CA (with two sub-blocks) (CA3_N2)
	Test1
	Test2

	Note1:
One test point per UE supported CA capability is tested. 
For each UE supported CA capability, select the largest aggregated CA bandwidth combination supported by the UE within the chosen CA capability.


1.
Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.60.

2.
The parameter settings for the cell are set up according to Table 8.2.2-1 and 8.2.2.3.1_A.2.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.2.3.1_A.2.4.3.

8.2.2.3.1_A.2.4.2
Test procedure
< end of modified section >
