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1. Overall Description:

RAN5 thanks CT1 for the Reply LS on Interoperability consequences for not testing presence of IM CN SS flag, C1-152907. RAN5 has taken note of the answer including "the check ... is not essential". 

The following test cases for VoLTE and IR.92 purpose have been updated accordingly.
TS 36.523-1 9.2.1.1.28 Attach / Success / IMS

a) Test purpose to ensure the PDN connection is for SIP signalling has been removed
b) The related core requirement is no longer considered
TS 36.523-1 9.2.1.1.28a Attach / Success / IMS / Second PDN

a) Test purpose to ensure the PDN connection is for SIP signalling has been removed
b) The related core requirement is no longer considered
The core requirements not considered for test purposes are TS 24.229 L.2.2.1 a), b) and I: 
L.2.2.1
EPS bearer context activation and P-CSCF discovery

Prior to communication with the IM CN subsystem, the UE shall:

a)
if not attached for EPS services yet, perform a EPS attach procedure as specified in 3GPP TS 24.301 [8J];

b)
ensure that a EPS bearer context used for SIP signalling according to the APN and P-GW selection criteria described in 3GPP TS 23.401 [7B], is available. This EPS bearer context shall remain active throughout the period the UE is connected to the IM CN subsystem, i.e. from the initial registration and at least until the deregistration. As a result, the EPS bearer context provides the UE with information that makes the UE able to construct an IPv4 or an IPv6 address;
NOTE 3:
The default EPS bearer context can also be used for SIP signalling as well as any other EPS bearer context.


When the EPS bearer context establishment procedure for the SIP signalling is initiated by the UE:
I.
if a default EPS bearer context is not available with the selected P-GW, the UE shall indicate to the network in the PDN CONNECTIVITY REQUEST that the request is for SIP signalling. If the request is authorized, the network establishes a bearer with the appropriate QCI as described in 3GPP TS 24.301 [8J]. The UE may also use this EPS bearer context for DNS and DHCP signalling;
2. Actions:

None, it’s for information only.
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