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	Reason for change:
	New test cases for Rel-9 UE of emergency call via CS domain was added. The applicability for those test cases needs to be added.

	
	

	Summary of change:
	Added the applicability for the following test cases:

-
Emergency call setup from E-UTRAN RRC_IDLE / IMS VoPS supported / EMC BS not supported / CS fallback to UTRAN or GERAN with redirection

-
Emergency call setup from E-UTRAN RRC_IDLE / IMS VoPS supported / EMC BS supported / CS fallback to UTRAN or GERAN with redirection
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4
Recommended Test Case Applicability

The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.

<Unchanged Contents Skipped>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	13
	Multi-layer Procedures
	
	
	
	
	
	
	

	13.1.1
	Activation and deactivation of additional packet radio bearer in E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.2
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MO call
	Rel-8
	C48
	UEs supporting E-UTRA and UTRA and CS fallback and speech
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.2a
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection including System Information / MO call
	Rel-9
	C104
	UEs supporting E-UTRA and UTRA and CS fallback and use of the UTRA system information provided by RRCConnectionRelease upon redirection and speech
	pc_eFDD
	
	Note 3
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	Rel‑9 UTRA TDD

	13.1.3
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with redirection / MT call
	Rel-8
	C84
	UEs supporting E-UTRA and UTRA and CS fallback and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.4
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with Handover / MT call
	Rel-8
	C81F
	UEs supporting E-UTRA and UTRA and CS fallback and Feature Group Indicator 8 and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	
	
	

	
	
	
	C81T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.5
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with Handover / MO call
	Rel-8
	C81F
	UEs supporting E-UTRA, UTRA, CS fallback and Feature Group Indicator 8 and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	
	
	

	
	
	
	C81T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.7
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with redirection / MT call
	Rel-8
	C57
	UEs supporting E-UTRA and GERAN and CS fallback and speech
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with redirection / MO call
	Rel-8
	C60
	UEs supporting E-UTRA and GERAN and CS fallback and speech
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.9
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with CCO without NACC / MO call
	Rel-8
	C96F
	UEs supporting E-UTRA and GERAN and CS fallback and Feature Group Indicator 10 and speech
	pc_eFDD
	
	
	

	
	
	
	C96T
	
	pc_eTDD
	
	
	

	13.1.10
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with CCO without NACC / MT call
	Rel-8
	C96F
	UEs supporting E-UTRA and GERAN and CS fallback and Feature Group Indicator 10 and speech
	pc_eFDD
	
	
	

	
	
	
	C96T
	
	pc_eTDD
	
	
	

	13.1.11
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with PSHO / EDTM not supported / MT call
	Rel-8
	C110F
	UEs supporting E-UTRA and GERAN and CS fallback and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23 and speech
	pc_eFDD
	
	
	

	
	
	
	C110T
	
	pc_eTDD
	
	
	

	13.1.12
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with PSHO / EDTM not supported / MO call
	Rel-8
	C110F
	UEs supporting E-UTRA and GERAN and CS fallback and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23 and speech
	pc_eFDD
	
	
	

	
	
	
	C110T
	
	pc_eTDD
	
	
	

	13.1.13
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with PSHO / EDTM supported / MT call
	Rel-8
	C111F
	UEs supporting E-UTRA and GERAN and EDTM and CS fallback and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23 and speech
	pc_eFDD
	
	
	

	
	
	
	C111T
	
	pc_eTDD
	
	
	

	13.1.15
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MT call / UTRAN cell is barred
	Rel-8
	C48
	UEs supporting E-UTRA and UTRA and CS fallback and speech
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.16
	Emergency call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with handover
	Rel-8
	C105F
	UEs supporting E-UTRA and UTRA and CS fallback and Feature Group Indicator 8 and speech
	pc_eFDD
	
	
	

	
	
	
	C105T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.17
	Call setup from E-UTRAN RRC_IDLE / mobile originating 1xCS fallback emergency call to 1xRTT
	Rel-8
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.18
	Call setup from E-UTRAN RRC_IDLE / mobile originating enhanced 1xCS fallback emergency call to 1xRTT
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.19
	Emergency call setup from E-UTRAN RRC_IDLE / IMS VoPS supported / EMC BS not supported / CS fallback to UTRAN or GERAN with redirection
	Rel-9
	Cxxx
	UEs supporting E-UTRA and (UTRA or GERAN)  and combined EPS/IMSI attach  and CS fallback and CS speech and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS”
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.20
	Emergency call setup from E-UTRAN RRC_IDLE / IMS VoPS supported / EMC BS supported / CS fallback to UTRAN or GERAN with redirection
	Rel-9
	Cxxx
	UEs supporting E-UTRA and (UTRA or GERAN) and combined EPS/IMSI attach  and CS fallback and CS speech and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS”
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.2.1
	RRC connection reconfiguration / E-UTRA to E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.3.1.1
	Intra-system connection re-establishment / Radio link recovery while T310 is running
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	


<Skip to next Changes>
Table 4-1a: Applicability of tests Conditions

	C240
IF A.4.4-1/111 THEN R ELSE N/A

	C241
IF A.4.4-1/112 THEN R ELSE N/A

	C242
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.3.3-1/1 AND A.4.3.3.3-2/2 THEN R ELSE N/A

	Cxxx
IF (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/33 AND A.4.4-2/2 AND A.4.2.1.1-1/1 AND [8]A.2/1 THEN R ELSE N/A


<End of Changes>
