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7.3.25
E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX for 5MHz Bandwidth

7.3.25.1
Test purpose

Same test purpose as defined in clause 7.3.6.1.

7.3.25.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support E-UTRA Band 31. Applicability requires support for FGI bit 5.

7.3.25.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.3.6.3 with the following exceptions:

-
Instead of A.7.3.6 ( use A.7.3.25.

7.3.25.4
Test description

Same test description as defined in clause 7.3.6.4.

7.3.25.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.
1.
Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.18.

2.
The general test parameter settings for the test are set up according to Table 7.3.25.4-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 7.3.25.4.3.

5.
There is one cell specified in this test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.25.4.1-1: General test parameters for E-UTRAN FDD in-sync in DRX for 5MHz bandwidth testing

	Parameter
	Unit
	Value
	Comment

	PCFICH/PDCCH/PHICH parameters
	
	R.12 FDD
	As specified in clause A.2.1.

None of the PDCCH are intended for the UE under test

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	5
	

	In sync transmission parameters(Note 1)
	Number of Control OFDM symbols
	
	3
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS 36.133 [4] clause 7.6.1 and Table 7.6.1-2 respectively.

	Out of sync transmission parameters(Note 1)
	Number of Control OFDM symbols
	
	3
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS 36.133 [4] clause 7.6.1 and Table 7.6.1-1 respectively.

	Note 1:
See Table 7.3.6.4.1-1 for other general test parameters.

Note 2:
This test is performed according to the principle defined in TS 36.133[4] section A.3.7.2.


7.3.25.4.2
Test procedure

Same test procedure as defined in clause 7.3.6.4.2 with the following exceptions:

-
Instead of Table 7.3.6.5-1 ( use Table 7.3.25.5-1.
7.3.25.4.3
Message contents

Same message contents as defined in clause 7.3.6.4.3. 

7.3.25.5
Test requirement

Same test requirement as defined in clause 7.3.6.5 with the following exceptions:
Tables 7.3.25.4.1-1, 7.3.25.5-1, 7.3.6.5-2 and 7.3.6.5-3 define the primary level settings for E-UTRAN FDD (cell # 1) radio link monitoring test for In-sync in DRX for 5MHz bandwidth.

Table 7.3.25.5-1: Cell specific test parameters for E-UTRAN FDD (cell # 1) for In-sync radio link monitoring in DRX for 5MHz bandwidth test

	Parameter
	Unit
	T1
	T2
	T3
	T4
	T5

	BWchannel
	MHz
	5

	OCNG Pattern defined in D.1.16 (FDD)
	
	OP.16 FDD

	SNR
	dB
	-1.7
	-5.1
	-12.8
	-7.9
	-1.7

	Propagation condition
	
	AWGN

	Note 1:
See Table 7.3.6.5-1 for other general test parameters.


7.4 Void

7.5.1
E-UTRAN FDD – UE ProSe Direct Discovery Transmission Timing Accuracy Test
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

The Test system uncertainties applicable to this test are undefined

The Test tolerances applicable to this test are undefined

Call procedure of the test case needs to be tweaked

Test case applicability is undefined.
Message contents are TBD.
Connection diagrams are TBD

Annex E updates are pending.
PDSCH scheduling and OCNG configuration during discovery is under investigation.
7.5.1.1
Test purpose

To verify the timing requirements of a UE for ProSe Direct Discovery transmissions when PCell downlink timing is used as a reference.
7.5.1.2
Test applicability
This test applies to all types of E-UTRA FDD UE FFS.

7.5.1.3
Minimum conformance requirements

The requirements in this subclause are applicable when the reference timing used for ProSe transmissions is the serving cell (RRC_IDLE) or PCell (RRC_CONNECTED). The sidelink transmissions takes place 
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The normative reference for this requirement is TS 36.133 [4] clause 7.16.2.1 and A.7.5.1.

Table 7.5.1-1: Te Timing Error Limit
	Downlink Bandwidth (MHz)
	Te_

	1.4
	24*TS

	≥3
	12*TS

	Note: TS is the basic timing unit defined in TS 36.211


7.5.1.4
Test description

7.5.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure FFS

2.
Propagation conditions are set according to Annex B clause B. 0.

3.
There is one E-UTRA FDD carrier and one cell specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

7.5.1.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Cell 1. The downlink timing of Cell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting PSDCH used as a measurement reference facilitating the SS timing estimation.
1.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and UE test loop Mode 4 is activated.

2.
Set the parameters according to Test 1 in Tables 7.5.1.5-1, as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3.
The SS shall check that the UE transmit timing offset is within the limits specified in Table 7.5.1.5-4  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.

4.
The SS adjusts the downlink timing for Cell 1 to a delay of +32 × TS (approximately +1 µs) compared to that in step 3. 

5.
The SS shall check that the UE transmit timing offset stays within the limits specified in Table 7.5.1.5-2. For that purpose, the PSDCH transmission that takes place at least after the first DRX ON duration after downlink timing of Cell 1 is changed is used..
6.
The SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

7.5.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions FFS

7.5.1.5
Test requirement

Tables 7.5.1.5-1  define the primary settings including test tolerances for UE transmit timing accuracy for E-UTRAN FDD test. 

Tables 7.5.1.5-2, define the rules for adjustments made to the UE uplink timing include Test Tolerances.

Table 7.5.1.5-1: Test parameters for ProSe Transmission Timing Accuracy test for E-UTRAN FDD

	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	

	Channel Bandwidth (BWchannel)
	MHz
	5
	

	Active cell
	
	Cell 1
	E-UTRA FDD Cell1 on RF channel number 1

	CP length of Cell 1
	
	Normal
	

	drx-Configuration
	
	DRX_P1
	As specified in Table C.3.4.2-1.

	ProSe Direct Discovery resource pool configuration
	 
	As specified in Table H.6.1.1-1
(Configuration #1) 
	IE values unless specified otherwise in this test.

	PDCCH/PCFICH/PHICH Reference measurement channelNote1
	
	R.11 FDD
	

	OCNG PatternNote2
	
	OP.16 FDD
	

	PBCH_RA
	dB
	0
	

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	OCNG_RANote3
	
	
	

	OCNG_RBNote3
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	dBm/15 kHz
	-98
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	dB
	3+TT
	

	RSRP Note4
	dBm/15 kHz
	-95
	

	SCH_RP Note 4
	dBm/15 kHz
	-95
	

	Propagation condition
	
	AWGN
	

	Note 1:  For the reference measurement channels, see clause A.1.

Note 2:  For the OCNG pattern, see clause D.1.

Note 3:  OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral   

              density is achieved for all OFDM symbols.

Note 4:  RSRP levels have been derived from other parameters for information purposes. They are not settable 

              parameters themselves.


The UE transmit timing offset shall be within the requirements in Table 7.5.1.5-2.

The reference point for the UE initial transmit timing control test requirement shall be the downlink timing minus 
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Table 7.5.1.5-2: Test requirement for Te Timing Error Limit

	Downlink Bandwidth (MHz)
	Te_

	1.4
	27*TS

	≥3
	15*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


The UE shall be capable of changing the transmission timing according to the received downlink frame. When the transmission timing error between the UE and the reference cell exceeds (Te the UE is required to adjust its timing to within (Te.

[Many Sections are skipped here]
C.3
Test specific scenarios

C.3.1
ABS Transmission Configurations

C.3.1.1
Non-MBSFN ABS Transmission Configurations

C.3.1.1.1
Non-MBSFN ABS Transmission, 1x2 antenna with PBCH

Table C.3.1.1.1-1: Transmission configuration with non-MBSFN ABS, 1x2 with PBCH

	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	0
	0

	
	PBCH_RB
	0
	0

	PSS
	PSS_RA
	0
	0

	SSS
	SSS_RA
	0
	0

	PCFICH
	PCFICH_RB
	0
	0 (Note 1)

	PHICH
	PHICH_RA
	0
	-Inf

	
	PHICH_RB
	0
	-Inf

	PDCCH
	PDCCH_RA
	0
	0 (Note 1)

	
	PDCCH_RB
	0
	0 (Note 1)

	PDSCH
	PDSCH_RA
	0
	0 (Note 1)

	
	PDSCH_RB
	0
	0 (Note 1)

	OCNG
	OCNG_RA
	0
	-Inf

	
	OCNG_RB
	0
	-Inf

	NOTE 1:
Only used for SIB1, otherwise EPRE is –Inf

NOTE 2:
1x2 antenna configuration is assumed


C.3.1.1.2
Non-MBSFN ABS Transmission, 2x2 antenna without PBCH

Table C.3.1.1.2-1: Transmission configuration #1 with non-MBSFN ABS, 2x2 without PBCH

	Physical Channels and Signals
	Parameters
	EPRE [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	-Inf

	
	PBCH_RB
	-3
	-Inf

	PSS
	PSS_RA
	-3
	-3

	SSS
	SSS_RA
	-3
	-3

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	1
	-Inf

	
	PDCCH_RB
	1
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE:
2x2 antenna configuration is assumed


Table C.3.1.1.2-2: Transmission configuration #2 with non-MBSFN ABS, 2x2 without PBCH

	Physical Channels and Signals
	Parameters
	EPRE [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	-Inf

	
	PBCH_RB
	-3
	-Inf

	PSS
	PSS_RA
	-3
	-3

	SSS
	SSS_RA
	-3
	-3

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	-3
	-Inf

	
	PDCCH_RB
	-3
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE:
2x2 antenna configuration is assumed


C.3.1.2
MBSFN ABS Transmission Configurations

C.3.1.2.1
MBSFN ABS Transmission, 1x2 antenna

Table C.3.1.2.1-1: Transmission configuration with MBSFN ABS, 1x2

	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	0
	N/A

	
	PBCH_RB
	0
	N/A

	PSS
	PSS_RA
	0
	N/A

	SSS
	SSS_RA
	0
	N/A

	PCFICH
	PCFICH_RB
	0
	-Inf

	PHICH
	PHICH_RA
	0
	-Inf

	
	PHICH_RB
	0
	-Inf

	PDCCH
	PDCCH_RA
	0
	-Inf

	
	PDCCH_RB
	0
	-Inf

	PDSCH
	PDSCH_RA
	0
	-Inf

	
	PDSCH_RB
	0
	-Inf

	PMCH
	PMCH_RA
	0
	-Inf

	
	PMCH_RB
	0
	-Inf

	OCNG
	OCNG_RA
	0
	-Inf

	
	OCNG_RB
	0
	-Inf

	NOTE:
1x2 antenna configuration is assumed


C.3.1.2.2
MBSFN ABS Transmission, 2x2 antenna

Table C.3.1.2.2-1: Transmission configuration #1 with MBSFN ABS, 2x2

	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	N/A

	
	PBCH_RB
	-3
	N/A

	PSS
	PSS_RA
	-3
	N/A

	SSS
	SSS_RA
	-3
	N/A

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	1
	-Inf

	
	PDCCH_RB
	1
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	PMCH
	PMCH_RA
	-3
	-Inf

	
	PMCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE:
2x2 antenna configuration is assumed


Table C.3.1.2.2-2: Transmission configuration # 2 with MBSFN ABS, 2x2

	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	N/A

	
	PBCH_RB
	-3
	N/A

	PSS
	PSS_RA
	-3
	N/A

	SSS
	SSS_RA
	-3
	N/A

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	-3
	-Inf

	
	PDCCH_RB
	-3
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	PMCH
	PMCH_RA
	-3
	-Inf

	
	PMCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE:
2x2 antenna configuration is assumed


C.3.2
Impact of Reference Sensitivity Degradation with Carrier Aggregation on Test Cases

C.3.2.1
Impact of Reference Sensitivity Degradation due to Insertion Loss

For a UE supporting inter-band carrier aggregation configuration with uplink in one E-UTRA band, if there is a relaxation of receiver sensitivity ΔRIB,c>0 dB as defined in TS 36.101 [2], 7.3.1-1A, there is no adjustment of test parameters in the tests specified in TS 36.133 when ΔRIB,c ( 1 dB.

C.3.3
Carrier Aggregation Test Cases with Different Channel Bandwidth Combinations

C.3.3.1
Introduction

In clauses 8 and 9 carrier aggregation test cases may be defined with different channel bandwidth combinations to verify the same RRM requirement.

If multiple carrier aggregation test cases with different channel bandwidth combinations are defined to verify the same RRM requirement that is channel bandwidth independent, then the UE needs to be tested only with one bandwidth combination out of the bandwidth combination sets supported by that UE.

C.3.4
Proximity-based Services

C.3.4.1
Introduction

This clause also defines the principle and the reference configurations that are applicable to test cases verifying RRM core requirements for ProSe Direct Discovery and ProSe Direct Communication.
C.3.4.2
Reference DRX configurations for ProSe tests 

Table C.3.4.2-1: Reference DRX Configurations
	Parameter
	Value

	Reference configuration
	DRX_P1

	onDurationTimer
	psf1

	drx-InactivityTimer
	psf1

	drx-RetransmissionTimer
	psf1

	longDRX-CycleStartOffset
	sf320, 0

	shortDRX
	Disabled

	Note:
For further information see clause 6.3.2 in TS 36.331.


[Many Sections are skipped here]

H.6
Default RRC messages and information elements contents exceptions for Proximity based services
This clause contains the default values of common RRC messages and information elements for Proximity based services, other than those described in TS 36.508 [7].

H.6.1
RRC messages and information elements contents exceptions for E-UTRAN measurement configuration for Proximity based services

H.6.1.1
Reference resource pool configurations for ProSe Direct Discovery

Table H.6.1.1-1: ProSe Direct Discovery configuration for E-UTRA FDD (Configuration #1)

	Information Element
	Value

	discRxPool
	cp-Len
	
	
	Normal

	
	discPeriod
	
	
	rf32

	
	numRetx
	
	
	0

	
	numRepetition
	
	
	1

	
	tf-ResourceConfig
	prb-Num
	
	12

	
	
	prb-Start
	
	0

	
	
	prb-End
	
	23

	
	
	offsetIndicator
	
	160

	
	
	subframeBitmap
	
	11000000

00000000

00000000

00000000

00000000

	
	txParameters
	
	
	not present

	
	rxParameters
	
	
	not present

	discTxPoolCommon
	cp-Len
	
	
	Normal

	
	discPeriod
	
	
	rf32

	
	numRetx
	
	
	0

	
	numRepetition
	
	
	1

	
	tf-ResourceConfig
	prb-Num
	
	2

	
	
	prb-Start
	
	3

	
	
	prb-End
	
	5

	
	
	offsetIndicator
	
	160

	
	
	subframeBitmap
	
	10000000

00000000

00000000

00000000

00000000

	
	txParameters
	txParametersGeneral
	alpha
	al0

	
	
	
	p0
	31

	
	
	ue-SelectedResourceConfig
	poolSelection
	random

	
	
	
	txProbability
	p100

	
	rxParameters
	
	
	not present

	discTxPowerInfo
	discMaxTxPower
	
	
	23

	SL-SyncConfig
	syncCP-Len
	
	
	Normal

	
	syncOffsetIndicator
	
	
	155

	
	slssid
	
	
	30

	
	txParameters
	txParametersGeneral
	alpha
	al0

	
	
	
	p0
	31

	
	
	syncTxThreshIC
	
	0 (-infinity)

	
	rxParamsNCell
	
	
	not present

	discInterFreqList
	
	
	
	not present
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