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< begin of modification >
4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	
	< many rows skipped >
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	7.8.1A.3
	Wide band Intermodulation for CA (inter-band DL CA without UL CA)
	Rel-10
	C21
	UE supporting E-UTRA and inter-band DL CA
	E12
	FDD

	
	
	
	
	
	
	TDD

	
	
	Rel-12
	C146
	UE supporting E-UTRA and 2DL CA with FDD-TDD inter-band CA
	
	FDD-TDD

	7.8.1A.4
	Wide band Intermodulation for CA (intra-band non-contiguous DL CA without UL CA)
	Rel-11
	C43
	UE supporting E-UTRA and intra-band non-contiguous DL CA but no UL CA
	E09
	FDD

	
	
	
	
	
	
	TDD

	7.8.1A.5
	Wideband intermodulation for CA (3DL CA without UL CA)
	Rel-10
	C121
	UE supporting E-UTRA and 3DL with intra-band contiguous CA or 3DL with inter-band CA, or 3DL with intra-band contiguous and inter-band CA
	E07
	FDD

	
	
	
	
	
	
	TDD

	
	
	Rel-11
	C122
	UE supporting E-UTRA and 3DL with intra-band non-contiguous and inter-band CA, or 3DL with intra-band non-contiguous and intra-band contiguous CA
	E07
	FDD

	
	
	
	
	
	
	TDD

	
	
	Rel-12
	C123
	UE supporting E-UTRA and 3DL CA with FDD-TDD CA
	E07
	FDD-TDD

	
	< many rows skipped >
	
	
	
	
	

	
	
	
	
	
	
	

	10.2_1
	TDD MBMS performance (Fixed Reference Channel) (Release 13 and forward)
	Rel-13
	C04
	UE supporting E-UTRA TDD and MBMS
	Performed once
	

	Note 1:
Due to UE capability signalling for UL 64QAM is introduced from Rel-12, this test case can optionally be executed with a Rel-12 UE.


< end of modification >
