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{Start of changes}
7.1.4
E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell

<Unchanged Sections Skipped>
7.1.4.5
Test requirement

Tables 7.1.4.5-1, 7.1.4.5-2 and 7.1.4.5-3 define the primary settings including test tolerances for UE transmit timing accuracy for E-UTRAN TDD test. 

<Unchanged Sections Skipped>
All adjustments made to the UE uplink timing shall follow these rules:

1)
For tests 1, the maximum adjustment step size Tq shall be within the requirements in Table 7.1.4.5-5

2)
For test 1, the minimum aggregate adjustment rate shall be 3.4 × TS per 1.01 s.
3)
For tests 1, the maximum aggregate adjustment rate shall be within the requirements  in Table 7.1.4.5-6.

Table 7.1.4.5-5: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	≥10
	4*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.4.5-6: Test requirement for maximum aggregate adjustment rate per 190 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 190 ms

	≥10
	4.6*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


7.1.4_1
E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell (Rel‑12 and forward)
<Unchanged Sections Skipped>
7.1.4_1.5
Test requirement

Tables 7.1.4_1.5-1, 7.1.4_1.5-2 and 7.1.4_1.5-3 define the primary settings including test tolerances for UE transmit timing accuracy for E-UTRAN TDD test. 

<Unchanged Sections Skipped>
All adjustments made to the UE uplink timing shall follow these rules:

1.
For tests 1, the maximum adjustment step size Tq shall be within the requirements in Table 7.1.4_1.5-5.

2.
For test 1, the minimum aggregate adjustment rate shall be 3.4 × TS per 1.01 s.

3.
For tests 1, the maximum aggregate adjustment rate shall be within the requirements  in Table 7.1.4_1.5-6.

Table 7.1.4_1.5-5: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	≥10
	4*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.4_1.5-6: Test requirement for maximum aggregate adjustment rate per 190 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 190 ms

	≥10
	4.6*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


7.1.4A
E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell for 20 MHz +10 MHz bandwidth

<Unchanged Sections Skipped>
7.1.4A.5
Test requirement

Table 7.1.4A.5-1, 7.1.4A.5-2 and 7.1.4A.5-3 define the primary settings including test tolerances for UE transmit timing accuracy for E-UTRAN TDD test. The listed parameter values in Tables 7.1.4A.5-1 will replace the values of corresponding parameters in Table 7.1.4.5-1.
<Unchanged Sections Skipped>
All adjustments made to the UE uplink timing shall follow these rules:

1)
For tests 1, the maximum adjustment step size Tq shall be within the requirements in Table 7.1.4A.5-5.

2)
For test 1, the minimum aggregate adjustment rate shall be 3.4 × TS per 1.01 s.
3)
For tests 1, the maximum aggregate adjustment rate shall be within the requirements in Table 7.1.4A.5-6.

Table 7.1.4A.5-5: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	≥10
	4*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.4A.5-6: Test requirement for maximum aggregate adjustment rate per 190 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 190 ms

	≥10
	4.6*TS

	Note: TS is the basic timing unit defined in TS 36.211 [9]


<Unchanged Sections Skipped>
Annex F (normative):
Measurement uncertainties and Test Tolerances

The requirements of this clause apply to all applicable tests in the present document.

F.1
Acceptable uncertainty of Test System (normative)

See TS 36.521-1[10] Annex F1.

F.1.1
Measurement of test environments
See TS 36.521-1[10] Annex F1.1.

F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	<Unchanged Items Skipped>

	7.1.1 E-UTRAN FDD - UE Transmit Timing Accuracy
	Noc ±3.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB

±3Ts Uplink signal transmit timing relative to downlink

±0.5Ts relative during UE timing adjustment
	Note:

Ês / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	7.1.2 E-UTRAN TDD - UE Transmit Timing Accuracy
	Same as 7.1.1
	Same as 7.1.1

	7.1.3 E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell
	Noc1 ±3.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB

Noc2 ±3.0 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB

±3TS Uplink signal transmit timing relative to downlink

±0.5TS relative during UE timing adjustment
	Note:

Ês / Noc is the ratio of cell signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	7.1.3_1 E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell (Release 12 and forward)
	Same as 7.1.3
	Same as 7.1.3

	7.1.4 E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell
	Same as 7.1.3
	Same as 7.1.3

	7.1.4_1 E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell (Release 12 and forward)
	Same as 7.1.3
	Same as 7.1.3

	7.1.4A E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell for 20 MHz +10 MHz bandwidth
	Same as 7.1.3
	Same as 7.1.3

	<Unchanged Items Skipped>

	9.9.2.1 TDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Noc ±1.0 dB averaged over BWConfig
Noc ±1.3 dB for PRBs #22-27
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês1 / Noc ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN



	9.9.2.2 TDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Noc ±1.0 dB averaged over BWConfig
Noc ±1.3 dB for PRBs #22-27
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês1 / Noc ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN



	In addition, the following Test System uncertainties and related constraints apply.

Any additional constraints are defined in the specific tests. 
	

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


<Unchanged Sections Skipped>
F.2
Interpretation of measurement results (normative)

See TS 36.521-1[10] Annex F2.

F.3
Test Tolerance and Derivation of Test Requirements (informative)

See TS 36.521-1[10] Annex F3.

F.3.1
Measurement of test environments
See TS 36.521-1[10] Annex F3.1.

F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	4.2.2 E-UTRA TDD – TDD cell re-selection intra frequency
	Same as 4.2.1
	Same as 4.2.1
	Same as 4.2.1

	<Unchanged Items Skipped>

	7.1.1_1 E-UTRAN FDD - UE Transmit Timing Accuracy (Non DRx UE)
	Test 1 (10MHz Ch BW):

Uplink timing: ±12Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês / Noc: +3.00dB

Test 2 not applicable
Test 3: (1.4MHz Ch BW)

Uplink timing: ±24Ts
Max step size Tq: 17.5Ts
Max adjust rate: 17.5Ts 

Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-3.6Ts

+1.1Ts
+0.3dB

±3Ts
+0.5Ts
+1.1Ts

+0.3dB
	Test 1 (10MHz Ch BW):

Uplink timing: ±15Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês / Noc: +3.30dB

Test 2 not applicable
Test 3: (1.4MHz Ch BW)

Uplink timing: ±27Ts
Max step size Tq: 18Ts
Max adjust rate: 18.6Ts

Ês / Noc: +3.30dB

	7.1.2 E-UTRAN TDD - UE Transmit Timing Accuracy
	Test 1 (10MHz Ch BW):

Uplink timing: (624 ±12) x Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês / Noc: +3.00dB

Test 2 (10MHz Ch BW):

Uplink timing: (624 ±12) x Ts
Ês / Noc: +3.00dB

Test 3: (1.4MHz Ch BW)

Uplink timing: (624 ±24) x Ts
Max step size Tq: 17.5Ts
Max adjust rate: 17.5Ts 

Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts

+0.3dB

±3Ts
+0.3dB

±3Ts
+0.5Ts
+1.1Ts

+0.3dB
	Test 1 (10MHz Ch BW):

Uplink timing: (624 ±15) x Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês / Noc: +3.30dB

Test 2 (10MHz Ch BW):

Uplink timing: (624 ±15) x Ts
Ês / Noc: +3.30dB

Test 3: (1.4MHz Ch BW)

Uplink timing: (624 ±27) x Ts
Max step size Tq: 18Ts
Max adjust rate: 18.6Ts

Ês / Noc: +3.30dB

	7.1.2_1 E-UTRAN TDD - UE Transmit Timing Accuracy (Non DRx UE)
	Test 1 (10MHz Ch BW):

Uplink timing: (624 ±12) x Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês / Noc: +3.00dB

Test 2 not applicable
Test 3: (1.4MHz Ch BW)

Uplink timing: (624 ±24) x Ts
Max step size Tq: 17.5Ts
Max adjust rate: 17.5Ts 

Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-3.6Ts

+1.1Ts
+0.3dB

±3Ts
+0.5Ts
+1.1Ts

+0.3dB
	Test 1 (10MHz Ch BW):

Uplink timing: (624 ±15) x Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês / Noc: +3.30dB

Test 2 not applicable
Test 3: (1.4MHz Ch BW)

Uplink timing: (624 ±27) x Ts
Max step size Tq: 18Ts
Max adjust rate: 18.6Ts

Ês / Noc: +3.30dB

	7.1.3 E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell
	Test 1:

Uplink timing: ±12Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês1 / Noc1: +3.00dB
Ês2 / Noc2: +3.00dB
Test 2:

Uplink timing: ±12Ts
Ês1 / Noc1: +3.00dB
Ês2 / Noc2: +3.00dB

	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts

+0.3dB

+0.3dB
±3Ts
+0.3dB

+0.3dB
	Test 1:

Uplink timing: ±15Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês1 / Noc1: +3.30dB
Ês2 / Noc2: +3.30dB
Test 2:

Uplink timing: ±15Ts
Ês1 / Noc1: +3.30dB

Ês2 / Noc2: +3.30dB

	7.1.3_1 E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell (Release 12 and forward)
	Test 1:

Uplink timing: ±12Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês1 / Noc1: +3.00dB
Ês2 / Noc2: +3.00dB
Test 2 and Test 3:

Uplink timing: ±12Ts
Ês1 / Noc1: +3.00dB
Ês2 / Noc2: +3.00dB

	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts

+0.3dB

+0.3dB
±3Ts
+0.3dB

+0.3dB
	Test 1:

Uplink timing: ±15Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês1 / Noc1: +3.30dB
Ês2 / Noc2: +3.30dB
Test 2 and Test 3:

Uplink timing: ±15Ts
Ês1 / Noc1: +3.30dB
Ês2 / Noc2: +3.30dB


	7.1.4 E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell
	Test 1:

Uplink timing: (624 ±12) x Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês1 / Noc1: +3.00dB
Ês2 / Noc2: +3.00dB
Test 2:

Uplink timing: (624 ±12) x Ts
Ês1 / Noc1: +3.00dB
Ês2 / Noc2: +3.00dB

	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts

+0.3dB
+0.3dB
±3Ts
+0.3dB

+0.3dB
	Test 1:

Uplink timing: (624 ±15) x Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês1 / Noc1: +3.30dB
Ês2 / Noc2: +3.30dB
Test 2:

Uplink timing: (624 ±15) x Ts
Ês1 / Noc1: +3.30dB
Ês2 / Noc2: +3.30dB


	7.1.4_1 E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell (Release 12 and forward)
	Test 1:

Uplink timing: (624 ±12) x Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês1 / Noc1: +3.00dB
Ês2 / Noc2: +3.00dB
Test 2 and Test 3:

Uplink timing: (624 ±12) x Ts
Ês1 / Noc1: +3.00dB
Ês2 / Noc2: +3.00dB

	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts

+0.3dB
+0.3dB
±3Ts
+0.3dB

+0.3dB
	Test 1:

Uplink timing: (624 ±15) x Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês1 / Noc1: +3.30dB
Ês2 / Noc2: +3.00dB
Test 2 and Test 3:

Uplink timing: (624 ±15) x Ts
Ês1 / Noc1: +3.30dB
Ês2 / Noc2: +3.30dB


	7.1.4A E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell for 20 MHz +10 MHz bandwidth
	Same as 7.1.4









	Same as 7.1.4








	Same as 7.1.4










	7.1.5 E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth
	Test 1 (5MHz Ch BW):

Uplink timing: ±12Ts
Max step size Tq: 5.5Ts
Min adjust rate: 11Ts in 1.57s 
Max adjust rate: 5.5Ts
Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-5.3Ts
+1.1Ts
+0.3dB
	Test 1 (5MHz Ch BW):

Uplink timing: ±15Ts
Max step size Tq: 6.0Ts
Min adjust rate: 5.7Ts in 1.57s

Max adjust rate: 6.6Ts
Ês / Noc: +3.30dB

	7.2.1 E-UTRAN FDD - UE Timing Advanced Adjustment Accuracy
	Timing Advance Adjustment:

±4Ts
	0.5TS
	Timing Advance Adjustment:

±4.5Ts

	<Unchanged Items Skipped>


{End of changes}
