Page 1



3GPP TSG-WG5 Meeting #70
R5-160159
St. Julian’s, Malta, 15 - 19 February 2016

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-1
	CR
	2383
	rev
	-
	Current version:
	13.0.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	 
	Core Network
	


	

	Title:

	Test Tolerances for 9.4.1.4.1+9.4.1.4.2+9.4.2.3.3+9.4.2.3.4 eDL MIMO enhancement

	
	

	Source to WG:
	 HEPTA 7291, SGS Wireless

	Source to TSG:
	 RAN5

	
	

	Work item code:
	LTE_eDL_MIMO_enh-UEConTest
	
	Date:
	2016-02-15

	
	
	
	
	

	Category:
	F
	
	Release:
	 Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Currently, TCs 9.4.1.4.1+9.4.1.4.2+9.4.2.3.3+9.4.2.3.4  TT analysis are missing and TCs not complete

	
	

	Summary of change:
	The following changes were made:

· Removed the Editor’s note stating the test case is incomplete.
· Included TT analysis values


	
	

	Consequences if not approved:
	TCs 9.4.1.4.1+9.4.1.4.2+9.4.2.3.3+9.4.2.3.4  will remain incomplete and the WI could not be complete

	
	

	Clauses affected:
	9.4.1.4.1, 9.4.1.4.2, 9.4.2.3.3, 9.4.2.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	 
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


9.4.1.4.1
FDD PMI Reporting with 4Tx enhanced codebook – PUCCH 1-1 (Single PMI) for eDL MIMO Enhancement






9.4.1.4.1.1
Test purpose

To verify reporting accuracy of the Precoding Matrix Indicator (PMI) reporting with 4Tx enhanced codebook (Single PMI) for eDL MIMO Enhancement.
 ---------------------------------------- NEXT CHANGED SECTION ------------------------
9.4.1.4.1.5
Test requirement

Table 9.4.1.4.1.5 -1: Test requirement (FDD)

	Parameter
	Test 1

	 
	1.79

	UE Category
	≥1


The ratio of throughput using precoding matrix of PMI reports from the UE to using random precoding matrix shall equal or exceed the value specified in Table 9.4.1.4.1.5-1.

9.4.1.4.2
TDD PMI Reporting with 4Tx enhanced codebook – PUCCH 1-1 (Single PMI) for eDL MIMO Enhancement






9.4.1.4.2.1
Test purpose

To verify reporting accuracy of the Precoding Matrix Indicator (PMI) reporting with 4Tx enhanced codebook (Single PMI) for eDL MIMO Enhancement.
---------------------------------------- NEXT CHANGED SECTION ------------------------

9.4.1.4.2.5
Test requirement

Table 9.4.1.4.2.5 -1: Test requirement (FDD)

	Parameter
	Test 1

	 
	1.79

	UE Category
	≥1


The ratio of throughput using precoding matrix of PMI reports from the UE to using random precoding matrix shall equal or exceed the value specified in Table 9.4.1.4.2_G.5-1.
---------------------------------------- NEXT CHANGED SECTION ------------------------
9.4.2.3.3
FDD PMI Reporting with 4Tx enhanced codebook - PUSCH 1-2 (Multiple PMI) for eDL-MIMO Enhancement


 
9.4.2.3.3.1
Test purpose

To verify reporting accuracy of the Precoding Matrix Indicator (PMI) reporting with 4Tx enhanced codebook (Multiple PMI) for eDL MIMO Enhancement.
 ---------------------------------------- NEXT CHANGED SECTION ------------------------
9.4.2.3.3.5
Test requirement
Table 9.4.2.3.3.5-1: Test requirement (FDD) for eDL-MIMO Enhancement

	Parameter
	Test 1

	 
	1.19

	UE Category
	≥1


9.4.2.3.4
TDD PMI Reporting with 4Tx enhanced codebook - PUSCH 1-2 (Multiple PMI) for eDL-MIMO Enhancement


 
9.4.2.3.4.1
Test purpose

To verify reporting accuracy of the Precoding Matrix Indicator (PMI) reporting with 4Tx enhanced codebook (Multiple PMI) for eDL MIMO Enhancement.
---------------------------------------- NEXT CHANGED SECTION ------------------------
9.4.2.3.4.5
Test requirement

Table 9.4.2.3.4.5-1: Test requirement (TDD) for eDL-MIMO Enhancement

	Parameter
	Test 1

	 
	1.19

	UE Category
	≥1


