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1. Introduction
The purpose of this document is to highlight the changes to 3GPP RAN5 test specifications based on RAN5#70 approved CRs that may impact current GCF and PTCRB selected test cases. The scope of the highlighted changes in this document covers removed test cases, changes to test case clause numbers, changes to test case titles and changes to test case applicability that might have impact on GCF/PTCRB WI/RFT assignments.   
2. Changes to 3GPP RAN5 test specifications at RAN5#70
The table below summarizes the changes introduced by approved CRs to RAN5 test specifications after the RAN5#70 meeting. Changes are indicated by revision marks. A title including the word “void” indicate that a test case has been removed. The GCF and PTCRB column indicates impact and recommended action for GCF and PTCRB respectively.

	TS
	Clause
	Title 
	Impact GCF
(GCF CC v3.61.2)
	Impact PTCRB

(NAPRD v5.26)

	34.121-1 – UTRA RF/RRM test cases

	No impact

	TS 34.123-1 – UTRA protocol test cases

	34.123-1
	6.4.2
	WLAN Offload / Cell Selection / UTRA RRC_Idle to/from WLAN (Qrxlevmeas, BackhaulRateDlWLAN, WLAN identifier no match/match)
	No impact
	No impact

	34.123-1
	6.4.5
	Void
	No impact
	No impact

	34.123-1
	8.2.10.3
	WLAN Offload / Offload Success / UTRA RRC_Connected to/from WLAN (RSRQmeas, BeaconRSSI, WLAN identifier no match/match)
	No impact
	No impact

	34.229-1 – IMS test cases


	34.229-1
	12.18
	Void
	No impact. 

See note 2.
	No impact

	34.229-1
	12.18a
	Void
	No impact. 

See note 3.
	No impact

	34.229-1
	12.18b
	Void
	No impact. 

See note 3.
	No impact

	34.229-1
	12.19
	Void
	No impact. 

See note 2.
	No impact

	34.229-1
	12.19a
	Void
	No impact. 

See note 3.
	No impact

	34.229-1
	12.19b
	Void
	No impact. 

See note 3.
	No impact

	34.229-1
	12.20
	Void
	No impact. 

See note 2.
	No impact

	34.229-1
	12.20a
	Void
	No impact. 

See note 3.
	No impact


	34.229-1
	19.3.2
	Non-UE detectable emergency call /Non-UE detectable emergency call / IM CN sends 380 Alternative Service including emergency service URN and no emergency subservice type / Non-emergency IMS registration / UTRAN or GERAN
	WI-154: 
Title needs to be updated
	RFT097: 
Title needs to be updated

	36.521-1 – E-UTRA RF and performance test cases

	No impact

	36.521-3 – E-UTRA RRM test cases

	No impact

	36.523-1 – E-UTRA protocol test cases

	36.523-1
	6.5.1
	WLAN Offload / Cell Selection / EUTRA RRC_Idle to/from WLAN (Qrxlevmeas, BeaconRSSI, WLAN identifier no match/match)
	No impact
	No impact

	36.523-1
	6.5.6
	Void 
	No impact
	No impact

	36.523-1
	7.1.8.1
	Periodic RI reporting using PUCCH /  UE only supports 1 layer for spatial multiplexing in DL / Transmission mode 3/4
	WI-081-xx for FDD bands 1, 2, 3, 4, 5, 7,8,11,12,13,14,18,19,20,21,25,26,27,28 and 31: Title of test case 7.1.8.1 FDD needs to be updated.

WI-091-xx for TDD bands 38, 39, 40, 41 and 42: Title of test case 7.1.8.1 TDD needs to be updated.
	RFT109:

Title of test case 7.1.8.1 TDD needs to be updated.

	36.523-1
	
	
	No impact
	No impact

	36.523-1
	
	
	No impact
	No impact

	36.523-1
	
	
	No impact
	No impact

	36.523-1
	
	
	No impact
	No impact

	36.523-1
	
	
	No impact
	No impact

	36.523-1
	
	
	No impact
	No impact

	36.523-1
	13.5.1b
	Void
	WI.226: The test case needs to be removed.
	No impact

	36.523-1
	13.5.2b
	Void
	WI.226: The test case needs to be removed.
	No impact

	36.523-1
	17.2.4
	Reception of PDCCH DCI format 0 and PHICH in MBSFN subframes
	WI-164.xx for FDD bands 1, 3, 4 and 13: Due to the correction of the test case 17.2.4 applicability from UE supporting MBMS to all UEs supporting E-UTRA consideration should be taken if the test case should be moved from eMBMS WI-164-xx to the LTE Rel-9 enhancement WI-150.xx.

See note 1.
	No impact

	36.523-1
	19.1.2
	ProSe direct Communication /Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the carrier frequency provisioned for ProSe direct service / Utilisation of the resources of (serving) cells/PLMNs / Reception
	No impact
	No impact

	36.523-1
	19.1.3
	ProSe Direct Communication/Pre-configured authorisation / UE in RRC_CONNECTED on an E-UTRAN cell operating on the carrier frequency provisioned for ProSe direct service / Utilisation of the resources of (serving) cells/PLMNs / Transmission / RRC connection reconfiguration with/without mobilityControlInfo / RRC connection re-establishment
	No impact
	No impact

	36.523-1
	19.1.4
	ProSe Direct Communication/Pre-configured authorisation / UE in RRC_CONNECTED on an E-UTRAN cell operating on the carrier frequency provisioned for ProSe direct service / Utilisation of the resources of (serving) cells/PLMNs / Reception / RRC connection reconfiguration with mobilityControlInfo / RRC connection re-establishment
	No impact
	No impact

	36.523-1
	19.1.5
	ProSe Direct Communication/Pre-configured authorisation / UE camped on an E-UTRAN cell not operating on the carrier frequency provisioned for ProSe direct service / Utilisation of the resources of (not serving) cells/PLMNs / Transmission and Reception
	No impact
	No impact

	36.523-1
	19.1.6
	ProSe Direct Communication/Pre-configured authorisation / UE out of coverage on the frequency used for sidelink communication / Transmission and Reception / Operation with/without SyncRef UE / Usage information report list sending procedure
	No impact
	No impact

	36.523-1
	
	
	No impact
	No impact

	36.523-1
	19.2.1
	ProSe Direct Discovery Monitoring/Pre-configured authorisation / Monitoring / Handling of validity timers / Utilisation of the resources of different cells/PLMNs
	No impact
	No impact

	36.523-1
	
	
	No impact
	No impact

	37.571-1 – UTRA/E- UTRA/EPC UE positioning performance test cases

	34.571-1
	7.1.1-3
	Sensitivity Coarse Time Assistance: Sub-Test 3
	No impact
	No impact

	34.571-1
	7.1.1-4
	Sensitivity Coarse Time Assistance: Sub-Test 4
	No impact
	No impact

	37.571-2 – UTRA/E- UTRA/EPC UE positioning protocol test cases

	No impact

	Note 1: 
The purpose of test case 17.2.4 is to verify that a UE independently if it supports eMBMS or not performs the non-MBMS operation correctly in MBSFN sub-frames. Thus the applicability of the test case is for all UEs supporting E-UTRA. 
Note 2: 
GCF WI-171 has already been updated in GCF to reflect the move of the SSAC Rel-9 test cases from TS 34.229-1 to TS 36.523-1 with new TC numbers: 12.18 (13.5.1, 12.19 (13.5.2 and 12.20 (13.5.3.

Note 3: 
GCF WI-226 has already been updated in GCF to reflect the move of the SSAC Rel-12 test cases from TS 34.229-1 to TS 36.523-1 with new TC numbers:  from 12.18a (13.5.1a, 12.18b ( 13.5.1b, 12.19a ( 13.5.2a, 12.19b ( 13.5.2b and 12.20a ( 13.5.3a.


