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{Start of changes}
8.16.17
E-UTRAN FDD activation and deactivation of known SCell in non-DRX

<Unchanged Sections Skipped>
8.16.17.4
Test description

8.16.17.4.1
Initial conditions
<Unchanged Sections Skipped>
Table 8.16.17.4.1-1: General test parameters for known SCell activation case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.3 FDD (Cell 1)
	As specified in section A.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2

	E-UTRA RF Channel Number
	
	1, 2
	Two radio channels are used for this test

	Active PCell
	
	Cell 1
	Primary cell on RF channel number 1.

	Configured deactivated SCell
	
	Cell 2
	Configured deactivated secondary cell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	CQI/PMI periodicity and offset configuration index
	
	0
	CQI reporting for SCell every second subframe

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on secondary component carrier.

	SCell measurement cycle (measCycleSCell)
	ms
	320
	

	Cell2 timing offset to cell1
	(s
	0
	

	Time alignment error between cell2 and cell1
	(s
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	The value of time alignment error depends upon the type of carrier aggregation.

	T1
	s
	≤12
	During this time the PCell shall be known and the SCell configured, detected and reported.

	T2
	s
	1
	During this time the UE shall activate the SCell.

	T3
	s
	1
	During this time the UE shall deactivate the SCell.

	Note:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.


{End of changes}
