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	Title:

	Update of applicabality due to merge of WLAN offload Idle mode test cases 6.5.6 in 6.5.1
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	Reason for change:
	Test case 6.5.6  ‘WLAN Offload / Cell Selection / EUTRA RRC_Idle to WLAN Failure (WLAN identifier does not match) ‘, tests that the UE does not offload to a WLAN AP with a WLAN identifier not matching that received, even though the offload conditions are met. The test case ends here.

The test case looks very simple and stand alone test case for testing this may not be justified. It may be passed erroneously on a SS with no WLAN capability.

It is proposed to merge the TP’s in the test case with a test case having same offload thresholds i.e. 6.5.1.
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	Updated title of  6.5.1 
Made  6.5.6 void.
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	Non optimised test cases present
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	Other comments:
	The CR  is based on MCC160 feedback based on TTCN implementation


4
Recommended Test Case Applicability

<<< Text Skipped Here >>>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	
	<<< Severl Rows skipped here >>>
	
	
	
	
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.5.1
	WLAN Offload / Cell Selection / EUTRA RRC_Idle to/from WLAN (Qrxlevmeas, BeaconRSSI, WLAN identifier no match/match)
	Rel-12
	C225
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.5.2
	WLAN Offload / Cell Selection / EUTRA RRC_Idle to/from WLAN (Qrxlevmeas, BackhaulRateDlWLAN)
	Rel-12
	C225
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.5.3
	WLAN Offload / Cell Selection / EUTRA RRC_Idle to/from WLAN (Qqualmeas, BackhaulRateUlWLAN)
	Rel-12
	C225
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.5.4
	WLAN Offload / Cell Selection / EUTRA RRC_Idle to/from WLAN (Qqualmeas, ChannelUtilizationWLAN)
	Rel-12
	C225
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.5.5
	WLAN offload / Cell selection / EUTRA RRC_Idle to/from WLAN (ANDSF and RAN rules co-existence)
	Rel-12
	C225
	UEs supporting E-UTRA and WLAN and allowed offload to and from WLAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.5.6
	Void 
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