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4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT

	E-UTRAN RRC_IDLE State Mobility

	
	[MANY ROWS SKIPPED]
	
	
	
	
	

	9.5.1
	E-UTRAN FDD - UTRA TDD PCCPCH RSCP absolute accuracy
	Rel-9
	C65
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 39
	
	

	
	
	Rel-9
	CXX
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 22 and not supporting UTRA FDD
	
	

	9.5.2
	E-UTRAN TDD - UTRA TDD PCCPCH RSCP absolute accuracy
	Rel-9
	C66
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 39
	
	

	
	
	Rel-9
	CYY
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 22 and not supporting UTRA FDD
	
	

	
	[MANY ROWS SKIPPED]
	
	
	
	
	


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	[MANY ROWS SKIPPED]

	C96
IF A.4.1-1/2 AND A.4.4-1/5 AND A.4.3-4a/1 THEN R ELSE N/A

	CXX 
IF (A.4.1-1/1 AND A.4.1-1/4 AND (NOT A.4.1-1/3) AND A.4.4-1/22) THEN R ELSE N/A

	CYY 
IF (A.4.1-1/2 AND A.4.1-1/4 AND (NOT A.4.1-1/3) AND A.4.4-1/22) THEN R ELSE N/A

	Note 1:
Cxxxh applicability is defined for small cell enhancements for physical layer related test.


Table 4.2-1b: Number of TC Executions - Notes

	Note 1:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 36.521-3, Annex C.3.3 [2].


